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PHEFACE TO PAPT T. 


”TN the following work I have aimed at writing a 
working text-book on Statics for the use of Juniur 
Students. 

Throughout the book will be found a large numl)er 
of examples; most of them, with the exception of 
many of those at the end of the Chapter on Friction 
and the Miscellaneous Examples at the end of the 
volume, are of an easy type, 

I have tried to make the book complete as far as 
it goes; it is suggested, however, that the student 
should, on the first reading of the subject, oniit eveiy- 
thing marked with an asterisk. 

I must express my obligations to my friend 
Mr II. C. Robson, M.A., Fellow and Lecturer of 
Sidney Sussex College, Cambridge, for his kindness 
in reading through the proof-sheets, and for many 
suggestions that he has made to me. 

Any corrections of errors, or hints for improvement 
will be thankfully received, 

Barnes, S.W. 

Decetnher^ 189(X 


S. L. LONEY. 



PREFACE TO THE FIFTH EDITION 


T he book has been somewhat altered, and 1 hope 
improved, for this edition, and the type entirely 
re-set. Graphic solutions have been intr(^uced much 
earlier, and more use has been made of graphic methods 
throughout the book. More experimental work has also 
been introduced. 

The chapter on Work has been placed earlier, and 
much greater stress has been laid upon the Principle of 
Work. 

Sundry somewhat long analytical proofs have been 
relegated to the last chapter, and here I have not 
scrupled to introduce alternative proofs involving the 
use of the Differential Calculus. 

For ten of the new figures in this book I am much 
indebted to the kindness and courtesy of Dr R. T, 
Glazebrook, who allowed me to use tho blocks prepared 
for his Statics. Most of these figures have the additional 
merit of having been drawn from actual apparatus in 
use at the Cavendish Laboratory at Cambridge. 

S. L. LONEY. 


BoYAXi HoX. 1X>WAY Ck>Ll.EaK 

£Nai>BFI£L.D QbEEN, SuBBJUY. 
July 23nX, 1906. 
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STATICS 


CHAPTER I. 

■ INTEODUCTION. 

1. A Body is a portion of matter limited in every 
direction. 

2. * Force is anything which changes, or tends to 
change, the state of rest, or uniform motion, of ^ body. 

3. * Rest. A body is said to be at rest whet^ it does 
not change its position with respect to surrounding objects. 

4. Statics is the science which treats of the action 
of forces on bodies, the forces being so arranged that tlie 
bodies are at rest. 

The science which treats of the action of force on borlies 
in motion is called l)ynamlC8. 

In the more modem system of nomenclature which is gradually 
gaining general acceptance, the science which treats of the action of 
force on bodies is called Dynamics, and it has two subdivisions, 
Statics and Kinetics, treating of the action of forces on bodies which 
are at rest and in motion respectively, 

5. * A Particle is a portion of matter which is in¬ 
definitely small in size, or which, for the purpose of our 
investigations, is so small that the distances between its 
different parts may be neglected. 


LS 


t 
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A body may be rega rded as an indefinitely large number 
o£ indefinitely small portions, or as a conglomeration of 
particles. 

6. * A Rig^id Body is a body 'whose parts always 
preserve an invariable position with respect to one another. 

This conception, like that of a particle, is idcjilistic. 
In nature no body is perfectly rigid. Every body yields, 
perliaps only very slightly, if force be applied to it. If a 
rod, made of wood, have one end firmly fixed and the other 
end be pulled, the wood stretches slightly; if the rod be 
made of iron the deformation is very much less. 

To simplify our enquiry we shall assume that all iho 
bodies with which we have to deal are perfectly rigid. 

7. Equal Forces. Two forces are said to be equal 
when, if they act on a particle in opposite directions, the 
particle «remains at rest. 

8. ' Mass. The mass of a body is tlia quantity of 
matter in the body. The unit of mass used in England is 
a pound and is defined to be the mass of a certain piece of 
platinum kept in the Exchequer Office. 

Hence the mass of a body is two, three, four... lbs., 
when it contains two, three, four... times as much Hatter 
as the standard lump of platinum. 

In France, and other foreign countries, the theoretical 
unit of mass used is a gramme, which is equal to about 
15*432 grains. The practical unit is a kilogramme (1000 
grammes), which is equal to about 2*2046 lbs. 

9 : Weight. The idea of weight is one with which 
everyone is familiar. We all know that a certain amount 
of exertion is required to prevent any body from falling to 
the ground. The earth attracts .every body to itself with 
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a force which, as we shall see in Dynamics, is proportional 
to the mass of the body. 

The force with which the earth attracts any body to 
itself is called the weight of the body. 

10. Measwrement of Force. We shall choose, as our 
unit of force in Statics, the weight of one pound. The unit 
of force is therefore equal to the force which would just 
support a mass of one pound when liangiiig freely, 

m 

We shall find in Dynamics that the weight of one 
pound is not quite the same at different points of the 
earth’s surface. 

In Statics, however, we shall not liavcj to compare forces 
at different points of the earth’s surface, so that this variation 
in the weight of a pound is of no practical importance j wo 
shall therefore neglect this variation and assume the weight 
of a pound to be constant. ^ 

11 . In practice the expression “ weight of one pound ” 
is, in Statics, often shortened into “one pound.” The 
student will therefore understand that “a force of 10 lbs.” 
means “a force equal to the weight of 10 lbs.” 

li^ Forces repreeerUed hy straight Ihies, A force will 
be coJnpletely known when we know (i) its magnitude, 
(ii) its direction, and (iii) its point of application, t.e. the 
point of the body at which the force acts. 

Hence we can conveniently represent a force by a 
straight line drawn through its point of application j for 
a straight line has both magnitude and direction. 

Thus suppose a straight line OA represents a force, 
equal to 10 lbs. weight, acting at a point 0. A force of 
5 lbs. weight acting in the same direction would be repre¬ 
sented by OB; where B bisects the distance OA^ whilst a 
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force, equal to 20 ll>s. weight, would be represented by OC^ 
where OA is produced till AC equals OA, 



An arrowliead is often used to denote the direction in 
which a force acts. 

13. Svhdiviaions of Force. There are thrae different 
forma under which a force may appear when applied to a 
mass, viz. as (i) an attraction, (ii) a tension, and (iii) a 
reaction. 

14. * Attraction. An attraction is a force exerted by 
one body on another without the intervention of any 
visible^instrument and without the bodies being necessarily 
in con^ct. The only example we shall have in this book 
is the attraction which the earth has for every body; this 
attraction is (Art. 9) called its weight. 

15. * Tension. If we tie one end of a string to any 
point of a body and pull at the other end of the string, we 
exert a force on the body; such a force, exerted By means 
of a string or rod, is called a tension. 

If the string be light [t.e. one whose weight is so small 
that it may be neglected] the force exerted by the string is 
the same throughout its length. 

For example, if a weight IT be ^ 
supported by means of a light 
string passing over the smooth 
edge of a table it is found that the 
same force must be applied to the 
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string whatever be the point, R, or C of the string at 
which the force is applied. 

Now the force at A required to support the weight 
is the same in each case ; hence it is clear that the effect 
at A is the same whatever be the point of the string to 
which the tension is applied and that the tension of the 
string is therefore the same throughout its length. 

Again, if the weight IV be sup¬ 
ported by a light string passing round 
a smooth peg A, it is found that the 
same force ^nust l)e exerted at the other A 
end of the string whatever bo the 
direction {AJ3, AC^ or AD) in which 
the string is pulled and that this force ^ 
is equal to the weight W. 

[These forces may be measured by attaching the free 
end of the string to a spring-balance.] 

Jlence the tension of a light string passing r<9and- <k 
smooth peg is the same throughout its length. 

If two or more strings be knotted together the tensions 
are not necessarily the same in each string. 

The student must carefully notice that the tension of a string is 
not proportional to its length. It is a common error w suppose that 
the longer a string the greater is its tension; it is true that we can 
often apply our force more advantageously if we use a longer piece of 
string, and hence a beginner often assumes that, other things being 
'equal, the longer string has the greater tension. 

16-* Reaction. If one body lean, or be pressed, against 
another body, each body experiences a force at the point of 
contact; such a force is called a reaction. 

The force, or action, that one body exerts on a second 
body is equal and opposite to the force, or reaction, that 
the second body exerts on the first. 
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This statomont 'vrill l>e found to l>e included in Newton’s 
Tliird Law of Motion [Part II., Art, 73]. 

Examxths. If a ladder lean against a wall the force 
exerted by the end of the ladder upon the wall is ec^ual and 
opposite to tliat exerted by the wall upon the end of the 
ladder. 

If a cube of wood is placed upon a table the force which 
it exerts upon the table is equal and opposite to tlie force 
which the table exerts on it. 

17. ESquilibrium. When two or more forces act 
upon a body and are so arranged that the body'reniains at 
rest, the forces are said to bo in equilibrium, 

18. Introduction, or removal, of equal and opposite 
forms. We shall assume that if at any point of a rigid 
body we apply two equal and opposite forces, they will 
have no effect on the equilibrium of the body* similarly, 
that if at any point of a body two equal and opposite 
forces‘are acting tht;y may be removed. 

19. - Vriticiple of the Tratismisslhility of Force. If a 
force act at any point of a rigid body, it may he considered 
to act at any other point in its line of actwn provided that 
th is latter point he rigidly connected with, the hody. 

Let a force F act at a point A of r, body in a direction 
AS. Take any point in AX and at i? introduce two 




INTRODUCTIOir 


7 


equal and opposite forces, each equal to Fy acting in the 
directions FA and FJT ; these will have no effect on tlie 
equilibrium of the body. 

The forces F acting at A in the direction ABy and F at 
Ji in the direction BA are equal and opposite; we shall 
assume that they neutralise one another and hence that 
they may be removed. 

Wo have thus left the force F B acting in the 
direction BX and its effect is the same as that of the 
original force F at A, 

The internal forces in the above body would be different 
according as the force F is supposed applied at A or B; 
of the internal forces, however, wo do not treat in the 
present book. 

20. Smooth bodifis. If wo place a piece of smooth 
polished wood, having a plane face, upon a table whose top 
is made as smooth as possible we shall And that, if wo 
attempt to move the block along the surface of tl^e table, 
some resistance is experienced. There is always some 
force, however small, between tlie wood and the surface 
of the table. 

If the bodies were perfectly smooth there would l)e 
no force, parallel to the surface of the table, between the 
block and the wible; the only force betw<;en them would 
be perpendicular to the table. 

Def. When two bodies, which aro in conijiict, are 
jierfectly smooth the force, or reaction, Iwtween them is 
perpendicular to their cuiuiuon surface at the point of 
contact. 



CHAPTER II. 

COMPOSITION AND KESOLUTION OP FORCES 

« 

21. Suppose a flat piece of wood is resting on a 
smooth table and that it is pulled by means of three strings 
attached to three of its corners, the forces exerted by the 
strings being horizontal; if the tensions of the strings be 
so adjusted that the wood remains at rest it follows that 
the thrdfe forces are in equilibrium. 

Hence two of the forces must together exert a force 
equal and opposite to the third. This force, equal an<l 
opposite to the third, is called the I’esultant of the first two. 

22r Resultant. Ref. If two or forcas P, Q, 
S ... act upon a rigid body and if a migle force, R, can he 
found whose effect upon the body is tlm same as that of the 
forces P, Q, S... this single force H is called the res'idtant of 
the other forces and (lie forces P, Q, P,., are called the conir 
ponents of JR. 

It follows from the definition that if a force be applied 
to the body equal and opposite to the force R, then the 
forces acting on the body will balance and the body be in 
equilibrium; conversely, if the forces acting on a body 
balance then either of them is equal and opposite to tlio 
resultant of the others. 
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23. Resultant of forces acting in tJte same etraigJU line, 

Jf two forces act on a body in the same direction their 

resultant is clearly equal to their sum; thus two forces 
acting in the same direction, equal to 5 and 7 lbs. weight 
lespectively, are equivalent to a force of 12 lbs. weight 
acting in the same direction as the two forces. 

If two forces act on a body in opposite directions their 
resultant is equal to their difference and acts in the direction 
of the greater; thus two forces acting in opposite directions 
and equal to 9 and 4 lbs. weight respectively are equivalent 
bo a force,of 5 lbs, weight acting in the direction of the 
Ill'sb of the two forces. 

24. * When two forces act at a point of a rigid body in 
different directions their resultant may be obtained by 
means of the following 

Theorem. Parallelogram of Forces. If two 

forces^ acting at a point, he repnres&nted in mag^iUude and 
direction hy lEe two sides of a parallelogram drawn f^x cme 
of its cmgixlar points, their resultant is represented both in 
magnitude and direction hy the diagmxal of the pa/rcdlelogram 
passing through that angular point. 

This fundamental theorem of Statics, or rather another 
form of it, viz. the Triangle of Forces (Art. 36), was first 
enunciated by Stevinus of Bruges in the year 1586. Before 
his time the science of Statics rested on the Principle of 
the Lever as its basis. 

In the following ai*ticle we sliall give an experimental 
proof; a more formal proof will be found in the last chapter. 

In Art. 72 of Part II. of this book will be found a proof 
founded on Newton’s I^aws of Motion. 

25. experimental proof. Let F and G be two 

light pulleys attached to a fixed support; over them let 
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there pass two light strings tied together at 0, and can-ying 
scale-pans L and M at their other ends. 



A second string is knotted at 0 and carries a third 
scalc-pan iT. 

Into these scale-pans are placed known weights, and the 
whole system is allowed to take up a position of equilibrium. 
Let the weights in the scale-pans, together with the weights 
of the scale-pans themselves, be P, and 72 lbs. respectively. 
On a blackboard, or a piece of paper, conveniently 
placed behind the system draw the lines OF, OG, 0^ as in 
the figure. 
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Taking some convenient scale (say three inches, or less, 
per one lb.) mark off OA^ OB, and OD to represent P, Q, 
and R lbs. Complete the parallelogram OACB. Then OC 
will be found to bo equal in length, and opposite in direction, 
to OD, 

But, since P, Q, and R balance, therefore R must bo 
equal and opposite to the resultant of P and Q. 

Therefore the resultant of P and Q is represented by 
OC, Le. by the diagonal of the parallelogram whose sides 
represent P and Q, 

This,will be found to be true wliatever be the relative 
magnitudes of P, Q, and R, provided only that one of them 
is not greater than the sum of the other two. 

In the P, Q, and B are taken respectively to be 4, 3, and 

5 lbs. In this case, since 5^=4^+3^, the angle AOB is a right 
angle. 

When the experiment is performed, it will probably bo 
found that the point 0 may be moved into one of several 
positions close to one another. The reason for this is that 
we cannot wholly get rid of the friction on the pivots of the 
pulleys. The effect of this friction will be minimised, in 
this and similar statical experiments, if the pulleys are of 
fairly large diameter; aluminium pulleys are suitable be¬ 
cause they can be made of comparatively large size and yet 
bo of small weight 

Apparatus of the solid type shewn in the above figure 
is not necessary for a rough experiment The pulleys F 
and G may have holes bored through them through which 
bradawls can be put; these bradawls may then be pushed 
into a vertical blackboard. 

The pulleys and weights of the foregoing experiment may be 
xeplaoed oy three Salter’s Spring Balances. Each of these balances ' 
shews, by a pointer which travels up and down a graduated face, what 
force is applied to the hook at its end. 
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Three light strings are knotted at O and attached to the ends of . 
the spring balances. The three balances are then drawn out to shew 
any convenient tensions, and laid on a horizontal table and fixed to it 
by hooks or nails as shewn. The readings of the balances then give 
the tensions P| Q, and 22 of the three strings. Just as in the 



preceding experiment we draw lines OA^ OB^ and OG to represent 
P, 4), and 22 on any scale that is convenient, and then verify that OG 
is equal in magnitude and exactly opposite in direction to 07>, the 
diagonal of the parallelogram of which OA and OB are adjacent 
sides. 

26. To find the direction and magnitude of the re¬ 
sultant of two forces, we have to find the direction and 
magnitude of the diagonal of a parallelogram of which the 
two sides represent the forces. 

1. Find the resultant of forces ctjual to 12 and 5 Ihs, weight 
rexpectively acting at right angles. 
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Jjct OA nnd Oli rrproKent llio foroos so that OA \a 12 units of 
length and OJJ is 5 units of length; complete the rectiuigle OACB, 

Then OC^ = OA^ +A(7^=12^+ 5^ =169, 0C=al3. 

Also tan COA = ~, 

OA 12 

Hence the resultant is a force equal to 13 lbs. weight making with 
the first force an angle whose tangent is -j.jt i.e. about 22°37'. 

> 31 ^ 3 . Find the remltant of forces equal to the weights of 5 and 
9lhs. respectively acting at an angle of 

C 


O '6 AD 

I^et OA and OB represent the forces, so thnt OA is 6 units and OB 
S units of length; also let the angle AOii be 60°. 

Complete the parallelogram OACB and draw CT> perpendicular to 
OA. Then OC represents the required resultant. • 

Kow ^D = ^Ccos CAD = 3cos60°=| ; 02)=’^®-. 

Also DC)'=AC'sin60°=3>^?, 

A 

/. OC= \/ 49 * 7 , 

and tan COD == *3997. 

Hence the resultant is a force equal to 7 lbs. weight in a direction 
making with OD an angle whose tangent is ‘3097. 

On reference to a table of natural tangents this angle is easily seen 
to be about 21° 47'. 

27a The resultant, R^ of two forces P and Q acting at 
an angle a may be easily obtained by Trig(jnoinetry. 

For let OA and OB represent the forces P and Q acting 
at an angle a. Complete the parallelogram OACB and draw 
CD perpendicular to OA^ produced if necessary. 

Let R denote the magnitude of the resultant. 
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Then OD « OA + AD— OA 4 AC cos DAG 

+ Q cos BOD = P-\- Q cos a. 
\UD fall between O and as in the second figure, wo have 
ODseOA - DA ssOA-^ AC 009 DACasP-Qcoa (180° -a) =2?+Q cos a.] 




Also DC = ACsm DACQ sin ct. 

/. =. = OD^ + CD^ =^(P + Q cos a)« + (Q sin a)* 

— 7^ + Q* + 2PQ cos a. 


R = + 2PQ COB a 


Also • 


tan COD — 


DC 

nn 


Q sill a 

P .1 /I nnif 


.(i). 

(ii). 


T1)C.s 4» two equations givo tlie required inagnitudo and 
direction of the resultant. 


Oor. 1. If the forces be at right angles, we have a =^90°, so that 
P^+ and tan COA 


Cor. 2. If the forces he each equal to P, we have 
JJaVP“"(r-riT2 COB a) =s P (1 + COS a) 


and 


'V2- 


2cOB^|a:2P0Oag, 


tan COA =. 


Psing 
P + POOS( 


A . a a 

2 sm n 00 s g 

2oob^~ 


• tan^, 


so that the resultant of two equal forces bisects the angle between 
tbem; this is obvious also from &:st principles* 
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EXAMPLES. I. 

Li the following seven examples P and Q denote two com¬ 
ponent forces acting at an angle a and It denotes their resultant. [The 
results should also be verified by a graph and measurement.] 

(i) . IfP==24; 7; a= 90°; find P. 

(ii) . IfP=13; P=14; a= 90°; find Q. 

(iii) . IfP= 7; g=s 8; 60°; find P. 

I£P= 5; g= 9; o=120°; find P. 

(v). IfPsi 3; Q»i 5;P = 7; find a. 

IfP=13; Qsl4; o —Bin"i -j|; find P. 

(vii). If 6; P= 7; a= 60°; find Q. 

Find the greatest and least resultants of two forces whose 
magnitudes are 12 and 8 lbs. weight respectively. 

Forces equal respectively to 4, 5, and 6 lbs. weight act on a 
particle in directions respectively north, south, east, and west; find 
the direction and magnitude of their resultant. 

Forces of 84 and 187 lbs. weight act at right angles; ^find their 
resultant. 

Two forces whose magnitudes are P and P«/2lb8. weight act 
on a particle in directions inclined at an angle of 135° to each other; 
find me magnitude and direction of the resultant. 

Two forces acting at an angle of 60° have a resultant equal to 
2,^8 lbs. weight; if one of the forces be 2 lbs. weight, find the other 
force. 


7. Find the resultant of two forces equal to the weights of 18 and 
111^. respectively acting at an angle whose tangent is Verify by a 
drawing. 

8. Find the resultant of two forces equal to the weights of 10 and 
9 lbs. respectively acting at an angle whose tangent is Verify by a 
drawing. 

Two equal forces act on a particle; find the angle between 
them when the square of their resultant is equal to three times their 
product. 

10, Find the ma^tude of two forces such that, if they act at 
right angles, their resmtant is /^lO lbs. weight, whilst when they act at 
aasmgle of 60° their resultant is j^lS lbs. weight. 
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11. Find the angle between two equal forces P when their 

P 

resultant is (1) equal to P, (2) equal to 

12. At what angle do forces, equal to {A+P) and (A - P), act so 
that the resultant may be /^Ja^ f 

13. Two given forces act on a particle; find in what direction a 
third force of given magnitude must act so that the resultant of the 
three may be as great as possible. 

14. By drawing alone solve the following: 

(i) . IfP=10; <3=15; a= 37°; 6nd P. 

(ii) . IfP= 9; <3= 7; a=133°; find P. 

(iii) . IfP= 7; Q= 5; P=10; find a. 

(iv) . If P=7*3; P = 8-7; a= 65°; find < 3 . 

28. Two forces, given in magnitude and direction, have 
only one resultant; for only one prrallelogram can be con¬ 
structed having two lines OA and OB (Fig. Art. 27) as 
adjacent sides. 

29. A force may l>o resolved into two components in 
an infinite number of ways; for an infinite number of 
parallelograms can be constructed having OC as a diagonal 
and each of these parallelograms would give a pair of such 
components. 

30s The most important case of the resolution of force,s 
occurs when we resolve a force into two components at 
right angles to one another. 

Suppose we wish to resolve a force I\ icpresented by 
OGj into two components, one of which is in the direction 
OA and the other is perpendicular to OA. 

Draw CM perpendicular to OA and complete the paral¬ 
lelogram OMCH. The forces represeiite.d by OM and OJH 
have as their resultant the force OC, so that OM and ON 
are the required components. 
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Ixifc the angle AOG bo a. 




Then OM = OC cos a. — F cos a, 

and ON^ MG = OG sin a = Fain a. 

[If the point M lie in OA produced baeliwanls, as in the sr>cond 
figurcf the* component of F in the direction OA 

ss — OM=s — 0(7 cos C0M= —OCcoB (180°-o) —OC cos a=1^cos a. 
Also the component perpendicular to OA 

= 0xV=Jl/C= OCsin COM=:Fsm a.] 

Hence, in each case, the required components are 

i^cosa and JF^sino. 

Thug.a force equal to 10 lbs. weight acting at an angle of 60° with 
the horizontal is equivalent to 10 cos 60° (=10 x^—5 lbs. weight) in a 

horizontal direction, and 10 sin 60° (=10 x ~ = 5 x 1*732 js8*6C Iba. 

weight) in a vertical direction. 

31. Def. The Resolved Part of a given force in a 
given <3irection is the component in the given direction 
which, with a component in a direction perpendicular to the 
given direction, is equivalent to the given force. 

Thus in the previous article the resolved part of the 
force F in the direction OA is F cos a. Hence 

The Resolved Fart of a given force in a given direction is 
obtained hy wultiplying the given force by the cosine of the 
angle between the given force and the given directi<m, 

32. A force cannot produce any effect* in a direction 
perpendicular to its own line of action. For (Fig. Art. 30) 
there is no reason why the force ON should have any 
tendency to make a particle at 0 move in the direction OA 
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rather than to make it move in the direction produced; 
hence the force cannot have any tendency to make the 
particle move in either the direction OA or AO produced. 

Por example, if a railway carriage he standing at rest 
on a railway line it cannot be made to move along the rails 
by any force which is acting horizontally and in a direction 
perpendicular to the rails. 

33. ■ The resolved part of a given force in a given 
direction represents the whole effect of the force in the given 
direction. For (Fig. Art. 30) the force OC is completely 
represented by the forces Oy and OM. But the force ON" 
has no effect in the direction OA. Hence the whole effect 
of the force F in the direction OA is represented by OMf 
i.e. by the resolved part of the force in the direction OA^ 

84 . A force maj be resolved into two components in any two 
assigned directions. 

Let tUb components of a force represented by OC7, in the 

C 


O M A 

directions OA and OB be required and let the angles ./10(7 and COB 
be a and p respectively. 

Draw CM parallel to OB to meet OA in JIf and complete the 
paraUelogram OMCN. 

Then Oilf and ON are the required components. 

Since MC and ON are parallel we have 

0CMz=pi also Oiff<7«180°-CarA»180°-(tt+^. 

Since the sides of the triangle OMC are proportional to the, sines 
of the opposite angles, we have 

OM MC OC 
sin OCM * sin MOC “ sin OMO ' 
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OJIf _MQ F 
Bin/S Bin a 6m(a+j9) 

Hence tbe required components are 

jp Bin/? » sin a 
Bin (a+/9) ™ sin (a +/3)' 

35. The student must carefully notice that the com¬ 
ponents of a force in two assigned directions are not the 
same as the resolved parts of the forces in these directions. 
For example, the resolved part of F in the direction OA is, 
by Art, 30, i^cos a. 

EXAMPLES. II 

Vjr; A foreo equal to 10 lbs. weight ia inclined at an angle of 80° to 
the horizontal; find its resolved parts in a horizontal and vertical 
direojliion respectively. 

2. Find the resolved pirt of a force P in a direction malting (3) an 
angle of 45°, (2) an angle equal to coa"^ (la) with its direction. 

A truck is at rest on a railway line and is pulled by a horl* 
Kontal force equal to the weight of 100 lbs. in a direction ir^king an 
angle of 60° with the direction of the rails; what is the force tending 
to urge the truck forwards? 

>4,' Kesolve a force of 100 lbs. weight into two equal forces acting 
at an angle of 60° to each other. Verify by a graph and measurement. 

5 . Besolve a force of 50 lbs. weight into two forces making angles 
of and 45° with it on opposite sides. Verify by a graph and 
measurement. 

6 . Find the components of a force P along two directions making 
angles of 30° and 45° with P on opposite sides. 

7 . If a force P bo resolved into two forces making angles of 45° 
and 16° with its direction, shew that the latter force is 

8 . Find a horizontal force and a force Inclined at an angle of 60° 
with the vertical whose residtant shall be a given vertical force P. 

9. If a force be resolved into two opmponent foroea and if one 
oom^nont be at right angles to the furoe and equal to it in magnitude, 
find the direction and magnitude of the other component. 
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A force equal to the weight of 20 lbs. acting vertically up¬ 
wards'is resolved into two forces, one being horizontal and equal to 
the weight of lOlba.; what is the magnitude and direction of the 
other force? 

11. By a graphic construction and measurement resolve a force 
equal to 35 lbs. wt. into components making angles of 98° and 40° with 
it on opposite sides. 

36: Triangle of Forces. If three Jbrcee^ acting at 
a point, he repreaented in magnitude and direction hy tlie 
sides of a triangle, taken in ord&r, they rmU he in equi¬ 
librium. 

Let the forces P, Q, and B acting at the point 0 be 
represented in magnitude and direction by the sides AB, 



BC, and CA of the triangle ABC \ they shall be in^equi- 
libriura. 

a 

Complete the parallelogram ABCD. 

The forces represented by BC and AD are the same, 
since BC and AD are equal and parallel. 

Now the resultant of the forces AB and AD, is, by the 
parallelogram of forces, represented by AC. 

Hence the resultant of AB, BC, and CA is equal to the 
resultant of forces AG and CA, and is therefore zero. 

Hence the three forces P, Q, and R are in equilibrium. 

Cor. Since forces represented by AB, BC, and CA 
are in equilibrium, and since, when three forces are in 
equilibrium, each is equal and opposite to the resultant 
of the other two, it follows that the resultant oi A B and 
BC is equal and opposite to CA, i.e. their resultant is 
represented by AC, 
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Hence the resultant of two forces, acting at a point 
and represented by the sides AB and BC of a triangle, 
is represented by the third side AC. 

37 . In the Triangle of Foroes the student must carefully note 
that the forces must be parallel to the sides of a triangle taken, in 
order, i.e. talcen the same way round. 

For example, if the first force act in the direction AB, the second 
must act in the direction BG, and the third in the direction CA ; 
if the second force were in the direction CB, instead of BG, the forces 
would not be in equilibrium. 

The three forces must also act at a point ; if the lines of action of 
the forces were BC, CA, and AB they would not be in equilbrium; for 
the forces AB and BC would have a resultant, acting at B, equal and 
parallel to AC. The system of foroes would then r^uce to two equal 
aind paiullel forces acting in opposite directions, and, as we shall 
see in a later chapter, such a pair of forces could not be in 
equilibrium. 

38. The converse of the Triangle of Forces is also 
true, viz. that If three forces cteting at a point he in equi¬ 
librium they can he represented in magnitude and direction 
hy the sides of any triangle which is drawn so as to %ave its 
sides respectively parallel to tlte directions of the forcer^ 

Let the three forces P, Q, and R, acting at a point 0, 
be in equilibrium. Measure off lengths OL and OM along 
the directions of B and Q to represent these forces respec- 

I 

tivoly. 



Complete the parallelogram OLNM and join ON. 

Since the three forces P, Q, and R are in equilibrium, 
each must be equal and opposite to the resultant of the 
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other twa Hence 12 must bo etjual and opposite to the 
I'esultu.nt of P and Q, and must therefore lie represented 
by NO, Also LN is equal and parallel to OM, 

Hence the three forces P, Qf and P are parallel and 
proportional to the sides OL, LN, and NO of the triangle 
OLN, 

Any other triangle, whoso sides are parallel to those of 
the triangle OLNy will have its sides proportional to those 
of OLN and therefore proportional to the forces. 

Again, any triangle, whose sides are respectively per¬ 
pendicular to those of the triangle OLN^ will have its sides 
proportional to the sides of OLN and therefore proportional 
to the forces. 

39. Tlie proposition of the last article gives an easy 
graphical method of determining the relative directions of 
three i[orces which are in equilibrium and whose magni¬ 
tudes are known. "NVe have to construct a triangle whose 
sides are proportional to the forces, and this, by Euc. l. 22, 
can always be done unless two of the forces added together 
are less than the third. 

^ 4r0y Xiomi’s Theorem. If thrw forces cteting on a 
jHjbrtwle heep it in equilibrium^ each is proportional to tlhS 
sine qf the angle between the other two. 

Taking Fig., A.rt 38, let the forces P^ Q, and P be in 
equilibrium. As before, measure off lengths OL and OM to 
represent the forces P and and complete tlie parallelo¬ 
gram OLNM, Then NO represents R, 

Since the sides of the triangle OLN are proportional to 
the sines of the opposite angles, we have 

^L _ LN _ NO 
sin LNO * sin LON ~ sia OLN 
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But 

sin LNO — sin NOM = sin (180® — QOR) = sin QOR, 
sin LON== sin (180“ - LOR) = sin ROP, 
and sin OLN ss sin (180“ — POQ) — sin POQ, 

LN^OM. 

OL OM _ FO 

sin {^OR sin ROP sin POQ' 

p _ _ Q _ _ n 

sin QOR sin liOP sin POQ ' 

41? •Polygfon of Forces. If any number of forces^ 
acting on a particle, be represented, in magnitude and 
direction, by tJie sides of a polygon, taken in order, the 
forces dioll be m equUdyrium. 


F 


Let the sides AS, PC, CD, DE, EF and FA of the 
polygon ABCDEF represent the forces acting on a particle 
0. Join AC, AD and AE. 

By the corollary to Art. 36, the resultant of forces 
and BC is represented by AC» 

Similarly the resultant of forces AC and CD is repre¬ 
sented by AD ; the resultant of forces AD and DE by AE ; 
and the resultant of forces AE and EFhy AF. 

Hence the resultant of all the forces is equal to the 
resultant of and FA, i.e, the resultant vanish^ 




Also 

Hence 

%.e. 
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Hence the forces are in equilibrium. 

A similar method of proof will apply whatever be the 
number of forces. It is also clear from the proof tJiat the 
sides of the polygon need not be in the same plane. 

The converse of the Polygon of Forces is not true; for the ratios of 
the sides of a polygon are not known when the directions of the sides 
are known. For example, in the above figure, we might take any 
point A' on AB and draw A'F* parallel to AF to meet FF in .F '; the 
new polygon A'BCDEF' has its sides respectively parallel to those of 
the polygon ABCBEF but the corrcspoiiding sides are clearly not 
proportional. 


42. 'The resultant of two forces^ acting at a i^iint 0 in 
directions OA and OB and represented in ftiar/nilude hij 
A. . OA mid fi . OBf is represented by (X + /a) . OG^ where C is 
a point in A B such that \. CA = p , CB, 

For lot C divide the line AB, such that 

\,CA:^p.CB, 



Complete the parallelograms 00AD and 00BE, \ 

By the parallelogram of forces the force A.. OA is 
equivalent to forces represented by \. 00 and A. OD. 

Also the force p . OB is equivalent to forces represented 
by p , 00 and p . OE, 

Hence the forces A. OA and p . OB are together equiva¬ 
lent to a force (A + p) 00 together with forces A,, OD and 
p, OE, 
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But, (since A . OR — A . CA ~ ft. . CB ~ ft. . OE) these two 
latter forces are equal and opposite and therefore are in 
equilibrium. 

Hence the resultant is (A + /i). 0C» 

Cor. The resultant of forces represented by OA ami 
OB is 20Cf where O is tho middle point of AB. 

This is also clear from the fact that OC is half the 
diagonal 0Z> of the parallelogram of which OA and OB are 
adjacent sides. 


, EXAMPLES, in. 

Three forces acting at a point are in equilibrium; if they 
maho angles of 120° with one another, shew that they are equol. 

Tf tho angles are 60®, 150°, and 150°, in what proportions are tho 
forces ? 

Three forces acting on a particle are in equilibrium; the angle 
between tho first and serond is 90° and that between the second and 
third is 120°; find the ratios of the forces. 

Forces equal to 7F, 5P, and 8P acting on a particle arc in 
equilibrium; find, by geometric constiniction and by calculation, tho 
angle between the latter pair of forces. • 

>4r Forces equal to 5P, 12P, and I3P acting on a particle arc in 
equilibrium; find by geometric construction and by calculation the 
angles between their directions. 

5. Construct geometrically the directions of two forces 2P and 
3P which make equilibrium with a force of 4P whose direction is 
given. 

\e. The sides AB and AC of a triangle JBC are bisected in 1) and 
JS; shew that the resultant of forces represented hy BE and DC is 

represented in magnitude and direction by 

7. P is a particle acted on by forces represented by X./lPand 
X. PB where A and B are two fixed points; shew that their resultant 
is constant in magnitude and direction wherever tho point P may be. 

8 , ABCD is a parallelogram; a particle P is attracted towards A 
and C by forces which are proportional to FA and PC respectively and 
repeUed from B and D by forces proportional to PB and PD ; shew 
that P is in equilibrium wherever it is situated. 

The following ore to be solved by saometrle conetroetion. In 
each case P and Q are two forces inclined at an angle a and 22 is their 
respltont making an angle 0 with P, 
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9. P=251bB. wt., <^=20 lbs. wt. and 0—35°; And II and a. 

10 . P=50 kilopc., Q=60 kilog. and P = 70 kilog.; find a and 6, 

11. P=30, JR = 40 and a=:130°; find Q and 0, 

12. P=60, a = 75” and d = 40®; find Q and It. 

13. P=60, It = 40 and (?=50°; find Q and a. 

14. P = 80, a= 55° and It =100; find Q and 0. 

15. A boat is being towed by means of a rope which makes an 
angle of 20° with the boat’s length; assuming that the resultant 
reaction It of the water on the boat is inclined at 40° to the boat’s 
length and that the tension of the rope is equal to 5 cwt., find, by 
drawing, the resultant force on the boat, supposing it to be in the 
direction of the boat’s length. 


EXAMPLES. IV. 

1. Two forces lu't at an angle of 120°. The greater is represented 
by 80 and the resultant is at right angles to the less. Find the latter. 

2. If one of two forces be double the other and the resultant be 
equal to the greater force, find the angle between the forces. 

3. Two forces acting on a particle are at right angles and are 
bnlancecTby a thii-d force making an angle of 150° with one of them. 
The greater of the two forces being 3 lbs. weight, what must be the 
values oi the other two? 

4. The re.sultant of two forces acting at an angle equal to ^ds 
of a right angle is pei'pendicular to the smaller component. The 
greater l>eing equal to 30 lbs. weight, find the other component and 
the resultant. 

5. The magnitudes of two forces are as 8:5, and the direction of 
the resultant is at right angles to that of the smaller force; compare 
the magnitudes of the larger force and of the resultant. 

6. The sum of two forces is 18, and the resultant, whose direction 
is perpendicular to the lesser of the two forces, is 12; find the magni> 
tude of tlio forces. 

7. If two forces P and Q act at such an angle that P = P, shew 
that, if P be doubled, the new resultant is at right angles to Q. 

S. The resultant of two forces P and Q is equal to tJ3Q and 
makes an angle of 30° witli the direction of P; shew that P is either 
equal to, or is double of, Q. 

9. Two forces equal to 2P and P respecHvely act on a particle; if 
the first be doubled and the second increased by 12 lbs. weight the 
direction of the resultant is unaltered; find the value of P. 
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^0. resultant of two foroes P and Q acting at an angle 0 is 


equal to (2m + l)N/P=*+Q*; when they act at an angle 90®-^, the 
resultant is ; prove that 


tan ds 


ni-1 
m + i' 


The resultant of foroes P and Q is J7; if Q be doubled iJ is 
dfmblcd, whilst, if be reversed, J2 is again doubled; shew that 

P: Q: P:: v'2 : ^3 : *^2. 


12. If the resultant, jR, of two forces P and Q, inclined to one 
another at any given angle, make an angle 0 with tlie direction of P, 
show that the resultant of forces (P + P) and Q, acting at the same 

pven angle, will make an angle with the direction of (P+Ji), 


13. Three given forces acting at a point are in equilibrium. If 
one of them be turned about its point of application through a given 
angle, find by a simple construction the resultant of the three, and, if 
the inclination of the force continue to alter, shew that the inclination 
of the resultant alters by half the amount. 

14. Decompose a force, whose magnitude and line of action are 
given, into two equal forces passing through two given points, giving 
a geometrical construction, (1) when the two points are on the same 
side of the force, (2) when they are on opposite sides. 

15. Two given forces act at two given joints of a body; if they 
are turned round those points in the same direction through any two 
equal angles, shew that their resultant will always pass through a 
fixed point. 

16. -d, P, and C are three fixed points, and P is a point such 
that the resultant of forces PA and PB always passes through C ; shew 
that the locus of P is a straight line. 

17. A given force acting at a given point in a given direction is 
resolv^ into two components. If for all directions of the components 
one remains of invariable magnitude, shew that the extremity of the 
line representing the other lies on a definite circle. 

18. Shew that the system of forces represented by the lines 
joining any point to the angular points of a triangle is equivalent to 
the system represented by sti^ht lines drawn from the same point to 
the middle points of the sides of the triangle. 

19. Find a point within a quadrilateral such that, if it be acted 
on by forces represented by the lines joining it to the angular points 
of the quadrilateral, it will be in equilibrium. 
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Exs. IV 


20. Four forces act along and are proportional to the sides of the 
quadrilateral ABCD; three act in the directions AB, BC, and CD and 
the fourth acts from ^ to Z>; find the magnitude and direction of 
their rosullant, and determine the point in which it meets CD. 

21. The sides BC and DA of a quadrilateral A BCD are bisected 
in F and }I respectively; shew that if two forces parallel and equal to 
A B and DC act on a particle, then the resultant is parallel to IIF and 
equal to 2. if F 

22. The sides AB, BC, CD, and DA of a quadrilateralare 
bisected at E, F, G, and H respectively. Shew that the resultant of the 
forces acting at a point which are represented in magnitude and 
direction hy EG and IfF is represented in magnitude and direction 
by A C, 

23. From a point, P, within a circle whose centre is fixed, 
straight linosP^j, PA^, PA,j, and PA^ are drawn to meet tlie circum- 
ference, all being equally inclined to the radius through P; shew 
that, if these linos rcpicacnt forces radiating from P, their result¬ 
ant is independent of the magnitude of the radius of the circle. 



CHAPTER IIL 


COMPOSITION AN D RESOLUTION OF FORCES (contimwtt). 

43. TIm sum of the resolved •parts of two forces in 
a ffiven direction is equal to the resolved pari of their re- 
sultaTit in the same direction. 

Let OA and OB represent the two forces F and Qy and 
00 their resultant Ry so that OACB is a parallelogram. 



Let OX be tlve given direction; draw ALy BMy and GN 
perpendicular to OX and AT perpendicular to CX. 

The sides of the two triangles OBM, ACT are respec¬ 
tively parallel, and OB is equal to .4 C in magnitude; 

/. OM^AT^LN. 

Hence OX^OL + LN=.OL + OM. 

But OLy OMy and OX represent respectively the resolved 
parts of Py Qj and R in the direction OX, 

Hence the theorem is proved. 

The theorem may easily be extended to the resultant of 
any number of forces acting at a point. 
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44a To find thu resuUant of am/y nwmbfi.r of forcea 
in one plane acting -upon a particle. 

Let the forces P, Q, R... act upon a particle at 0* 



Throuffh 0 draw a fixed line OX and a line at ri"ht 

O O 

angles to OX. 

Let the forces P, (2, P, ... make angles a, ft y... with 
OX. 

Tlie components of the force P in the directions OX 
and 0 Y are, by Art. 30, P cos a and P sin a respectively; 
similarlj^, the coinponents of Q are Qco^/S and Qulnp; 
sispilarly for other forces. 

' ' Hence-the-lor^s are equivalent to a component, 

Pcosa^§cos4-Pcosy... along OX, 
am^.A,po;nponent, | 

' P sincr-i- Qainfi + R sin y.along OT. 

Let these components be X and T respectively, and let 
F 1)0 their resultant inclined at an angle $ to OX. 

Since F is equivalent to Pcos^ along OX, and Psintf 
along 0 Y, we have, by the previous article, 

Fcoa&^X. .(1), 

and F^$^Y, . 

Hence, by squaring and adding, 

p*=:r®+y*. 

\ F 

Also, by division, tan $ » 
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These two equations give F and the magnitude 

and direction of the required resultant. 

Es. 1. A particle is acted upon by three forces, in one plane, eqwil 
to 2, 2^/2, and 1 lbs, weight respectively; the first is horiztmtal, the 
secmid acts at 45® to the Itorizon, and the third is vertical; find their 
resultant. 

Here A^=r2 f 2^2 oos45®+0=2-{ 2^2 . ->, = 4. 

r=0 + 2V2sm45® + l = 2^2. 4o + 1*3. 

Hence FcosO — i; 2*’sin ^=3; 

F=s/¥+^=5, and tan 

The resultant is therefore a force equal to 5 lbs. weight anting at 
an angle with the horizontal whose tangent is |, i.e, 86®52'. 

Ex. 2. A partirJe is acted upon by farces represented by P, 
2P, 3y/BP, and 4P; the angles between the first and second, the 
second and third, and the third and fourth are 60°, 90°, and 160° 
respectively. Shew that the resultant is a force P in a direction 
inclined at an angle of 120° to that of the first force. 

In this example it will be a simplification if we take the fixed line 



OX to coincide with the direction of the first force P; let XOX* and 
I'OJf' he the two fixed lines at right angles. 

The second, third, and fourth forces are respectively in the first, 
second, and fourth quadrants, and we have cleoiiy 

POX«60°; COX'«80°; and Z)OX*60°. 
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The first force has no component along OF. 

The second force is equivalent to components 2Pcos60^ and 
2P8in60° along OX and OY respectively. 

The third force is equivalent to forces 

Siy/SPcosSO® and 3,^yiiPsin80® 
along OX' and OF respectively, 

i.e, to forces — 3„y3PcoB30° and 3,^37*sin 30** along OX and OF. 

So the fourth force is equivalent to 4Poos60° and 4Psin60° along 
OX and OF^ i.e. to 4Poos 60° and -4Psin60° along OX and OF. 

Hence P + 2P cos 60° - 3 ^3P cos 30° + 4P cos 60° 

f. 


and 


F= 0 + 2P sin 60° + 3 ^SP sin 80° - 4P sin 60° 


P. 


Hence, if P be the resultant at an angle $ with OX, we have 

P=>/A'‘-*+ Y^^P, 

Y 

and tan ^- ^3=tan 120°, 


so tliat the resultant is a force P at an angle of 120° with the first 
force. 


45. Graphical Construction. The resultant of 
a system of forces acting at a point may also be obtained 
by means of the Pol 3 ''gon of Forcea. For, (Fig. Art. 41,) 
forces acting at a point 0 and represented in magnitude 
and direction by the sides of the polygon ABCDEF are in 
equilibrium. Hence the resultant of forces represented by 
A By BCy ODy DEy and A'.^must be equal and opposite to 
the remaining force FAy i.e.y the resultant must be repre¬ 
sented by AF, 

It follows that the resultant of forces jP, Q, By Sy and T 
acting on a particle may be obtained thus; take a point A 
and draw AB parallel and proportional to /*, and in 
succession BC, CDy DEy and EF parallel and proportional 
respectively to Qy By Sy and T\ the required resubAnt will 
be represented in magnitude and direction by the line AF, 
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The same construction would clearly apply for any 
number of forces. 

Sx. F<mTforces equal to 2, 2^ , 1 and 3 Jcilogrammes wU act along 
straightlines 01\ OQ, OJtand OS, such that l PO^=40“, / <^OPsslOO“, 
and / FOS = 125°; find their resultant in magnitude atul directionm 


D 



Draw parallel to OP and equal to 2 inches; through B draw BG 
parallel to OQ and equal to 2-5 inches, and then CD parallel to OR and 
equal to 1 inch, and finally DE parallel to OS and equal to 3 inches. 
On measurement we have AE equal to 2-99 inches and J. BAE equal 
to a little over 14°. 

Hence the resultant is 2*99 kilogrammes wt. acting at 14° to OP, 


EXAMPLES. V. 

[Questions 2, 3, 4, 5, and 8 are suitable for graphic solutionsj^ 

1. Forces of 1, 2, and ^3 lbs. weight act at a point A in 
directions AP, AQ, and AR, the angle PAQ being 60° and PAR a 
right angle; find their resultant. 

2. A particle is acted on by forces of 5 and 3 lbs. weight which 
are at right angles and by a force of 4 lbs. weight bisecting the angle 
between them; find the force that will keep it at rest. 

3. Three equal forces, P, diverge from a point, the middle one 
being inclined at an angle of 60° to each of the others. Find the 
resultant of the three. 
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4. Three /oroes 6 P, lOP, and 13 P act In one plane on a particle, 
the angle between any two of their directions being 120’^. Find the 
magnitude and direction of their resultant. 

5. Forces 8 P, and 4P swit at a point in directions parallel to 
the sides of an equilateral triangle taken in order; And the magnitude 
and line of action of the resultant. 

6 . Forces Pj, I\t , Pj , and P. act on a particle O at the centre of a 
square ABCD\ A and P^jact along the diiigonuls 0.4 and OP, and 
Pg and P 4 perpendicular to’the sides AB and BC. If 

Pj: Pg : Pg: P 4 4 ; 6 : 5 :1, 

find the magnitude and direction of their resultant. 

7. ABCD is a square; forces of 1 Ib.^wt., 6 Ihs. wt., and 9 lbs. wt. 
net in the directions AB^ AC^ and AD respectively; find the magnitude 
of their resultant correct to two places of decimals. 

8 . Five forces, acting at a point, are in equilibrium; four of 
them, whose respective magnitudes are 4,4,1, and 3 lbs. weight make, 
in succession, angles of 60° with one another. Find the magnitude 
of the fifth force. Verify by a drawing a..d measurement, 

9. Four equal forces P, Q, P, and 8 act on a particle in one 
plane; the angles between P and Q, between Q and 12, and between 
Ji and Pure all equal and that between P and 8 is 108°. Find their 
resultant. 

10 . Forces of 2, ,^3, 6 , <^3, and 2 lbs. wt. respectively act at 
one of the angular points of a regular hexagon towards the five other 
angular points; find the direction and magnitude of the resultant. 

11 . Forces of 2 , 3, 4, 5, and 6 lbs. wt. respectively act at an 
angular point of a re^ilax hexagon towards the other angular points 
taken in order; find meir result^t. 

12. Shew that the resultant of forces equal to 7, 1, 1, and 8 lbs. 
wt. respectively acting at an angular point of a regular pentagon 

’ towards the other angular XK>lnts, taken in order, is V71 lbs. wt. 
Verify by a drawing and measurement. 

13. Equal forces P aot on an anmilar point of an octagon towards 
each of the other angular points; find their resultant. 

By the use of trigonometrical Tables, or by a graphic construction 
find tlie magnitude (to fwo places of decimalsl and the dir^^tion (to 
the nearest minute by calculation, and to the nearest degree by 
drawing) of the resultant of 

14. three foroes equal to 11, 7, and 8 Iba. weight, making iu^es 

of 18°18% 74°6(K, and with a fixed line. 
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15. four loroes equal to 4, 8, 2, and 1 lb. weight, making angles 
of 20“, 40°, 60°, and 80° with a fixed line, 

16. four forces equal to 8, 12, IS, and 20 Iba. weight, making 
angles of 30°, 70°, 120° 15', and 155° with a fixed line, 

17. three forces equal to 85, 47, and G3 Jrilog. wt acting along 
lines OA, Oli, and 0(7, where i ^07j3s 78° and z /?OC7==125“. 

46. To Jind the conditions of equllihrlum, of any 
wwifiber of forces acting u-pon a pa/riAcle, 

Let the forces act upon a particle 0 as in Art. 44. 

If the forces balance one another the resultant must 
Vanish, Le, F must be zero. 

Hence + T* = 0. 

Now the sum of the squares of two real quantities 
cannot bo zero unless each quantity is separately zero; 

X s= 0, and F - 0. * 

Hence, if the forces acting on a particle be irv equi¬ 
librium, the algebraic sum of their resolved parts in two 
directions at right angles are separately zero. 

Conversely, if the sum of their resolved parts in two 
directions at riglkt angles separately yanisli, the forces are 
in equilibrium. 

For, in this case, both X and Y are zero, and therefore 
F is zero also. 

Hence, since the resultant of the forces vanishes, the 

forces are in equilibrium. 

« 

I?#* 

47. *" When there are only tfiree forces acting on a 
pal^iHile the conditions of equilibrium are often most easily 
found by applying Lami’a Theorem (Art. 40). 



36 


STATICS 


Bx. 1. A body of 65 lbs, ^peiyht is mspended by two strintjs 
of lengths 6 and 12 feet attached to ttco points in the same horizontal 
line whose distance apart is 13 feet ; find the tensions of the strings. 

Let A C and BC be the two strings, so that 

^C=5ft., BC* •• 12ft., and ^iJ=13ft. 


A D 



Since 13^=12-+3^, the angle ACB is a right angle. 

Let the direction CE of the weight be produced to meet AB in X>; 
also let the angle CBA be so that 

ZACD=:90°- IBCD^ lCBB^B, 

Let and be the tensions of the strings. By Lami’a theorem 
we have 

Ti __ Tg _ 65 

sinECB sin EC'A sin ACB* 

- . _ ^2 _ 65 , 

' ' sin BCB “ sin B sin 90° * 

Tj = 65 cos Bf and Tj =s 65 sin B. 

12 ^ AC B 

But c<Mtf = ^=jg,andB.n«i = -^ = j5S 

J’i=60, and iPg—25 lbs. wt. 

OttierwlM thnm ; The triangle A CB has its sides respectively per> 
pendicular to the directions of the forces . 2\ , and 65; 

BC~‘CA 'AB* 

TiC A O 

.*. ri = 65~«60, and T.^6S^^25. 

* AB * AB 

Orapbleally; produce BC to meet a vertical line through A in 0. 
Then ACO is a triangle having its sides parallel to the three foroea 
Tif Tgf and W. Hence it is the triangle of foioeSt 

• A. 

•• AO CO 0A‘ 
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Bx. Si a string ABCD^ attached to two/wed points A and D, has 
two equal weights^ W, knotted to it at B and C and rests with the 
portions AB and CD inclined at angles of 30° and 60° respectively 
to the vertical. Find the tensions of the portions of the string and the 
inclination of BC to the vertical. 

Let the tensions in the strings be and respectively and 

let BG bo inclined at an angle 0 to the vertiem. 

[N.B. The string BG pulls B towards C and pulls C towards 
the tension being the some throughout its length.] 

Since B is in equilibrium the vertical components and the hori< 
zontal components of the forces acting on it must both vanish 
(Art. 46). 



Hence Tj cos 30° - Tg cos = TF.."(I), 

and T, sin 30° - I’jj sin 0 .( 2 ). 

Similarly, since C is in equilibrium, 

Tg cos 60° + Tg cos ^ = ir.(3), 

and T3sin60°-r2Bintf=0 .(4). 

From ( 1 ) and ( 2 ). substituting for Tj, we have 

ir = Tg [cot 30° sin 0 — cos 6'\ =: [^3 sin 0 - cos 0 ].(5). 

So from (3) and (4), substituting for Tg, wo have 

Tr= Tg[cot 60° sin d + cos 0 ]= Tg sin ^ + cos .(6); 

therefore from (5) and ( 6 ), 

1^3 sintf-cos^sx^ sin^+cos^; 

.*. 2 8in^s=2j^8oos9; 

tan^Si^S, and hence ^^60°. 

Substituting this value in (3), we have 

r ^3 n 
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Hende from (2), wo have 

Bin60° ^ 


and from (4) ^• 

Hcnoe the inclination of BC to the vertical Is 60°, and the tensions 
of the portions AB, BG, and CD are J1V3, H-', and W respectively. 


EXAMPLES. VI. 

1, Two men carry a weight W between them by means of two 
ropes fixed to the weight; one rope is inclined at 45° to the vertical 
and the other at 30°; find the tension of each rope. 

v2. A body, of mass 2 lbs., is fastened to a fixed point bv means 
of a string of length 25 inches; it is acted on by a horizontal force F 
and rests at a distance of 20 inches from the vertical line through 
the fixed point; find the value of F and the tension of the string. 

v3. A body, of mass 130 lbs., is suspended from a horizontal beam 
by strings, whose lengths are respectively 1 ft. 4 ins. and 5 ft. 8 ins., 
the strings being fastened to the beam at two points 5 ft. 5 ins. apart. 
What are the tensions of the strings? 

4. A body, of mass 70 lbs., is suspended by strings, whose len^hs 
are 6 and 8 feet respectively, from two points in a horizontal line 
whose distauoe ap>art is 10 feet; find the tensions of the strings. 

5. A mass of CO lbs. ia onspended by two strings of lengths 
9 and 12 feet respectively, the other ends of the strings being attached 
to two points in a horizontal line at a distance of 15 feet apart; find 
the tensiens of the strings. 

0 ,'^A string snspeuded from a ceiling supports three bodies, each 
of mass 4 lbs., one at its lowest point and each of the others at 
equal distances from its extremities; find the tensions of the parts 
into which the string ia divided. 

7. Two equal masses, of weight TT, are attached to the extremities 
of a thin string which passes over 8 tacks in a wall arranged in the 
form of an isosceles tmngle, with the base horizontal and with a 
vertical angle of 120°; find the pressure on each tack. 

8 . A stream is 98 feet wide and a boat is dragged down the middle 
of the stream by two men on opposite banks, each of whom pulls 
with a force equal to 100 lbB.,wt.; if the ropes be attached to the same 
point of the boat and each be of length 60 feet, find the resultant 
force on the boat. 
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0 . A string passing over two smooth parallel bars in the same 
horizontal plane has two equal weights fastened to its ends and 
another equal weight is fastened to a point of the string between the 
bars; find the position of equilibrium of the system a^ the thrust 
upon each bar. 

10. A string is tied to two points in a horizontal plane; a ring of 
weight 27 lbs. can slide freely along the string and is pulled by a 
horizontal force equal to the weight of F lbs. If in the position of 
equilibrium the portions of the sking be inclined at angles of VP aud 
75° to the vertic^, find the value of P. 

11 . Two weightless rings slide on a smooth vertical circle and 
through the rings passes a string which carries weights at the two 
ends and at a point between the rings. If equilibrium exist when 
the rings are at points distant 30** from the highest point of the circle, 
find the relation between the three weights. 

12. Two masses, each equal to 112 lbs., are joined by a string 
which passes over two small smooth pegs, A and i?, in the same 
horizontal plane; if a mass of 5 lbs. bo attached to the string halfway 
between A and find in inches the depth to which it will descend 
below the level of AP, supposing A1? to be 10 feet. 

What would happen 'f the small mass were attached to any other 
point of the string? 

• 

13. A body, of mass 10 lbs., is suspended by two strings, 7 and 24 
inches long, their other ends l^ing fastened to the extremities of a 
rod of len^h 25 inches. If the r(^ be so held that the body bangs 
immediately below its middle point, find the tensions of the string. 

14. A heavy chain has weights of 10 and 16 lbs. attached to its 
ends and bangs in equilibrium over a smooth pulley; if the greatest 
tension of the chain be 20 lbs. wt., find the weight of the chain. 

15. A heaw chain, of length 8 ft. 9 ins. and weighing 15 lbs., 
has a weight of 7 lbs. attached to one end and is in equilibrium 
banging over a smooth peg. What length of the chain is on each 
side? 


16. A body is free to slide on a smooth vertioal oinmiar wire and 
is connected by a string, equal in length to the radius of the circle, 
to the highest point of the circle; find the tension of the string and 
the reaction of the circle. 

17, A uniform plane lamina in the form of a rhombus, one of 
whose angles is 120°, is suT^rted by two forces applied at the centre 
in the directions of the oi^nals so that one side of the rhombus 
is horizontal; daew that, if P and Q be the forces and P be the 
greater, then 

i»«3g9. 
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18. The ends of a driving rein are passed through two smooth 
rings which are fastened, one to each side of the bit. They are then 
doubled back and tied to fixed points in the headpiece one on each 
side of the horse’s head. Find the pressure produced by the bit on 
the horse’s tongue by a given pull P of the driver. 

19. Three equal strings, of no sensible weight, are knotted 
together to form on equilateral triangle ABG and a weight W is 
suspended from A. If the triangle and weight be supported, with liC 
horizontal, by means of two strings at B and C, each at the angle 
of 135° with BC, shew that the tension in BC is 

W 

^(3-^3). 

20. Three weightless strings ACt BC, and AB are knotted to¬ 
gether to form an isosceles triangle whose vertex is C, If a weight W - 
be suspended from C and the whole be supported, with^P horizontal, 
by two forces bisecting the angles at A and B, find the tension of the 
string AB. 

21. A weightless string is suspended from two points not in the 
same horizontal line and passes through a small smooth heavy ring 
which is free to slide on the string; find the position of equilibrium of 
the ring. 

If the ring. Instead of being free to move on the string, be tied to 
a given ‘^int of it, find equations to give the ratio of the tensions of 
the two portions of the string. 

22. ''Four pegs are fixed in a wall at the four highest TOintS of a 
regular hexagon fthe two lowest points of the hexagon being in a 
horizontal straight linn) and over these is thrown a loop supporting a 
weight Wi the loop is of such a length that the angles formed by 
it at the lowest pegs are right angles. Find the tension of the string 
and the pressures on the pegs. 

23. Explain how the force of the ourrent may be used to urge 
a ferry-boat across the river, assuming that the centre of the boat 
is att^hed by a long rope to a fixed point in the middle of the 
stream. 

24. Explain June a veas^ it enabled to tail in a directum nearly 
opposite to tJuU of the wind. 

Shew alto that the tailt of the vettel thould he set to at to bisect 
the angle between the keel and the apparent direction of the wind in 
order that the force to urge the vettel fonoard may be at great at 
possible. 

[Let AB be the direction of the keel and therefore that of the 
ship’s motion, and OA the apparent direction of the wind, the angle 
OAB being acute and equal to a. Let ^ C be the direction of the Sfuly 
AC being between OA and AB and the angle BAG being 
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Let P be the force of the wind on the sail; resolve it in directions 
along and perpendicular to the sail. The component {KA =) Pcos 
along the sail has no eSect. The component (LA = ) P sin (a - &) per¬ 
pendicular to the sail may again be resolved into two, viz, {NA=) 
PBin (a-^)cos perpendicular to AB and (M^=)PBm(ci-6»)Binff 
along AB, 


‘I 


The former component produces motion sideways, i.e, in a direction 
perpendicular to the length of the ship. This is called lee-way and is 
considerably lessened by the shape of the keel which is so desired as 
to give the greatest possible resistance to this motion. 

The latter component, P sin (a — 6) sin , along AB is never zero 
unless the sail is set in either the direction of the keel or of the wind, 
or unless a is zero in which case the wind is directly opposite to the 
direction of the ship. 

Thus there is always a force to make the ship move forward; but 
the rudder has to be continually applied to counteract the tendency 
of the wind to turn the boat about. 

This force = §P[oos (a - 2Q) — cos a] and it is therefore greatest when 

cos(a-2tf) is greatest, i.e, when a-2^=0, i.e, when i.e, when 

the direction of the sail bisects the angle between the keel and the 
apparent direction of the wind.] 

49. Examples of graphical solution. Many 
problems which would be difficult or, at any rate, very 
laborious, to solve by analytical methods are comparatively 
easy,to solve graphically. 




43 


STATICS 


These questions are of common occurrence in en¬ 
gineering and other practical work. There is generally 
little else involved besides the iTse of the Triangle of Forces 
and Polygon of Forces. 

The instruments chiefly used are:—Compasses, Kulers, 
Scales and Diagonal Scales, and Protractors for measuring 
angles. 

The results obtained are of course not mathematically 
accurate; but, if the student be careful, and skilful in 
the use of his instruments, the answer ought to be trust* 
worthy, in general, to the first place of decimals. 

In the following worked out examples the figures are 
reduced from the original drawings; the student is recom¬ 
mended to re-draw them for himself on the scale mentioned 
in each example. 

50i Bx. 1. ACDB is a string whose ends cure attached to two 
points, A and B, which are in a horizontal line and are seven feet 


O 
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apart. The lengthe of AC, CL, and LB are 8^} 8, and 4 feet respee^ 
lively, and at CU attached a one-pound toeighl. An unhnmon weight 
ie attached to D of such a magnitude that, in the positum of equilibrium, 
CDB it a right angle. Find the magnitude of this weight and the 
teiuions qf tlie strings. 

Let 3\, Tj, and be the required tensions and let x lbs. be the 
weight at D. 

Take a vertical line OL, one Inch in length, to represent the 
weight, one pound, at 0, Through O draw OM porallol to and 
through L draw LM parallel to CD, 

By the triangle of forces OM represents and LM represents T^, 

Produoe OL vertically downwards and through M draw MN 
parallel to BD, 

Then, since LM represents T^, it follows that T, is represented by 
MN, and a; by LN, 

By actual measurement, we have 

Oitr^S-OSins., Lilf= 2-49 ins., MN^6'lin&., 
and NL=s5’6S ins. 

Hence the weight at 2> is 6*63 lbs. and the tensions are respectively 
S'Od, 2*49, and 5*1 lbs. wt. 

Sz. 2. A and B are two points in a horizontal line at a distance 
of Infect apart; AO and OB are two strings of lengths 6 and 12 feet 



M 
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carrying^ at 0, a body of ivvight 20 7h,i.; a tJtird string, attached to the 
hotly at O, passes over a small simwth pulley at the middle point, C, of 
AB and is attached to a body of weight 5 lbs .; find the tensions of the 
strings AO and OB. 

Let and be the required tensions. On OC mark ofl OL, 
equal to one inch, to represent the tension, 5 lbs. wt., of the string OC. 
Draw LM vertical and equal to 4 inches. Through M draw MN, 
parallel to OB, to meet AO produced in N. 

Then, b 7 the Polygon of Forces, the lines ON and NM will 
represent the tensions 2\ and 

On measurement, ON and NM are found to bo respectively 8*9 and 
2*45 inches. 

Hence Ti=5x3*9 =19*5 lbs. wt., 

and 

Bx. 3. Tba Crane. The essentials of a Crane are represented 
in the annexed figure. A Bias, vertical post; AG a beam, called the 
jib, capable of turning about its end A; it is supported by a wooden 
bar, or chain, CD, called the tie, which is attached to a point D of the 
post AB, At C is a pulley, over which passes a chain one end of which 



Is attached to a weight to be lifted and to the other ond of which, JS, is 
apnlied the force which raises W. This end is usually wound round 
a arum or cylinder. The tie CD is sometimes horizontal, and often 
the direction of the chain CE coincides with it. In the above crane 
the actions in the jib and tie may be determined graphically as follows. 

Draw KL vertically to represent W on any scale, and then draw 
LM equal to KL and pai*allef to CE ; through M draw MN parallel to 
AC and KN parallel to DC. 
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Then KLMN IB a polygon of forces for the equilibrium of (7; for 
we assume the tension of the chain to be unaltered in passing over the 

E alley C, and hence that the tension of GN is equal to W, Hence, if T 
e the thrust ot AG and T the pull of Cl), we have 

T _r _W 
MN~~ NK~ KL' 

Hence T and T* are represented by MN and NK on the same scale 
that KL represents W» 


EXAMPLES. YIL 

\T1ie following examples are to he solved by geometric cofiistTuctimi.'\ 

1. A boat Is towed along a river by means of two ropes, attached 
to the same point, which ai‘e pulled by two men who keep at opposite 
points of the bank 50 feet apart; one rope is 30 feet long and is pulled 
with a force equal to the weight of 35 lbs., and the other rope is 
45 feet long; the boat is in this way made to move uniformly in a 
straight line; hnd the resistance offered to the boat by^ the stream and 
the tension of the second rope. 

2. The jib of a crane is 10 feet long, and the tie-rod is horizontal 
and attached to a point 6 feet vertically above the foot of the jib; hnd 
the tension of the tie-rod, and the thmst on the jib, whe^ the crane 
supports a moss of 1 ton. 

3. A and B are two fixed points, B being below and the 
horizontal and vertical distances between them are 4 feet and 1 foot 
respectively; A G and BG are strings of length 5 and 3 feet respectively, 
and at G is tied a body of weight 1 cwt.; find the tensions of the 
strings. 

4. ABCD is a light string attached to two points, A and D, in the 
same horizontal line, and at the points B and C are attached weights. 
In the position of equilibrium the distances of the points B and C 
below the line AD are respectively 4 and 6 feet. If the lengths 
ot AB and CD be respectively 6 and 8 feet and the distance AD he 
14 feet, find the weight at C, the magnitude of the weight at B being 
4 lbs. 

5. A framework ABC is kept in a vertical plane with AB hoii- 
zont^ by supports at A and JB; if the lengths AB^ BCy and CA be 10, 
7, and 9 feet respectively, and a weight of 10 cwt. be placed at C, find 
the reactions at A and B and the forces exerted by the different 
portions of the framework. 

6. A framework ABC is supported at A and B so that it is in a 
vertical plane with AB horizontal, and a weight of 200 lbs. is hung 
on at C; it ABss5 feet, BCssA feet, and AC=3 feet, find the tensions 
or thrusts in and CB, and the reactions at A and B, 
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Exa. Vn 


7. The jib of a crane Is 20 feet long, the tie 16 feet, and the i^st 
10 feet. A luud of 10 owts. is hung at the end of a chain which 
passes over a pulley at the end of ue jib and then along the tie. 
Find the thrust in the jib and the pull in the tie. 

8. In the fignre of Ex. 8, Art. 80, the tie DC is horizontal and 
the chain ooincides with it; if W=500 lbs., AC=11 feet, and 
DCssU feet, find the aotiona along DO and AO* 

9. In the figure of Ex. 8, Art. 50, the angle CDBz=i5°f and the 
angle ACDssl5^\ the chain EC ooincides with DC; if W be one ton, 
find the forces exerted by the ports AC, CD, 

10. In the figure of Ex. 8, Art. 50, DA = 15 feet, DC=b 20 feet and 
AC7=80 feet, and a weight of one ton is suspended from C, find the 
thrusts or tensions produced in AC, CD, and DA when the chain 
coincides with 

(1) the jib CA, 

(2) the tie CD, 

11. In the figure of Ex. 8, Art. 50, the jib AG is 25 feet long, 
the tie CD is 18 feet, AD=:12 feet and AE=B feet; find the tensions 
or thrusts in AC and CD, when a weight of 2 tons is suspended from 
the end of the chain. 

12. ABCD is a frame-work of four weightless rods, loosely jointed 
together, AB and AD being each of length 4 feet and BC and CD of 
length 2 feet. The hinge C is connected with A by means of a fine 
string of length 6 feet. Weights of 100 lbs. each are attached to B 
and D and the whole is suspended from A. Bhew that the tension in 
AC is 52 lbs. weight. 

13. In the preceding question, instead of the string AC a weight¬ 
less rod BD of length 8 feet is us^ to stiffen the frame; a weight of 
100 lbs. is attache to C and nothing at B and D, Bhew that the 
thrust in the rod BD is about 77 lbs. weight. 

14. In question 12 there are no weights attached to B and D and 
the whole framework is placed on a smooth horizontal table; the 
hinges B and D are pres^ toward one another by two forces each 
eqn^ to the weight of 25 lbs. in the straight line BD. Shew that the 
tension of the string is about 81*6 lbs. weight. 

15. ABCD is a rhombus formed by four weightless rods loosely 
joints together, and the figure is stmened by a weightless rod, of 
one half the length of each of the four rods, joined to the middle 
points of AB and AD, If this frame be suspended i^m A and a 
weight of 100 lbs. be attached to it at 0, shew that the thrust of the 
eroBsrod is about 115*5 lbs. weight. 



CHAPTER IV. 


PARALLEL FORCES. 

V 

61. In Chapters li. and iil. have shewn how to 
find the resultant of forces which meet in a point. In 
the present chapter wo shall consider the composition of 
parallel forces. 

In the ordinary statical problems of every-day life parallel 
forces are of constant occurrence. 

Two parallel forces are said to be like when they act 
in the same direction; when they act in opposite ^parallel 
directions they are said to be unlike. ^ 

52« To Jmd the resultant of two parallel forces acting 
upon a rigid body. 

Cue X. Let the forces he like. 

Let jP and Q bo the forces acting at points A and B of 
the body, and let them be represented by the lines AL and 
BM. 

Join AB and at A and B apply two equal and opposite 
forces, each equal to S, and acting in the directions BA and 
AB respectively. Let these forces be represented hy AD 
and BE, These two forces balance one another and have 
no effect upon the equilibrium of the body. 

. Oomplete the parallelograms ALFD and BMQE\ let 
the diagonals FA and GB bo produced to meet in 0, Draw 
OG parallel to AL or BM to meet AB in C, 
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The forces P and Sat A have a resultant Pi , represented 
by AP. Let its point of application be removed to 0. 



M Q 

So ^he forces Q and S at P have a resultant Qi repre¬ 
sented by PC, Let its point of application be transferred 
to 0. * 

The force P^ at O may be resolved into two forces, 
S parallel to AJ), and P in the direction 00. 

So the force ft at 0 may be resolved into two forces, 
S parallel to PP, and § in the direction OC. 

Also these two forces S acting at 0 are in equilibrium. 

Hence the original forces P and Q are equivalent to a 
force (P + <2) acting along 00, i.€, acting at C parallel to 
the original directions of P and ft 

To determine tJve position of Hie poirU O, The trianglo 
OCA is, by construction, similar to the triangle ALF\ 

. 00 Ah P 
-OA^LF^'S^ 

P.CA^S.OC .(1). 


BO that 
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So, since the triangles OCB and BMG are similar, we 
have 

OC _RM _Q 
CB~ MG ~ S* 

so that Q. CB = S . OC .(2), 

Hence, from (1) and (2), wo have 


so that 


P,CA^Q,CB, 

CA Q 
CB~ P' 


i.e. C divides the line A B interruilli/ in the inverse ratio of 
the forces. 


Ca.se II. Let the forces he unlike. 

Let Py Q be the forces (/* being the greater) acting at 
points A and B of the body, and let them be represented by 
the lines AL and BM, 

Join ABy and at A and B apply two equal and opposite 
forces, each equal to Sy and acting in the directiqns BA 
and AB respectively. Let these force.s be represented by 
AD and BE respectively* they Iwilance one another and 
have no effect on the equilibrium of the body. 

Complete tl\e parallelograms A LED and BMGEy and 
produce the diagonals AF and GB to meet in 0, 

[These diagonals will always meet unless they be parallel, in 
which case the forces F and Q will be equal.] 

Draw OC parallel to AL or BM to meet AB in C, 

The forces P and S acting at A have a resultant P^ 
represented by AF. Let its point of application be trans¬ 
ferred to 0. 

So the forces Q and S acting at B have a resultant 
represented by BG. Let its point of application bo trans¬ 
ferred to 0. 
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The force Pj afc 0 may be resolved into two forces, 
S parallel to AD, and P in the direction CO produced. 




(P 



So the forces at 0 may be resolved into two forces, 
S parallel to and Q in the direction OC, 

Also these two forces S acting at 0 are in equilibrium. 

Hence the original forces P and Q are equivalent to 
a force P^Q acting in the direction CO produced, 
i.e. acting at {7 in a dircotion parallel to that of P, 

To det&rmine ike position of ike poird C» The triangle 
OCA is, by construction, similar to the triangle FDA} 

OC FD AL P 
*• CA ""da ^AD '" S’ 

so that P,CA:^S, 00 .(1), 

Also, since the triangles OCB and BMC are similar, we 
have 

OC _ BM_ q 
CB^ S’ 

so Uiat Q . CB - S . OC .. 

Hence, Irom (1) and (2), P, CA = Q . CB, 


(2). 
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Henco = 
CxJ 



G divides the line AB exterrtall'^ 


ill the inverse ratio of tlie forces. 

To sum up ; If two parallel forc<*s, F and Q, act at 
points A and ^ of a rigid body, 


(i) their resultant is a force whoso line of action is 
parallel to the lines of action of the component forces; 
also, when the component forces are like, its direction is 
the same as that of the two forces, and, wdien the forces 
are unlike, its direction is the same as that of the greater 
component. 

(ii) the point of application is a point C in AB such 
tluit 

P.AC^Q.BC. 

(ui) the magnitude of the resultant is the sum of the 
two component forces when the forces are like, and the 
difference of the two component forces when th<^ are 
unlike. 


53. Cdse of faihu/re of the p^'ecediug constrtwtion. 

In the second figure of the last article, if the forces 
P and Q be equal, the triangles FDA and GEB are equal 
in all respects, and hence the angles BAF and EBG will bo 
equal. 

In this case the lines AF a,nd GB will be panillel and 
will not meet in any such point as 0; hence the constiniction 
fails. 

Hence there is no single force which is equivalent to two 
equal unlike parallel forces. 

We shall return to the consideration of tliis ease in 
Chapter VL 
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64. If we have a ■number of like parallel forces acting 
on a rigid body we can find their resultant by successive 
applications of Art. 53. We must find the resultant of the 
first and second, and then the resultant of this resultant 
and the third, and so on. 

The magnitude of the final resultant is the sum of the 
forces. 

If the parallel forces be not all like, the magnitude of 
the resultant will be found to be the algebraic sum of the 
forces each with its proper sign prefixed. 

Later on (see Art. 114) will l)e found formulae for 
calculating the centre of a system of parallel forces, i.e. the 
point at which the resultant of the system acta. 

65. Resultant of two parollel forces. Experivfiental 
verifcation. 

Take a uniform rectangular bar of wood about 3 feet 
long, 'whose cross-section is a square of side an inch or 
rather more. A face of this bar should be graduated, say 
in inches or half inches, as in the figure. 



Let the ends A and B be supported by spring balances 
which are attached firmly to a support. For this purpose 
a Salter’s circular balance is the mure convenient form as 
it drops much less than the ordinary form wlien it is 
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ptretched. On the bar AB let there be a movable loop C 
carrying a hook from which weights can be suspended; 
this loop can be moved into any position along the bar. 

Before putting on any weights, and when C is at the 
middle point of AB^ let the readings of the balances D and 
E be taken. The bar being uniform, these readings should 
be the same and equal to R (say). 

Now hang known weights, amounting in all to IT, on 
to (7, and move (J into any position on the bar. Observe 
the new readings of the balances D and E, and let them be 
P and Q respectively. 

Then P — R(~= P^) and Q — Ri=. Q^) are the additional 
readings due to the weight ir, and therefore P^ and Qi are 
the forces at 2) and E which balance the force W at Ci. 

It will be found that the sum of 

Pj and Qi is equal to TF...(1). 

Again measure carefully the distances ACi and BCi, 

It will be found that * 

P^xAC^ = Q^.BC^ .( 2 ). 

In other words the resultant of forces Pj and at A 
and B is sqnul to Py + Qy acting at Gy, where 

Py,ACy=Qy.BCy, 

But this is the result given by the theoretical investigation 
of Art. 52 (Case I). 

Perform the experiment again by shifting the position 
of Cy, keeping W the same; the values of Pi and Qy will 
alter, but their sum will still be W, and the new value of 
Py,ACy will be found to be equal to the new value of 
Qy . BCy* 

Similarly the theorem of Art. 52 will be found to bo 
true for any position of Cy and any value of IT. 
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Numerical illustration. Suppose the weight of the beam and the 
attached apparatus (without any weights) to be 2 lbs. Then the 
original reding, 12, of the balances will be each 1 lb. Put on 
a weight of 4 lbs. at C and move <7 to until the readings of the 
balances A and B are respectively 4 and 2 lbs. 

Then a force 4 lbs. at (7, is balanced by a force 8 lbs. (-s4-l) at 
A and lib. (=2 — 1) at B, 

Measure the distances and BG^\ they will be found to be 
9 inches and 27 inches respectively (assuming the length AB to be 
8 feet, i.e, 86 inches). 

We thus have Pj Cj=3 x 9, 

and Q^.P(7 j3e1x27i 

and these are equal. 

Hence the truth of Art. 52 (Case 1) for this case. 

Unlike parallel forces. 

In the last experiment the forces Pj, W and Qx at 
(7i, and B are in equilibrium, so that the resultant of 
upwards and W downwards is equal and opposite to 
Measure the distances AB and CxB, Then it will bo 
found* that 

and • 1\, AB=iW.C^B. 

Hence the truth of Art. 52 (Case II) is verified. 

5 O. Ex. A horizorOal rody Bfeet longy whose weight may he neglectedy 
rests on two supports at its extremities i a body, of weight 6 ewt,, is 
suspended from the rod at a distance of 2§- feet from one end ; find the 
reaction at each point of suppm't. If one support could only hear a 
thrust equal to the toeight of 1 cwt.y wJuzt is the greatest distance from 
the other support at which the body could he suependedt 


1 


> 

I 


( 


1 


A 



{Qewt 



Let AB be the rod and B and 8 the reaefions at the points of sup¬ 
port. Let O be the point at which the body is suspended so that 
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AC SB 3^ and (7B=2| feet. For equilibrium the resultant of F and S 
must b^anoe 6 owt. Hence, by Art. 52, 


and 


R+S=e .( 1 ), 

s-Aa~sl~l .' '• 


Solving (1) and (2), vre have , and • Hence the reactions 
are 2| and 3 J cwt. respectively. 

If the reaction at A can only be equal to 1 cwt., S must be 5 cwt. 
Hence, if AC be a;, we have 


1 BC e-a; 
AC~ X 
1&=6 feet. 

Hence BG is 1 foot. 


EXAMPLES. VnL 

In the four following examples A and B denote the points of appli¬ 
cation of parallel forces P and Q, and C is the point in which their 
resultant li meets AB, 

• 

1, Find the magnitude and position of the resultant (the forces 
being like) when 

(i) p=4; g~7; AB=rll inches; 

(ii) P=ll; <?=19; A2?=2jfeet; 

(iii) P»5; Q^3; AP»d feet. 

2, Find the magnitude and position of the resultant (the forces 
bei^ unlike) when 

(i) P=17; ^=25; AP=8 inches; 

(ii) Ps23; Q3al5; ABs40inches; 

(iii) P=26; AP-=8feet. 

3, The forces being like, 

(i) ifP=8; Pa 17; ACa4^ inches; find Q and AP; 

(li) if AC=7 inches; ABaSf inches; find P and P; 

(iii) ifPafi; ACk: 9 inches; CPa8 inches; find Q and P. 

4L The forces being unlike, 

(i) if Pad; Pal7; ACa4| inches; find Q and AP; 

(ii) if Qall; ACa-Tinches; APaSfinches; findPandP; 
if Pafi; ACa-9 inches; APal2 inches; find QandP. 
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5. Find two like parallel forces acting at a distance of 2 feet 
apart, which are equivalent to a given force of 20 lbs. wt., the line 
of action of one being at a distance of 6 inches from the given force. 


6. Find two unlike parallel forces acting at a distance of 18 
inches apart which are equivalent to a force of 30 lbs. wt., the greater 
of the two forces being at a distance of 8 inches from the given force. 


7. IVo parallel forces, P and Q, act at given points of a body; 

jpa 

if Q be changed to -jr , shew that the line of action of the resultant is 
the same as it would be if the forces were simply interchanged. 


8. Two men carry a heavy cask of weight owt., which hangs 
from a light pole, of length 6 feet, each end of Which rests on a 
shoulder of one of the men. The p#lfiirtrom which the cask is hung 
is one foot nearer to one man than to the other. What is the pressure 
on each shoulder? 


9. Two men, one stronger than the other, have to remove a 
block of stone weighing 270 lbs. by means of a light plank whoso 
length is 6 feet; the stronger man is able to cany 180 lbs.; how must 
the block be placed so as to allow him that share of the weight? 

10. A uniform rod, 12 feet long and weighing 17 lbs., can turn 
freely about a point in it and the rod is in equilibrium when a weight 
of 7 lbs. IS hung at one end; how far from the end is the point about 
which it can turn? 

N.B. • The weight of a uniform rod may he taken to act at its 
middle point. 


/ll. A straight uniforni xud la 3 ftx;t loxig, when a load of 5 lbs. 
is placed at one'end it balances about a point 3 inches from that end; 

find the weight of the rod. 

* 

12. A uniform bar, of weight 3 lbs. and length 4 feet, passes over 
a prop and is supported in a horizontal position by a force equal to 
1 lb. wt. acting vertically upwards at the other end; find the distance 
of the prop from the centre of the beam. 

13. A heavy uniform rod, 4 feet long, rests horizontally on two 
pegs which are one foot apart; a weight of 10 lbs. suspended from 
one end, or a weight of 4 lbs. suspended from the other end, will just 
tilt the rod up; find the weight of the rod and the distances of the 
pegs from the centre of the rod. 

14. A unifoim iron rod, 2^^ feet long and of weight 8 lbs,, is 
placed on two rails fixed at two points, A and B, in a vertical wall. 
AB is horizontal and 5 inches long; find the distances at which the 
ends of the rod extend beyond the rails if the difiexence of the thrusts 
on the rails bo 6 lbs. wt. 
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uniform beam, 4 feet long, is supported in a horizontal 
position by two props, which are 3 feet apart, so that the beam pro¬ 
jects one foot beyond one of the props; shew that the force on ono 
prc^ is double that on the other. 

' 16. A straight weightless rod, 2 feet in length, rests in a horizon¬ 
tal position between two pegs placed at a distance of 3 inches apart, 
one peg being at one end of the rod, and a weight of 5 lbs. is suspended 
from the other end; hud the pressure on the pegs. 

17. One end of a heavy uniform rod, of weight IF, rests on a 
smooth horizontal plane, and a string tied to the other end of the 
rod is fastened to a fixed point above the plane; find the tension 
of the string. 

18. A man carries a bundle at the end of a stick which is placed 
over his shoulder; if the distance between his hand and his shoulder 
be changed how does the pressure on his shoulder change ? 

19. A man carries a weight of 50 lbs. at the end of a stick, 3 feet 
long, resting on his shoulder. He regulates the stick so that the 
length between his shoulder and his hands is (i) 12, (ii) 18 and (iii) 24 
inches; how great are the forces exerted by his hand and the pressures 
on his shoulder in each case? 

20. Three parallel forces act on a horizontal bar. Each is equal 
to 1 lb, wt., the right-hand one acting vertically upward and the other 
two yertically down at distances of 2 ft. and 3 ft. respectively from 
the first; find the magnitude and position of their resultai^t. 

21. A jjortmanteau, of length 3 feet and height 2 feet and w^hose 
centre of gravity is at its centre of figure, is carried upstairs by two 
men who hold it by the front and back edges of its lower face. If this 
be inclined at an angle of 30° to the horizontal, and the weight of the 
portmanteau be 1 cwt., find how much of the weight each supports. 



CHAPTER V. 

l^IOMENTS. 

57> Def. The moment of a force about a given point 
is the product of tJi>e force and the perpendicvJur drawn 
from the given point upon the line of a^tum of the force. 
Thus the moment of a force F about a given point O is 



F X ON^ wliore OF is the perpendicular drawn from 0 upon 
the line of action of F. 

It will be noted that the moment of a force F about 
a given point 0 never vanishes, unless either the force 
vanishes or the force passes through the point about which 
the moment is taken. 

58« Geometrical representation of a moment. 

Suppose the force ^ to be representcKl in magnitude, 
direction, and line of action by the line AB, Let 0 be any 
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given point and ON tlie perpondiculao: from 0 uj^ii AB or 
AB produced. 



Join OA and OB, 

By definition the moment of jP’about 0 is ON^ i.e. 
AB X ON, But AB x ON is equal to twice the area of the 
triangle OAB [for it is equal to the area of a rectangle 
whose base is A B and whose height is 0N\. Hence the 
moment of the force F about the point 0 is represented by 
twice the area of the triangle OAB, i.e. by huice the area of 
tfie triangle whose base is the line representiTig the fprce and 
whose vertex is the point about which the moment is taken. 

S9i Physicod meaning of the moment of a force about a 
point. 

Suppose the body in the figure of Art. 57 to be a piano 
lamina [i.«, a body of very small thickness, such as a piece 
of sheet-tin or a thin piece of board' resting on a smooth 
table and suppose the point 0 of the body to be fixed. 
The effect of a force F acting on the body would be to 
cause it to turn about the point 0 as a centre, and this 
effect would not be zero unless (1) the force were zero, or 
(2) the force F passed through 0, in which case the distance 
ON would vanish. Hence the product F x ON would seem 
to be a fitting measure of the tendency of to turn the 
body about 0. This may be experimentally verified as 
follows; 
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Tiet the lamina be at rest under the action of two strings 
whose tensions are F and , which are tied to fixed points 
of tlie lamina and whose lines of action lie in the plane of 
the lamina. Let ON and be the pei'pendiculai’s drawn 
from the fixed point 0 upon the lines of action of F 
and ^ 1 . 

If wo measure the lengths ON and and also the 



forces JF^and jP,, it will be found that the product F, ON 
is always equal to the product F ^. ON^, 

Hence the two forces, F and F^, will have equal but 
opposite tendencies to turn the body about 0 if their 
moments about 0 have the same magnitude. 

These forces F and F^ may be measured by carrying 
the strings over light smooth pulleys and hanging weights 
at their ends sufficient to give equilibrium; or by tying the 
strings to the hooks of two spring balances and noting the 
readings of the balances, as in the cases of Art. 25. 

60. Experiment. To shew that if a hody^ Juwing 
one point fixed, he acted iipon hy two forces and it be al rest, 
then the moments of the two forces ahtyii t the fixed point are 
equal but opposite. 
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Take the bar used in Art. 55 and suspend it at Q so 
that it rests in a horizontal position; if the bar be uniform 



C will be its middle point; if it be not uniform, then C will 
be its centre of gravity [Chapter ix]. The beam must l)e 
so suspended that it turns easily and freely about (7. 

the forces are parallel, !From any two points 
Af E of the bar suspend carriers on wliich place weights 
until the beam again balances in a horizontal positi»n. 

Let P be the total weight, including that of tlu^ carrier, 
at Af and Q the total weiglit similarly at /*. jCleasui-e 
carefully tli© distances AC and EC. 

Then it will be found tliat the pi-oduets P.AC and 
Q.EC are equal. 

The theorem can be verified to true for more than 
two forces by placing several such carriers on the bar and 
putting weights upon them of such an amount that equi¬ 
librium is secured. 

In every such case it will be found that the sum of the 
moments of the weights on one side of C is equal to the 
sum of the moments of those on the other side. 

When the forces are nwt parallel. Arrange the bar a& 
before but let light strings be attached at A and E whicli 
after passing over light pulleys support carriers at their 
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cUier ends. Ijefc these carriers have weights put upon 
them until the beam balances in a horizontal position. 



Let P and Q be the total weights on tlie carriers 
including the weights of the carriers themselves; these will 
be the tensions of the strings at A and P. 

Measure the perpendicular distances, p and 5 , fi*om C. 
upon and OP respectively. 

Then it will be found that 

F .p = Q,q. 

61, Positive ami 7 ieyailv 6 moin&tUs, In A.rt. 57 the 
force F wouhl, if it were the only force acting on the 
lamina, make it turn in a direction opposite to that in 
which the hands of a watch move, when the watch is laid 
on the t;ible with its face upwards. 

The force would, if it were the only force acting on 
the lamina, make it turn in the same direction as that in 
which the hands of the watch move. 

The moment of F about 0, in a direction ia said 
to be positive^ and the moment of Fi about 0 , i.e, in a 
direction is said to be negatitfe. 
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Algebraic mrn of momente. Hio algebiviic sura of tlie 
moments of a set of forces about a given point is the sum 
of the moments of the forces, each moment having its 
proper sign prefixed to it. 


Bx. ABCD is a square; along 
the sides AB^ CB, DG^ and DA forces 
cu'.t eqxuU respectively to 6, 5, 8, and 
12 lbs. wt. Find the algebraic sum 
of their moments about the centre, O, 
of the square, if the side of the square 
be 4; feet. 

The forces along D.4 andyf 7? tend 
to turn the square about O in the 
positive direction, whilst the forces 
along the sides DC and CB tend to 
turn it in the negative direction. 

The perpendicular distance of O 
from each force is 2 feet. 



Hence the moments of the foresee are respective^ 

+ 6x2, -5x2, “8x2, and +12x*J. 

• 

Their algebraic sum is therefore 2 [6-5-8 + 121 or 10 units of 
moment, i.e. 10 times the moment of a foive equal to 1 lb. wt. acting 
at the distance of I foot from O, • 


J 62. Theorem. The alyabraic silhi of the itwtn^.nis of 
any two forces about any jmint in their ‘plane is cgual to the 
moment of their resultant about the same point. 

Case I. het the forces meet in a point. 

Iisfc P and Q acting at the point A lie the two forces and 
0 the point about which the moments are taken. Draw OiJ 
parallel to the dii'ection of P to meet the line of action of 
Q in the point C, 

Let AQ represent Q in magnitude and on the same 
Bcale let AB represent P; complete the parallelogram 
ABDCi and join OA and OB. 

Then AD represents the resultant, P, of P and Q. 




64 


STATICS 


(a) If 0 bo without the angle DAC, as in tlie first 
figure, we have to show tliat 

2 A i? + 2 A C = 2 A 

[Fur the rnoinents of P and Q about 0 are in the some direction.] 



Since AB and OD are parallel, wo have 
A = A= A C/). 

.•.2AOyl//+2AO^(7 = 2AiCi) + 2A(9^C-2AOi47). 

(/3) If 0 Ik3 within the angle CA Z), as in the second 
figure, we liave to show that 

2Avl0/?~2A^0C-2A^10i). 

[Fdr the moments of P and Q about 0 aro in opposite directions.] 
As in (tt), we have 

AAOB- ABAB^ AACIX 

.\2AAO]i^2AAOC = ':iAACT>-2AOAC^2AOAD. 
Case II. Let the forces he parallel. 
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Let P and Q be two parallel forces and li { - P -v Q) 
their i-esuliant. 

From any point O in their plane draw OACB perpen¬ 
dicular to the forces to meet them in -d, (7, and Ji respec¬ 
tively. 

By Art. 52 we have P.AG=Q.GB .(1); 

.*. the sum of the moments of P and Q about 0 
~Q,OB-\ P, OA 
= Q {OC + GB) -F- P {pG -AG) 

= (P + Q)OG + Q.GB-P.AG 

— (7^ 4 Q) . OC^ by equation (1), 

= moment of the resultant about O. 

If the point about which the momenta are taken be 
between the forces, as Oj, the inoiiiouts of P and Q have 
opposite signs. 

In this case we have 

Algebraic sum of moments of P and Q alxjut Ox • 
^P,0xA-Q.0xB 

- P{OxG + CA)-Q (GB- OxG) 

^(P-¥Q).OxG + P.GA-Q,CB 
= (P 4 Q) . OxG, by equation (1). 

The case when the point has any other position, as also 
the case wlien the forces have opposite parallel directions, 
are left for the student to prove for himself. 

• 3 . Case 1 of the preceding proposition may be otherwise proved 
in the following manner: 

Let the two forces, P and Q, be represented hj AB and AC re¬ 
spectively and let AD represent the resultant B. so that AliDG is a 
parallelogram. 

Let O be any mint in the plane of the forces. Join OA and draw 
BL and CM, parallel to 0.4, to meet AD in L and M respectively. 


1.S 


S 
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Since the Bides of the triangle A CM are respectively pamllel to the 
sides of the triangle DHL, and since AG is equal to HI), 

AM=LD, 

A 0AM ^ A OLD. 

First, let O fall without the angle CAD, as in the first figure. 



M 

Then 2A0^2?-J-2A0-flC 

* =2AO^L + 2AO^ilf 

= 2aO^L + 2aOLJ) 

»2A0ilI>. 

Hence the sum of the moments of P and Q is equal to that of R. 
Secondly, let 0 fall ‘within the angle GAD, as in the second figure. 
The algebraic sum of the moments of P and Q about 0 

— 2 A OAB •— 2 A OAC 
=::2aOAL^2aOAM 
s: 2 A OAL 2 A OLD 
= 2 A 0.41) 

=moment of R about O. 

64 . If the point 0 about which the moments are taken 
lie on the resultant, the moment of the resultant about the 
point vanishes. In this' case the algebraic sum of the 
moments of the component forces about the given point 
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vanishefl, i.e. The •nwiaeuts of two forces ohout any point on 
the litw of action of their resultant are equal and of opposite 
sign. 

The student will easily be able to prove this theorem 
independently from a figure; for, in Art. 02, the point 0 
will be found to coincide with the point D and we have 
only to shew that the triangles ACO and ABO are now 
equal, and this is obviously true. 

65. G-enerallsed theorem of moments. If any 

number of forces in ovieplcme acting on a rigid body ham a 
resultant^ the algebraic sum of their moments about any point 
in their plane is equal to the moment of their res^iltant. 

For let the forces be P, Q, P, S,.,, and lot 0 be the 
point about which the moments are taken. 

Let Pj be the resultant of P and 
Pg be the resultant of Pj and P, 

Pg be the resultant of }\ and -S', 
and so on till the final resultant is obtained. 

Then the moment of Pj about 0 = sum of the moments 
of P and Q (Art. 62); 

Also the moment of Pg about 0 = sum of the monuuits 
of and It 

= sum of the moments of P, and P. 

So the moment of Pg about 0 

= sum of the moments of Pg and S 
= sum of the moments of P, P, and S, 
and BO on until all the forces have been taken. 

Hence the moment of the final resultant 
» algebraic sum of the moments of the component forces. 

Cor. It follows, similarly as in Art. 64, that the alge¬ 
braic sum of the moments of any number of forces about a 

3 ^ 
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point on the line of action of their resultant is zero; so, 
conversely, if tlie algebraic sum of the moments of any 
number of forces about any point in their plane vanishes, 
then, either their resultant is zero (in which Cfise the forces 
are in equilibrium), or the resultant passes through the 
point about which tlie moments are taken. 

66 . The theorem of the previous article enables us to 
find points on the line of action of the resultant of a system 
of forces. For we have only to find a point about which 
the algebraic sum of the moments of the system of forces 
vanishes, and then the resultant must pass through that 
point. This principle is exemplified in Bxamples 2 and 3 
of the following article. 

If we have a system of parallel forces the resultant is 
known both in magnitude and direction wlien one such 
pointy is known. 

67. Sz. 1. A rodf 5 feet long, supported hy two vertical strings 
attacitfid to its eiuls, has tceighls of 4, 6, 8, and 10 Ihs, hung from the 
rod at distances of 1, 2, 3, and 4 feet from one end. If the weight of 
the rod he 2 lbs., what are the tensions of the strings t 

Xiet AF be the rod, B, C, D, and M the poinca at which the weights 

R ‘ 

B C G D E e. 

FTH I 

'*'4 '^e 8 tIO 

''2 

are hung; let G he the middle point; we shall assume that the weight 
of the rod acts here. 

Let i2 and S be the tensions of the strings. Binoe the resultant of 
the forces is zero, its moment about A must be zero. 

Hence, by Art. 65, the algebraic sum of the momenta about A 
must vanish. 
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Therefore 4xl + 6x2 + 2x2^+8x3 + 10x4-Sx6=0, 

55=4 + 12-h5 + 24 + 40 = 86, 

S=17. 

Similarly, taking moments about J'’, we have 

57i=10xl + 8x2 + 2x2j+6x3-f-4x4 = 6ri, 

JJ = 13. 

The tension R may be otherwise obtained. For the resultant of the 
weights is a weight equal to 30 lbs. and that of li and <S> is a force 
equal to R-hS. But those resultants balance one another. 

72 + 5=30; 

.. 72^30-5=30-17 = 13. 


Sx. 9t. FWcr« eqiuil to P, 2P, 37\ and 4P act ahmtf the. sides of a 
square ARCT) taken in order; find the magnitude, direction, and line. 
Oj' action of the resultant. 

Let the side of the square be a. 

The forces P and 3P arc, by Art. 52, equal to a ptxvallel hnce 21* 
tbcting at E, where I>E is ^ , • 

A 


The forces 47' and 2P are, similarly, equal to a force 21* acting at 
a point F on CD whci’e DF is a. * 

Ijct the lines of action of ihese two components meet in O. Then 
the final resultant is equal to 2PJ2 acting in a direction parallel 
to CA. 



1 ® 

>,2P 
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otherwise thus; without making axiy geometrlo constraotion 
(which is often tedious) the line of action of the resultant force can 
be easily oWined by using the theorem of Art. 65. 

Let the line of action meet AD and CD in Q and D. 

Since Q is a point on the line of action of the resultant the alge¬ 
braic sum of the moments of the four forces about Q must be zero; 

.*. P{DQ+Q)+2P{a)^ZP.DQ\ 


DQ= 


3a 



So for the point R we have 

P.a + 2P(i2D + a) = 4P. J2D; 


DD= 


8a 

T 


Also the components of the forces minendicular to CD are 4P-2P, 
i.«. 2P» and the components parahei to CD are 3P—P, i.e. 2P. 
Hence the magnitude of the resultant is 2»J2P, 


XSz. 8. Forces equal to BP^ IP, and 5P act along the aides AB, BC, 
and CA of an equilateral triangle ABC; find the magnitude, directum, 
and line of action of the resultant. 

Let the side of the triangle be a, and let the resultant force meet 



the Bule BG in Q. Then, by Art. 65, the moments of the forces about 
Q vauish. 

8Px ((?C-»-a)sin60°=.6Px <3CBin60”. 

«C=^. 

The sum of the components of the forces perpendicular to BO 

»6P sin 60® -3P sin 60® =:P*y3. 

Also the sum of the components in the direction BC 
«7P-6Poos 60®- 3Poos eO®=a3P, 

Hence the resultant isPV^2 inclined at on angle , l.s. 

s 

80®, to BO and passing through Q where CQss^BO. 
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EXAMPLES. IX 

The side of a square ASCD is 4 feet; along the linos CB^ BA^ 
DAf and DP, respectively act forces equal to 4, 3, 2, and 5 lbs. weight; 
find, to the nearest decimal of a foot-pound, the algebraic sum of the 
moments of the forces about C, 

The side of a regular hexagon ABCDEF is 2 feet; along the 
sides ABi CB, JDGt DJK, EF^ and FA act forces respectively equal to 1, 
2, 3, 4, 5, and 6 lbs. wt.; find the algebraic sum of the moments of 
the forces about A, 

3. A pole of 20 feet length is placed with its end on a horissontal 
plane and is pulled by a string, attached to its upper end and inclined 
at 30*^ to the horizon, whose tension is equal to 30 lbs. wt.; find the 
horizontal force which applied at a point 4 feet above the ground will 
keep the pole in a vertietd position. 

4. A uniform iron rod is of length 6 feet and mass 9 lbs., and 
from its extremities ore suspended masses of 6 and 12 lbs. respec- 
ilvely: from what point must the rod be suspended so that it may 
remain in a horizontal position? 

5. A uniform beam is of length 12 feet and weight 50 lbs., and 
from its ends are suspended bodies of weights 20 and 80 Ibs.j'espco- 
tively; at what point must the beam be supported so that it may 
remain in equilibrium? 

6. Masses of 1 lb., 2 lbs., 8 lbs., and 4 lbs. are suspended^from a 
uniform rod, of length 5 ft., at distances of 1 ft., 2 ft., 8 ft., and 4 ft. 
respectively from one and. If the mass of the rod be 4 lbs., find the 
position of the point about which it will balance. 

7. A uniform rod, 4 ft. in length and weighing 2 lbs., turns freely 
about a TOint distant one foot from one end and from that end a 
weight of 10 lbs. is suspended. What weight must be placed at the 
other end to produce equilibrium? 

8. A heavy uniform beam, 10 feet long, whose mass is 10 lbs., is 
supported at a point 4 feet from one end; at this end a mass of 6 lbs. 
is placed; find the mass which, placed at the other end, would give 
equilibrium. 

9. The horizontal roadway of a bridge is 30 feet long, weighs 
6 tons, and rests on similar supports at its ends. What is the thrust 
borne by each support when a carriage, of weight 2 tons, is (1) half¬ 
way across, (2) two-thirds of the way across? 

10. A light rod, 4B, 20 inches long, rests on two pegs whose 
distance apart is 10 inches. How must it be placed so that the 
reactions ^ the pegs may be equal when weights of 21K and SIT 
respectively are suspended from A and B ? 
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11. A light rod, of length 3 fuot, has equal weights attached to it, 
one at 9 inches from one end and the other at 15 inches from the other 
end; if it be supported by two vertical strings attached to its ends and 
if the strings cannot support a tension greater than the weight of 
1 cwt., what is the greatest magnitude of the equal weights? 

12. A heavy uniform beam, whose mass is 40 lbs., is suspended 
in a horizontal ^josition by two vertical strings each of which can 
sustain a tension of 35 lbs. weight. IIow far from the centre of the 
beam must a body, of mass 20 lbs., be placed so that one of the strings 
may just break? 

13. A uniform bar, AB^ 10 feet long and of mass 50 lbs., rests on 
the ground. If a mass of 100 lbs. be laid on it at a point, distant 
3 feet from Ji, find wliat vertical force applied to the end A will just 
begin to lift that end. 

14. A rod, 16 inches long, rests on two pegs, 9 inches apart, with 
its centre midway between them. The greatest masses that can bo 
suspended in succession from the two ends without disturbing the 
equilibrium are 4 lbs. and 5 lbs. respectively. Find the weight of the 
rod and the position of the point at which its weight acts. 

15. A straight rod, 2 feet long, is movable about a hinge at one 
end and is kept in a horizontal position by a thin vertical string 
attached to tlie roil at a distance of 8 inches from the hinge and 
fastened to a fixed point above the rod; if the string con just support 
a mass of 9 ozs. without brcaIJng, find the greatest mass that can 
be suspended from the other end of the rod, neglecting the weight of 
the rod. 


16, A tricycle, weighing 5 stone 4 lbs., has a small wheel sym¬ 
metrically placed 3 feet behind two large wheels which are 3 feet apart; 
if the centre of gravity of the machine be at a horizontal distance of 
9 inches behind the front wheels and that of the rider, whose weight 
is 9 stone, be 3 inches behind the front wheels, find the thrusts on 
the ground of the different wheels. 

17, A tricycle, of weight 6 stone, has ri small wheel symmetri¬ 
cally phased 3 ft. 6 ins. in front of the line joining the two large 
wheels which ore 3 feet apart; if the centre of gnivity of the machine 
be distant liorizonlally 1 foot in front of the hind wheels and that of 
the rider, whose weight is 11 stone, be 6 inches in front of the hind 
wheels, find how the weight is distributed on the different 'wheels. 

18, A dog-cart, loaded with 4 cwt., exerts a force on the horse’s 
bock equal to 10 lbs. wt.; find the position of the centre of gravity of 
the load if the distance between the pad and the axle be 6 feet. 

19, Forces of 3, 4,5, and 6 ll)s. wt. respectively act along the sides 
of a square ABCD taken in order; find the magnitude, direction, and 
line of action of their resultant. 



IX 


MOMENTS 


73 


20. A BCD is a square; along ABy CB, AD, and DC equal forces, 
P, act; find their resultant. 

21. A BCD is a square the length of whose side is one foot; along 
ABy BCy DC, and AD act forces proportional to 1, 2, 4, and 3 rcspec- 
tively; shew that the resultant is parallel to a diagonal of the square 
and find where it cuts the sides of the square. 

22. ABCD is a rectangle of which adjacent sides AB and BC are 
equal to 3 and 4 feet respectively; along BG, and CD forces of 30, 
40, and 50 lbs. wt. act; find the resultant. 

23. Three forces P, 2P, and 3P act along the sides AB, BC, and 
CA of a given equilateral triangle ABC’, find the magnitude and 
direction of their resultant, and find also the point in which its lino 
of action meets the side BC. 

24. ABC is an isosceles triangle whose angle A is 120” and forces 
of magnitude 1, 1, and ^3 lbs. wL act along AB, AC, and BG ; shew 
that the resultant bisects BC and is parallel to one of the other sides 
of the triangle. 

25.. Porccs proportional to AB, BC, and 2CA act along the sides 
of a triangle ABC token in order; shew that the resultant ii; repre¬ 
sented in magnitude and direction by CA and that its line of action 
meets BG at a point X where CX is equal to BC. 

$ 

26. ABC is a triangle and D, E, and F are the middle prjints of 
the sides; forces represented by AD, %BE, and CP act on a particle 
at the point where AD and BE meet; shew that the resultant is 
represented in magnitude and direction by ^AC and that its line of 
action divides BG in the ratio 2; 1. 

27. Three forces act along the sides of a triangle; shew that, if 
the sum of two of the forces be equal in magnitude but opposite in 
sense to the third force, then the resultant of tlie three forces passes 
through the centre of the inscribed circle of the triangle, 

28. The wire passing round a telegraph pole is horizontal and 
the two portions attached to the pole are inclined at an angle of 60” 
to one another. The pole is supported by a wire attached to the 
middle point of the pole and inclined at 60” to the liorizon; shew that 
the tension of this wire is 4.^3 times that of tho telegraph wire. 

29. At what height from the base of a pillar must the end of a 
rope of given length m fixed so that a man standing on the ground 
and pulling at its other end with a given force may have tho greatest 
tendency to zna>ke the pillar overturn ? 



74 


STATICS 


Exs. IX 


30. magnitudn of a fon',(t ia known and also iia momenta 
about two given points A and B. bind, by a geometrical construction, 
its line of action. 

31. Pind the locus of all points in a plane such that two forces 
given in magnitude and position shall have equal moments, in the 
same sense, round any one of those points. 

32. AB is a diameter of a circle and BP and BQ are chords at 
right angles to one another; shew that the moments of forces repre¬ 
sented by BP and BQ about A are equal. 

« 

33. A cyclist, whose weight Is 150 lbs., puts all his weight upon 
one pedal of his bicycle when the crank is horizontal and the bicycle 
is prevented from moving forwards. If the length of the crank is 
6 inches and the radius of the chain-wheel is 4 inches, find the 
tension of the chain. 



CHAPTER VL 

COUPLES. 

68. Def. Two equal unlike parallel forces, whose 
lines of action are not the same, form a couple. 

The Arm of a couple is the perpen¬ 
dicular distance between, the lines of action 
of the two forces which form the couple, 
i.e. is the perpendicular drawn from any 
point lying on the line of action of one of 
the forces upon the line of action of the 
other. Thus the arm of the couple (/*, P) 
is the length AB, 

The Moment of a couple is the product 
of one of the forces forming the couple 
and the arm of the couple. 

In the figure the moment of the couple is JP x AB, 

Examples of a couple are the forces applied to the 
handle of a screw-press, or to the key of a clock in winding 
it up^ or by the hands to the handle of a door in opening it. 

A couple is by some writers called a Torque j by others 
the word Torque is used to denote the Moment of the 
Couple. 



>B 
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69. Theorem. The algebraic sum of the moments of 
the two forces forining a couple about any point in their 
plane is constantf arid equal to the moment of the couple. 

Let the couple consist of two forces, each equal to P, 
and let 0 be any point in tlioir plane. 


O 



Draw OAH perpendicular to tbe lines of action of the 
forces to meet them in A and B respectively. 

The algebraic sum of the moments of the forces about O 
,OB-P .OA^F{()B-OA)=B .AB 

-=tho ‘moment of the couple, and is therefore the siuno 
wliatever be the point 0 about which the moments are 
taken. 


70. Theorem. Two couples^ aeting in one plane upon 
a rigid hody^ whose moments are equal and opposUe^ balance 
one another, 

Ijet one couple consist of two forces (P, P), acting at 
the ends of an arm py and let the other couple consist of 
two forces (<^, <?), acting at the ends of an arm q. 

Case I. Let one of the forces P meet one of the forces 
Q in a point 0, and let the other two forces meet in (T, 
From (y draw perpendiculars, O’M and (fNy upr>n the 
forces which do not pass through O', so that the lengtlis of 
these perpendiculars are p and q respectively. 
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Since the moments of the couples are equal in magni¬ 
tude, we have 

P-p-=-Q.qy 

Le., P.O'M^Q.O'E, 

Hence, (Art. 64), 0' is on the ® 
line of action of the resultant of 
P and Q acting at 0, so that 00' P 
is the direction of this resultant. M 

Similarly, the resultant of P 
and C 0' is in the direction 

O'O. 

Also these resultants are equal in magnitude; for the 
forces at 0 are respectively equal to, and act at the same 
angle as, the forces at O'. 

Hence these two resultants destroy one anotlier, and 
therefore the four forces composing the two couples are in 
equilibrium. • 

Case II. Let the forces composing the couples be all 
parallel, and let any straight line perpendicular to their 
directions meet them in the points A, 7?, 0, and i), as in 
the figure, so that, since the moments are equal, we have 

P.AB = Q.CD .(i). 

Let L be the point of application of the resultant of Q 
at C and P at so that 

P.BL = Q.CL (Art. 52).(ii). 
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By subtracting (ii) from (i), ‘we have 

P.AL^Q.LD, 

BO that L is the point of application of the resultant of P 
at and Q at D, 

But the magnitude of each of these resultants is 
(P + Q\ and they have opposite direotions; hence they are 
in equilibrium. 

Therefore the four forces composing the two couples 
balance. 

71. Since two couples in the same plane, of equal but 
opposite moment, balance, it follows, by reversing the 
directions of the forces composing one of the couples, that 

Any two couples of equal Tnxyment vn the same plane are 
equ%va2e7it. 

It follows also that two like couples of equal moment 
are equivalent to a couple of double the moment. 

72, Theorem. Any number of couples in the same 
plane heting on a rigid body are equivalent to a si'n/gle 
couple^ whose mormnJt is equal to the algehi'aie sum of the 
moments of the couples, 

For let the couples consist of forces (P, P) whose arm 
is pt (ft Q) whose arm is q^ (P, li) whoso arm is r, etc. 
Keplace the couple (Q, Q) by a couple whose components 
have the same lines of action as the forces (P, P). The 
magnitude of each of the forces of this latter couple ‘will 
be X, where X,p^ Q . q, (Art. 71), 

so that X = 

P 

So let the couple (P, P) be replaced by a couple 

rp-,P—Y whose forces-act in the same lines as the 

\ P pJ 

forces (P, P), 
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Similarly for the other couples. 

Hence all the couples are equivalent to a couple, each o£ 

Q V 

whose forces isP+^-+^- + ... acting at an arm ». 

P P 

The moment of this couple is 

P.p + Q .q + Jl.r+.... 

Hence the original couples are equivalent to a single 
couple, whose moment is equal to the sum of their moments. 

If all the component couples have not the same sign we 
must give to each moment its proper sign, and the same 
proof will apply. 


EXAMPLES X. 

1. ABCD is a square whose side is 2 feet; along AB, BCf^CDy and 
DA act forces equal to 1, 2, 8, and 6 lbs. wt., and along AG and DB 
forces equal to 5jJ2 and 2,^2 lbs. wt.; sbow that they are equivalent 
to a couple whose moment is equal to 16 foot-pounds weight. 

2. Along the sides AB and CD of a square ABCD act forces each 
equal to 2 lbs. weight, whilst along the sides AD and CB act forces 
each equal to 5 lbs. weight; if the side of the square be 3 feet, find 
the moment of the couple that will give equilibrium. 

3. ABCDEF is a regular hexagon; along the sides AB^ CB^ DE^ 
and FE act forces respectively equal to 5,11, 5, and 11 lbs. weight, 
and along CD and FA act forces, each equal to x lbs. weight. Pind 
Xf if the forces he in equilibrium. 

4. A hoxizontal bar AB, without weight, is acted upon by a 
vertical downward force of 1 lb. weight at A, a vertical upward force 
of 1 lb. weight at B, and a downward force of 6 lbs. weight at a 
given point C inolined to the bar at an angle of 80°. Find at what 
point of the bar a force must be applied to balance these, and And 
also its magnitude and direction. 

73a Theorenia The effect of a couple upon a rigid 
body is unaltered if it he Vraffifferred to any plane parallel to 
its own^ die a/rm remaining paoxuLUl to its original position. 
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Let the couple consist of two forces (P, P), whose arm 
is ABj and let tlieir lines of action be AG and BD, 



Let A^Bi be any line equal and parallel to AB. 

Draw AJjj and B^B^ parallel to and BB respec¬ 
tively. 

At Ai introduce two equal and opposite forces, each 
equal to P, acting in the direction A^Ci and the opposite 
direction 

At Bi introduce, similarly, two equal and opposite forces, 
each equal to P, acting in the direction B^D^ and the 
opposite direction P^P. 

These forces will have no effect on the equilibrium of 
the body. 

Join ABi and AiB, and let them meet in 0^ then O is 
the middle point of both AB^ and A^B, 

The forces P at P and P acting along AiB have a re¬ 
sultant 2P acting at 0 parallel to PP. 

The forces P at J and P acting along P^P have a 
resultant 2P acting at 0 parallel to AC, 
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These two resultants are equal and opposite, and there¬ 
fore balance. Hence we have left the two forces (jP, /’) at 

and acting in the directions A-yC^ and i.c., 

parallel to the directions of the forces of the original 
couple. 

Also the plane through Afi^ parallel to the 

plane through AC and BD, 

Hence the theorem is proved. 

Cor. From this proposition and Art. 71 we conclude 
that A couple may he r&phjxed hy any otJter coujtle acting in 
a parallel pUme^ prornded tJud the menmnts of the two couples 
are the came. 

74. Theorem. A ^ngJe force and a couple acting in 
tlhe same plane upmi a rigid body cannot produce equilihriuni^ 
hvi are equivalent co the single force acting in a direction 
parallel to its original direction.. • 

Let the couple consist of two forces, each equal to 
their lines of action being OB and Of) respectively. 

Let tho single force be Q. 

Ca4Sie 1. If ^ be not parallel to the forces of the couphj, 
let it be produced to meet one of thorn in 0. 

Then P and Q, acting at 0, are equivalent to some force 
Bf acting in some direction OL which lies between OA and 
OB. 

Let OL be produced (backwards if necessary) to meet 
the other force of the couple in Oj, and let the point of 
application of be transferred to Oj. 

Draw OiAj^ parallel to OA, 

Then the force Ji may be resolved into two forces Q and 
P, the former acting in the direction OyA^, and the latter in 
the direction opposite to Of), 
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This latter force T k balanced by the second force P of 
the couple acting in the direction Ofi, 



Hence we have left as the resultant of the system a 
force Q acting in the direction O^Ai parallel to its original 
direction OA. 

C^se II. Let the force Q be parallel to one of the 
forces of the couple. 



Let OiO meet the force Q in Or 

The parallel forces P sJt 0 and Q at 0^ are, by Art. 52, 
equivalent to a force (P + Q) acting at some point 0, in a 
direction parallel to 0B» The unlike paralld forces (P+ Q) 
at Oa and P at 0 ^ ar^ similarly, equivalent to a force <2 
acting at some point O 4 in a direction parallel to OJ), 

Hence the resultant of the system is equal to the single 
force Q acting in a direction parallel to its original direc¬ 
tion. 
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yS. If three forces^ acting wpon a rigid hody^ he repre- 
8cnied in mognitndey direction^ mid line of action hy the fddes 
of a triangle taken in ordeTy they are equivalent to a couple 
whose nwment is represented hy twice the area of the triangle. 

Let ABC be the triangle and /*, (), and R the forces, so 
that P, Qy and R are represented by the sides BGy CA, and 
AB of the triangle. 

Through B draw LBAI parallel t o the side AOy and in¬ 
troduce two equal and opposite 
forces, equal to Qy at By acting 
in the directions BL and BM 
respectively. By the triangle 
of forces (Art. 36) the forces P, 

Ry and Q acting in the straight 
line BLy are in equilibrium. 

Hence we are left with the 
two forces, each equal to Q, 
acting in the directions CA and BM respectively. 

These form a couple whose moment is <2 x BRy whore 
PAT is drawn perpendicular to CA. 

Also Q X Pi\r= (7A X PAT = twice the area of the triaiighj 
ABC. 

Cor. In a similar manner it may be she^vn that if 
a system of forces acting on one plane on a rigid body be 
represented in magnitude direction, and line of action by 
the sides of the polygon, they are equivalent to a couple 
whose moment is represented by twice the area of the 
polygon. 



Q\ 
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CHAPTER VII. 


EQUILIBRIUM OF A RIGID BODY ACTED ON BY 
THREE FORCES IN A PLANE. 

76. In the present chapter we shall discuss some 
simple cases of the equilibrium of a rigid body act-ed upon 
by three forces lying in a plane. 

By the help of the theorem of the next article we shall 
find that the conditions of equilibrium reduce to those of a 
singly particle. 

77. Theorem. If three forces, acting in one plane 
upon a rigid body, keep it in equilibrium, they must eitlier 
meet in a poirU or he parallel. 

If the forces be not all parallel, at least two of them 
must meet j let these two be P and Q, 
and let their directions meet in 0. 

The tliird force R sliall then pass 
through the point 0. 

Since the algebraic sum of the 
moments of any number of forces about 
a point in their plane is equal to the 
moment of their resultant, 

therefore the sum of the moments of P, Q, and R about 
0 is equal to the moment of their resultant. 

But this resultant vanislies since the forces are in equi¬ 
librium. 
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Hence the sum of the moments of P, Q, and R about 0 
is zero. 

But, since P and Q both pass through 0, their moments 
about 0 vanish. 

Hence the moment of R about 0 vanishes. 

Hence by Art. 57, since R is not zero, its line of action 
must pass through 0. 

Hence the forces meet in a point. 

OtlierwlM. The resultant of P and Q must be some force passing^ 
through 0. 

But, since the forces P, Q, and R are in equilibrium, this resultant 
must b^anoe B. 

But two forces cannot balance unless they have the same line of 
action. 

Hence the line of action of 12 must pass through O. 


78. By the preceding theorem we see that the 
conditions of equilibrium of three forces, acting in one 
plane, are easily obtained. For the three forces mui|^ meet 
in a point; and by using Lami’s Theorem, (Art. 40), or 
by resolving the forces in two directions at right angles, 
(Art. 46), or by a graphic construction, we can obtain 
the required conditions. 


Bze. 1. A heavy uniform rod AB U 
and rests in a position inclined at 60° 
to the horizontal^ being acted upon by 
a horizontal force F applied at the 
lower end B: find the action at the 
hinge and the magnitude of F. 

Let the vertical through C, the 
middle point of the rod, meet the 
horizontw line through B in the point 
D and let the weight of the rod bo W. 

There are only three forces acting 
on the rod, viz., the force P, the 
weight Wf and the unknown reaction, 
P, of ^e hinge. 

These three foroea must therefore 
meet in a point. 


hinged at A to a fixed pointy 
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Now 7^ and W meet at D ; hence the direction of the action at 
the hinge must bo the line VA. 

Draw AF' perpendicular to EB^ and let the angle ADE be $, 

AV ^AF 

Then tan = "iT 7 r=2 Ian C0*=2<^3. 

Jb4jj J'iis 

Also, by Lami’s Theorem, 

F _ W _ P 
Bin WDA “ sajqJlDB “ sin WDB * 

F W P 

sin (90°+tf) ” Bin (180^^ “ sin 90“ * 

OUierwise; ADE is a triangle of forces, since its sides are parallel 
to the forces. Hence & can be measured, and 

P F W 
AD~' ED"^ AE' 

Bx. 2. A uniform roAy AB^ is inclined at an angle of 60“ to the 
vertical with one end A resting a^air^t a smooth 
vertical wall^ being support^ by a string attached 
to a point 0 of the rod^ distant 1 foot from and 

also to a ring in the wall vertically above A; if 
the length of the rod be 4 feet, find the poHthn of 
the ring and the inclinatim and tension of the 
string. 

Let the perpendicular to the wall through A 
and the verticM line through the middle point, 

GF, of the rod meet in O. 

The third force, the tension T of the strings 
must therefore pass through O. Hence CO pro¬ 
duced must pass through i), the position of the 
ring. 

Let the angle CD A be and draw CEF horizontal to meet OQ in 

E and the wall in F, 

taa«=tanCOB=£?-®^^^ 
l.rineo*^ 1 

*'8.oos60°“;78* 

A JCO«60®-^=30®. 



Then 
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Hence ADssACsstS feet, giving the position of the ring. 

If J2 be the reaction of the waU, and W be the weight of the 
beam, we have, since the forces are proportional to the sides of the 
triangle AOD^ 

T B _ W 

od’^ao^da' 


A 


r=7r 


OD 

DA^ 


and 




AO 

DA 


- IT tan 30® = IT. 



Bz. 8. A rod whose centre of gravity divides it into two portions, 
whose lengths are a and b, has a string, of length I, tied to its two ends 
and the string is slung over a small smooth peg; find the position of 
equilibrium of the rod, in which it is not vertic^. 


[N.B. The centre of gravity of a body is the point at which its 
weight may be assumed to act.] 

Xiet AB be the rod and 0 its centre of gravity; let O be the peg 
and let the lengths of the portions AQ 
and OB of the string be x and y rospeo* 
tively. 

Since there are only three forces 
acting on the body they must meet in 
a point. 

But the two tensions pass through 
0; hence the line of action of the 
weight W must pass through O, and 
hence the line CO must be vertical. 

Kow the tension T of the string is 
not altered, since the string passes 
round a smooth peg; hence, since W 
balances the resultant of two equal forces, it must bisect the angle 
between them. 

Z AOOsa I BOG=^a (say). 


O 



Hence, by Geometry, 


X AC a 
y^CB^b 


Also x+yssl, 

/. solving those equations, we have 


X 


I 
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ooB^a. 


Also, from tlie triangle AOB^ we have 
(a+6)2=a;®+y® — 2jy cos 2a = (a; + y)* - 2xy (1 + cos 2a) 

= (■» + y)^ — 4a;y cos® a = i® — 4 ^ ^ ^ 

. (?+'>)' (ii, 

.. oos a -JJ 5 ...lUj. 

This equation gives a. 


Let 0 be the inclination of the rod to the horizon, bo that 

OCA = 9QP+0. 

From the triangle A CO we have 

sin (90°+^) AO x 2 . /•v 

“ai~ = 2c = S=ST6 ’ 

. Zsina . . . 

cos 0 =-s- , givmg 0, 

a + 0 


Also, b 7 resolving the forces vertically, we have 2Tooaa=W, 
giving T. 

Numerical Example, If the length of the rod bo 5 feet, the length 
of the string 7 feet, and if the centre of gravity of the rod divide it in 
the ratio 4:3, shew that the portions of the string are at right angles, 

that thy inclination of the rod to the horizon is tan"^ -f* 
tension of the string is to the weight of the rod as ^2 :2. 


Bx. 4. A heavy uniform rod, of length 2a, reets partly within and 
partly without a fixed emooth hemispherical bowlf of radius r ; the rim 
of the howl is horizontal^ aiul uiie p^int of the rod is in contact with the 
rim; if 0 he the inclination of the rod to the horizon^ shew that 

2r oos 2d=a oos 0. 

Let the figure represent that vertical section of the hemisphere 
which passes through the rod. 

Let AB be the rod, G its centre of gravity, and C the point where 
tho rod meets the edge of the bowl. 

The reaction at A is along tho line to the centre, O, of tho bowl; 
for 240 is the only line through 24 which is perpendicular to the 
surface of the bowl at A, 

Also the reaction at C is perpendicular to the rod; for this is the 
only direction that is perpendicular to both the rod and the rim of 
the bowl. 

These two reactions meet in a point J>; also, by Euo. m. 31, 
D must lie on the geometrical sphere of which the bowl is a portion. 

Hence the vertical line through the middle point of the rod, 
must pass through D, 
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Through A dravr AE horizontal to meet 1>G in E and join 00, 



Since OC and A E R.ro parallel, 

zOCA= lCAE = e. 

Since OC = OA , lOAC^ i OCA = 0. 

Also lGDC=^90°- lDGC=^d. 

Now AE = AG cos0=aoosO, 

and AE:= AD coa20 = 2r cos20, 

/. 2r cos 20 = a cos 0, giving 0. 

Also, by Laini’s Theorem, if li and S be the reactions at A and C, 
We have 

_^_ TT 

sin 0 sin ADG * sin ADC' 

Sin 0 cos 29 cos 0 


Numerical Example. 


If r = ^ a, then we have ^-30°, and 

A 


Bz. 5. A beam whofe centre of gravity divides it into tivo por^ 
tione, a and b, is plaxed inside a smooth splwre; shew thatf if 0 he its 
inclination to the horizon in the position of equilibrium and 2a he the 
angle subtended by the beam at the centre of the sphere^ then 


tan 0= 


b — a 
b + a 


tan a. 


In this case both the reactions, R and S, at the ends of the rod 
pass through the centre, O, of the sphere. Hence the centre of gravity, 
G, of the rod must be vertically below O. 

Let OG meet the horizontal lino through in 
Draw OD perpendicular to AB, 
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Then 

and 


lAOD== iBOD^^a, 
zDOG-90®- JLDG0= I DJX= 



B 


Hence 


a AG AD-GD ODUnAOD-OD tan GOD 
b~ GB~Rb+(W~ OD tan B^O + OD tan GOD 
tan a - tan & 


tan a + tan 0 ' 


X ^ h -a. 
tan^?=^——tana. 


This equation gives 6. 
Also, by Lami’a Theorem, 

B 


b + a 


W 


sin BOG ■" t>Iu A 00 sin A OB * 


n _ S _ 
sin (a + (?) ”~ sin (a - tf) "* sin 2a * 

giving the reuetions. 

Numerical Example. If the rod be of weight 40 lbs., and subtend 
a right angle at the centre of the sphere, and if its centre of gravity 
divide it in the ratio 1: 2, shew that its inclination to the horizon 

is tan-*^^, and that the reactions are and 16,^5 lbs. weight 
respectively. 


XSx. 6. Shew how th4 forcea which act on a kite maintain it in 
equilihriumt proving that th^ perpendicular to the kite must lie between 
the direction of the string and the vertical. 

Lot AB be the middle line of the kite, B being the mint at which 
the tail is attached; the plane of the kite is perpendicular to the 
plane of the parar. Let G be the centre of gravity of the kite 
including its tail. 

The action of the wind may be resolved at each point of the Mte 
into two oomponente, one perpendicular to the kite and the other 
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along its surface. The latter components havo no eifoct on it and 
maj be neglected. The former components compound into a single 



force It perpendicular to the kite which actn at a point Ji which is 
a short distance above G. 

jR and W meet at a point 0 and through it must pass the direction 
of the third force, vis. the tension T of the string. 

Draw JTL vertically to represent the weight W, and LJi^ parallel 
to HO to represent JR. 

Then, by the triangle of forces, MK must represent the tension 7' 
of the string. 

It is clear from the figure that the line MK must make a greater 
angle with the vertical LK than the line UiU, 

i.e, the perpendicular to the kite must lie between the vertical 
and the direction of the string. 

From the triangle of forces it is clear that both T and W must 
be smaller than the force R exerted by the wind. 

79. Trigonometrical Theorems. There are two 
trigonometrical theorems which are useful in Statical 
Problems, viz. If B he any point in Oie hose AB of a 
iriomgle ABC^ amd if CP divides AB into two parts m 
o/nd and the cmgle C into two parts a and /R, and if 


the cmgle CPB he then 

(m-hn)cot0 = mcota'-ncot p .(1), 

and (m -^-n) cot $^n cot A —moot B .(2). 







92 


STATICS 


Toi 


m AP AP PC sin AGP sin PBG 
n PB'^PC' PB^ sinPAG' ^uTPCJ? 


sin a sm(0 + fi) . „„ .--o .. 

- •-r A since L PBG « 180 - i^ + 6), 

sin {p - a) sin p ' ' 

sin a (sin d cos p + cos B sin p) cot p + cot 0 

sin p (sin 6 cos a — cos 6 sin a) cot a —• cot $ ’ 

wcot a — w cot/? = (m +w) cot 


Again 

sin AGP sin PBG 
' sin PA G mnPGB 
sin ((9 — ^) sin A 
sin A ' sin (& + B) 

(sin 0 cos A — cos $ sin A ) sin B 
sin A (sin 0 cos B + cos $ sin B) 
cot A — cot B 
cot B + cot B ' 


c 



(y/i + n) cot B — 91 cot A — ni cot B. 

As an illustration of the use of these formulea take Ex. 5 of 
Art. 78. Here formula f2) gives 

{a +• h) cot 0GB = h cot OAB — a cot OB A, 

i.e., (a + b)tanff = btana — at&na. 

Other illustrations of their use will be found later on in this book. 


EXAMPLES. XI. 

1. A uniform rod, AB, of weight JF, is movable in a vortical 
plane about a hinge at A, and is sustained in equilibrium by a weight 
P attached to a string BCP passing over a smooth peg AC being 
vertical; if yf C be equal to AB, shew that P—W cos A CB. 

* 

2. A uniform rod ciin turn freely about one of its ends, and ia 
pull^ aside from the vertical by a horizontal force acting at the 
other end of the rod and equal to half its weight; at what inclination 
to the vertical will the rod rest? 
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3, A hinged at is supported in a hori^.ontal position 

by a string j5C, making an angle of 45*^ with the rod, and the rod hjia 
a mass of 10 lbs. suspended from B, Neglecting the weight of the 
rod, find the tension of the string and the action at the hinge. 

4, A uniform heavy rod AB has the end A in contact with a 
smooth vertical wall, and one end of a string is fastened to the rod 
at a point C, such that AC—^AB^ and the other end of the string is 
fastened to the wall; find the length of the string, if the rod rest in 
a position inclined at an angle to the vertical. 

5, ACB is a uniform rod, of weight Wi it is supported (7? being 
uppermost) with its end A against a smooth vertical wall AD by means 
of a string CD, DB being horizontal and CD inclined to the wall at 
an angle of 30°. Find the tension of the string and the reaction of 
the wall, and prove that AC= |AD. 


6. A uniform rod, AD, resting with one end A against a smooth 
vertical wtUl is supported by a string DC which is tied to a point C 
vertically above A and to the other end D of the rod. Draw a diagram 
shewing the lines of action of the forces which keep the rod in equi¬ 
librium, and shew that the tension of the string is greater than the 
weight of the rod. 


7. A uniform beam AD, of given length, is supportedswith its 
extremity, A, in contact with a smooth wall by means of a string CD 
fiistened to a known x^int C of the beam and to a point D of the wall; 
if the inclination of the beam to the wall bo given, shew how to find 
by geometrical construction the length of the string CD and the height 
of D above A. 

For the problem to be possible, shew that the given angle DAD 
must be acute or obtuse according as AC is less or greater than ^AD. 


8. A uniform rod, of length a, hangs against a smooth vertical 
wall being supported by means of a string, of length tied to one end 
of the rod, the other end of the string being attached to a point in the 
wall; shew that the rod can test inclined to the wall at an angle $ 

given by What are the limits of the ratio oi ail that 

equilibrium may be possible? 


9. Equal weights P and P are attached to two strings A CP and 
DCP passing over a smooth peg C. AD is a heavy beam, of weight }F, 
whose centre of gravity is a feet from A and b feet from B ; shew that 
AB is inclined to the horizon at an angle 
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10. A heavy uniform beam ie hung from a fixed point by two 
strings attached to its extremities; if the lengths of the strings and 
beam bo as 2 : S : 4, Bhe^Y that the tensions of the strings and tho 
weight of the beam are as 2 : 3 : .^10. 

11. A heavy uniform rod. 15 inches long, is suspended from a 

fixed point by strings fastened to its ends, their lengths being 9 and 
12 inches; if ^ be the angle at which the r(^ is inclined to the vertical, 
shew that 25 sin ^=24. 

12. A straight uniform rod, of weight 8 lbs., is suspended from a 
peg by two strings, attached at one end to the peg and at the other to 
the extremities of the rod; the angle between the strings is a right 
angle and one is twice as long as the other; find their tensions. 

13. Two equal heavy spheres, of 1 inch radius, are in equilibrium 
within a smooth spherical cup of 3 inches radius. Shew that the 
action between the cup and one sphere is double that between the two 
spheres. 

14. A sphere, of given weight IT, rests between two smooth 
planes, one vertical and the other inclined at a given angle a to the 
vertical; find the reactions of the planes. 

15. A solid sphere rests upon two parallel bars which are in the 
same horizontal plane, the distance between the bars being equal to 
the radius of the sphere; ^d the reaction of each bar. 

16. A smooth sphere is supported in contact with a smooth 
vertical wall by a string fastened to a point on its surface, the other 
end being attached to a point in the wall; if the length of the string 
be equal to the radius of the sphere, find the inclination of the string 
to the vertical, the tension of the string, and the reaction of the wall. 

17. A picture of given weight, hanging vertically against a smooth 
wall, is supported by a string passing over a smooth peg driven into 
the wall; the ends of the string are fastened to two points in tho 
upper rim of the frame which are equidistant from the centre of tho 
rim, and the angle at the peg is 60°; compare the tension in this case 
with what it will be when the string is shortened to two-thirds of its 
length. 

18. A picture, of 40 lbs. wt., is hung, with its upper and lower 

edges horizontal, by a cord fastened to the two upper comers and 
passing over a nail, so that the ports of the cord at the two sides of 
the nail are inclined to one another at an angle of 60°. Eiii4 tlio 
tension of the cord in lbs. weight. > 

19. A picture hangs symmetrically by means of a string pasring 
over a nail and attached to two ringn in the picture; what is the 
tension of the string when the picture weighs 10 lbs., if the string be 
4 feet long and the nail distant 1 ft. 6 inches from the horizontal una 
joining tho rings? 
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20. A picture frame, rcctan^lar in shape, rents against a smooth 
vertical wall, from two points in which it is suspended by parallel 
strings attached to two points in the upper edge of the back of the 
frame, the length of eebch string being equal to the height of the 
fi*ame. Shew that, if the centre of cavity of the frame coincide with 
its centre of figure, the picture will hang against the wall at an angle 

tan~^ ^ to the vertical, where a is the height and h the thickness of 

the picture. 

21. It is required to hang a picture on a vertical wall so that it 
may rest at a given inclination, a, to the wall and be supported by a 
cord attached to a point in the wall at a g^ven height h above the 
lowest edge of the picture; determine, by a geometrical construction, 
the point on the back of the picture to which the cord is to be 
attached and find the length of the cord that will be required. 

22. A rod rests wholly within a smooth hemispherical bowl, of 
radius r, its centre of gravity dividing the rod into two portions of 
lengths a and &. Show that, if 0 be the inclination of the rod to the 

horizon in the position of equilibrium, then Bin^=—^ and 

find tbe reactions between the rod and the bowl. 

23. In a smooth hemispherical cup is placed a heavy ro^ equal 
in length to the radius of the oup, the centre of gravity of the rod 
being one-third oi its length from one end; shew that the angle made 
by the rod with the vertical is tan'^ (W^)* 

24. A uniform rod, 4 inches in len^h, is placed with one end 
inside a smooth hemispherical bowl, of which the axis is vertical and 
the radius inches; shew that a quarter of the rod will project over 
the edge of the bowl. 

Prove also that the shortest rod that will thus rest is of length 
2^2 inches. 


The following esounples are to l>e aolved graphically. 

25. A heavy beam, 10 feet long, is supported, A uppermost, 
by two ropes attached to it at .4 and B which are respectively inclined 
at 65^ and 50** to the horizontal; if AB be inclined at 20° to the 
horizontal, find at what distance from A its centre of gravity is. 
Also, if its weight be 200 lbs., find the tensions of the two ropes. 

26. A light rod AB^ of length 2 feet, is smoothly jointed to a fixed 
support at A and rests horizontally; at D, where AJ>~% inches, it 
carries a weight of 10 lbs., being supported by a light rod CB, where 
C is exactly underneath A and AOmQ inches; find the thrust in the 
rod OB, 
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27. AB is a uniforta beam turning on a pivot at 0 and kept in 
equiiibrmm by a light string AD attached to the highest point A and 
to a point D vertically below G. If AB=Ztt., ilG^lft.^ CD=2it., 
and bA=2‘7 ft., and the weight of the beam be 10 lbs., find the 
tension of the string and the reaction of the pivot. 

28. A. cantilever consists of a horizontal rod AB hinged to a fixed 
support at A, and a rod DC hinged at a point C ot AB and also 
hinged to a fixed point D vertically below A, A weight of 1 owt. 
is attached at find the actions at A and G, given that ilB=6ft., 
AC=2 it.f and AD=B ft., the weights of the rods being neglected. 

29. The plane of a kite is inclined at 50° to the horizon, and its 
weight is 10 lbs. The resultant thrust of the air on it acts at a point 
8 inches above its centre of gravity, and the string is tied at a point 
10 inches above it. Find the te^on of the string and the thrust 
of the air. 
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GENERAL CONDITIONS OE EQUILIBRIUM OF A 

BODr ACTED ON BF FORCES IN ONE PLANE. 

80. Theorem. Any system of forces^ aciiny in one 
plmiM njpon a riyid body, van he reduced to either a single 
force or a single couple. 

By the parallelogram of forces any two forces, whose 
directions meet, can be compounded into one force; also, 
by Art. 52, two parallel forces can be compounded into one 
force provided they are not equal and unlike. , 

First compound together all the j«irallel forceps, or sets 
of parallel forces, of the given system. 

Of tlie resulting system take any two forces, not form¬ 
ing a couple, and find their resultant ; next find the 
ixisultant 7^2 of li^ and a suitiible third force of the system; 
then detcriniiio the resultant of and a suitable fourth 
force of the system; and so on until all the forces have 
been exhausted. 

Finally, we must either arrive at a single force, or we 
shall have two equal parallel unlike forces forming a 
couple. 

81. Theorem. If a system of forces ojci in one 
plane upon a rigid body, and if the odgehraic sum of ih,eir 
moments about each of three points in the plane {not lying in 
the same straight line) vanish separately^ tlie system of forces 
ie in equilibrium* 
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For any such system of forces, by tho last article, 
reduces to either a single force or a single couple. 

In our case they cannot reduce to a single couple; for, 
if they did, the sum of their moments al>out any point in 
their plane would, by Art. 69, be equal to a constant which 
is not zero, and this is contrary to our hypothesLs. 

Hence the system of forces cannot reduce to a single 
couple. 

The system must therefore either bo in equilibrium or 
reduce to a single force F. 

Ijet the three points about which tho moments are taken 
bo A, By and G. 

Since tho algebraic sum of the moments of a system of 
forces is equal to that of their resultant (Art. 62), therefore 
the moment of F about the point A must be zero. 

Hence F is either zero, or passes through A, 

Similarly, since the moment of F about B vanishes, 
F must be either zero or must pass through By 

i.e., F is either zero or acts in the line AB. 

Finally, since the moment about O vanishes, must be 
cither zero or pass through C. 

But (since the points A, B, C are not in the same 
straight line) the force cannot act along AB and also pass 
through €• 

Hence the only admissible case is that F should be zero, 
i.e,y that the forces should be in equilibrium. 

The system will also be in equilibrium if (1) the sum of the 
moments about each of two points, A and By separately vanish, and 
if (2) the sum of the forces resolved along AB to zero. For, if (1) 
holds, the resultant, by the fore^ing article, is either zero or acts 
along AB* Also, if (2) be true there is no resultant in the direction 
AB; hence the residtant force is zero. Also, as in tiie foregoing 
article, there is no resultant couple. Hence the system is in equi¬ 
librium. 
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82. Theorem. A system of forces, acting in onephme 
v>pon a rigid body, is in eguHibrium, if the sum of tJieir compo¬ 
nents parallel to each of two lines in th^ir plane be zero, and if 
the algebraic sum of their moments about any point he zero also. 

For any such system of forces, by Art. 80, Ckan be 
leduced to either a single force or a single couple. 

In our case they cannot reduce to a single force. 

For, since the sums of the components of the forces 
parallel to two lines in their plane are separately zero, 
therefore the components of their resultant force parallel to 
these two lines are zero also, and therefore the resultant 
force vanishes. 

Neither can the forces reduce to a single couple; for, if 
they did, the moment of this couple about sny point in its 
plane would be equal to a constant which is Twt zero; this, 
however, is contrary to our hypothesis. 

Hence the system of forces must be in equilibiiuirt 

83. It will be noted that in the enunciation of the last 
article nothing is said alK>ut the directions in which wo are 
to resolve. In practice, however, it is almost always desir¬ 
able to resolve along two directions at right angles. 

Hence the conditions of equilibrium of any system of 
forces, acting in one plane upon a rigid body, may bo ob¬ 
tained as follows; 

I. Bquate to zero the algebraic sum of the re- 
solvedpartsof all the fbrces In some fixed direction. 

IL Equate to zero the algebraic sum of the 
resolved parts of all the forces in a perpendicular 
direction. 

IIL Equate to zero the algebraic sum of the 
moments of the fbrces about any point in their 
plane. 

4-a 
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1 and II ensure that there shall be no motion of the 
body as a whole; III ensures that there shall be no motion 
of rotation about any point. 

The above three statical relations, together with the 
geometrical relations holding between the component 
portions of a system, will, in general, be sufficient to deter¬ 
mine the equilibrium of any system acted on by forces 
which are in one plane. 

In applying the preceding conditions of equilibrium to 
any particular case, great simplifications can often be intro¬ 
duced into the equations by properly choosing the directions 
along which we resolve. In general, the horizontal and 
vertical directions are the most suitable. 

Again, the position of the point about which we take 
moments is important; it should be chosen so that as few 
of the forces as possible are introduced into the equation of 
moments. 


84 . Wo havo shewn that the conditions given in the previous 
article are suflicient for the equilibrium of the system of forces; they 
are also necessaiy. 

Suppose we knew only that the first two conditions were satisfied. 
The system of forces might then reduce to a single couple; for the 
forces of this couple, being equal and opposite, are such that their 
components in any direction would vanish. Hence, resolving in any 
third direction would give us no additional condition. In this case 
the forces would not be in equilibrium unless the third condition were 
Bausfied. 

Suppose, again, that we knew only that the components of the 
system along one given line vanished and that the moments about a 
given point vanished also; in. this case the forces might reduce to a 
single force through the given point pexpcndiculur tu the given line; 
hence we see that It is necessary to have the sum of the components 
parallel to another line zero also. 
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85. We shall now give some examples of the applica¬ 
tion of the general conditions of equilibrium. In solving 
any statical problem the student should pLX>coed as 
follows; 

(1) Draw the figure according to tlio conditions given. 

(2) Mark all the forces acting on the body or bodies, 
taking care to assume an unknown reaction (to be deter¬ 
mined) wherever one body presses against another, and 
to mark a tension along any supporting string, and to 
assume a reaction wherever the body is hinged to any other 
body or fixed point. 

(3) For each body, or system of bodies, involved in 
the problem, cjquate to zero the forces acting on it resolved 
along two convenient perpendicular directions (generally 
horizontal and vertical). 

(4) Also equate to zero the moments of the forces 

about any convenient point. • 

(5) Write down any geometrical relations connecting 
the lengths or angles involved in the figure. 

Ex. 1. A heavy uniform beam rests with one end upon a horizrmtal 
planet oth^ end upon a given inclined plane; it is kept in 

equilibrium by a string which is attached to the end resting on the 
horizontal plane and to the intersection of the inclined and horizontal 
planes; given that ths inclination (a) of the beam to the horizontal is 
one-half that of the inclined planet find the tension of the string and the 
reactions of the planes. 

Let AB be the beam, AO the horizontal, and OB the inclined 
plane. 
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Let T be the tension of the string AO^W the weight of the body, 
JR and S the reactions at A and B respectiyely vertical and perpen¬ 


dicular to OB. 

Besolving horizontally and vertically we have 

2*= 5sin 2a .(1), 

Tr=ii+5ooa2a .(2). 

Also, taking momenta about A, we have 

TT.a cos ass8, AB sin ABLssS .2a cos a .(3), 

where 2a is the length of the beam. 


These three equations give the olrcumslances of the equilibrium. 

Prom (3), wo have Sss^W, 

.*. from (2), JJ=ir-|lFooa2tt—?r(l-^ooB2a). 

Also, from (1), 

W 

T=s~Bin2a. 

A 

Hence the reactions and the tension of the string are determined. 

Suppose that, instead of the inclinaiaon of the beam to the horizon 
being given, the length of the string were given (=2 say). 

liet us assume the inclination of the beam to the horizon to be d. 

The equations (1) and (2) remain the same as before. 

The equation of moments would be, however, 

W.acos0ss:S .ABbuiABLssS .2aoo&ABO 

— 8.2a cos (2a -0) .(4). 

Wo should have a geometrical equation to determine 0, viz., 

I __ OA __ smAB O _ sin (2a - 0) 

^^AB~~ BinAOB'~‘ sin2a .' '* 

This latter equation determines d, and then the equations (1), (2), 
and (4) would give 2’, JR, and 8. 

This question might have been solved by resolving along and 
perpendicular to the beam; in each equation we should then have 
involved each of the quantities 2*, 22, 8, and IT, so that the resulting 
equations would have been more complicated than those above. 

It was also desirable to take moments about A ; for this is the 
only convenient point in the figure through which pass two of the 
forces which act on the body. \ 

Bx. 2 . A beam whme centre of gravity divides it into fortioMy of 
lengths a and b respectively^ rests in eqviUbrium with its ends resting 
on two smooth planes inclined at angles a and p respectively to tiU 
horizon^ the planes intersecting in a horizontal line; find the inclination 
of tlte beam to the horizon and the reactions of the planes. 
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Let the planes be OA and OB, and let AB be the rod, 'whose centre 
of gravity is O, so that OA and GB are a and b respectively. 

Let i2 and S be the reactions at A and B perpendicular to the 
inclined planes, and let $ be the inclination of the beam to the 
horizon. 



Besolving vertically and horizontally, we have 


ItooBa+SooBfi=sW .4I), 

J2Binas=i98in;3 .(2). 

Also, by taking moments about G, we have 


22. GA sin GAL^S.GB sin GBM, 

Now Z. GAL==90P - BAO=9QP - (a - ^), 

and lQBM:=9(P-ABO=QOP-{^+e). 

Hence the equaldon of moments becomes 

Ii^aooB{a-‘0)^S .booB^+d) .(3). 

From (2), we have 

22 _ j5 _ JicoBa + Scoap _ ^ b ^11 

sin fi ~~ sin a Bin/ScoBa+sinooos)S"“sin(a+/S) ’ ^ 

These equations give 22 and S; also substituting for 22 and S in (3) 
we have 

a sin/9 cos (asin a cos 03+^); 
aeiafi (cos acos^+sinasin^lsbsina (cos /S cos d - sin ^ sin ^); 
(a+b) a sin sin d=oos d (b sin a cos ^ - a oos a sin /3); 

.% (a+b)tand=bootj8“aoottt.(4), 

giving the value of 0, 

OCheirwlM tbuui; Since there are only three forces acting on the 
body this question might have been solved by the methods of the last 
ohapter. 
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For the three forces 12, 8^ and TT, must m<jct in a point O', 

The theorem of Art. 79 then gives 

(a + b) cot 0'GA = b cob ^ - a cot a, 
i.e. (a+Z') ton &=:l>cot^~aoota. 
which is equation (4). 

Also Lami’s Theorem (Art. 40) gives 

12 5 W 

slh i?0'G sin A CG ~~ sin A 0'2' 

JF2 _ S _ W 
sin/9~BLna sin (®+^) 

Bac. 3 . A ladder, whose weight is 192 lbs. and whose length is 25 
feet, rests with one end against a smooth vertical wall and with the 
oth^ end upon the ground; if it be prevented from slipping by a peg 
at its lencest point, atid if the loivest point be distant 7 feet from the 
wall, find the reactions of the peg, tJie ground, and the wall. 

Let AB be the rod and Q its middle point; let 12 and 12j be the 
reactions of the ground and wall, and 8 the hori¬ 
zontal reaction of the peg. Let the angle GAO be 
a, so (that 

AO 7 

and hence 

49^ _ /^_24 

“625"" V 625 ~26* 

Equating to zero the horizontal and vertical 
components of the forces acting on the rod, we have 

12-192=0.(1), 

and 12^ —5=0.(2). 

Also, taking moments about A, we have 

192 X cos a=12^ N AB sin a. (3) ; 

/, 12i=192x 5 oota=5t96x-^=28. 

Hence, from (1) and (2), 

12=192 and G=28. 

The required reactions are therefore 28, 192, and 26 lbs. weight 
respectively. 

The resultant of 12 and 8 must by the last chapter pass through O', 
the point of intersection of the weight and 
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Bz. 4. One end of a uniform, rod is attached to a hingCf and the 
other end is sujyported by a string attached to the extremity of the mi, 
and the rod and string are inclined at the tame angle, tf, to the hori^ 
zontal; if IV he the weight of the rod, shew that the action at the 


hinge is ~ ^8+co»cc®0. 

Let AB be the rod, C its middle point, and BD the string meeting 
the horizontal lino through A ia I), 



Let the tension of the string be T. „ 

The action at the hinge is unknovm both in magnitude and 
direction. Let the horizontal and vertical components of this action 
be X and Y, as marked in the figure. Draw BE perpendicular to AD, 
Then ADss2AE^2ABQoa$, 


Besolving horizontally and vertically, we have 

X=:Toob9 . 

Y+TBm0=JV . 


Also, taking moments about A, we have 

TV, AC C 08 6—T. AD sin 9=T, 2AB cos 0 sin 9 

AO W 

Yxom (3), T=iW ^ =s —-. 

' 2AB6ind 4Bind 


( 1 ). 

( 2 ). 

(3). 


Hence, by (1) and (2), 

W ^ ^ W Sir 

X-=s ^ oot 9, and r=TF- . 


Therefore the action at the hinge:* ,jx*+ Y* 

= ^ is/d + <yot^9ss ^ Ai/8+ 00860^9. 

If DB meet the direction of IF in Jlf, then, by the last chapter, 
AM is the direction of the action at A, Hence, if CS be parallel to 
AM, then CMN is a triangle of forces. 
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Bx. 6. A uniform heavy rod can turn freely about one end, which 
M fixed; to this end is attached a string which supports a ^here of 
radius a. If the length of the rod be Aa, the length of the string a, and 
the weights of the sphere and rod be each W, find the inclinations qf the 
rod and string to the vertical and the tension of the string. 

Let OA be tbe rod, OC tbe string, B the centre of the sphere, and 
B the point in which the rod touches the sphere. 



Between the sphere and the rod at D there is a reaction, 12, per¬ 
pendicular to OD, acting in opposite directions on the two bo^es. 

The forces which act on the ^here only must be in equilibrium; 
and so also must the forces which act on the rod. 

Since there are only three forces acting on the sphere they must 
meet in a point, viz,, the centre of the sphere. 

Hence OCB is a straight line. 

Let $ and ^ be the inclination of the rod and string to the 
vortical. 

Then = 

SO that <?+0=8O“.(1). 

The forces acting on the rod are the reaction at J>, the weight of 
the rod, aud the action at the hinge 0, 

If we take moments about 0 we shall avoid this action, and we 
have 

H^.2asinds.A. Oi>;?-jR.2aooa80^. m...{2). 
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From the conditions of equilibrium of the sphere, 

T R W 


and 


sin (0 + 60“) “ sfn 0 " Bin 60^ . 

Therefore, from (2) and (3), 

Bin S _li _ sin tft 
~ i Bin 60° * 

and hence, from (1), 

^=0=15°. 

SubBtituting in (3), we have 

^" ,/6)=l-H53 X IT. 


EXAMPLES. XIL 


1, A uniform beam, AB, whose wei^t is TT, rests with one end, 
Af on a Bmooth horizontal plane AG, The other end, B, re^ on a 
plane CB inclined to the former at an angle of 60°. If a string CAf 
equal to CB, prevent motion, find its tension. 


2. A ladder, of weight TT, rests with one end against a smooth 
vertical wall and with the other resting on a smooth fioor; if the 
inclination of the ladder to the horizon bo 60°, find, liw calculation 
and graphically, the horizontal force that must bo applied to the lower 
end to prevent llie ladder from sliding down. 


3. A beam, of weight W, is divided by its centre of gravity C into 
two portions AC and BC, whose lengths are a and h respectively. The 
beam rests in a vertical plane on a smooth floor AD and against a 
smooth vertical wall DB, A string is attached to a hook at D and to 
the beam at a point P. If T be the tension of the string, and $ and ^ 
be the inclinations of the beam and string respectively to thc' horizon, 


shew that 


T^W 


aoo&O 


(« + h) sin {$-4)* 


4. A ladder rests at on angle a to the horizon, with its ends rest¬ 
ing on a smooth floor and against a smooth verticol wall, the lower 
end being attached by a string to the junction of the wall and floor; 
find the tension of the string. 

Find also the tension of the string when a man, whose weight is 
one-half that of the ladder, has ascended the ladder two-thir^ of its 
length. 
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Exs. XII 


5, One end of a uniform beam, of weight is placed on a smooth 
horizontal plane; the other end, to which a string is fastened, rests 
against another smooth plane inclined at an angle a to the horizon; the 
string, passing over a pulley at the top of the inclined plane, hangs 
vertically, and supports a weight P ; shew that the beam will rest in 
all positions if 2P= TF sin a. 

6, A heavy uniform beam rests with its extremities on two smooth 
inclined planes, which meet in a horizontal line, and whose inclinations 
to the horizon are a and /3; find its inclination to the horizon in the 
position of equilibrium, and the reactions of the planes. 

7, A uniform beam rests with a smooth end against the junction 
of the ground and a vertical wall, and is supported by a string 
fastened to the other end of the be^ and to a staple in the wall. 
Find the tension of the string, and shew that it will be one-half 
the weight of the beam if the length of the string be equal to the 
height of the staple above the ground. 

8, A uniform rod BC, of weight 2 lbs., am turn freely about B 
and is supported by a string .<1(7, 8 inches long, attached to a point A in 
the same horizontal line as B, the distance JB being 10 inches. If 
the rod be 6 inches long, find the tension of the string. Verify by 
a drawing and measurement. 


9. * A uniform rod has its upper end fixed to a hinge and its other 
end attached by a string to a fix^ point in the same horizontal plane 
as the hinge, the length of the string being equal to the distance 
between the fixed point and the hinge. If the tension of the string be 
equal to the weight W of the rod, shew that the rod is inclined to the 
horizon at an angle tan~^ and that the action of the hinge is equal 


W 

to a force 

o 


<^10 inclined at on ang^e tan~^ ^ to the horizon. 


10. A rod is movable in a vertical plane about a hinge at one end, 
and at the other end is fastened a weight eqnal to half the weight of 
the rod; this end is fastened by a string, of length 1, to a point at a 
height c vertically over the hinge. Shew that the tension of the string 

IW 

is , where W is the weight of the rod. 

c 

11, AB is a uniform rod, of length 8a, which can turn freely 
about the end A, which is fixed; (7 is a smooth ring, whose weight is 
twice that of the rod, which can slide on the rod, and is attached by a 
string CD to a point D in the some horizontal plane as the point A ; if 
AD and CD be each of length a,, find the position of the ring and the 
tension of the string when the system is in equilibrium. 

Shew also that the action on the rod at the fixed end A is a hori¬ 
zontal force equal to nJdJVf where W is the weight of the rod. 
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12. A rigid wire, without weight, in the form of the arc of a circle 
subtending an angle a at its centre, and having two weights P and 
Q at its extremities, rests with its convexity downwards uxx>n a hori¬ 
zontal plane; shew that, if 9 be the inclination to the vertical of the 
radius to the end at which P is suspended, then 


tan 0—-p 


Q 


sin a 
Q cos a' 


13. A smooth hemispherical bowl, of diameter a, is placed so 
that its edge touches a smooth vertical wall; a heavy uniform rod is 
in equilibrium, inclined at 60'^ to the horizon, with one end resting on 
the inner surface of the bowl, and the other end resting against the 

wall; shew that the length of the rod must be 


14. A cylindrical vessel, of height 4 Lnehos and diameter 3 inches, 
stands upon a horizontal plane, and a smooth uniform rod, 9 inches 
long, is pUiccd within it resting against the edge. Find the actions 
between the rod and the vessel, the weight of the former being 6 ounces. 


15. A thin ring, of radius It and weight TF, is placed round a 
vertic^ cylinder of radius r and prevented from falling by a nail 
projecting horizontally from the cylinder. Find the horizontal re¬ 
actions between tlie cylinder and the ring. • 


16. A heavy carriage wheel, of weight W and radius r, is to be 
dragged over an obstacle, of height by a borizontfd force P applied 
to the centre of the wheel; shew that F must be slightly greater than 

T-h 


17, A uniform beam, of length 2a, rests in equilibrium, with one 
end resting against a smooth vertical wall and with a point of its 
len^h resting u|»n a smooth horizontal rod, which is parallel to Uie 
wall and at a distance h from it; shew that the inclination of the 
beam to the vertical is 



18. A circular disc, PCD, of radius a and weight TT, is supported 
by a smooth band, of inappreciable weight and thickness, which sur¬ 
rounds the disc along Iho arc PCD and is fastened at its extremities to 
the point A in a vertical wall, the portion AD touching the wall and 
the plane of the disc being at right angles to the wall. If the length 
of the band not in contact with the disc be 2&, shew that the tension 


of the band is -g-^ 


and find the reaction at D. 
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Ezs. xn 


19, Two equal nuiiorm heavy Btraight rods are connected at one 
extremity by a string and rest upon two smooth pegs in the same 
horizontal line, one rod upon one peg and the other upon the other; 
if the distance between the pegs be equal to the length of each rod and 
the length of the string be hn.]f the same, shew that the rods rest at an 
angle $ to the horizon given by 2 cos* 0—1, 


20. A uniform rod, whose weight is IT, is supported by two fine 
strings, one attached to each end, which, after passing over small 
fixed smooth pulleys, carry weights tp, and respectively at the other 
ends. Bhew that the rod is inclined to the horizon at an angle 


sin”* 






21. A uniform rod, of weight TT, is supported in equilibrium by 
a string, of length 2Z, attached to its ends and passing over a smooth 
^g. If a weight TT' be now attached to one end of the rod, shew that 
it can be placed in another position of equilibrium by sliding a length 
IW* 

string over the peg. 


22. AB is a straight rod, of length 2a and weight XTT, with the 
lower end A on the ground at the foot of a vertical wall ACt B and O 
being at the same vertical height 2Z> above A ; a heavy nng, of weight 
W, is free to move along a string, of length 2i, which joins B and C. 
If the System be in equilibrium with the ring at the middle point of 
the string, show that 

' “ " (X+l)»’ 

23. A given square board AB€D^ of side b, Is sappoiiud hori¬ 
zontally by two given loops of string OA CO and OBDO passing under 
opposite comers and hung over a fixed hook O ; find the tensions of 
the strings, if the height of 0 above the board be b. 

24. A gate weighing 100 lbs. is bung on two hinges, 3 feet apart, 
in a vertic^ line which is distant 4 feet from the centre of gravity of 
the gate. Find the magnitude of the reactions at each hinge on the 
assumption that the whole of the weight of the gate is borne by the 
lower hinge. 

25. A triangle, formed of three rods, is fixed in a horizontal 
position and a homogeneous sphere rests on it; shew that the 
reaction on each rod is proportional to its length. 

^ 26. A light triangular frame ABO stands in a vertical plane, O 
being uppermost, on two supports, A and B, in the same huri- 
zont^ line and a mass of 18 lbs. weight is suspended from (7. X£ 
ABssACsslQ feet, and BCssB feet, find the reactions of the supports. 

27. ‘3?he sides of a triangular framework ore 18,20, and 21 inches 
in len^; the longest side rests on a horizontal smooth table and a 



GENERAL CONDITIOm OF EQUILIBRIUM 111 


weight of 63 lbs. is suspended from the opposite angle. Find the 
tension in the side on the table. Verify by a drawing and measure¬ 
ment. 

28. A, bowl is formed from a hollow sphere, of radius a, and is so 
placed that the radius of the sphere drawn to each point in the rim 
makes an angle a with the vertical, whilst the radius m-awn to a point 
A of the bowl makes an angle jS with the vertical; if a smooth uniform 
rod remain at rest with one end at A and a point of its length in 
contact with the rim, shew that the length of the rod is 

. . _ a-/3 

4a Bin jS sec —^. 

£ 

86 . In the following articles tlie conditions of equi¬ 
librium enunciated in Art. 83 will be obtained in a slightly 
different manner. 

*87- Theorem. Any system of forces, acting in one 
plane upon a rigid body, is equivalent to a force acting 
al an arhiVrary point of the body together tvith a cmiple. 

Let B be any force of the system acting at a point A of 
the body, and lot 0 be any arbitrary point. At 0 in^^roduce 



two equal and opposite forces, the magnitude of each being 
jP, and lot their line of action be parallel to that of B. 
These do not alter the state of equilibrium of the body. 

The force B at A and the opposite parallel force B 
at O form a couple of moment B.p, where p is the per¬ 
pendicular from 0 upon the line of action of the ori^nal 
force P, 
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Hence tlio force P at ^ is equivalent to a parallel force 
P a>t 0 and a couple of moment P . p. 

So the force Q at ^ is equivalent to a parallel force 
Q vA» 0 and to a couple of moment Q . where q is the 
perpendicular from 0 on the line of action of Q, 

The same holds for each of the system of forces. 

Hence the original system of forces is equivalent to 
forces P, Q, P... acting at (9, parallel to their original 
directions^ and a number of couples; these are equivalent 
to a single resultant force at 0, and a single r^ultant 
couple of moment 

P.p + Q.q+ .... 


* 88 . By Art. 74 a force and a couple cannot bahmeo 
unless each is zero. 

Hence the resultant of /*, <2, J?,... at 0 must be zero* 
and therefore, by Art. 46, the sum of their resolved parts 
in two directions must separately va/msh. 

Also the moment Pp + Qq -\-must be zero, i.6., the 
cdgehraic sum of the moments of the forces about an arhUrary 
poird 0 ‘must vanish also. 


*80. Bac. ABCD is a square; along the sides Alij BCt DO, and 
DA act forces equal to 1, 9,6, and 3 lbs. weight; find the foreSf passing 
through the centre of the square^ and the couple which are together 
equivalent to the given system. 

Let 0 be the centre of the square and let OX and OY be perpendi* 
Gulor to the sides DO, CD respectively. Let 
the side of the square be 2a. 

The force 9 is equivalent to a force 9 
along or together with a couple of moment 
9. a. 

The foroe 8 is equivalent to a force - 8 
along OY together with a couple of moment 
8 . 0 . 

The force 5 is equivalent to a force 5 
along OX together with a couple of moment 
“ 5 . o. 
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The force 1 is equivalent to a force 1 along OX together with a 
couple of moment 1. a. 

Hence the moment of the resultant couple is 9a+3a —5a+I•a, 

I 8 • CLm 

The component force along OX is 6 and the component along OY 
is 6. 

Bence the resultant force is one of 6^2 lbs. weight inclined at 45° 
to the side A B. 


EXAMPLES. XnL 

1. A square is acted u^n by forces equal to 2, 4, 6^ and 8 lbs. 
weight along its sides taken in order; find the resultant force and the 
resultant couple of these forces, when the resultant force goes through 
the centre of the square. 

2. ABCD is a square; along DA^ AB^ BGt CD, and DB act forces 
equal to P, 8P, 6P, 7P, and 9/iy2P; j^d the force, passing through A, 
and tlie couple, which are together equivalent to liie syst^. 

3. Forces equal to 1, 2, 3, 4, 5, and 6 lbs. weight respectively act 
along the sides AB, BG, CD, DE, EF, and FA of a regular hexagon; 
find the force, passing through A, and the couple, which are together 
equivalent to the system. 

4. Given in position a force equal to 10 lbs. weight and a couple 
consisting of two forces, each equal to 4 lbs. weight, at a distance of 
2 inches asunder, draw the equivalent single force. 

Constrained body. 

90. A body is said to be constrained when one or 
more points of tlie body are fixed. For example, a rod 
attached to a wall by a ball-socket has one point fixed and 
is constrained. 

If a rigid body have two points A and £ fixed, all the 
points of the body in the line AB are fixed, and the only 
way in which the body can move is by turning round 
AB as an axis. For example, a door attached to the door¬ 
post by two hinges can only turn about the line joining the 
hinges. 

If a body have three points in it fixed, the three points 
not being in the same straight line, it is plainly immovable. 
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The only cases we shall consider are (1) when the 
body has one point fixed and is acted upon by a system 
of forces lying in a plane passing through the fixed point, 
and (2) when the body can only move about a fixed axis 
in it and is acted upon by a system of forces whose 
directions are perpendicular to the axis. 

91. When a rigid body has om poivU fixed, and is acted 
upon hy a system of forces in a plane posing through the 
povnt, it will he in equilibrium if the algebraic sum of the 
mommts of the forces aboui the fixed point vanishes. 

When a body has one point A fixed (as in the case 
of Ex. 4, Art. 85), there must be exerted at the point some 
force of constraint, F, which together with the given 
system of forces is in equilibrium. Hence the conditions 
of equilibrium of Art. 83 must apply. 

If we resolve along two directions at right angles, we 
shall have two equations to determine the magnitude and 
direction of the force F, 

If we take moments about A for all the forces, the 
force F (since it passes through A) does not appear in 
our equation, and hence the equation of moments of Art. 
83 will become an equation expressing tlie fact that the 
algebraic sum of the moments of the given system of 
forces about A is zero. 

Hence for the equilibrium of the body (unless we wish 
to find the force of constraint F) we have only to express 
that the algebraic sum of the moments of the forces about 
the fixed point A is zero. 

•2. Bx. A rodAB has one end A fixed, and is kept in a horizon^l 
position hy a force equal to 10 lbs, toeight acting at B in a direction, 
inclined al 8(^ to tiu rods if‘ the rod be homogeneous, and of length 
it feet, find its weight. 

The moment of the weight about A must be equal to the moment 
of the force about A, 
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If W be the weight, the former moment is TFx 2, and the latter is 
10x4 sin 30°. 

2Tr= 10 X 4 sin 80° =-- 20. 

TF=10 lbs. wt. 

93. When a rigid body has an axis Jtxed, and is acted 
upon hy forces^ vjhose directions are perp&ndicular to this 
axiSf it will he in equilibrium if the algebraic sum of the 
moments of the forces about the fixed cans vanishes, 

[If a force bo perpendicular to a given axis and do not meet it, its 
moment about the axis is the product of the force and the perpen¬ 
dicular distance between the axis and the force.] 

Suppose AB to be the fixed axis in the body, and let 
the body be acted on by forces /*, Q»,, l these forces need 



not be parallel but their directions must be perpendicular 
to the axis. 

Draw CG* perpendicular to both the axis and P, and 
DD* perpendicular to the axis and Q; let their lengths be 
p and g. 

At d introduce two equal and opposite forces, each 
equal to P, one of these being parallel to the original 
force P. 

The force P at (7 and the two forces (P, P) at C' are 
equivalent to a force P, parallel to the original P, and a 
couple of moment P,^. 

Similarly, the force Q at i> is equivalent to a force Q 
at jy and a couple of moment Q . g. 

Similarly for the other forces. 
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The forces, since they intersect the axis, can have no 
effect in turning the body about the axis and are balanced 
by the forces of constraint applied to the axis. 

The couples are, by Arts. 72 and 7 3, equivalent to a couple 
of moment P.p + Q ,q +... in a plane perpendicular to the 
axis. 

Hence the body will be in equilibrium if 
P, p + Q , q -V ... be zero; 

also the latter expression is the algebraic sum of the 
moments of the forces about the axis. 

Hence the theorem is true. 


94. Bx. A circular uniform table ^ of weight 80 Zts., re&ts on foul 
equal Ugi placed iymmetrically round 
its edge; find the least weight which hung ^ 

upon the edge of tJte table will just over- 

turn U. . I 

M 


AE and BF be two of the le^ of 
tbe table, whose centre is O; the weight 
of the table will act through the point 0. 

If the weight be hung on the portion 

of the table l^tween A and B the table ^- 

will, if it turn at all, turn about the line ^ .'- 

ioining the points B and F, Also it will ~p 

be just on the point of turning when the 

weight and the weight of the table have equal moments about EF, 

Now the weight will clearly have the greatest eilect when placed at 
Hf, the middle point of the arc AB. 

Let OJlf meet AB in. and let x be the required weight. Taking 
moments about EF^ which is the same as taking moments about AB^ 
we have 

«.80. OL. 

But LM= OM- OL -OA^OA cos 4S® 

j. a OA=s80.OLs.80.^.0-4, 

80 

and 

w 198*1 lbs. wt. 
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95. Theorem. If three forces cycling on a body keep 
it in equilibrium, tfyey must lie in a plane, 

Iiet the three forces bo F, Q, and R, 

Let Pj and be any two points on the lines of action 
of P and Q respectively. 


Since the forces are in equilibrium, they can, taken 
together, have no effect to turn the body 
about the line FiQi, But the forces P 
and Q meet this line, and tliereforo 
separately have no effect to turn the body 
about PiQi, Hence the third force R 
can have no effect to turn the body about 

Therefore the lino PiQi must meet R, 

Similarly, if be other points 

on the line of action of Q, the lines PiQ^n 
PiQsf, must meet R. 



Hence R must lie in the plane through Pj and the line 
of action of Q, i.e., the lines of action of Q and R must be 
in a plane which passes through P^. 

But Pi is cmy point on the line of action of P\ and 
hence the above plane passes through any point on the 
line of action of P, 

t.6., it contains the line of action of P. 


Cor. From Art. 77 it now follows that the three forces 
must also meet in a point or be parallel. 


EXAMPLES. XIV. 

1. A square unifonn plate is suspended at one of its vertices, and 
a weight, equal to half that of the plate, is suspended from the 
adjacent vertex of the square. Find the position of equilibrium of the 
plate. 
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Exs. XTT 


2. A hollow vertioal cylinder, of radius 2a and height 8a, rests on 
a horizontal table, and a uniform rod is placed within it with its 
lower end resting on the circumference of the base; if the weight of 
the rod be equal to that of the cylinder, how long must the rod be so 
that it may just cause the cylinder to topple over? 

3. A cylinder, whose length Is b and the diameter of whose base 
is c, is open at the top and rests on a horizontal plane; a uniform 
rod rests partly within the cylinder and in contact with it at its upper 
and lower edges; supposing the weight of the cylinder to be n times 
that of the r(^, find the length of the rod when the cylinder is on the 
point of falling over. 

4. A square table stands on four legs placed respectively at the 
middle points of its sides; find the greatest weight that can be put at 
one of &e comers without upsetting the table. 

5. A round table stands upon three equidistant weightless legs at 
its edge, and a man sits UTOn its edge opposite a leg. It just upsets 
and falls upon its edge and two legs. He then sits upon its highest 
point and just tips it up again. Shew that the radius of the table is 
^2 times me length of a leg. 

6. A oiicular table, whose weight is 10 lbs., is provided with three 
vertical legs attached to three points in the circumference equidistant 
from one another; find the least weight which hung from any point 
in the ^ge of the table will just cause it to overturn. 

7. A square four-legged table has lost one 1^; where on the table 
should a weight, equal to the weight of the table, be placed, so that 
the pressures on the three remaining legs of the table may be equal? 

8. A square table, of weight 20 lbs., has Ie« at the middle points 
of its sides, and three equal weights, each equm to the weight of the 
table, are placed at three of the ang^ar points. What is the greatest 
weight that can be placed at the fourth comer so that equilibrium 
may be preserved ? 

9. A ciroular metallic plate, of uniform thickness and of weight 
to, is hung from a point on its circumference. A string wound on its 
edge, carries a weight p. Find the angle which the diameter through 
the point of suspension makes with the vertical. 

10. A uniform drcular disc, of weight nW, has a particle, of 
weight Wf attadied to a point on its rim. It the disc be suspended 
from a point A on its rim, JB is the lowest point; also, if stispended 
from F, A is the lowest point. Shew that the angle subtended by AJ8 
at the centre of the disc is 2 seo*^ 2 (nn- !}• 

11. A heavy horizontal circular ring rests on three supports at 
the points A, F, and 0 of its ciicumierenoe. Given its weight and 
the sides and angles of the triangle ABG, find the reaotiona of the 
supports. 



CHAPTER IX. 


CENTRE OF GRAVITY. 

96. Evert particle of matter is attracted to the 
centre of the Earth, and the force with which the Earth 
attracts any particle to itself is, as we shall see in 
Dynamics, proportional to the mass of the particla 

Any body may be considered as an agglomeration of 
particles. 

If the body be small, compared with the Earth, the 
lines joining its component particles to the centre ^f the 
Earth Mrill be very approximately parallel, and, within the 
limits of this book, we shaU consider them to be absolutely 
paralleL 

On every particle therefor^ of a rigid body there is 
acting a force vertically downwards which we call its 
weight. 

These forces may by the process of compounding 
parallel forces, Art. 52, be compounded into a single 
force, equal to the sum of the weights of the particles, 
acting at some definite point of the body. Such a point 
is called the centre of gravity of the body. 

Centre of gravity. Def. ce?iire of gravity of a 

body, or oystem of pctrtielea rigidly coimected together, is 
that point thr<mgh tohich the line of action of the weight of 
the body edtoaya passes in whatever position the body is 
placed. 
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97. Every hody^ or system of •particles rigidly connected 
togetherf has a centre of gravity. 

Let Ay Gy D.,, bo a system of particles whose 
weights are zog, tOg,,., 



•E 

Join AB, and divide it at Gi so that 

AGi: GyB Wa! 

Then parallel forces and w^y acting at A and By are, 
by Art. 62, equivalent to a force {w^ + acting at Gi. 

Join Gfiy and divide it at G^ sc that 
Gff^ ; Gfj :: : w, + Wj. 

Then parallel forces, (tt^ + Wa) at G^ and at (7, are 
equivalent to a force (wi + w^ + tv^ at G^. 

Hence the forces Wiy to,, and may bo supposed to he 
applied at Gg without altering their effect. 

Similarly, dividing GgB in Gf so that 

G^Gg : GgB :: tOg : Wj + Wg + M^t 

we see that the resultant of the four weights at A, By Cy 
and I) is equivalent to a vertical force, + iCa + 
acting at Gg, 

Proceeding in this way, we see that the weights of any 
number of particles composing any body may be supposed 
to be applied at some point of the body without altering 
their effect. 

98. Since the construction for the position of the 
resultant of parallel forces depends endy on the point of 
application and magnitude, and no^ on the direction of 
the forces, the point we £nally arrive at is the same if 
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the body be turned through any angle; for the weights 
of the portions of the body are still parallel, although they 
have not the same direction, relative to the body, in the 
two positions. 

We can hence shew that a body can onlj^ have one 
centre of gravity. For, if possible, let it have two centres 
of gravity G and G^. Let the body be turned, if necessary, 
until GG^ be horizontab We shall then have the resultant 
of a system of vertical forces acting both through G and 
through (?i. But the resultant force, being itself neces¬ 
sarily vertical, cannot act in the horizontal line GG^, 

Hence there can be only one centre of gravity. 

90. If the body be not so small that the weights of its component 
parts may all be considered to be vciy approximately parallel, it has 
not necessarily a centre of gravity. 

In any cose, the point of the body at which we arrive by the con¬ 
struction of Art. 97, has, however, very important properties and is 
called its Centre of Mass, or Centre of Inertia. If the body be of 
uniform density its centre of mass coincides with its Centroid. 

100. We shall now proceed to the determination of 
the centre of gravity of some bodies of simple forms. 

I. A uniform rod. 

Let AB be a uniform rod, and G its middle point. 



Q 


Take any point P of the rod between G and A, and a 
point Q in QB^ such that 

GQ = GP. 

The centre of gravity of equal particles at P and Q 
is clearly G\ also, for every particle between G and A^ 
there is an equal particle at an equal distance from 
lying between G and B, 
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The centre o£ gravity of each of these pairs of particles 
is at ^; therefore the centre of gravity of the whole rod 
is at G, 

101. ZI. A uniform parallelognram. 

Xjet ABCD be a parallelogram, and let JS and F be the 
middle points oi AD and BG. 

Divide the parallelogram 
into a very large number of 
strips, by means of lines parallel 
to ADf of which BB and QS 
are any consecutive pair. Then 
PQSR may be considered to be a uniform straight lino, 
whose centre of gravity is at its middle point 

So the centre of gravity of all the other strips lies on 
JEF^ and hence the centre of gravity of the whole figure 
lies on EF, 

So, by dividing the parallelogram by lines parallel to 
AB, we see that the centre of gravity lies on the line 
joining the middle points of the sides AB and CD. 

Hence the centre of gravity is at G the point of inter¬ 
section of these two lines. 

G is clearly also the point of intersection of the diagonals 
of the parallelogram. 

102. It is clear from the method of the two previous 
articles that, if in a uniform body we can find a point G 
such that the body can be divided into pairs of particles 
balancing about it, then G must be the centre of gravity 
of the body. 

The centre of gravity of a uniform circle^ or unifi>rm 
sphere^ is therefore its centre. 

It is also clear that if we can divide a lamina into 
strips, the centre of gravity of which all lie on a straight 
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lin^ then the centre o£ gravity of the lamina must lie on 
that line. 

Similarly, if a body can be divided into portions, the 
centres of gravity of which lie in a plane, the centre of 
gravity of the whole must lie in that plane. 


103. Ill. Unifbrm triangular lamina. 


liet ABC be the triangular lamina and lot D and E be 
the middle points of the sides BC 
and CA, Join AD and BE, and 
let them meet in G, Then G 
shall be the centre of gravity of 
the triangle. 

Let Bfi-i be any line parallel ^ 
to the base BC meeting AD in i)j. 

As in the case of the parallelogram, the triangjjs may 
be considered to be made up of a very large number of 
strips, such as B^C^, all parallel to the base BC, 

Since Bfi^ and BC are parallel, the triangles ABJ)^ 
and ABD are similar; so also the triangles AD^C,^ and 
ADC are similar. 



Hence 


BJ>^ _ AD^ _ Dfi^ 
DC 


But BD = DC; therefore BiDi = DiCi, Hence the 
centre of gravity of the strip BjCj lies on AD, 

So the centres of gravity of all the other strips lie on 
AD, and hence the centre of gravity of the triangle lies 
on AD, 

Join BE, and let it meet AD in G, 

By dividing the triangle into strips parallel to AC vre 
similarly, that the centre of gravity lies on BE, 

Hence the required centre of gravity must be at G* 
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Since D is the middle point of BO and E is the middle 
point of CA, therefore BE is parallel to AB. 

Hence the triangles GDE and GAB are similar, 

. GD BE CE \ 

" GA~ AB~ G'A~ V 

so that ^GB — GAy and ZGB — GA + GB — AB. 

/. GB=IAB. 

Hence the centre of gravity of a triangle is on the 
line joining the middle point of any side to the opposite 
vertex at a distance equal to one-third the distance of 
the vertex from that side. 

104. The centre of gravity of any uniform triangula/r 
lamina is the same as that of three equal particles placed at 
the vertices of th^ triangle. 

Taking the figure of Art. 103, the centre of gravity of 
two c^ual particles, each equal to at ^ and (7, is at B 
the middle point of BG j also the centre of gravity of 2w 
at B and w 2 A> A divides tlie line BA in the ratio of 1:2. 
But Gy the centre of gravity of the lamina, divides BA in. 
the ratio of 1 : 2. 

Hence the centre of gravity of the three particles is the 
same as that of the lamina. 

106. nr. Vbree rods forming a trlanglo. 

Let BC, CAy and AB be the three rods, of the same thickness and 
material, forxninK the triangle, and let B, E» and F be the middle 
points of the rods. Join J)E, EF, and FD. Clearly BEy EF, and 
FD are hall of ABy BC, and CA respectively. The centres of gravity 
of the three rods are B, E, and F, 

The centre of gravity of the rods AB and is therefore a point 
L on EF such that 

EL : LF :: weight at F : weight at E 
:: AB : AC 
BE : BFy 

0 o that, by Geometry, BL bisects the angle FBE* 
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AIbo tbe centre of gravity of the three rods must lie on 1>L. 

Bimilarly the centre of gravity must lie on MM. 'which bisects the 
angle DEF, 



Hence the required point is the point at which EM and I)Tj meet, 
and is therefore the centre of the circle inscribed in the triangle I)EE, 

i.e., the erntre of the circle inscribed in the triangle formed by 
joining the middle points of the rods. 

106. V. Tetrahedron. 

Let A BOD bo the tetrahedron, E the middle point of 
AB^ and Gi the centre of gravity of the bfiso ABC, 


D 



Take any section A'EC' of the tetrahedron which is 
parallel to ABC; let DE meet A'B' in E' and let 
meet E'd in G\ 

Then 

^ = by similar As J>rO’, DJSG,, 

= by similar As DO'C, DQ-fi, 

UCri 

EG' EO^ 1 
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Hence is the centre of gravity of the section A*]IC\ 

By considering the tetrahedron as built up of triangles 
parallel to the base ABC^ it follows, since the centre of 
gravity of each triangle is in the line DG^, that the centre 
of gravity of the whole lies in DG^, 


D 



Similarly, it may be shewn that the centre of gravity 
lies on the line joining C to the centre of gravity G^ of the 
opposite face. Also G^ lies in the line ED and divides it in 
the ratio 1 : 2; 

Hence G^ the required point, is the point of intersection 
of CG^ and DG^, 

Join G^G,^, 

Then 


^ by similar As and QCD, 

GC/ D\j 

jprt 

= , by similar As EGfi^ and ECD^ 


gc^Im^g, 

(?aC7-4.jPaGf. 

Similarly G^D ^ iOxG, 

Hence the centre of gravity of the pyramid lies on the 
line joining the centre of gravity of any face to the opposite 
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an^lar point of the tetraTiedron. at a distance equal to one- 
quarter of the distance of the angular point from that face. 

Cor. The centre of gravity of the tetrahedron is the 
same as that of equal particles placed at its vertices. 

For equal weights w placed at the angular points ABC 
of a triangle are equivalent, by Art, 104, to a weight 3?/; 
placed at the centre of gravity of ARC. Also Zw at 
and w sAi D are equivalent to 4m; at (9, since G divides G^D 
in the ratio 1:3. • 

107. VI. Pyramid on any base, ^olid Cone. 

If the base of the pyramid in the previous article, instead 
of b(*ing a triangle, be any plane figure ABCLMN... whose 
centre of gravity is frj, it may be shewn, by a similar 
method of proof, that the centre of gravity must lie on the 
line joining to 6^,. 

Also by drawing the planes DAG^^ thoVliole 

pyramid may be split into a number of pyramids on tri¬ 
angular bases, tiie centres of gravity of which all lie on 
a plane parallel to ABCL... and at a distance from D 
of three-quarters that of the latter plane. 

Hence the centre of gravity of the whole lies on the line 
Gjy^ and divides it in the ratio 1:3. 

Let now the sides of the plane base form a regular 
polygon, and let their number be indefinitely increased. 
Ultimately the plane base becomes a circle, and the pyramid 
becomes a solid cone having as its vertex j also the point 
Gx is now the centre of the circular base. 

Hence the centre of gravity of a solid right circular 
cone is on the line joining the centre of the base to the 
vertex at a distance equal to oiie-quarter of the distance of 
the vertex from the base. 
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108. VII. Surface of a hollow cone. 

Since the surface of a cone can be divided into an 
infinite number of triangular laminas, by joining the vertex 
of the cone to points on the circular base indefinitely close 
to one another, and since their centres of gravity all lie in 
a plane parallel to the base of the cone at a distance from 
the vertex equal to two-thirds of that of the base, the centro 
of gravity of the whole cone must lie in that plane. 

But, by symmetry, the centre of gravity must lie on the 
axis of the cone. 

Hence the required point is the point in which the 
above plane meets the axis, and therefore is on the axis at 
a point distant from the base one-third the height of the 
cone. 


EXAMPLES. XV. 

1, An isosceles triangular lamina luis its equal sides of length 
5 feet and its base of length 6 feet; find the distance of the centre of 
gravity from each of its sides. 

2. The sides of a triangular lamina tire 6, 8, and 10 feet in 
length; find the distance of the centre of gravity from each of the 
sides. 


3. The base of an isosceles triangular lamina is 4 inches and the 
equal sides are each 7 inches in length; find the distances of its 
centre of gravity from the angular points of the triangle. 

4. I> is the middle point of the base BC of a triangle ABG% shew 
that the distance between the centres of gravity of the triangles ABD 

and J CD is \BC. 

5. A heavy triangular plate ABO lies on the ground; if a vertical 
force applied at the point A be just great enough to begin to lift that 
vertex from the ground, shew that the same force will sullioe, if applied 
at B or C. 

6. Three men carry a weight, TT, by putting it on a smooth 
triangular board, of weight w, and Bupportiug the system on their 
shoul^ra pltioed xespectiveb^ at the angular points; find the weight 
that each man supports. 
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7. The base of a triangle is fixed, and its vertex moves on a given 
straight line; shew that the centre of gravity also moves on a sh’aight 
lino. 

8. The base of a triangle is fixed, and it has a given vertical 
angle; shew that the ceiitre of gravity of tlie triangle moves on an 
oro of a certain circle. 

9. A given weight is placed anywhere on a triangle; shew that 
the centre of gravity of the system lies within a certain triangle. 

10. A uniform equilateral triangular plate is suspended by a 
string attached to a point in one of its sides, which divides the side 
in the ratio 2:1; find the inclination of this side to the vertical. 

11. A uniform lamina in the shape of a right-angled triangle, and 
such that one of the sides containing the right angle is three times 
the other, is suspended by a string attached to the right angle; in the 
position of equilibrium, shew that the hypotenuse is inclined at an 
angle sin'i-y to the vertical. 

12. A uniform triangular lamina, whoso sides are 8, 4, and 5 
inches, is suspended by a string from tho middle point of the longest 
side; find tho inclination of this side to the vertical. 


109. General formulae for the determination 
of the centre of gravity. 

In tho following articles will be obtained formulae 
giving the position of the centre of gravity of any system 
of particles, whose position and weights are known. 

Theorem. 1/ o, system of particles whose weights are 

tCo, ... he on a straight linCy and if their distances 
measured from a fxed point 0 in the line he 

® 2 » ••• 

the distance^ x, of their centre of gravity from the fxed point 
is given hy 

^ wpcx + + .. • + 

' ■' • 

+ Wa + ... + 

Let B, (7, D,,, be the particles and let the centre of 

gravity of w^ and at A and B be j let tho centre of 


B 



1 — . 1 — 

-*- 




Gx 

Ga 

0 , 


\ 

kn N 

k- N 


'aj9 
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gravity of at and at C be and bo for the 

other particles of the system. 

By Art. 97, we have v\, AG^^^sto^, G^B ; , 

{OGx — OA) = (OB — OQ^ 

Hence + WJg. OB^ 

tl^iOJi+WafKa 

t.6.t C/Cr, =- 

Wi + Wg 

Similarly, since G^ is the centre of gravity of (wi + Wg) 
at G^ and tVg at 0, we have 



* (Wi + Wg) + Ws^ 


So 




+ + by(l). 

f^ + Wg + Wg * / \ /• 

* (tl^+MJa + W8) + W4 

+ WsPSg + tOgfl^ + tajKg 
~~ Wi + Wg + Wg + tOg 


Proceeding in this manner we easily have 

_ __ w^a}^ + «? ag«a+ ... 

~~ te>i + iOj+...+to, * 

whatever be the number of the particles in the system. 


OtberwlM, The above formula may be obtained by the use of 
Article 65. For the weights of the particles form a system of parallel 
forces whose resultant is equal to their sum, vis. to^+tOy+.-.+to,,. 
Also the sum of the moments of these forces about any point in their 
plane is the some as the moment of their resultant. But the sum of 
the moments of the forces about the fixed point O is 

11^0^ + WgXg4- ... +^**ll* 

Also, if S be the distance of the centre of gravity from O, the moment 
of the resultant is 

(t0x+s^+...+wJxS. 

Hence a +Wa+... 


i.e 


•• 
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no. Bx. 1. A rod AB^ 2 feet in lengthy and of weight 5 ie 
trisected In the points C and Dt and at the points A, C, JD, and B are 
placed particles of 1, 2, 3, and 4 Ihs. weight respectively; find what 
point the rod must he supported so that the rod may rest in any 
position, i.e., find the centre of gravity of the system, 

Xiet Q be middle TOlnt of the rod and let the fixed point O of 
the previotis article be taken to ooinoida mth the end A of the rod. 
The qnantitieB acg, Og, as^, and are in this case 0, 8,12,16» and 
24 inches respective^. 

Hence, if X* be the point required, we have 

1.0 + 2.8 + 5.12 + 8.16 + 4.24 
1+2+6+3+4 


220 
15 “ 


14^ inches. 


Bx. 3. in the previous question, the body at B he removed and 
another body he substituted, find the weight of this unhunen body so that 
the new centre of gravity may he at the middle point of the rod. 

Let X lbs. be the required weight. 

Binoe the distance of the new centre of gravity from ^ is to be 
12 hiohes, we have 

-g 1.0+2.8 + 5.12 + 3.16 + X.24 ^124 + 24X ^ 

1+2+5+8+X 11 + X 

A 132 + 12X=124 + 24X. 



lb. 


• s 

Bx. 8. To the end of a rod, whose length is 2 feet and whose weight 
is 8 Ihs., is attached a sphere, of radius 2 inches and weight 10 lbs.; 
find the position of the centre of gravity of the compound body. 

Let OA be the rod, its middle point, Gg the ceiitre of the sphere, 
and G the required point. 


Then 

But 


oc?= 


3.0(7j +10. OGg 
3 + 10 


OQj =12 inches; OGgs= 26 inches. 


^^ 8.12+10.26 

^ 8+10 


296 10 


inches. 


EXAMPLES. XTL 

1. A straight rod, 1 foot In length and of mass 1 onnoe, has an 
ounce of lead ^tened to it at one end, and another oimce fastened to 
it at a distance from the other end equal to one-third of its length; 
find the centre of gravily of the cistern. 

5-f 



132 


STATICS 


Exs. XVI 


2. A uniform bar, 3 feet in length and of mass 6 ounces, has 
3 rings, each of nin.ss 3 ounces, at disUinces 3, 15, and 21 inches from 
one end. About what point of the bar will the system balance? 

3. A uniform rod AB is four feet long and weighs 3 lbs. One lb. is 
attached at if, 2 lbs. at a point distant 1 foot from A, 3 lbs. at 2 feet 
from if, 4 lbs. at 3 feet from if, and 5 lbs. at B. Find the distance 
from if of the centre of gravity of the system. 

4. A telescope consists of 3 tubes, each 10 inches in length, 
one within the other, and of weights 8, 7, and 6 ounces. Find the 
position of the centre of gravity when the tubes are drawn out at full 
length. 

5. Twelve heavy part icles at equal intervals of one inch along a 
straight rod weigh 1, 2, 3,.., 12 grains respectively; find their centre 
of gravity, neglecting the weight of the rod. 

6. Weights proportional to 1, 4, 9, and 16 are placed in a straight 
line so that the distances between them ore equal; find the position 
of their centre of gravity. 

7. A rod, of uniform thickness, has one-half of its length com¬ 
posed of one metal and the other half composed of a different mchil, 
and the rod balances aboht a point distant one-third of its whole 
length from one end; compare the weight of equal quantities of the 
metal. 

8. An inclined plane, with an angle of inclination of 60°, is 3 feet 
Jong; mtisscs of 7, 5, 4, and 8 ounces are placed on the plane in order 
at distances of 1 foot, the latter being the highest; find the distance 
of their centre of gravity from the base of the inclined plane. 

9. AB is a uniform rod, of length n inches and weight (w + 1) JF. 
To tfie rod masses of weight 7F, 27F, 3}F,...nJF are attached at distances 
1, 2, 3,...n inches respectively from A, Find the distance from A of 
the centre of gravity of the rod and weights. 

10. A rod, 12 feet long, has a mass of 1 lb. suspended from one 
end, and, when 15 lbs. is suspended from the other end, it balances 
about a point distant 3 ft. from that end; if 8 lbs. bo suspended there, 
it balances about a point 4 ft. from that end. Find the weight of the 
rod and the position of its centre of gravity. 

111. Tl&eorem. y a s^ateni of pa/rtide8f wliose 
loeights are ... lie in a pteme^ and if OX and OY 

be two fixed straight Ivnea in the pla/ne ai right angles^ cmd if 
tlie distances of die particles frerm OX he j/g, ... amd 
the distamee of iheir centre of gixtMy he then 

_ + *.. + WnVn 

^ t(^ +^9+... +1<;« 



CENTRE OF GBAYITY 


133 


JSimilcurly, if the dietancee of the particles from OT he 
Xji, Xfi, ... x„ and that of their centre of graviiy he a, then 

_ WjpCy + w.x^ + ,.. + WnX^ 

X = — ---. 

Wi + W2 + ... + W|» 


B 



Let A, E, Cf.,, be the particles, and AL, EM, CN,., the 
pcrpcndiculiirs on OX. * 

Let Gi be the centre of gravity of imd the 

centre of gravity of + w^) at Gj and at C, and bo on. 

Draw Gfiif GJd,^^ ... perpendicular to OX^ and through 
(tj draw IIG^K parallel to OX to nicot AL and EA£ in 11 
and K, 


Since is the centre of gravity of and wo liave 
^ = -*. (Art. 97.) 

Ufi Wi ' ' 

Now AGfl and EGfC are similar triangles, 

, IIA AG-^ w.^ 


But 


•• EK~G^B~'w^' 

HA = nL--AL^G^R^--y^, 
EK^ EM- KM^y^- G^R ^; 


and 
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Hence — Vi) = (^a > 


.( 1 ). 


Wj + 

Similarly, since ia the centre of gravity of (w^ + tOy) 
at Gj and at O, vre have 

Crjg + + ^ ^il/i + + ^3?h /j% 

* + Wa + w, Wi + w^ + w^ i J \ /• 

Proceeding in this way we easily obtain 


^ Wi^i + tOgya + ... + 
y — " ^ ^ ^ 

^ Wi + W2+ ,.* + Wy^ 

Again, since the triangles AG^S and BG^K are similar, 
we have 


JIG^ AG^ W 2 
G^K ” G^B Wj ‘ 


But HGx = LRx = ORx — OL ■= OR^ — acn 

and ' G^K = R-^M = OM — f?72i = fCg — OiZi. 

.*, (ORi — sci) — tCg (as, — 


Hence 


»0l + tOg 


Proceeding as before we finally have 


_ tO^X^ + WaJC, + ... + Wy^Xy^ 

Wj + Wa+...+«o* 

The theorem of this article may be put somewhat 
difierently as follows; 

The distance of the centre tf graxnty from any Ivm in 
the plane of the partudea is eqwd to a fraction^ whose 
numerator is the sum of the products of each tveight into its 
distance from the given linSy and wlhose denominator is the 
sum of the weights. 

In other words, the distance of the centre of gravity is 
equal to the averas^e distance of the particles. 
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113. The fonnula of tbe preceding article maj be deduced from 
Article 93. For, eince tbe resultant weight (iCj+»«+... -t-u’n) siting 
at Ot where O is the centre of gravity of all the wei^ts, is equivalent 
to the component weights the resultant would, if the line 

OX be supposed to be a fixed axis, have the same moment about 
this fixed axis that the component weights have. 

But the moment of the resultant is 

K+Wa+.«+«j„)y, 

and the sum of the moments of the weights is 

Hence +^3^^ 

In a similar manner we should have 

+Maara+ ••• 

Wi + M»3+...+tr„ 

118. Bac. 1. A square lamina^ whose weight is 10 lbs ., has attached 
to its angular points particles whose weights^ taken in orders are 3, 6, 6, 
and 1 lbs, respectively. Find the position of the centre of gravity of 
the systemt ^ the side of tlie lamina he 25 inches. 

Let the particles be plaoed at the angular points O, ./I, B, and C. 
Let the two fixed lines from which the distances ore measured be OA 
and 0<7, * 



The weight of the lamina acts at its centre B. Let G be the 
required centre of gravity and draw DL and GM perpendicular 
to OX, 


The distances of the points O, B, C, and D from OX are cleajrly 
0, 0, 25, 25, and 12^ inches respectively. 

. urn r 8.0 + 6.0+ 5.25 + 1.25 + 10.12i 275 ,,, 

' 8 + 8+5 + 1 + 10 25 

So the distances of the particles from OY are 0, 25, 25, 0, and 
12^ inches respectively. 

. /^^_=_8.0+6.25+5.25+1.0+10.12j 400 

• • vJIZSBwBSl ■■■ ' . . ■' as "^^ "SsUllUSe 

8 + 6+5 + 1+10 25 
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Benne tlie required point may Le obtained by measuring 16 inches 
from O along OA and then erecting a perpendicular of length 11 inches. 


Ex* 2. OAB is an isosceles weightless trianglCf whose "base OA is 
6 inches and whose sides are each 5 inches; at the points 0, A, and B 
are placed particles of weights 1, 2^ and 3 lbs,; find their centre of 
gravity. 

Let the fixed lino OX coincide with OA and let OF bo a perpen¬ 
dicular to OA through the point 0. 

If BL be drawn perpendicular to OA^ then OL=3 ins.» and 

LB= j^5*-3®= 4 ins. 

Hence, if O be the required centre of gravity and GM be drawn 
perpendicular to OX, wo have 


OM= 


1 


.0'4-2,6-J-3.3 

~T+2+3 



= 3^ inches, 

ml ' 


and 


1.0+2.0 + 3.4 12 , 

—rrr+'s— = g 


Hence the required point is obtained by measuring a distance 

3^^ inches from 0 along OA and then erecting a perpendicular of 
length 2 inches. 

« 

114. Centre of Parallel forces. 

The methods and formulae of Arts. 109 and 111 will 
apply not only to weights, but also to any system of parallel 
forces and will determine the position of the resultant of 
any such system. The magnitude of the resultant is the 
sum of the forces. Each force must, of course, be taken 
with its proper sign prefixed. 

There is one case in which we obtain no satisfactory 
result; if the algebraic sum of tlio forces bo zero, the 
resultant force is zero, and the fonnulao of Art. 111 give 

S = 00 , and y - oo. 

Ill this case the system of parallel forces is, as in 
Art. 53, equivalent to a couple. 
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EXAMPLES. ZVn. 

1, Particles of 1, 2, 8, and 4 lbs. freight are placed at the angalar 
poliits of a square; find Ibe distance of their c.a. from the centre of 
the square. 

2. At two opposite comers A and C of a square ABCD weights 
of 2 lbs. each are placed, and at B and B are placed 1 and 7 lbs. 
respectively; find their centre of gravity. 

3, Particles of 5, 6, 9, and 7 lbs. respectively are placed at the 
comers By Cy and D of a horizontal square, the length of whose side 
is 27 inches; find where a single force must be applied to preserve 
equilibrium. 

4. Pive masses of 1, 2, 3, 4, and 5 ounces respectively are placed 
on a square table. The distances from one edge of the table are 2, 4, 
6, 8, and 30 inches and from the odjticent edge 3,5, 7, 9, and 11 inches 
respectively. PInd the distance of the centre of gravity from the two 
edges. 


5. Weights proportiortil to 1, 2, and 3 are phicod at the corners 
of an equilateral triangle, whose side is of length a ; find the distance 
of their centre of gravity from the first weight. * 

Find the distance also if the weights be proportional to 11, 13, 
and 6. 


6. ABC is p.n equilateral triangle of side 2 feet. At Ay By and C 
are placed weights proportional to 5, 1, and 8, and at the middle 
points of the sides BOy CAy and AB weights proportional to 2, 4, 
and 6; shew that their centre of gravity is distant 16 inches from B. 

7. Equal masses, each 1 oz., are placed at the angular points of 
a heavy triangular lamina, and also at the middle points of its sides; 
find the position of the centre of gravity of the masses. 

8. ABC is a triangle right-angled at Ay AB being 12 and AG 
15 inches; weights proportional to 2, 8, and 4 respcctivdy are placed 
at A, C, and B ; find the distances of their centre of gravity from B 
and C. 

9. Particles, of mass 4, 1, and 1 lbs., are placed at the angular 
points of a triangle; shew that the centra of gravity of the particles 
bisects the distance between Ihe centre of gravity and one of the 
vertioes of the triangle. 

10. . Three masses are placed at the angular mints of a triangle 
ABC, Find Iheir ratios if their centre of inertia be halfway between 
A and the middle point of BC, 
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11. Bodies of mass 2, 3» aud 4 lbs. respectively are placed at the 
angular points A , B, and C of a triangle; find their centre of gravity G, 
and shevr that forces 2GJ, SGB, and 4<?C are in equilibrium. 

12. ABO is a uniform triangular plate, of mass 3 lbs. Masses 
of 2, 8, and 5 lbs. respectively are plao^ at A^ B, and C. Find the 
position of the centre of gravity of the whole system. 

13. To the vertices A^ B, and (7 of a uniform triangular plate, 
whose mass is 8 lbs. and whose centre of gravily is G, particles of 
mosses 2 lbs., 2 lbs., and 11 lbs., are attached; wew that the centre 
of gravity of the system is the middle point of OC, 

14. Masses of 2, 3, 2, 6, 9, and 6 lbs. are placed at the angular 
comers of a regular hexagon, token in order; find Uheir centre of 
gravity. 


15. Weights proportional to 5, 4, 6, 2, 7, and 8 are placed at the 
angular pointe of a regular hexagon, taken in order; shew that their 
centre of gravity is the centre of the hexagon. 

16. Weights proportional to 1, 5, 8, 4, 2, and 6 are placed at the 
ang^ar points of a regular hexagon, taken in order; shew that their 
centre of gravity is the centre of the hexagon. 

t 

17. If weights proportional to the numbers 1, 2, 8, 4, 5, and 6 be 
placed at the angular points of a regular hexagon taken in order, 
shew that the distance of their centre of gravity from the centre of 
thecircumscribingcixcleof the hexagon iaf^thsof thezadinaof theoirde. 

18. At the angular points of a square, taken in order, there act 
parallel forces in the ratio 1:3:6:7; find the distance from the 
centre of the square of the point at w^ch Idieir resultant acts. 

19. At B, Ot and 2) are the angles of a parallelogram taken in 
order; like parallel forces proportions to 6, 10,14, and 10 rrapectively 
act at At B, O, and 2); shew that the centre and resultant of these 
parallel forces remain the same, if, instead of these forces, parallel 
forces, proportions to 8,12,16, and 4, act at the points of bisection 
of the sides AB, BC, G2>, and DA respectively. 

20. the centre of parallel forces equal respectively to P, 2P, 
8P, 4P, 6P, and 6P, the points of application of the forces being at 
distances 1, 2, 8, 4, 5, and 6 inches respectively from a given point A 
measured along a given line AB» 

21. Three parallel forces, P, Q, and B, act at the verlicos A, B, and 
Ct of a triangle and are proportional respectively to a, b, and c. Find 
the magnitude and position of their resultant. 
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115. Given the centre of gra/miy of the two portions of a 
hody^ to find the centre of gra/oity of the whole body. 

Let the given centres of gravity he G^ and G 2 , and let 
the weights of the two portions be Wi and TT^; the re¬ 
quired point G, by Art. 97, divides G^G^ so that 

G^GiGG^i: r,: W^. 

The point G may also be obtained by the use of 
Art. 109. 


XXx. On tJie same 'baee AB^ and on opposite sides of it, isosceles 
triangles CAB and BAB are described whose 
altitudes are 12 inches and 6 inches respectively. C 

Find the distance from AB of the centre of JS. 

gravity of the quadrilateral CADB, / \ 

Let CLB be the perpendicular to AB, meet- / \ 

ing it in L, and let G, and be the centres of / ' 

gravity of the two triangles CAB and BAB / Q< X 

respectively. Henoe —b- 

COi=s:f .CI,=8, 

and C0a=CL+I,02=12-j-2=14. 

The weights of the triangles are proper- D 

tionol to their areas, i.e., to j^AB . 12 and ^AB . 6. 

If O be the centre of gravity of the whole figure, we have 

_A CAB X CGi + ^BAB x CG^ 

CQ XCAB+ A t>AB 

i^ g.l2x8+i^B.6xl4 _48 + 42_90 . 

^AB,12 + iAB.6 *6 + 3 9 " 

Hence LO^sCL — 00=2 inches. 

This result may be verified experimentally by cutting the figure 
out of thin cardboard. 


116. Given Gve centre of gravity of Gw whole of a body 
and of a portion of the body, to find the centre of gravity of 
the remainder. 

Let Q be the centre of gravity of a body ABGD, and G^ 
that of the portion ADC. 

Let W be the weight of the whole body and that of 
the portiem AOD, so that IF— Wj) is the weight of 

the portion ABC, 
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Let be the centre of gravity of the portion ABC* 
Since the two portions of the body make up the whole, 
therefore TFi at «-n<3 IT* at must have their centre of 
gravity at G* 



Hence G must lie on Gfi^ and be such that 

W^*GG^. 

Hence, given G and (ij, wo obtain G.^ by producing Gfi 
to 6 ^ 2 , so that 

r, 


60 ^ = ^. GGi 
rV a 




. GG^. 


ir- 

Tlie required point jnay be also obtained by means of 
Art. 109. 


fix. 1. From a circular disc, of radius r, is cut out a circle, v}hose 
diameter is a radius of the disc; find the centre of gravity of the 
remainder. 

Since the areas of circles are to one another as the squares of their 
radii, 

area of the portion cut out 
: area of the whole circle 


Hence the portion cut oft is one- 
quarter, and the portion remaining is 
three-quarters, of the whole, so that 
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Now tile portions nnd malie up the whole disc, and therefore 
balanuc about C>. 

Hence . OG^ssW^ . x Jr. 

O 62 —■ff’’* 

This may he verified experimentally. 


Ese. 2. From a triangular lamina, ABC is cut hy aline ‘parallel 
to its base BC, one-quarter of its area; find the centre of gravity of the 
remainder. 


Tiot AByC^ be the portion cut off, 
so that 

aAB^C^ : A ABC 111 I A. 

By Geometry, since tlio triangles 
ABf)^ and ABC are similar, we have 
aAB.Cj : A ABC :: AB^ : AIB. 

1 : 4, 

nnd hence A ~ \AB. 

The line B^C^ therefore biseots AB^ AC^ and A T>. 

Het G and G, be the centres of gravity of the triangles-dJJG and 
^BfJ^ respectively; also Lt ITj and be the respective weights of 
the portion cut off and the portion remaining, so that jr2=3Jrj. 

Since at and at Gj balance about G, we have, by Art. 109, 
7 ,^ _ TFi. DGi + . DGa _ HG^ + BDG^ 

T/1+W3 “ "4 ' . 



But I>G=iDA=§DDj, 

nnd BG^ssDDi+gDjA =2)Hi+JjDBiSs 

Hence (i) is 4 x fBHi =^BBj + SBG^. 

BG2~yBI)i, 

This result can also bo easily verified experimentally. 


EXAMPLES. XVm. 

inie student should verify seme of the follounng guestiom erperi- 
mentally; suitable oms for this purpose are No8» 1, 2, 4, 5, 8, 9, 10, 
11, 17, 18, and 19.] 

1, A uniform rod, 1 foot in length, is broken into two parts, of 
lengths 6 and 7 inches, which are placed so as to form the letter T» 
longer portion being vertical; find the centre of gravity of the system. 

2. Two rectangular pieces of the same cardboard, of lengths 6 and 
8 inches and breadths 2 and 2J inches respectively, are placed touching, 
but not overlapping, one anomer on a table so as to form a T-shaped 
figure, the longer portion being vertical. Find the position of its centre 
of gravitjy. 
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3. A heavy beam fionsista of two portions, whose lengths are as 
8 : 5 , and whose weights are as 3 : 1 ; hnd the position of its centre 
of gravity. 

4. Two sides of a rectangle are double of the other two, and on 
one of the longer sides an equilateral triangle is described; find 
the centre of gravity of the lamina mode up of the rectangle and 
the triangle. 

5. A piece of cardboard is in the shape of a square ABCD with 
an isosceles triangle described on the side BG\ if the side of tho 
square be 12 inches and the height of the triangle be 6 inches, find the 
distance of the centre of gravity of the cardboard from the line AD, 

6 . An isosceles right-angled triangle has squares described ex* 
ten^y on all its sides. Shew that the centre of graviiy of the figure 
so formed is on the line, which bisects the bypothenuse and posses 
through the right angle, and divides it in the ratio 1 ; 26. 

7. Two uniform spheres, composed of the same materials, and 
whose diameters are 6 and 12 inches respectively, are firmly united; 
find the position of their centre of gravity. 

8. From a parallelogram is ont one of the four portions into 
which |t is divid^ by its diagonals; find the centre of gravity of the 
remainder. 

9. A parallelogram is divided into four mrts, by joining the 
middle points of opposite sides, and one part £i cut away; find the 
centre of gravity of the remau^r. 

10. From a square a triangular TOrtion is cut off, by cutting the 
square along a line joining the middle points of two adjacent «des; 
find the centre of gravity of the remainder. 

11. From a triangle is cut off 7 th of its area by a straight line 
porall^ to its base. Find the position of tho cenlre of gravity Of the 
remainder. 

12. ABC is an equilateral triangle, of 6 inches side, of which O 
is the centre of gravity. If the trismgle OBC be removed, find the 
centre of gravity of the remainder. 

13. If from a triangle ABO three equal triangles ABQ^ BPBt 
and CQP, be ont off, shew that the centres of hunrtia of the triangles 
ABC and PQB are ooinoident. 

14. Ct is tiie centre of gravity of a given Isosceles triangle, right- 
angled at A, and having BO equal to a. The portion GSG is out 
away; find the distance of the oenire ol gravi^ of the lemainder 
from A, 
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15, On the some base SG are two triangles, ABG and A'BCt the 
vertex A^ falling within the former triangle. Find the position of A' 
when it is the centre of gravity of the area between the two triangles. 


16. Two triangles, each —th of the whole, are cut off from a 

given triangle at two of its angular points, B and (7, by straight lines 
parallel to the opposite sides; find the o.o, of remainder, 

17. Out of a square plate shew how to out a trianglo, having one 
side of the square for base, so that the remainder may have its centre 
of gravity at the vertex of this triangle and therefore rest in any 
position if this point be supported. 

18. A uniform plate of metal, 10 inches square, has a hole of area 
3 square inches cut out of it, the centre of the hole being 2.j inches 
from the centre of the plate; find the position of the centre of gravity 
of the remainder of the plate. 

19. Where must a circular hole, of 1 loot radius, be punched out 
of a circular disc, of 3 f^et radius, so that the oeuke of gravity of 
the remainder may be 2 inches from the centre of the dii^? 

20. Two spheres, of radii a and b, touch internally; find the 
centre of gravity of the solid included between them. 

21. If a right cone be cut by a plane bisecting its axis at right 
angles, find the distance of the vertex of the cone firom the centre of 
gravity of the frustum thus cut off. 

22. A solid right circular cone of homogeneous iron, of height 
64 inches and mass 8192 lbs., is out by a plane perpendicular to its 
axis 80 that the mass of the small cone removed is 686 lbs. Find the 
height of the centre of gravity of the truncated portion above the base 
of ^e cone. 

23. A solid right cdroular cone has its base scooped out, so that 
the hollow is a right cone on the same base; how much must be 
scooped out so that the centre of gravity of the remainder may ooiruaide 
with the vertex of the hoUow? 

24:. The mass of the moon is *018 times that of the earth. 
Taking the earth’s radius as 4000 miles and the distance of the moon’s 
centre from the earth’s centre as 60 times the earth’s radius, find the 
distance of the o.a. of the earth and moon from the centre of the earth. 
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117. Centre of gravity of a hemisphere. 

If a hemisphere be of radius r, the centre of gravity 
lies on that radius which is perpendicular to its piano 

face, and is at a distance from the centre of the plane 

o 


face. If the hemisphere bo hollow, the distance is 

The proofs of these statements are diflicult by elementary 
methods; they will be found in the last chapter. 

118. To find centre of gravity of a quadrilaieral 
lamina having two parallel sides. 

Let ABOD l>e the quadrilateral, having the sides AB 
and CD parallel and equal to 2a and 26 respectively. 



Ijet B and F be the middle points of AB and CD 
respectively. Join DE and EG \ the areas of the triangles 
ADE^ DEOf and BEG are proportional to their bases 
AE, DGt and EB^ {.e., are proportional to a, 26, and a. 
Replace them by particles equal to one-third of their 
weight placed at their angular points (Art. 104). 

We thus have weights proportional to 

^ ^ at each of C and 2), 

7 at each of A and B, 
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Again, replace tluj equal weights at G and J) l.y a 

weight proportienal to ^ at the niidflle point F 

u o 

of (771, and the equal weights at A and 7? by a weight 


12 (X 

proportional to --- at E. 
We thus have weights 

2(t 


and 


3 

„ + _ at A. 


ITence the required centre of gravity G is on the 
straight line EFy and is such that 

EG weight at 7^ a + 2h 
GF av eight at E 2a + 6 ’ 


EXAMPLES. XIX. 

1. A triangular tabic rests on supports at its vortices; weights of 
6, 8, and 10 lbs. are placed at the middle points of tlio sides. I'ind by 
how much the pressures on the legs are increased thereby. 

2. A piece of thin uniform wire is bent into the form of a four- 
Bided figure, AliCDf of which the sides Ali and CD are parallel, and 
BG and DA are equally inclined to AB. If AB bo 18 inches, CD 
12 Inches, and BC and DA each 5 inches, find the distance from AB 
of the centre of gravity of the wire. 

3. ABf BG and CD are throe equal uniform rods firmly joined, 
BO as to form three successive sides of a regular hexagon, and are 
suspended from the point A; shew that CD is horizontal. 

4. ABC is a piece of uniform wire; its two parts AB and BC are 
straight, and the angle ABC is 135*^. It is suspended from a fixed 
point by a string attached to the wire at B^ and the part AB is 
observed to be horizontal. Shew that BO is to AB as to 1. 

5. A rod, of length 5a, is bent so as to form five sides of a reguIaiT 
hexagon; shew that the distance of its centre of gravity from either 

end of the rod is — \/l33. 
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6. The BiJe CD of a uniform trapezoidal lamina ABCD is twice 
as long as AD^ to which it is opposite and parallel; compare the 
distances of the centre of gravity of ABCD from AB and CD, 

7. If the centre of gravity of a qnadrilateral lamina ABCD 
coincide with one of the angles A, shew that the distances of A and C 
from the line BD are as 1 : 2. 

8. A uniform quadrilateral ABCD has the sides A B and ADj and 
the diagonal AC all equal, and the angles BAG and CAD are 80° and 
60° respectively. If a weight, equal to two-thirds that of the triangle 
ABCt be attached at the point B, and the whole rest suspended from 
the point A, shew that the diagonal AC will be vertical. 

9. Explain what will take place when 8 forces, represented by 
ABj BCj and CA respectively, act along the sides of a triangular board 
ABC which is supported on a smooth peg passing through its centre 
of gravity. 

10. Three forces act at a point O in the plane of a triangle ABC^ 
being represented by OA, OB and OC\ where must be the point O so 
that the three forces may be in equilibrium ? 

11. A particle P is attracted to three points A^ B, C by forces 
equal to /it . PA^ p .. PD, and p . PC respectively; shew that the re¬ 
sultant is Bp . PGf where G is the centre of gravity of the triangle 
ABC. 

12. A particle P is acted upon by forces towards the points 
A, D, C,... which are represented by X. PA, p . PD, v . PC,...; show 
that their resultant is represented by (\-f-/Li+v-j-„.)PO, where G is 
the centre of gravity of weights pls^d at A^ D, C,... proportional 
to X, pf y,... respectively. 

[This is the generalised form of Art. 42, and may be proved by 
successive appUoations of that article.] 

13. A uniform rod is hung up by two strings attached to its ends, 
the other ends of the strings being attached to a fixed point; shew 
that the tensions of the strings are proportional to their lengths. 

Prove that the same relation holds for a uniform toiangular l amina 
hung up by three strings attached to its angular points. 

14. Find the vertical angle of a cone in order that the centre of 
gravity of its whole surface, including its plane base, may ooinoide 
with the centre of gravity of its volame. 

15. A cylinder and a oono have their bases joined together, the 
bases bei^ of the same size; find the ratio of the height of the cone 
to the height of the cylinder so that the common centre of gravity may 
be at the centre of the common base. 
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16. Sbow hew to cut out of a uniform cjlinder a cone, wlioso base 
coincides with that of the cylinder, so that the centre of gravity of the 
remaming solid may coincide with the vertex of the cone. 

17. If the diameter of the base of a cone be to its altitude ns 
1 ; i^2, shew that, when the greatest possible sphere has been cut 
out, the centre of gravity of the remainder coincides with that of the 
cone. 

18. Prom a uniform right cone, whose vertical angle is G0°, is cut 
out the greatest possible sphere; shew that the centre of gravity of 
the remainder divides the axis in the ratio 11: 49. 

19. A solid in the form of a right circular cone has its base 
scooped out, so that the hollow so formed is a right circular cone on 
the some base and of half the height of the original cone; fltid the 
position of the centre of gravity of the cone so formed. 

20. A imiform equilateral triangle ABG is supported with the 
angle A in contact with a smooth wall by means of a string jDD, equal 
in length to a side of the triangle, which is fastened to a point D ver¬ 
tically above A, Bhew that the distances of B and C from the wall 
are as 1; 5. 

21. A cone, whose height is equal to four times the radius of its 
base, is hung from a point in the circumference of its base; shew that 
it will rest with its base and axis equally inclined to the verticfil. 

22. Two right cones, consisting of the same material, have equal 
slant slides and vertical angles of 60° and 120° respectively, and are 
so joined that they have a slant side coincident. Shew that, if they 
be suspended from theiv common vertex, the line of contact will be 
inclin^ at 15° to the vertical. 

23. A triangular piece of paper is folded across the line bisecting 
two sides, the vertex being thus brought to lie on the base of the 
triangle. Shew that the distance of the centre of inertia of the paper 
in this position from the base of the triangle is three-quarters that of 
the centre of inertia of tiie unfolded paper from the some lino. 

24. A rectangular sheet of stiff paper, whose length is to its 
breadth as ^2 to 1, lies on a horizontal table with its longer sides 
perpendicular to the edge and projecting over it. The corners on the 
table are then doubled over symmetrically, so that the creases pass 
through the middle point of the side joining the comers and make 
angles of 45° with it. The paper is now on the point of falling over; 
shew that it had originally f-fthe of its length on the table. 

25. At each of n -1 of the angular points of a regular polygon of 
n sides a particle is placed, the particles being equal; shew that the 
distance of their centre of gravity from the centre of the circle 

oircumsoribing the polygon is - —|, where r is the radius of the 

oizole. 
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26. A square hole is punched out of a circular lamina, the 
diagonal of the squaie being a radius of tho circle. Shew that the 

centre of gravity of the remainder is at a distance s——r from the 

OTT “ 4 

centre of the circle, where a is the diameter of the circle. 

27. From a uniform triangular board a portion consisting of the 
area of the inscribed circle is removed; shew that the distance of the 
centre of gravity of tho remainder from any side, a, is 

S 28*-Sra8 

3a* *^ — irS * 

where S is the area and * tho semiperimeter of the board. 

28. A circular hole of a given size is punched out of a uniform cir¬ 
cular plate; shew that the centre of gravity lies within a certain circle. 

29. The distances of the angular points and intersection of the 
diagonals of a plane quadrilateral lamina from any line in its plane 
are a, 6 , c, d, and e; shew that the distance of the centre of inertia 
from the same line is ^ {a + h+e+d — e). 

Let Aj B, Gf Dhe the angular points, and B the intersection of the 
diagonals. Then 

A A CD __ perpendicular from D on AG _ DK ^d-e 
aACB ~ perpendicular from B on AC ”* EB *“ e - ft" 

By Arts. 104 and 111 the distance of the centre of gravity of the 

aACD from OX is and that of the aACB is f . 

O d 

Hence distance of required o.a. from OX 

__ aACDx g {a+e+d)+ AACBxg {a+h + c) 

AACD-i- aACB 

1 (d — (a -1- c+d) + (d—b) (a+6+c) 

(d-d) + (d-b) 

s= ^(a-i-&+c+d-e), on reduoUon. 

30. ff A and B be tbe positions of two masses, m and n, and if 
O be their centre of gravity, shew that, if P be any point, then 

m. ^P*+n, BP®=ot . ilG®+«. (m+«) P(?®. 

Similarly, if there be any number of masses, m, n, j|>,... at points 
d, B, C, ..., and G be their centre of gravity, shew that 

tn.AI^+n,BI^+p,CP^+... 

s=m,AG^+n , CG*+ {m+7i+p-^ ...)BG\ 



CHAPTER X. 

CENTllE OE GKAVITV (contimied). 

110 . If a rigid body he in equilihrium, one point 
o'idy of the body being Jbeed^ ilie centre of gravity of the body 
tviU he in th/e vertical line passing through the fixed point of 
the body. 

Let 0 be the fixed point o£ tlio body, and G its centre of 
gravity. 



The forces acting on the body are the reaction at 
the fixed point of support of the body, and the weights of 
the component parts of the body. 

The weights of these component parts are equivalent to 
a single vertical force through the centre of gravity of the 
body. 
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Also, when two forces keep a body in equilibrium, they 
must be equal and opposite and have the same line of action. 
But the lines of action cannot be tho same unless the vertical 
line through G passes through the point 0. 

Two cases arise; the first, in which the centre of gravity 
G is below the point of suspension 0, and the second, in 
which O is above 0, 

In the first case, the body, if slightly displaced from its 
position of equilibrium, will tend to return to this position; 
in the second case, the body will not tend to return to its 
position of equilibrium. 

120 . To Jindf hy exjjerinhenty the centre of gravity of 
a body of any shape. 

Take a fiat piece of cardboard of any shape. Boro 
several small holes (7, D,... in it 
of a sjze just large enough to freely 
admit of the insertion of a small pin. 

up the cardboard by the 
hole A and allow it to hang freely 
and come to rest. IMark on tho card¬ 
board the line AA* which is now 
verticaL This may be done by hang¬ 
ing from the pin a fine piece of string 
with a small plummet of lead at the ocher end, the string 
having first been well rubbed with chalk. If the string be 
now flipped against the cardboard it will leave a chalked 
line, which is AA!. Now hang up the cardboard with the 
hole B on the pin, and mark in a similar mtmner the line 
BJ^ which is now vertical. 

Perform the experiment.again with the points O', i>, E 
as the points through which the small pin passes, and 
obtain the corresponding vertical lines CC\ 2)1/^ 
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These chalked lines AA\ BB\ CG\ 1>D\ EE' will all be 
found to pass through the same point O. If the thickness 
of the cardboard be neglected, this point G is its centre of 
gravity. If the pin be now passed through (?, the card¬ 
board will bo found to rest in any position in wliich it is 
placed. 

121 a If a hody he placed with Us hose in contact with 
a horizontal plane, U will stand, or fall, according as the 
vertical line drawn through the centre of gravity of the body 
meets the plane unthin, or without, the hose. 

The forces acting on the body are its weight, which acts 
at its centre of gravity G, and the reactions of the plane f 




acting at different points of the base of the body. These 
reactions are all vertical, and hence they may be com¬ 
pounded into a single vertical force acting at some point 
of the base. 

Since the resultant of two like parallel forces acts 
always at a point between the forces, it follows that the 
resultant of all the reactions on the base of the body 
cannot act through a point outside the base. 

Hence, if the vertical line through the centre of gravity 
of the body meet the plane at a point outside the base, 
it cannot be balanced by the resultant reaction, and the 
body cannot therefore be in equilibrium, but must fall over. 
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If the base of the body be a figure having a re-entrant 


D 



angle, as in the above figure, we must extend the meaning 
of the word “base” in the enunciation to mean the area 
included in the figure obtained by drawing a piece of thread 
tightly round the geometrical base. In the above figure 
the “base” therefore means the area ABDEFA. 

For example, the point (7, at which the resultant 
reaction acts, may lie within the area All By but it cannot 
lie without the dotted line AB^ 

If the point G were on the lino ABy between A and By 
the body would bo on the point of falling over. 


A cylinder^ of height A, and the radius of whose base u r, is 
placed on an inclined X)lane and prevented 
from sliding; if the inclination of the 
plane be gradually increased, find when 
the cylinder wiU topple. 

Let the figure represent the section 
of the cylinder when it is on the point of 
toppling over; the vertical line through 
the centre of gravity G of the body must 
therefore just pass through the end A of 
the base. Hence CAD must be equal to 
the angle of inclination, a, of the plane. 



Hence 


h CB ^ 

^r “ cab =zcota\ 


tanass 


2 r 

¥’ 


glldiig the required inclination of the plane. 
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Stable^ unstable^ and neutral equilibrium. 

122. We have pointed out in Art. 119 that the body 
in the first figure of that article would, if slightly dis¬ 
placed, tend to return to its position of equilibrium, and 
that the body in the second figure would not tend to return 
to its original position of equilibrium, but would recode 
still furtlier from that position. 

These two bodies are said to be in stable and unstable 
equilibrium respectively. 

Again, a cone, resting with its flat circular base in 
contact with a horizontal plane, would, if slightly displaced, 
return to its position of equilibrium; if resting with its 
vertex in contfict with the plane it would, if slightly dis¬ 
placed, recede still further from its position of equilibrium; 
whilst, if placed with its slant side in Ct)ntact with the 
plane, it will remain in equilibrium in any position. The 
equilibrium in the latter case is said to bo neutral. • 

123. Consider, again, the case of a heavy sphere, 
resting on a horizontal plane, whose centre of gravity is 
not at its centre. 

liot the first figure represent the position of ccjuLlibriurn, 
the centre of gravity being either below the cemtro 0, as G'l, 



or above, as (Jg. Iiot the second figure represent the sphere 
turned through a small angle, so that E is now the point of 
contact with the plane. 
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The reaction of tlio piano Etill acts through the centre 
of the sphere. 

If the weight of the body act through it is clear that 
the body will return towards its original position of equi¬ 
librium, and therefore the body was originally in stable 
equilibrium. 

If the weight act through G^, the body will move still 
further from its original position of equilibrium, and there¬ 
fore it was originally in unstable equilibrium. 

If however the centre of gravity of the body had been 
at O, then, in the case of the second hgure, the weight 
would still be balanced by the reaction of the plane; the 
body would thus remain in the new position, and the 
equilibrium would be called neutral 

124. Def. A body is said to be in stable equi¬ 
librium when, if it be slightly displaced from its position 
of equilibrium, the forces acting on the body tend to 
make it return towards its position of equilibrium; it is 
in unstable equilibrium when, if it be slightly displaced, 
the forces tend to move it still further from its position of 
equilibrium; it is in neutral equilibrium, if the forces 
acting on it in its displaced position are in equilibrium. 

In general bodies which are ** top-heavy," or which have 
small bases, are unstabla 

Thus in theory a pin might be placed upright with its 
|K>int on a horizontal table so as to be in equilibrium; in 
practice the “base” would be so small that the slightest 
displacement would bring the vertical through its centre of 
gravity outside its base and it wordd fall. So with a bUliard 
cue placed vertically with its end on the table. 

A body is, as a general principle, in a stable position of 
equilibrium when the centre of gravity is in the lowest 
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position it can take tip; examples are the case of the hist 
article, and the pendulum of a clock ; the latter -when dis¬ 
placed always returns towards its position of rest. 

Consider again the case of a man walking on a tight 
rope. He always carries a pole heavily weighted at one 
end, so that the centre of gravity of himself and the polo is 
always below his feet. When he feels himself falling in one 
direction, he shifts his pole so that this centre of gravity 
shall be on the other side of his feet, and then the resultant 
weight pulls him back again towards the upright position. 

If a body has more than one theoretical position of 
equilibrium, the one in which its centre of gravity is lowest 
will in general bo the stable position, and that in which the 
centre of gravity is highest will be the unstable one. 

195. Bx, A honiogevieous hody^ cominting of a cylinder and 
a hemiffphere joined at their haseSf U placed with the hemispherical end 
on a Iwrizontal table; is the equilihrium stable or unstablet * 

Let Oi and be the centres of gravity of tlie hemisphere and 
cylinder, and let A be the point of the body 
which is initially in contact with the table, 
and let O be the centre of the base of the 
hemisphere. 

If k be the height of the oylinder, and 
r be the radius of the base, we have 

and 0 ^ 3 =| (Art. 117). 

Also the weights of the hemisphere and 
cylinder ore proportional to |irr* and rr . r^h. 

The reaction of the plane, in the dis¬ 
placed position of the b(^y, always passes 
through the centre O. 

The equilibrium is stable or unstable according as Cr, the centre 
of gravity of the compound body, is below or above Oy 

i.e., according as 

OGi X wt. of hemisphere is^OGj x wt, of cylinder. 
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according as 

|rx|irr*i3^|xirr% 

i.e.f according as 


t.e., according as 


i.e.. 

>xl‘42.. 


*• 126 . Within the limits of this book we cannot 
enter into the general discussion of the equilibrium of one 
body resting on another; in the following article we shall 
discuss the case in which the portions of the two bodies 
in contact are spherical. 

A body rests in equilihiriam upon another Jixed hody^ 
the portions of the two bodies in contact being spheres of 
radii r and li respectively; ^ the first body be slightly 
displcwedy to find whether the equililyrium is stable or mir 
stahle, the bodies being rough enough to prevent sliding. 

Let 0 be the centre of the spherical surface of the 
lower body, and 0i that of 
the upper body; since there 
is equilibrium, the centre of 
gravity of the upper body 
must be in the line 00^^ which 
passes through tiie point of 
contact A^ of the bodies. 

Let Afir^ bo h. 

Let the upper body be 
slightly displaced, by rolling, 
so that the new position of 
the centre of the upper body 
is Oa, the new point of contact 
is il*, the new position of the 
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centre o£ gravity is and the new position of the point 
AI is G. Hence CG^ is 4. 

Through draw A 2 L vertically to meet O.^C in Z, 
and draw vertically downwards to inciot a liorizontal 
lino through A 2 in Jlf. 

Let the angle A^OA^ be d, and lot A./}JO bo so that 
the angle CO^^I is {B + ^). 

Since the upper body has rolled into its now position, 
the arc A^A^ is equal to the arc CA^. 

Hence {Klemenfs of Trigonometry^ Art. 158) wo liai’-o 

Ji.0 = r.<t. .( 1 ), 

where r and R are respectively the radii of the upper and 
lower surfaces. 


The equilibrium is stable, or unstabhj, accoriling as G^ 
lies to the left, or right, of the line • 

i.e., according as the distance of G^ from O.JI is 

> or < the distance of L from i.e.j 

i.e., according as 

O2G2 sin (B + ^) is > or ^ O.^A.^ sin B, 
i.e., according as 

(r — h) sin (B + ^) is > or < r sin 0, 

i.e., according as 

r — h. sin^ 

r sin (o> + *p) 


But 


sin^ 


0 


sin (d + ^) B 
since B and are both very small, 
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Hence the equilibrium i» sUiblei or unstable, according as 


r — h. r 


%,e., according as r- — „ is > or < 7t, 

’ ® r + Ji 

TIt 

i.e.f according as-^ is > or < /i, 

r + Ji 


i.6.f according as 

1 . 11 

h r R 

If ^ = 1 + , the equilibrium is sometimes said to be 

h r M 

neutral; it is however really unstable, but the investiga¬ 
tion is beyond the limits of this book. 

Hbnce tlie equilibrium is stable only when 


y IS > - + 

h r K 

in all other cases it is unstable. 

Cor. 1. If the surface of the lower body, instead of 
being convex, as in the above 

figure, be concave, as in the follow¬ 
ing figure, the above investigation 
will still apply provided we change ( A 

the sign of R» I > J 

Hence the equilibrium is stable / ( 

when . L J 

1 . 11 

-1S>- 

h T R . J 

otherwise it is, in general, un¬ 
stable. 
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Cor. 2. If the upper body have a plane face in 
contact with the lower body, as in. the following figure, r 

is now infinite in value, and therefore — is zera 

r 

ITence the equilibrium is stable 
if 

h ^ li’ 
t.a, A be < jB. 

Hence the equilibrium is stable, 
if the distance of the centre of 
gravity of the upper body from its 
plane face be loss than, the radius of the lower body; 
otherwise the equilibrium is unstable. 

Cor. 3. If the lower body bo a plane, so tliat R is 

infinity, the equilibrium is stable if 

11 • 
y be > , i.e., if h bo < r, 

/b T 

Hence, if a body of spherical base be placed on a hori¬ 
zontal table, it is in stable equilibrium, if the distance of 
its centre of gravity from the point of contact be less than 
the radius of the spherical surface. 

EXAMPLES. XX. 

1. A carpenter’s rule, 2 feet in length, is bent into two ports at 
right angles to one another, the length of the shorter portion being 
8 inches. If the shorter be placed on a smooth horizontal table, what 
is the length*of the least portion on the table that there may be equi¬ 
librium? 

2. A piece of metal, 18 oubio inches in volume, is made into a 
cylinder which rests with its base on an inclined plame, of 30° slope, 
and is jirevented from slipping. How tall may the cylinder be mode 
BO that it may just not topple over? 

3. If a trian^ar lamina ABG can just rest in a vertical plane 
with its edge AB in contact with a smooth table, prove that 
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4, The side CD of a uniform square plate AltCD^ vrliose weight 
is Wf is bisected at E and the triangle A ED is cut off. The plate 
ADCEA is placed in a vertical position with the side CE on a hori¬ 
zontal plane. What is the greatest weight that can be placed at A 
without upsetting the plate? 

5. ABC is a flat board, A being a right angle and AC in contact 
with a fiiit tabic; D is the middle point of AG and the triangle ABD 
is cut away; shew that the triangle is just on the point of falling 
over. 


6. A brick is laid with one-quarter of its length projecting over 
the edge of a wall; a brick and onc-quarter of a brick are then laid 
on the first with one-quarter of a brick projecting over the edge of the 
first brick; a brick and a half are laid on this, and so on; shew that 
4 courses of brick laid in the above manner will be in equilibrium 
without the aid of mortar, but that, if a fifth course be added, the 
structure will topple. 


7. How many coins, of the same size and having their thick¬ 
nesses equal to -n^th of their diameters, can stand in a cylindrical pile 
on an inclined ]^ane, whose height is one-sixth of the base, assuming 
that there is no slipping? 

If the edge of each coin overlap on one side that of the coin below, 
find by w'bat fraction of the diameter each must overlap so that a 
pile of unlimited height may stand on the plane. 

8. A number of bricks, each 9 inches long, 4 inches wi<le, and 
3 inches thick, are placed one on pnothcr so <.bat-. whilst their narrowest 
surfaces, or thicknesses, are in the same vertical plane, eaoh brick 
overlaps the one underneath it by half an mch; the lowest brick 
being placed on a table, how many bricks can be so placed without 
their fallhig over? 


9. ABC is an isosceles triangle, of weight TT, of which the angle 
A is 120°, and the side AB rests on a smooth horizontal table, 

jr 

plane of the triangle being vertical; if a weight be hung on at C, 

O 

shew that the triangle will just be on the point of toppling over. 


10, The quadrilateral lamina ABCD is formed of two uniform 
isosceles triangles ABC and ADCt whose vertices are B and Z>, on 
opposite sides of a common base AG, the angle ABC being a right 
angle. Shew that it will rest in a vertical plane with BC on a hori¬ 
zontal plane, provided the area of ADC be not greater than four times 
that of ABOm 
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11. A body, consisting of a cone and a hemisphere on the same 
base, rests on a rough horizontal table, the hemisphere being in con¬ 
tact with the table; find the greatest height of the cone so that the 
equilibrium may be stable. 

12, A solid consists of a cylinder and a hemisphere of equal 
radius, fixed base to base; find the ratio of the height to the radius of 
the cylinder, so that the equilibrium may be neutral when tlio spherical 
surface rests on a horizontal plane. 


13. A hemisphere rests in equilibrium on a sphere of equal radius; 
shew that tlie equilibrium is unstable when the curved, and stable 
when the fiat, surface of the hemisphere rests on the sphere. 

14. A heavy right cone rests with its base on a fixed rough sphere 
of given radius; find the greatest lieight of the cone if it be in stable 
equilibrium. 


15. A uniform beam, of thickness 2h, rests symmetrically on a 
perfectly rough horizontal cylinder of radius a; shew that the equi¬ 
librium of the beam will bo stable or unstable according as h is less or 
greater than a. 

16. A heavy uniform cube balances on the highest point of a 
sphere, whoso riwlius is r. If the sphere be rough enough to pjevent 

ttv 

sliding, and if the side of the cube bo - --, shew that the cube can rock 

A 

through a right angle without falling. 


17. A lamina in the form of an isosceles triangle, whoso vertical 
angle is a, is placed on a sphere, of radius r, .so that its piano is vertical 
and one of its equal sides is in contact with the sphere; shew that, if 
the triangle be slightly displaced in its own plane, the equilibrium is 

3r 

stable if sino be less than — , where a is one of the equal sides of the 

a 


triangle. 


18. A weight 7r is supported on a smooth inclined piano by a 
given weight P, connected with Jf^hy means of a string passing round 
a fixed pulley whose position is given. Find the^ position of IK 
on the plane, and determine whether the position is stable or un¬ 
stable. 

19, A rough uniform circular disc, of radius r and weight p, is 
movable about a point distant c from its centre. A string, rough 
enough to prevent any slipping, hangs over the circumference and 
carries unequal weights IK and lo at its ends. Find the position of 
equilibrium, and determine whether it is stable or unstable. 
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20. A. solid sphere rests inside a fixed rough hemispherical bowl 
of twice its radius. Shew that, however large a weight is attached to 
the highest point of the sphere, the equilibrium is stable. 


21. A thin hemispherical bowl, of radius h and weight TF, rests 
in equilibrium on the highest point of a fixed sphere, of radius a, 
which is rough enough to prevent any sliding. Inside the bowl is 
placed a small smooth sphere of weight ic. Shew that the equilibrium 
is not stable unless 


w<W, 


a-5 

IT 


0 



CHAPTER XT 

WORK. 

127> VTork. Def. A force is said to do work 
when its point of application moves in the direction of the 
force. 

The force exerted by a horse, in dragging a waggon, docs work. 

The force exerted by a man, in raising a weight, does work. 

The pressure of the steam, in moving the piston of an eifgine, 
does work. 

When a man winds up a watch or a clock ho docs work. 

The measure of the work done by a force is the product 
of the force and the distance through which it moves its 
point of application in the direction of the force. 

Suppose that a force acting at a point A of a body 

A O B 

moves the point A to J>i then the work done by P is 
measured by the product of P and AD, 

If the point i> be on the side of A toward which the 
force acts, this work is positive; if D lie on the opposite 
side, the work is negative. 

Kext, suppose that the point of application of the force 
is moved to a point {7, which does not lie on the line AB, 

64 
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Draw CD perpendicular to -47?, ov AB produced. Then 
-47? is the distance through which the point of application 
is moved in the direction of the force. Hence in the first 
figure the work done is P x AD ; in the second figure the 


c c 



work done is — x AD, When the work done by the force 
is negative, this is sometimes expressed by saying that the 
force has work done against it. 

In the case when AG is at right angles to AB, the 
points A and D coincide, and the work done by the force 
F vanishes. 

As an example, if a body be moved about on a horizontal table the 
-work done by its weight is zero. So, again, if a body be moved on an 
inclined plane, no work is done by the normal reaction of the plane. 

* 128. The unit of work, used in Statics, is called a 
Foot-Pound, and is the work done by a force, equal to tlio 
weight of a pound, when it moves its point of application 
through one foot in its owji direction. A better, though 
more clumsy, term than “ Foot-Pound ” would be Foot- 
Pouud-weight. 

Thus, the work done by the weight of a body of 10 xx>unds, whilst 
the body falls through a distance of 4 feet, is 10 x 4 foot-pounds. 

The work done by the weight of the body, if it were raised through 
a vertical distance of 4 feet, would be -10 x 4 foot-pounds. 

129. It will be noticed that the definition of work, 
given in Art. 127, necessarily implies motion. A man may 
use great exertion in attempting to move a body, and yet 
do no work on the body. 

For example, suppose a man pulls at the shafts of a 
..heavily-loaded van, which he cannot move. He may pull 
to.the utmost of his power, but, since the force which he 
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flxcrts does not move its point of application, he does no 
■work (in the technical sense of the word). 


130. Theorem. 2^o shew that the work done in 
raieing a nuviber of particles from one position to a/nother is 
Whf where W is the total weight of the particles^ mtd h is the 
distance through which the centre of gravity of the particles 
has been raised. 

Let W], ... vJn be the weights of tho particles; in 

the initial position let scj, X 2 , be their heights 

above a horizontal plane, and x that of their centre of 
gravity, so that, as in Art. Ill, we have 


+ ... + ^0„XJ^ 

W1 + W2 + ... + 



In the hnal position let of, a;./,... x^ be the heights of 
the different particles, and the height of the new coiiLro 
of gravity, so that • 

_ WjX/ + Wafc/ + ... W^Xn 
Wx+W.j+ ... Wn 

But, since Wj + Wg t... == IF, equations (1) and (2) give 

WiXi + WjjSCa + ... = ir. flc, 

and ■*- WJ-jiTa' + ... — TT. sc'. 

By subtraction we have 

Wl (sc/ — SCj) + Wg (x./ — sc.j) + ... = W (x' — x). 

But the left-hand member of this equation gives tho 
total work done in raising the different particles of the 
system from their initial position to their final position; 
also the right-hand side 

= IF X height through which tho centre of gravity has been 
raised 
TT. h. 


Hence the proposition is proved. 
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131. Power. l>ef. TTie power of an a>gent is 
the avtwwnt of tuork that wovZd he done hy tJw agent if 
working wniformly for the wait of time. 

The unit of power used by engineers is called a Horse- 
Power. An agent is said to be working with one horse¬ 
power when it performs 33,000 foot-pounds in a minute, i.e., 
when it would raise 33,000 lbs. through a foot in a minute, 
or when it would raise 330 lbs, through 100 feet in a 
minute, or 33 lbs. through 1000 feet in a minute. 

This estimate of the power of a horse was made by 
"Watt, but is above the capacity of ordinary horses. The 
word Horse-power is usually abbreviated into li.p, 

132. It will be noted that the result of Art. 130 does 
not in any way depend on the initial or final arrangement 
of the particles amongst themselves, except in so far as the 
initial and final positions of the centre of gravity depend 
on these arrangements. 

For example, a hole may be dug in the ground, the soil 
lifted out, and spread on the surface of the earth at the 
top of the hole. We only want the positions of the c.a. 
of the soil initially and finally, and then the work done is 
known. This work is quite independent of the path by 
which the soil went from its initial to its final position. 

Bx. A wellf o^ which the tectim is a square whose «uZe is 4 feet^ 
and whose depth is 800/eet, is full of water; find the work done^ in 
foot-pomdSf in pumping the water to the level of the top of the well* 

Find also the H,P* of the ermine which would jwt accomplish this 
work in one hour* 

[N.B. A oubio foot of water weighs 1000 ounoes.] 

Initially the height of the centre of grayity of the water above the 
bottom of the well was 150 feet and finally it is 800 feet, so that the 
height through which the centre of gravity has been raised Is 150 feet. 

The volume of the water sb 4 x 4 x 300 cubic feet. 

Therefore Its weighta4 x 4 x 800 x lbs.=800,000 lbs. 

' Hence the work done=800,000 x 150 ft.-lbs. =45,000,000 it.-lbs. 
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liot X be the required h.p. Then the work done bj the engine in 
one hour = x 60 x 33,000. 

Hence‘we have a; x 60 x 83,000ss 45,000,000; 

»\xss7!2yx* 

133. Graphical representation of the vx)rk done hy a 
force* 

It is sometimes difficult to calculate directly the work 
done by a varying force, but it 
may be quite possible to obtain 
the result to a near degree of 
approximation. 

Suppose the force to always 
act in the straight line and 
let us find the work done as its 
point of application moves from A to B. At A and B erect 
ordinates AC and BB to represent the value of the f&rce 
for these two points of application. For any and every 
intermediate point of application L erect the ordinate LP to 
represent the corresponding value of the acting force; then 
the tops of these ordinates will clearly lie on some such 
curve as CPD. 

Take M a very near point to Z, so near that the force 
may be considered to have remained constant as its point 
of application moved through the small distance LM, 

Then the work done by the force 

its magnitude x distance through which its 

point of application has moved 

LP X LM =area PM very nearly. 

Similarly whilst the point of application moves from M 
to N the work done 

SB area QlSf very nearly, and so on. 
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Hence it follows that the work done as the point of 
application moves from A Ui B is, when the lengths LM^ 
... are taken indefinitely small, equal more and more 
nearly to the area ACDB. 

[Where the shape of the curve CTD is irregular a rough 
approximation to its area may bo found as follows; divide 
AB into a number, say 10, of equal strips; take the middle 
ordinates of these strips and obtain the average of these 
middle ordinates; and multiply this average ordinate by 
the distance AB, This clearly gives an approximation to 
the area of ACDB^ 


184 . As an example of the above construction let us find the 
work done by a force which was initially zero and which varied as the 
distance through which its point of application was moved. 

In this case AC ia zero, and NF=\, AN, where X is some 
constant. 


tan P-4iV’='^=X, BO that Plies on a straight 

line passing through A, The work dono »= area A BD 
= ^AB . . disphiceinent of the point of applica¬ 

tion X the final value of the force. 



EXAMPLES. XXI. 

1. How much work is done by a man 

(1| in climbing to the top of a mountain 2700 feet high, if his 
weight IS 10 stone ? 

(2) in cycling 10 miles if the resistance to his motion be equal 
to 5 lbs. wt. ? 

2. A chain, whose mass is 8 lbs. per foot, is wound up from a 
shaft by the expenditure of four million units of work; find the 
length of the chain. 

3. A shaft, whose horizontal section is a rectangle 10 ft. by 8 ft,, 
ia to be sunk 100 ft. into the earth. If the average weight of the soil 
ia 150 lbs. per cubic foot, find the work done in bringing the soil 
tolthe surface. 
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4, How many cubic feet of water will an engine of 100 n.p, raise 
in one hour from a depth of 150 feet ? 

5. In how many hours would an engine of 18 n.p. empty a vertical 
shaft full of water if the diameter of the shaft be 9 feet, and the depth 
420 feet? 

6, Find the n.p. of an engine that would empty a cylindrical 
shaft full of water in 32 hours, if the diameter of the sliaft bo 8 feet 
and its depth 600 feet. 

7. Find how long an engine of 20 n.p. would take to pump 
5000 cubic feet of water to a height of 100 feet, ouc-lhird of the 
work being wasted by friction, etc. 

B. A man whose weight is 10 stone climbs a rope at the rate 
of 18 ijicbcs per second. Prove that bo is working at just under 
-f H.P. 


9. A tower is to be built of brickwork, the base being a rectangle 
whose external measurements are 22 ft. by 9 ft., the height of the 
tower 66 feet, and the walls two feet thick; find the number of hours 
in which an engine of 3 h.^. would raise the bricks from the ground, 
the weight of a cubic foot of brickwork being 112 lbs. 

10. At the bottom of a coal mine, 275 foot deep, there is an iron 
cage containing coal weighing 14 cwt., the cage itself weighing 4 cwt. 
109 lbs., and the wire rope that raises it 6 lbs. per yard. Find the 
work done when the load has been lifted to the surface, and the h.p. 
of the engine that can do this work in 40 seconds. 

11. A steamer is going at the rate of 15 miles per hour; if the 
effective h.p. of her eugiues be 10,000, whut is the resistance to her 
motion? 

12. A man is cycling at the rate of 6 miles per hour up a hill 
whose slope is 1 in 20; if the weight of the man and tlie machine be 
200 lbs. prove that he must at the least be working at the rate of 
'16 H.p. 


13. A man rowing 40 strokes per minute propels a boat at the 
rale of 10 miles an hour, and the resistance to bis motion is equal to 
8 lbs. wt.; find the work he does in each stroke and the h.p. at which 
he is worUng. 

14. A Venetian blind consists of 30 movable bars, the thickness 
of each bar being negligible, and, when it is hanging down, the distance 

between each pair of consecutive bars is 2\ inches; if the weight 
of each bar be 4 ozs., find the work done in drawing up the blind. 

If there were n such bars, what would be the corresponding work? 
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15. -A. Venetian blind consists of n thin bars, besides the top fixed 
bar, and the 'weight of the movable part is W. When lot down the 
length of the blind is a, and when pulled up it is b; show that the 
wo^ done against gravity in drawing up the blind is 


^ »+l- 


16. A solid hemisphere of weight 12 lbs. and radius 1 foot rests 
with its flat face on a table. How many foot-lbs. of work are required 
to turn it over so that it may rest with its cmwed surface in contact 
with the table? [Use the result of Art. 130.] 

17. A uniform log weighing half a ton is in the form of a 
triangular prism, the sides of whose cross section are l-|-ft., 2ft., 
and 2|-ft. respectively, and the log is resting on the ground on its 
narrowest face. Prove that the work which must be done to raise it 
on its edge so that it may fall over on to its broadest face is approxi< 
mately *27 ft.-tons, 

18. A force acts on a particle, its initial value being 20 lbs. wt. 
and its values being 25, 29, 32, 31, 27, and 24 lbs. 'wt. in &e direction 
of the particle’s motion when the latter has moved through 1, 2, 3, 4, 
5, and 6 feet respectively; find, by means of a graph, the work done 
by tht force, assuming that it varies uniformly during each foot of 
the motion. 



CHAPTER XIL 

MACHlNEa 

135. In the present cliapter wo shall explain and 
discuss the equilibrium of some of the simpler machines, 
viz., (1) The Lever, (2) The Pulley and Systems of Pulleys, 
(3) The Inclined Plane, (4) The Wheel and Axle, (5) The 
Common Balanco, (6) The Steelyards, and (7) The Screw. 

The Lever, The Wheel and Axle, The Balance, and the 
Steelyards are similar machines. In each wo have either 
a point, or an axis, fixed about which the machine can 
revolve. 

In the pulleys an essential part is a flexible string or 
strings. 

We shall suppose the different portions of those 
machines to be 8m(x>th and rigid, that all cords or strings 
used are perfectly flexible, and that the forces acting on 
the machines always balance, so that they are at rest. 

In actual practice these conditions are not even approxi- 
mately satisfied in the cases of many machines. 

136. When two external forces applied to a machine 
balance, one may be, and formerly always was, called the 
Power and the other may be called the Weight. 
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A machino is always used in practice to overcome some 
resistance; the force we exert on the raachine is the power; 
the resistance to be overcome, in whatever form it may 
appear, is called the Weight. 

Unfortunately the word Power is also used in a different 
sense with reference to a machine (Art 131); of late years 
the word Effort has been used to denote what was formerly 
called the Power in the sense of tliis article. The word 
Pesistance is also used instead of Weight; by some writers 
Load is substituted for Weight, 


137. jMedianical Advantage. If in any 

machine an effort P balance a resistance IT, the ratio 
ir: P is called the mechanical fidvantage of the machine, 
so that 




Resistance 

“Effort 


= Mechajiical Advantage, 


and Resistance = Effort x Mechanical Advantage, 

O 

Almost all machines are constructed so that the me¬ 
chanical advantage is a ratio greater than unity. 

If in any machine the mechanical advantage be less 
than unity, it may, with more accuracy, be called me¬ 
chanical disadvantage. 

The term - Force-Ratio is sometimes used instead of 
Mechanical Advantage. 


Velocity Ra.tio. The velocity ratio of any machine 
is the ratio of the distance through which the point of 
application of the effort or “ power ” moves to the distance 
through which the point of application of the resistance, or 
“ weight,’^ moves in the same time; so that 

TT 1 -i. -r* j.- Distance through which P moves 
Velocity Rato = y^tance through which * 
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If the machine bo such tliat no work has to l>e done in 
lifting its component parts, and if it bo perfectly smooth 
throughout, it will be found that the Mechanical Advantage 
and the Velocity Katio are equal, so that in this case 
W Distance through which P moves 
P Distance through whicli W moves * 

and then 

P X distance through which P moves 

= IF X distance through which W moves, 
or, in other words, 

work done by P will = work done against W, 

138. The following we shall thus find to be a uni¬ 
versal principle, known as the Principle of Work, viz., 
Whatever be the machine we use, provided that titere he no 
friction and that the weight of the machine he neglected^ the 
work done by the effort is always equivalent to the work done 
against the weighty or resistance, • 

Assuming that the machine we are using gives me¬ 
chanical advantage, so that the effort is less than the 
weight, the distance moved through by the effort is there¬ 
fore greater than iche distance movcid through by the weight 
in the same proportion. This is sometimes expressed in 
popular language in the form; What is gained in power is 
lost in speed. 

More accurate is the statement that mechanical ad¬ 
vantage is always gained at a proportionate diminution 
of speed. No work is ever gained by the use of a machine 
though mechaiucal advantage is generally obtained. 

139. It will be found in the next cliapter that, as 
a matter of fact, some work, in practice, is always lost by 
the use of any machine. 

The uses of a machine are 

(1) to enable a man to lift weights or overcome 
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resistances mucli greater than he could deal with unaided, 
bj the use of a system of pulleys, or a wheel and axle, 
or a screw-jack, etc., 

(2) to cause a motion imparted to one point to be 
changed into a more rapid motion at some other ponit, 

in the case of a bicycle, 

(3) to enable a force to bo applied at a more con¬ 
venient point or in a more convenient manner, e.^., in the 
use of a poker to stir the fire, or in the lifting of a bucket 
of mortar by means of a long rope passing over a pulley at 
the top of a building, the other end being pulled by a man 
standing on the ground. 

1. The I«ever. 

140- The Lever consists essontially of a rigid bar, 
straight or bent, which has one point fixed about which 
the rest of the lever can turn. This fixed point is called 
the Fulcrum, and the perpendicular distances between the 
fulcrum and the lines of action of the effort and the weight 
are called the arms of the lever. 

When the lever io otraight, and the effort and weight 
act perpendicular to the lever, it is usual to distinguish 
three classes or orders. 

Class X. Here the effort P 
and the weight W act on opposite 
sides of the fulcrum C, 

Class II. Here the effort P 
and the weight W act on the 
same side of the fulcrum C, but 
the former acts at a greater dis¬ 
tance than the latter from the 
fulcrum* 
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Class IXI. Here the ciTort 
r and the weight JF act on the 
same side of the fulcrum C, but 
the former acts at a less dis< 
tance than the latter from the 
fulcrum. 



14 : 1 . Conditions of equUihrium of a straight hver. 

In each case we have three parallel forces acting on 
the body, so that the reaction, at the fulcrum must 
be equal and opposite to the resultant of P and W, 

In the first class P and W are like parallel forces, so 
that their resultant is P + TT. Hence 

P = P+ W, 

In the second class P and W are unlike parallel forces, 

so that * 

Ji = W- P. 

So in the third class R — P— W, 

In the first and third classes we see that Ji and 2* act 
in opposite directions; in the second class they act in the ‘ 
same direction. 

In all three classes, since the resultant of P and W 
passes through Cj we have, as in Art. 52, 

P,AC=^ W,BC, 

i.e, P X the arm oi P = JF x the arm of JF, 


Since 


JF __ arm of 
P arm of IF* 


we observe that generally in 


Class I., and always in Class II., there is mechanical 
advantage, but that in Class IIL there is mechanical 
disadvantage. 
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The practical use of levera of the latter class is to 
apply a force at some point at which it is not convenient 
to apply the force directly. 

In this article we have neglected the weight of the 
lever itself. 

If this weight be taken into consideration we must, 
as in Art. 91, obtain the conditions of equilibrium by 
equating to zero the algebraic sum of the moments of the 
forces about the fulcrum (7. 

The principle of the lever was known to Archimedes 
who lived in the third century ac.; until the discovery of 
the Parallelogram of Porces in the sixteenth century it was 
the fundamental principle of Statics. 

142. Examples of the dilFerent classes of levers are; 

01a.8S I. A Poker {when used to stir the fire^ the bar 
of the* grate being the fuJcnmi); A Claw-hammer {when 
used to extract nails'^ ; A Crowbar {when used with a point 
in it resting on a fixed support) ; A Pair of Scales; The 
Brake of a Pump. 

Double levers of this class are; A Pair of Scissors, A 
Pair of Pincers. 

Class II. A Wheelbarrow; A Cork Squeezer; A 
Crowbar {ivith one end in contact with the ground) \ An 
Oar {assuming the end of the oar in contact ivith the water 
to be at rest). 

A Pair of Nutcrackers is a double lever of this class. 

Class III. The Treadle of a Lathe; The Human 
Poreann {when the latter is used to support a weight plowed 
on tlbC palm of the hand. The Fulcrum is the elhoWf and 
the tension exerted by the muscles is tioe effort). 

A Pair of Sugar-tongs is a double lever of this class 



MACIIINJES, THE LEVER 


irr 


143 . Bent Levers, 

Let AOB be a bent lever, of which O is the fulcrum, and let OL 
and OM be the perpendiculars from O upon the lines of action ^C7 and 
BC of the effort P and resistance W, 

The condition of equilibrium of Art. 91 again applies, and we have, 
bj taking moments about O, 

B.OL=W.OM .(1); 

P OJf 
*’■ ir'OL 

perpendicul ar from fulcrum on direction of resistance 
perpendicular from fulcrum on dOrection of effort 

To obtain the reaction at O lot the directions of P and TV meet in C, 
Since there are only three forces acting 
on the body, the direction of the reaction 
B at O must pass through (7, and then, 
by Lami’s Theorem, we have 

P P TT 

sin “ sin BCO “ sin A CO * 

The reaction may also be obtained, 
os In Art. 46, by resolving the forces P, 

P, and TV in two directions at right 

it the effort and resistance be parallel forces, the reoctiem P is 
parallel to either of them and equal to (P+IK), and, as before, wo 
have P,OL—TV,OM, 

where OL and OM are the perpendiculars from O upon the lines of 
action of the forces. 

If the weight TV' of the lever be not neglected, we have an additional 
term to introduce into our equation of moments. 

144 . 1/ two weights halance, ahcnit a fixed fulcrum^ at the 
extremities of a straight levert in any position inclined to the vertical^ 
they will halance in any other position. 

Let AB be the lever, of weight W', 
and let its centre of gravity be G, 

Let the lever balance about a ful> 
cram O m any position inclined at an 
angle 0 to the horizontal, the weights 
at A and B being P and TV respectively. 

Through O draw a horizontal line 
LONM to meet the lines of action of 
P, TV', and TV in L, N, and M re- 
speotiv^y. 

Since the forces balance about 0, 
we have 




P. OL* TT, OM+ TV', ON. 
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P,OAqo@$^W.OB(sob0+W\OOcobO. 

I.OA = W.OB-^W'.OG, 

This condition of equilibrium is independent of the inclination B of 
Ihe lever to the horizontal; hence in any other position of the lever 
the condition would be the same. 

Hence, if the lever be in equilibrium in one position, it will be in 
equilibrium in all positions. 


EXAMPLES. XXn. 

1. In a weightless lever, if one of the forces be equal to 10 lbs. wt. 
and the thrust on the fulcrum be equal to 16 lbs. wt., and the length 
of the shorter arm be 3 feet, hnd the length of the longer arm. 

2. Where must the fulcrum be so that a weight of 6 lbs. may 
balance a weight of 8 lbs. on a straight weightless lever, 7 feet long? 

If each weight be increased by 1 Ib., in what direction will the 
lever turn? 

3. If two forces, applied to a weightless lever, balance, and if the 
thrust on the fulcrum be ten times the difference of the forces, find 
the ratio of the arms. 

4. (A. lever, 1 yard long, has weights of 6 and 20 lbs. fastened to 
its ends, and balances about a point distant 9 inches from one end; 
find its weight. 

5. A straight lever, AB^ 12 feet long, balances about a point, 

I foot from A^ when a weight of 13 lbs. is suspended from A. It will 
baliince about a point, which is 1 foot from P, when a weight of 

II lbs. is suspended from B. Shew that the centre of gravity of the 
lever is 5 inches from the middle point of the lever. 

6. A straight uniform lever is kept in equilibrium by weights of 
12 and 5 lbs. respectively attached to the ends of its arms, and the 
length of one arm is doable that of the other. What is the weight of 
the lever? 

7. A straight uniform lever, of length 5 feet and weight 10 lbs., 
has its fulcrum at one end and weights of 8 and 6 lbs. are fastened to 
it at distauc€)s of 1 and 8 feet respeotivdy from the fulcrum; it is 
kept horizontal by a force at its other end; find the thrust on the 
fulcrum. 

3, A uniform lever is 18 inches long and is of weight 18 ounces; 
find the position of the fulcrum when a weight of 27 ounces at one 
end of the lever balances one of 0 ounces at the other. 

If the lesser weight be doubled, by how much must the posiUon of 
the fplcrum be shifted so as to preserve equilibrium? 
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0, Two weights, of 8 and 4 ounces, are in equilibrium when 
attached to the opposite ends of a rod of negligible weight; if 2 ounces 
be added to the greater, the fulcnim must be moved through yths of 
an inch to preserve equilibrium; find the length of the lever. 

10. The short arm of one lever is hinged to the long arm of a 
second lever, and the short arm of the latter is attached to a press; 
the long arms being each 3 feet in length, and the short arms 6 inches, 
find what thmst will be produced on the press by a force, equal to 
10 stone weight, applied to the long end of the first lever. 

11. A straight heavy uniform lever, 21 inches long, has a ful¬ 
crum at its end. A force, equal to the weight of 12 lbs., acting at a 
distance of 7 inches from the fulcrum, supports a weight of 3 lbs. 
hanging at the other end of the lever. If the weight be increased by 
1 lb., what force at a distance of 5 inches from the fulcrum will 
support the lever? 

12. On a lever, forces of 13 and 14 lbs. weight balance, and iholr 
direotions meet at on angle whose cosine is —find the thrust 
on the fulcrum. 

13. A straight lever is acted on, at its extremities, by forces in 
the ratio + X -1, and which are inclined at angles of 30° and 
60° to its length. Pind the magnitude of the thrust on the fulcrum, 
and the dlreorion in which it acts. 

14. The arms of a bent lever are at right angles to one another, 
and the arms are in the ratio of 5 to 1. The longer arm is inclined 
to the horizon at an angle of 45°, and carries at its end a weight of 
10 lbs.; the end of the shorter arm presses against a horizontal pLuie; 
find the thrust on the plane. 

15. The arms of a uniform heavy bent rod are Inclined to one 
another at an angle of 120°, and their lengths aro in the ratio of 2:1; 
if the rod be suspended from its angular point, find the position in 
Vrhioh it wUl resL 

16. A uniform bar, of length feet and weight 17 lbs., rests on 

a horizontal table with one end projecting 2^ feet over the edge; find 
the greatest weight that can bo attached to its end, without making 
the bar top]^ over. 

17. A straight weightless lever has for its fulcrum a hinge at one 
end A, and from a point B is hung a body of weight W, If the strain 

at the hinge must not exceed in either direction, u^pwards or down* 

wards, shew that the effort must act somewhere within a apace equal 
to^AJS. 
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18. Blao\7 that tliB propolling forco on an eight-oared boat is 
224 lbs. weight, stipposing each man to pull his oar with a force of 
66 lbs. weight, and that the length of the oar from the middle of the 
blade to the handle is three times that from the handle to the row¬ 
lock. 


19. In 8> pair of nutcrackers, 5 inches long, if the nut he placed 
at a distance of ^ inch from the hinge, a force equal to 3^ lbs. wt. 
applied to the ends of the arms will crock the nut. What weight 
placed on the top of the nut wiU crack it? 

20. A man raises a 3-foot cube of stone, weighing 2 tons, by 
means of a crowbar, 4 feet long, after having thrust one end of the 
bar under the stone to a distance of 6 inches; what force must be 
applied at the other end of the bar to raise the stone? 

21. A cubical block, of edge a, is being turned over by a crowbar 
applied at the middle point of the edge in a plane through its centre 
of gravity; if the crowbar be held at rest when it is inclined at an 
angle of to the horizon, the lower face of the block being then 
inclined at 30^^ to the horizon, and if the weight of the block be n 
times the force applied, find the length of the crowbar, the force 
being applied at right angles to the crowbar. 


» II. Pulleys. 

145. A pulley is composed of a wheel of wood, or 
metal, grooved along its circumference to receive a string 
or rope; it can turn frctjly about an axle passing through 
its centre perpendicular to its plane, the ends of this axle 
being supported by a frame of wood called the block. 

A pulley is said to be movable or fixed according as its 
block is movable or fixed. 

Th.3 weight of the pulley is often so small, compared 
with the weights which it supports, that it may be neg¬ 
lected; such a pulley is called a weightless pulley. 

We shall always neglect the weight of the string or 
rope which passes round the pulley. 

We shall also in this chapter consider the pulley to be 
perfectly smooth, so that the tension of a string which 
passes round a pulley is constant throughout its length. 
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14:6. Slng^le Pulley. The use of a single pulley 
is to apply an effort in a different direction from tliat in 
which it is convenient to us to apply the effort. 

Thus, in the first figure, a man standing on the ground 
and pulling vertically at one end of the rope might support 
a weight W hanging at the other end; in the second figure 
the same man pulling sideways might support the weight. 

In each case the tension of the string passing round 
the pulley is unaltered; the effort P is therefore equal to 
the weight W, 

In the first figure the action on the fixed support to 
which the block is attached must balance the other forces 
on the puUey-block, and must therefore bo equal to 

1F+P + iVf 

Le,, 2W + W, where 7v is tho weight of the puUoy-block. 



In the second figure, if the weight of the pulley be 
neglected, the effort P, and the weight W, being equal, 
must be equally inclined to the line OA. 

Hence, if be the tension of the supporting string OE 
and 20 the angle between the directions of P and W, we 
have 

Ts^ P cos $+ }F cos 0 = 2W’ cos 
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If w be the weigbfi of the poUeyi we should harei 
2«e5(lF+to)®+P®+2 (W+w) .P. oos2d 

ss2J^ 2Ww +M>®+2 (W+iv ). W (2 cos® & -1), smoeP and W ore oqual, 
=w®+4ir {W+w) oo^O, 


147. We shall discuss three systems of pulleys and 
shall follow the usual order; there is no particular reason 
for this order, but it is convenient to retain it for purposes 
of reference. 

First (Eastern of Pulleys. Ecusk string (Utached to 
the supporting hemn. To Jmd the relation hetuoeen tho effort 
or “’power ” a/nd the wdglU, 

In this system of pulleys the weight is attached to the 
lowest pulley, and the string pass¬ 
ing round it has one end attached C 
to the fixed beam, and the other 
end attached to the next highest 
pulley; the string passing round 
the latter pulley has one end 
attached to the fixed beam, and 
the other to the next pulley, and 
so on; the effort is applied to the 
free end of the last string. 

Often there is an additional 
fixed puUey over which the free 
end of the last siring passes; the 
effort may then be applied as a 
downward force. 



Let A^, ... be the pulleys, beginning from the 
lowest, and let the tensiom of the strings passing round 
them be T^ T^,**,, Let W be the weight and T tho 



islng round any puU^, A^ say, pulls ver* 
A^ dowmearde.} 
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I. Let the weights of the pulleys he neglected. 

From the equilibrium of the pulleys A^, A .^,, taken 
in order, we have 

2^1= W; /. = 

2T,^Tr, 2', = i2’, = l r. 

2ir’,= 2’,j 2’. = J2’»=i TT. 

2?’,=2’.; r4=|r,=A TT. 

But, with our figure, T^ = P. 



Similarly, if there were n pulleys, wo should have 


P = 



Hence, 

advantage 


in this system of pulleys, 


W 

P 


= 2 » 


the mechanical 


IL Let the weights of tJie pvll&ys in sv^ccssioa^ he- 
ginning from the lowest, he w ^,.... 

In this case wo have an additional downward force 
on each pulley. 

Hesolving as before, we have 

2Px =W + Wi, 

2Pa = Pi + m?2, 

2P,= P, + m^, 

2P4=P, + «^i. 
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and 



Similarly, if there were n pulleys, we should have 



/. 2"P= IF + + 2.+... + 

If the pulleys be all equal, we have 


Wi = W2 — ... = 

.*. 2”P = Tr+iy(1 + 2 + 2®+... + 2"“^) 
= ir+w(2«-l), 


by summing the geometrical progression. 

W 

It follows tliat the mechanical advantage, , depends 


on the weight of the pulleys. 


In this system of pulleys we observe that the greater 
the weight of the pulleys, the greater must P be to support 
a given weight W ; the weights of the pulleys oppose the 
effort^ and the pulleys should therefore be made as light as 
is consistent with the required strength. 


Stress on t7ie beam from which the ptdleys are hung. 

Let B be the stress on the beam. Since 12, together with the 
force P, supports the sjHteui of pulleys, together with the weight W, 
we have 


P+P» 1F+tcj+ecj+...+ir„. 
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dt 

= ir (i - +«,, (i - 1.) + .,(i - _i,) 

+ w# + ».. + TP„ ^ 1 — 2^ . 


Bx. t/jcre he 4 movahle pulleys^ trhoite weiyhts, commcnciny 
with the lowestf are 4, 5, 6, and 7 Ihs.^ what ejort u’ill snjpitort a body 
of weight 1 cwt. t 

Using the notation of the previous article, we have 
22\=112 + 4; 2\=58. 

2ra=ri+6=63; /. a’a^SlJ. 

2r3=ra+6=37i; /. Ta=18f. 

2P=rg+7=25}; P=12j-lbs, wt. 


148. Verification of the Principle of Work. 

Keglecting the weights of the pulleys wo have, if there 
bo four pulleys, 



If the weight W be raised through a distance aj, the 
pulley would, if the distance AiA^ remained unchanged, 
rise a distance «; but, at the same time, the length of the 
string joining A^ to the beam is shortened by x, and a 
portion x of the string therefore slips round A^; hence, 
altogether, the pulley A^ rises through a distance 2x, 
Similarly, the pulley A^ rises a distance 4:x, and the 
pulley A^ a distance 

Since A^ rises a distance Sxj the strings joining it to 
the beam and to the point at which P is applied both 
shorten by Sx, 

Hence, since the slack string runs round the pulley A^f 
the point of application of P rises through IGsc, i.e., through 
sixteen times as far as the point of application of TT, 

Hence the velocity-ratio (Art 137) ~ 16, so that it is 
equal to the mechanical advantage in this case. 
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Also 

work done by the effort 
work done against the weight 


P. 16aj 

h W.Ux 
2 * 

~ W,x 


TT. a? 
W.x 


= 1. 


Hence the principle is verified. 

Taking the weights of the pulleys into account, and 
taking the case of four pulleys, we have 


W u>i to. u>, u>t 

2* a*’*' 2 • 

As before, if A^ ascend a distance x, the other pulleys ascend 
distances 2Xf 4cCf and Sas, respectively. Hence the work 
done on the weight and the weights of the pulleys 
= W, x + tcj, x + Ws. 2x +Wg. 4x + w^. 8as 


=:16x 



^ ^ ^ 

2 * 23 2 ^ 2 


= 16x X P=work done by the effort. 

A similar method of proof would apply, whatever be the 
number of pulleys. 


EXAMPLES. XXm. 

1, In the following eases, the movable pulleys are weightless, 
their number is n, the weight is W, and the “ power *’ or effort is P; 

(1) If nsz4 and P=20 lbs. wt., find W ; 

(2) If n=4and7F'=:lcwt., find P; 

(3) If WssSd lbs, wt. and P=7 lbs. wt., find n. 

2, In the following cases, the movable pulleys are of equal weight 
to, and are n in number, P is the power” or effort, and IT is the 
weight; 

(1) If ns=4, w=Ilb. wt., and Tr=97 lbs. wt., find P; 

(2) If nsaS, tt»=I-| lbs. wt.,-and Ps 7 lbs, wt., find IT; 

(3) If n=5, ^s7751bs.wt.,andPs8I lbs. wt., find ti;; 

(4) If 1^0:107 lbs. wk, Pbs 2 lbs. wt., andlbs, wt., find n. 
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3. In the first system of pulleys, if there be 4 pulleys, each of 
weight 2 lbs., what weight can be raised by an efiort equal to the 
weight of 20 lbs.? 

4. 11 there be 8 movable pulleys, whose weights, commencing 
with the lowest, are 9, 2, and 1 lbs. respectively, what force will sup. 
port a weight of 69 lbs. ? 

5. If there be 4 movable pulleys, whose weights commencing 
with the lowest, are 4, S, 2, and 1 lbs. respectively, what force will 
support a weight of 54 lbs. ? 

Q, If there be 4 movable pulleys, each of weight lo, and the ellort 
be P, shew that the stress on the beam is 15P - lli/;. 

7, If there be 8 movable pulleys and their weights beginning from 
the lowest be 4, 2, and 1 lbs. respectively, what force will be required 
to support a weight of 28 lbs. ? 

8, Shew that, on the supposition that the pulleys are weightless, 
the mechanieal advantage is greater than it actually is. 

9, In the ^tem of pulleys in which each hangs by a separate 
string, if there 1^ 3 pulleys, it is found that a certain weight oin be 
supported by an effort equal to 7 lbs. weight; but, if there bo 4 pulleys, 
the same weight can be supported by an effort equal to 4 lbs. weight; 
find tixe weight supported and the weight of the pulleys, vfhich are 
equal. 

10, A system ooxisists of 4 pulleys, arranged so that each 
hangs by a separate string, one end being fastened to the upper block, 
and all the f^ ends being vertical. If the weights of the pulleys, 
beginning at the lowest, be to, 2ia, 3w, and 4u7, find the power 
necessary to support a weight of ISia, and the magnitude of the single 
force necessary to support the beam to which the other ends of ^e 
string are attoched. 

11, In the Extern of 4 heavy pulleys, if P be the effort and W 
the weight, shew t^t the stress on the bea^ is intermediate between 

fflTandlSP. 

12, A man, of 12 stone weight, is suspended from the lowest of a 
system of 4 weightless pulleys, in which each hangs by a separate 
string, and supports himself by pulling at the end of the string which 
passes over a fix^ pulley. Pind the amount of his pull on this 
string. 

13, A man, whose weight is 166 lbs., is suspended from the 
lowest of a system of 4 pulleys, each being of weight 10 lbs., and 
supports himself by pulling at the end of the string which passes over 
the fixed pulley. Fmd the force which he exerts on the string, sup¬ 
posing all^he strings to be vertical. 
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149. Second system of pulleys. The same 
string pctssing round cdl the pulleys. To find ike relation 
between the effort omd the weight. 

In this system there are two blocks, each containing 
pulleys, the upper block being fixed and the lower block 
movable. The same string passes round all the pulleys 
as in the figures. 

If the number of pulleys in the upper block be the 
same as in the lower block (Fig. 1), one end of the string 




Pig. 1. Pig. 2. 

must be fastened to the upper block; if the number in 
the upper block be greater by one than the number in 
the lower block (Fig. 2), the end of the string must be 
attached to the lower block. 

In the first case, the number of portions of string con> 
neoting the blocks is even; in the second case, the number 
is odd. 
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In either case, let n be the number of portions of string 
at the lower block. Since we have only one string passing 
over smooth pulleys, the tension of each of these portions 
is P, so that the total upward force at the lower block 
is n . 1\ 

Ijct W be the weight supporiocl, and to tlio weight of 
the lower block. 

Hence W+ w ==nP, giving the relation required. 

In practice the pulleys of each block are often placed 
parallel to one another, so that the strings are not mathe¬ 
matically parallel; they are, however, very approximately 
parallel, so that the above relation is still very approxi¬ 
mately true. 


EXAMPLES. XXIV. 

1. If a weight of 6 lbs. support a weight of 24 lbs., find the 
weight of the lower block, when there are 3 pulleys in each block. 

2. If weights of 6 and 6 lbs. respectively at the free ends of the 
string support weights of 18 and 22 lbs. at the lower block, find the 
number of the strings and the weight of the lower block. 

3. If weights of 4 lbs. and 5 lbs. support weights of 5 lbs. and 
18 lbs. respectively, what is tlio weight of the lower block, and how 
many pulleys are there in it? 

4. A weight of 6 lbs. just supports a weight of 28 lbs., and 
a weight of 8 lbs. just supports a weight of 42 lbs.; find the number 
of strings and the weight of the lower block. 

5. In the second system of pulleys, if a basket be suspended from 
the lower block and a man in the basket support himself and the 
basket, by pulling at the free end of the rope, find the tension he 
exerts, neglecting the inclination of the rope to the vertical, and 
assuming the weight of the man and basket to be W, 

If the free end of the rope pass round a pulley attached to the 
ground and then be held by the man, find the force he exerts. 

6. A man, whose weight is 12 stone, raises 3 owt. by means of 
a system of pulleys in which the same rope passes round all the 
pulleys, there being 4 in each block, and the rope being athiched to 
the upper block; neglecting the weights of pulleys, find what 
will be his thrust on the ground if he pull vertically downwards. 
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7, We are told tliat the cablo by which “Great Paul,** whose 
weight is 18 tons, was lifted into its place in the cathedral tower, 
passed four times through the two bl^ks of pulleys. Prom this 
statement give a description of the pulleys, and estimate the strength 
of the cable. 

8, I*rove the Principle of Work in this system of pulleys, and find 
the Velocity Ilatio. 

9. An ordinary block and tackle has two pulleys in the lower 
block and two in the upper. What force must be exerted to lift 
a load of 800 lbs. ? If on account of friction a given force will only 
lift *45 times as much as if the system wore frictionless, find the force 
required. 

10. In a block and tackle the velocity ratio is 8 :1. The friciioa 
is such that only 55 % of the force apphed con bo usefully employed. 
Pind what force will raise 5 cwt. by its use. 

150. Third system of pizUeys. All (he slrinffs 
attached to the weight. Tojlnd the relation between the eff<yrt 
and tlw weight. 

In*this Bystein the string passing round any pulley 
is attached at one end to a bar, from 
which the weight is suspended, and at 
the other end to the next lowei pulley, 
the string round the lowest pulley is 
attached at one mid to the bar, whilst 
at the other end of tliis string the 
power is applied. In this system the 
Upper pulley is dxed. 

Let Ai, Ag,, A„ ... be the movable 
pulleys, beginning from the lowest, 
and let the tensions of the strings 
passing round these pulleys respeo- 
lively be T^^ T ^.... 

If the power be /*, we have clearly 

Ti^P. 




191 


MACHINES, THE PULLEY 

I. Let ilie toeighis of Uie pulleys he 7ieglectcd, 

For the equilibrium of the pulleys, taken in order and 
commoncing from the lowest, we have 

^8-2^a=:2«P, 

and = 

But, since the bar, from which W is suspended, is in 
equilibrium, we have 

+ 5 ; + ^3 + ^4 = ^ + 2P+ 2®/*+ 2®P 

■=-P|y = '?’(2*-l) .(1). 

If there were n pulleys, of which (n.—1) would bo 
movable, we should have, similarly, 

lY ~ + T 2 ^8 "H • • • Pfi * 

= P + 2P+22P+ ... + 2»"*P 



by summing the geometrical progression, 

-=P(2«-1) .(2). 

Hence the mechanical advantage is 2*—I, 

II. Let the weights of the movable pult^s^ taken in 
order and covnmeTUsirig tvith the lowest^ he Wj, .... 

Considering the equilibrium of the pulleys in order, 
we have 

= 2T^ + Wj = 2P+Wi, 

2Pa + Wa = 2*P + + lOj, 

^^4 :fa Sir, + Wj 3= 2*P + 2^ + 2t0a + Wj, 
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But, from tho equilibrium of the bar, 

Vr^ T^^ T^+T.,-\-Ty 

= (2® + 2* + 2 + l)P + (2®+2 + l)t(;i + (2 + l)wa + W3 

0-1 _1 92__1 

= 7> + - w, + ~jj w, + *«„ 

= (2^ - 1) 7' + (2^ - 1) + (2* - 1) + wja .(3). 

If there were n pulleys, of which (w—1) would be 
movable, we should have, similarly, 

1F=T„ + T^_,+ ... + 2^, + T, 

= (2«“» + 2»-2 + ... + 1) P4- (2«-“ + 2»-® + ... + 1) 

+ 4- 2™”^ 4- ... 4- 1) 4- ... 4" (2 4- 1) 4- U^n-i 


2»_1 _ 2»-i-l 


2«-2_i 


~ o-1" ■*■ ” O-+ "o-'*^3 

^“■1 ^—1 ji ^ X 


2«-l 

+ ... 4" f) __ j ^^n-l 

=r(2»-l)/"4-(2”-i- 1)7 /?i 4-(2"--*- l)t^» 2 + ••• 

+ (22- l)7^r„_2 4-(2 - .(4). 

If the pulleys >>e ;ill equal, so. that 


Wi — w.^—,.. — — tOj 

the relation (4) becomes 

TT = (2» - 1) P 4-[2” 4- 2»- = + ... + 2 - (ji - 1)] 

= (2** -~-\)P-\-w [2** — n— 1], 

by summing the geometrical progression. 

Stress on the swpporting heam. This stress balances the effort, the , 
weight, and the weight of the pulleys, and therefore equals 

P4- ff^4-Wi4-Wa+*«*+^n* 

and hence is easily found. 

SZa If there he 4 jmlleyHf whose weightst commencing with the 
lowest, are 4, 5, 6, anil 7 Ihs., what effort will support a hody of weight 
1 cwt,t 
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Using tho notation of the previous article, we have 
ra = 2P + 4, 
r8=2ra+5=4P+13, 

2’4=2ra + 6 = 8P+32. 

Alyo 112 = r 4 +Ta+rjj + P=15P-f 49. 

151. In this system we observe that, the greater the weight of 
each pulley, the less is P required to be in order that it may support 
a given weight IK Hence the weights of the pulleys assist the effort. 
If the weights of the pulleys be properly chosen, the system will remain 
in equilibrium without the application of any effort whatever. 

For example, suppose wo have 3 movable pulleys, each of weight 
vf, the relation (3) of the last article will become 

7r=15P + llu?. 

Hence, if llv;=irf wo have P zero, so that no power need be 
applied at the free end of the string to preserve equilibrium. 

15S. In the third system of pulleys, the bar supporting the 
weight IF will not remain horizontal, unless the point at which the 
weight is attached be properly chosen. In any particular cose the 
proper point of attachment can be easily found. , 

Taking the figure of Art. IIG let tliere bo three movable pulleys, 
whose weights are negligible. Lot the distances between the points 
D, E, F, and Q at which the strings are attached, be successively a, 
and let the point at which the weight is attached be X, 

The resultant of 2*^, T^, , and must pass through X. 

Hence by Art. 109, 

r4x0+23xa+r2x2a+2’ix3a 
'j'^ + T^+ 2 a + 21 
4P ,a + 2P. 2a + P. 3a _ 11a 
“ 8P+4P+22»TP 1^* 

/. VK—YjEEt giving the position of X, 

153. This system of pulleys was not however designed 
in order to lift weights. If it be used for that purpose it 
is soon found to be unworkable. Its use is to give a short 
strong pull. For example it is used on board a yacht to 
set up the back stay. 

In the figure of Art. 160, DJEFQ -is the deck of the 
yacht to which the strings are attached and there is no W, 



194 


STATICS 


The strings to tho pulleys Axi ^s> ^4 inclined to the 

vertical and the point 0 is at tho top of the mast vrhich is 
to he kept erect. The resistance in this case is the force at 
O necessary to keep the mast up, and the effort is applied 
as in the figure. 

154. Verification of the Principle of Work. 

Suppose the weight W to ascend through a space os. 
The string joining S to the bar shortens by Xj and hence 
the pulley A^ descends a distance x. Since the pulley Ag 
descends x and the bar rises x, the string joining Ag to tho 
bar shortens by 2a:, and this portion slides over Ag} hence 
the pulley A 2 descends a distance equal to 2x together with 
the distance through which Ag descends, Ag descends a 
distance 2 x + x, or 3x. Hence the string .4 shortens by 
4a:, which slips over the pulley Agf so that the pulley Aj 
descends a distance 4a: together with the distance through 
which Ag descends, i.e., 4x+3x, or 7x. Hence the string 
AxC shortens by 8a:, and A^ itself descends 7a;, so that the 
point of application of I* descends 15a:. 

Neglecting the weight of the pulleys, the work done by 
T therefore 

== 15a;. P = ^ (2^ ~ 1) P = a:. IT by equation (1), Art. 160, 

= work done on the weight TF. 

Taking the weights of the pulleys into account, the 
work done by the effort and the weights of the pulleys 
[which in this case assist the power] 

— P, 16aj + tifx-7x + Wg.3x + tag,x 
= a: [P (2^ - 1) + (2» - 1) + Wa (2* ~ 1) + toJ 

= os. IT by equation (3), Art. 160, 

~ work done on the weight JF, 

If there were n pulleys we should in a sitnilair manner 
hnd the pcnnt cl applieatum ot P .moved throng — V) 
timeB the distance moved through hy TT, so that the 
yi^odity jratxo is 2”—1. 
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EXAMPLES. XXV. 

1. In the following oases, the pulleys are weightless and n in 
number, P is the **power’* or eflort and W the weight; 

(1) If n=i and P= 2 lbs. wt., 0nd W; 

(2) If ns5 and irssl24 lbs. wt., find P; 

(3) If ir=105 lbs. and P=7 lbs. wt., find n. 

2. In the following cases, the pulleys are equal and each of weight 

P is the **power,** and JF is the weight; 

(1) If n=4, «J=1 lb. wt., and P= 10 lbs. wt., find W ; 

(2) If nsa3, ir=^lb. wt., and TTsslld lbs. wt., find P; 

(3) If nssSf Pas 3 lbs. wt., and W =106 lbs. wt., find w; 

(4) If Ps=4 lbs. wt., 7Fs=137 lbs. wt., and = ^ lb. wt., find n. 

3. If there be 6 pulleys, each of weight 1 lb., what effort is 
required to support 3 cwt.? 

If the pulleys be of equal size, find to what point of the bar the 
weight must be attached, so that the beam may be always hori¬ 
zontal. 


4. If the strings passing round a system of 4 weightless pulleys 
1)6 fastened to a rod without weight at distances successiyely on inch 
apart, find to what point of the rod the weight must be atf^hed, so 
that the rod may l)e horizontal. 

5. Find the meohanioal advantage, when the pulleys are 4 in 
number, and each is of weight u^th that of the weight. 

6. In a Efystem of 3 weightless pulleys, in which each string is 
attached to a bar which carries the weight, if the diameter of each 
pulley be 2 inches, find to what point of the bar the weight should be 
attached so that the bar may be horizontal. 

7. If the pulleys be equal, and the effort be equal to the weight 
of one of them, and the number of pulleys be 6, shew that the weight 
is 67 times the power. 

8. In the third i^stem of 8 pulleys, if the weights of the pulleys 
be fdl equal, find the relation of the effort to the weight when equi¬ 
librium is established. It each pulley weigh 2 ounces, what weight 
would Ito supported by the pulleys only ? 

If the weight supported be 26 lbs. wt., and the ^ort be 8 lbs. wt., 
find what must be the weight of each pulley. 
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10. In the third Fystom of weightless pulleys, if the string round 
the liit>t pulley bo tied to the weight, show that the tension of the 
string is diminished in a ratio depending on the number of pulleys. 

If the tension bo decreased in the ratio 16 ; 15, find the number of 
pulleys. 

11. In the system of pulleys in which each string is attached to 

the weight, if each pulley have a weight to, and the sum of the weights 
of the pulleys be W', and P and W bo the effort and weight in this 
case, show that the effort P + io would support the ^weight in 

the same system if the pulleys hod no weight, 

12. If there be n weightless imllcys and if a string, whose ends 
are attached to the weights I* and W, carry a pulley from which a 
weight IF' is suspended, find tlio relation between P, 7F, and IF'. 

13. If there be n pulleys, each of diameter 2a and of negligible 
weight, shew that the distance of the point of application of the 

2 » 

weight from the line of action of the effort should be ^ — =7ta. 

a'* — 1 

III. The Inclined Plane. 

155. The Inclined Plane, considered as a mechanical 
powef, is a rigid plane inclined at an angle to the horizon. 

It is used to facilitate the raising of heavy bodies. 

In the present chapter we shall only consider the case 
of a body resting on the plane, and acted upon by forces 
in a plane perpendicular to the intersection of the inclined 
plane and the horizontal, i.e., in a vertical plane through 
the line of greatest slope. 

The reader can picture to himself tbe lino of greatest slope on an 
inclined plane in the following manner: 
take a rectangular sheet of cardboard 
ABCD, and place it at an angle to the 
horizontal, so that the line AB is in 
contact with a horizontal table: take 
any point P on the cardboard and draw 
PJlir perpendicular to the line AB; PM is 
tbe fine of greatest slope passing through 
the point P. 

Prom O draw CIU perpendicular to the horizontal plane through 
ABf and join BE. The lines BC, BE., and CE are called respec* 
,tively the length, base, and height of the inclined plane; also the 
angle CBM is tbe inclination of the plane to the horizon. 
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In this chapter tlie inclined plane is supposed to be 
smooth, so that the only reaction between it and any body 
resting on it is perpendicular to the inclined plane. 

Since the plane is rigid, it is capable of exerting any 
reaction, however great, that may be necessaiy to give 
equilibrium. 


156* A body, of gi'oen loeigJitf rests on an inclined 
2 '>lane; to dctc.irminG the relations between tits ejfort^ the 
tveight, a-nd the reaction of the ijlane. 

Let N be the weight of the body, P the cfFort, and 
li the reaction of the plane i also let a be the inclination 
of the plane to the horizon. 


Ca.se 1 . Let the ejfort act up the 2 >lane along the line of 
greatest slope. 

Let .4(7 be the inclined plane, AB the horizontal^ line 
through 4, DE a vertical line, and 
let the perpendicular to the plane 
through D meet AB in 

Then clearly 

AFDE = ^(1'^-AADE a 

« 4 DAE 








By liami’s Theorem (Art. 40), since only three forces 
act on the body, each is proportional to the sino of the 
angle between the other two. 


E 


W 


sin (It, W) sin P) sin (l\ It) * 
P It JT 


i.e. 


* sin (180"- a) ' sin (90" + a) ” sin 90" * 


t.e,, 


It 


sin a cos a 


= ir 


,(i). 


P= W sino, and E= IF cos o. 
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The relation (1) may be written in the form 

PiRiW 

;; Height of plane : Base of plane : Length of plane. 

OUierwiM thus: Besolve W aloxig and perpendicular to the 
plane; its components are 

WqobADE, i.e,, Weinat along DA, 
and W sin ADE, i.e,, W cos a, along DF, 

Hence PsTFsina, and PsTTcosa. 

The work done by the force P in dragging the body 
from jd to C? is PxAC. 

But P=irsiuou 

Therefore the work done is TTsin a x AC, 
i.e., W X AOem a, i,e,, W x £C. 

Hence the work done is the same as that which would 
be done in lifting the weight of the body through the same 
height without the intervention of the inclined plane. 
Hence the Principle of Work is true in this case. 

Case II. Let i/w ejfm t Cbct Jioriz:ontaUy, 

[In this case we must imagine a 
sm^ hole in the plana at D through 
which a string is passed and attached to 
the body, or dse wat the body is pushed 
toward the plane by a horizontal force.] 

As in Case 1., we have 


P R W 

^(R, l^"8in(r, P)-w^P,P)» 

P R W 




/. P^W tan a, and R^ W sec a. 
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The relation (1) may be written in the form 

PiR-. W 

:: Height of Plane : Length of Plane : Base of Plane. 

OtherwtM tbas: The components of W along and perpendicular 
to the plane are W sin a and W oosa; the components of P, similai’lyy 
are P cos a and P sin a. 

Poos ITsin a, and 

Tt Tt • .nr . ”1 + 0OB®a __ 

Pa=Psmo+Trcosa=ir|-hoosa = JF -— =Tr sec a. 

Loos a J cos a 

P=W tan a, and Ii= IF seo a. 

Case III. Let the effort act at an angle B with the 
inclined fflcme. 



By Lami’s Theorem we have 

P E W 

P R W 

am (lab’ - a) “ rin (90* + “ sin (90‘ - ’ 

• /* ^ IT 

amtt '"co6(fl + a) ~ cosfl" 


cos 0 ’ COS 0 


OtherwlM tima: Besolving along and perpendicular to the 
plane* we have 

Poos IT sin a* and JS-t-PsiatfaBF’ooso. 

„sin« 


/. p-ir 


ooe^' 


JB«jrooso-PBin^a=ir| oosa- 


sin a sin I 
coed 


wCosaoostf-sinasind ,^.003(0+^ 
eOBfi “ 808^’ 
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If through E we draw EK parallel to P to meet DF in then 
J>EK is a triangle of forces, and 

P ; I?: IF :: EK : KD ; BE, 
and thus we have a graphic construction for P and P, 

It will be noted that Case III. includes both Cases I. 
and II.; if wo make 9 7ero, W'e obtain Case 1.; if wo put 
9 equal to (- a), we have Case II. 

Verification of the Principle of Work. In 

Case III. let the body move a distance x along the piano; 
the distance through which the point of application of P 
moves, measured along its direction of application, is clearly 
a; cos 9 ] also the vertical distance through which the weight 
moves is a; sin a. 

Hence the work done by the power va P .x cos 9, and 
that done against the weight is TK.ajsina. Those are 
equal by the relation proved above. 

157. Bzperlment. To find experimentally the relation between 
the effort and the weight in the case of an inclined plane. 

Take a wooden board AB, hinged at ^ to a second board, which 
can be clamped to a j tn the hoard AB let a sheet of glass b6 fixed 
in order to minimise the friction. At B is fixed a vortical graduated 
scale, so that the height of B above A can be easily read oil. 
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The weight consists of a heavy brass roller to which is attached a 
string which after passing over a pulley supports a scale-pan in which 
weights can be placed. These weights, together with the weight of 
the scale-pan, form the “effort” or “power” P. 

The pulley is so arranged that the string between it and W is 
parallel to the plane. 

Set the arm at any convctilent angle; load the scale-pan so 
that W is just supported. [In actual practice it is better to take for P 
the mean of the v^uea of the weights which will let W just run down 
and just drag it up respectively.] 

Observe h the height of B above A, and I the length AB. 

P h 

Then it will be found that ^ = y 

rV t 

Now set the board at a different angle and determine P, h, I for 
this second experiment. The same relation will be found to be true. 

If there be a slit along the length of the board through which the 
string can pass, then a pulley can be arranged in such a position that 
the string can be horizontal. In this case the effort, as in Case II. of 
Art. 156, will be horizontal and we shall find that 

P _ Height of the plane 

W~~ Base of the plane * • 

158. I£ the power does not act in a vertical plane 
through the line of greatest slope there could nob be 
equilibrium on a smooth inclined plane; in this case we 
could, however, ho,ve equilibrium if the inclined plane were 
rough. We shall return to this case in the next chapter. 


EXAMPLES. XXVL 

1, What force, acting horizontally, could keep a mass of 16 lbs. 
at rest on a smooth inclined plane, whose height is 8 feet and length 
of base 4 feet, and what is the reaction of the plane ? 

2, A body rests on an inclined plane, being supported by a force 
acting up the plane equal to half its weight. Pind the inclination of 
the plane to the horizon and the reaction of the plane. 

3, A rope, whose inclination to the vertical is 80°, is just strong 
enough to support a weight of 180 lbs. on a smooth plane, whose 
inclination to the horizon is 80°. Find approximately the greatest 
tension that the rope could exert. 
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4. A body rests on a plane, indined at an angle of 60° to the 
horizon, and is supported by a force inclined at an angle of 80° to the 
horizon; shew that the force and the reaction of the plane are each 
equal to the weight of the body. 

5. A body, of weight 2P, is kept in eqailibrium on an inclined 
plane by a horizontal force P, together with a force P acting parallel 
to the plane; find the ratio of the bsee of the plane to the height and 
also the I'eaclion of the plane. 

6. A body rests on a plane, inclined to the horizon at an angle 
of 30°, being supported by a force inclined at 80° to the plane; find 
the ratio of the weight of the body to the force. 

7. A weight is supported on an inclined plane by a force inclined 
to the plane; if the weight, the force, and the reaction be as the 
numbers 4, 8, and 2, find the indination of the plane and the direction 
of the force. 

8. A body, of 5 lbs. wt., is placed on a smooth plane indined at 
80° to the horizon, and is acted on by two forces, one equal to the 
weight of 2 lbs. and acting paraUd to tme plane and upward, and &e 
other equal to P and acting at an angle of 80° with the plane. Find 
P and the reaction of the ^ane. 

9. Find the force which acting up an indined plane will keep a 
• body, of 10 lbs. weight, in equilibrium, it being given that the force, 
the reaction of the plane, and the weight of the body are In 
arithmetical progression. 

10. If a force P, acting paxalld to an indined plane and eup> 
porting a mass of weight W, produces on the plane a thrust B, shew 
that the same power, acting horizontally and supporting a mass of 
weight R, will produce on the plane a thrust W, 

11. Two boards, of len^hs 11 and 8 feet, are fixed with their 
lower ends on a horizontal plane and their upper ends in contact; on 
these planes rest bodies of weights W and 12 lbs. respectively, which 
are connected by a string paeeing over the oommon vertex of the 
boards; find the value of fT, 

12. A number of loaded trucks, each containing 1 ton, on one 

port of a tramway Inclined at an angle a to the horizon supports 
an equal number of emp^ trucks on another whose indination is 

/3. Find the wei^t of a truck. 

13. A body rests on a plane inclined to the horizon at on angle «; 
if the reaction of the plane be equal to the effort applied, diew that 
the inclination of the mort to the inclined plane is fi^-2a. 

14. A heavy string Is placed with a portion of It resting on a 
g^ven inclined plane, we remaining hanging vertically over a 
smalt pulley at the tc^ of the plane. Find wh^ point of the string 
diould be placed over the poUqy for egtdlifeinm. 
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15. On two inclined planeB, of equal height, two weights ore 
respectively supported, by means of a string passing over the common 
vei^x and parcel to the planes; the length of one plane is doable its 
height, and the length of the other plane is double its base; shew 
that the reaction of one plane is three times the reaction of the 
other. 


16. A body, of weight 60 lbs., is in equilibrium on a smooth 
plane inclined at an angle of 20^20' to the horizon, being supported by 
a force acting up the plane; find, graphically or by use of trigono¬ 
metrical tables, the force and the reaction of the plane. 

17. A body, of weight 20 lbs., rests on a smooth plane inclined at 
an angle of 25° to the horizon, being supported by a force P acting at 
an angle of 85° with the plane; find, graphically or by use of trigono¬ 
metric tables, P and the reaction of the plane. 

18. A body, of weight 30 lbs., rests on a smooth plane inclined 
at an angle of 28° 15' to the horizon, being supported by a horizontal 
force P; find, graphically or by use of trigonometrical tabfos, P and 
the reaction of the plane. 

IV. The Wheel and Axle. 

159. This machine consists of a strong circular 
cylinder, or axle, terminating in two pivots, A and E, 


C 



which can turn freely on fixed supports. To the cylinder 
is rigidly attached a wheel, CDy the plane of the wheel 
being perpendioidar to the axle. 

Bound the axle is coiled a rope, one end of which is 
firmly attached to the axle, and the other end of which is 
attached to the weight. 
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Hound the circumference of the wheel, in a direction 
opposite to that of the fii'st rope, is coiled a second rope, 
having one end firmly attaclied to the wheel, and having 
the “ power,” or effort, applied at its other end. The cir¬ 
cumference of the wheel is grooved to prevent the ropo 
fi-oin slipping olf. 

160. To find the relation between the eff<yrt and the 
wei(/ht. 

In Art. 93, we have shewn that a body, which can turn 
freely about a fixed axis, is in equilibrium if the algebraic 
sum of the moments of the forces about the axis vanishes. 
In this case, the only forces acting on the machine are the 
effort P and the weight IF, which tend to turn the machine 
in opposite directions. Hence, if a be the radius of the axle, 
and h bo the radius of the wheel, the condition of equUi- 
librium is 

‘ P.h^W.a .( 1 ). 

W 

Hence the n>echanical advantage = -p 



radius of the wheel 


radius of the axle 


Verification of the Principle of Work. Let the 

machine turn through four right angles. A portion of 
string whose length is 2Tr6 becomes unwound from the 
wheel, and hence P descends through this distance. At 
the same time a portion equal to becomes wound upon 
the axle, so that W rises through this distance. The work 
done by P is therefore P x 27r6 and that done against W 
is TT X 27ra. These are equal by the relation (1), 

Also the veiocity-ratio (Art. 137) 

« = - .*= the mechanical advantage. 

2ira a ® 
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161. Theoretically, by making the quantil.y — very 

(ft 

large, we can make the mechanical advantage as great as 
we please; practically however there are limits. Since the 
pressure of the fixed supports on the axle must balance P 
and W, it follows that the thickness of the axle, 2a, 
must not l)e reduced unduly, for then the axle would break. 
Neither can tlie radius of tlu^ wlieel in practice V)ecome very 
large, for then the machine would Ix) unwieldy. Hence the 
possible values of the mechanical advantage are bounded, 
in one direction by the strength of our materials, and in 
the other direction by the necessity of keeping the size of 
the maciiine within reasonable limits. 

16 a. In Art. IGO we have neglected the thicknesses of the 
ropes. If, however, they ore too great to bo neglected, compared with 
the radii of the wheel and axle, we may take them into consideration 
by supposing the tensions of the roi)e3 to act along their* middle 
threads. 

Suppose the nulii of the ropes which pass round the axle and 
wheel to be x and y respectively; the distances from the line ioiiiitig 
the pivots at which the tensions now act are {a + x) and {b + y) respec¬ 
tively. Hence the condition of equilibrium is 

P(b + 2^) = W^(a+a:), 

o that ^ radii of the axle and its rope 

W ~~ sum of the radii of the wheel and its rope * 

163. Other forms of the Wheel and Axle are the 
Windlass, used for drawing water from a well, and Capstan, 
used on board ship. In these machines the effort instead 
of being applied, as in Art. 159, by means of a rope passing 
round a cylinder, is applied at the ends of a spoke, or 
spokes, which are inserted in a plane perpendicular to the 
axle. 

In the Windlass the axle is horizontal, and in the 
Capstan it Is verticaL 
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In tb« latter case the resistance consists of tlie tension 
T of the rope round the axle, 
and the effort consists of the 
forces applied at the ends of 
bars inserted into sockets at 
the point A of the axle. The 
advantage of pairs of arms is 
that the strain on the bearings 
of the capstan is thereby much 
diminished or destroyed. The 
condition of equilibrium may 
be obtained as in Art. 160. 

104 . DUraraatlal Wtieal and Asia. A slightly modified form 
of the ordinary wheel and axle is the differential wheel and axle. In 
this machine the axle consists of two cylinders, having a common axis, 
joined at their ends, the mdii of the two cylinders being different. 
One end of the rope is wound round one of these cylinders, and its 
other erd is wound in a contrary direction round the other cylinder. 
Upon the slack portion of the rope is slung a pulley to which the 
weight is attached. The part of the rope which passes mund the 
sm^er cylinder tends to turn the machine in the same direotioh as 
the effort. 

As before, let h be the radius of the wheel and let a and c be the 
radii of the portion AU and CB of the axle, a being the smaller. 

Since the pulley is smooth, the tension T of the string round it is 
the same throughout its length, and hence, for the equilibrium of the 

weight, we have T^^TT. 
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Taking moments about the line AB for the equilibrium of the 
machine, 'we have 

jP.b+T.arsT.c. 


P=2 


, c-a 


Wc-a 
2 b ■ 


W 2b 

Hence the mechanical advantage 

By making the radii e and a of the two portions of the axle very 
nearly equ^, we can make the mechanical advantage very great, with¬ 
out undidy weakening the machine. 

165. Wenton'fl Bifferantlal FuUey. 

In this machine there are two blocks; the upper contains two 
pulleys of nearly the same size which turn together 
as one pulley; the lower consists of one pulley to 
which ibe weight W is attached. 

The figure represents a section of the machine. 

An endless chain passes round the laiger of the 
upper pulleys, then round the lower pulley and the 
smaller of the upper pulleys; the remainder of the 
chain hangs slack and is joined on to the first portion 
of the chain. The effort P is applied as in the figure. 

The chain is prevented from slipping by small pro¬ 
jections on the surfaces of the upper pulleys, or by 
depressions in the pulleys into which the links of 
tiie chain fit. 


If T be the tension of the portions of the chain 
which support the weight W, we have, since these 
portions are approximately nearly vertiixd, on neg¬ 
lecting the weight of the chain and the lower pulley, 

2T=Tr.(1). 

If B and r be the radii of the larger and smaller 
pulleys of the n|^per block we have, by taking 
nmments about the centra A of the upper block, 

P.JR+T,r^T.Jt. 



Hoioa 


p=r 


J B-r 

B 


WB-^r 
2 B 


The mechanical advantage of this system therefore 

W 2B 

Binoa B and r are nearly equal this mechanical advantage is there- 
lore very great. 
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The differential pullcy-blouk avoids one groat disadvantage of the 
differential wheel and axle. In the latter machine a very great 
amount of rope is required in order to raise the weight through an 
appreciable distance. 


EXAMPLES. XXVII. 

1. If the radii of the whoel and axle be respectively 2 feet and 
3 inches, find what power must be applied to raise a weight of 
56 lbs. 

2. If the radii of the wheel and axle bo respectively 30 inches 
and 5 inches, find what weight would bo supported by a force equal 
to the weight of 20 lbs., and find also the pressures on the supports on 
which the axle rests. 

If the thickness of the ropes bo each 1 inch, find what weight would 
now be supported. 

3. If by means of a wheel and axle a power equal to 3 lbs. weight 
bailee a weight of 30 lbs., and if the radius of the axle be 2 inches, 
what is the radius of the wheel? 

4. The axle of a capstan is 16 inchos in diameter and there are 
8 bars. At what distance from the axis must 8 men push, 1 at each 

bar oni' each exerting a force equal to the weight of 26| lbs., in order 
that they may just produce a strain sufficient to raise the weight of 
1 ton? 


5, Four sailors raise an anchor by means of a capstan, the radius 
of wiUch is 4 ins. and the length of the spokes 0 feet £^m the capstan; 
if each man exert a force equal to the weight of 112 lbs*, find the 
weight of the anchor. 

6. Four wheels and axles, in each of which the radii are in the 
ratio of 5 : 1, are arranged so that the circumference of each axle is 
applied to the cironmferenco of the next wheel; what effort is required 
to support a weight of 1875 lbs.? 

7. The radii of a wheel and axle are 2 feet and 2 ins. respectively, 
and the strings which hang from them are tied to the two ends of a 
uniform rod, 2 feet 2 ins. in length and 10 lbs. in weight; what weight 
must be also hong from one of the strings that the rod may hang 
in a horizontal position? 

8, A pulley is suspended by a vertical loop of string from a wheel- 
and-axle and supports a we^ht of 1 cwt., one end of the string being 
wound round the axle and the other in a oontraxy direction round the 
wheel. Find the power which acting at one end of an arm, 2 feet in 
len^h, BO as to turn the axle, will supjmrt the weight, assuming the 
radu of the wheel and axle to be 1 foot and 2 ins. 
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9. In the DifTerential Wheel and Axle, if the radius of the wheel 
be 1 foot and the radii of the two portions of the axle be 5 and 4 ms. 
respootively, what power will support a weight of 56 lbs. ? 

10. In the Differential Wheel and Axle, if the radius of the wheel 
be 18 ins. and the radii of the two portions of the axle be 6 and 4 ins. 
respectively, what weight will be supported by an effort equiil to 20 lbs. 
weight? 

11. In a wheel and axle the radius of the wheel is 1 foot and that 
of the axle is 1 inch; if 2 weights, each 10 lbs., bo fastened to 2 points 
on the rim of the wheel, so that the line joining them subtends an 
angle of 120^ at the centre of the wheel, find the greatest weight 
which con be supported by a string hanging from the a^e in the usual 
way, 

12. In a wheel and axle, if the radius of the wheel be six times 
that of the axle, and if by means of an effort equal to 5 lbs. wt. a 
body be lifted through 50 feet, find the amount of work expended. 

13. A capstan, of diameter 20 inches, is worked by means of a 
lever, which measures 5 feet from the axis of the capstan. Find the 
work done in drawing up by a rope a body, of weight one ton, over 
85 feet of the surface of a smooth plane inclined to horizon at an 

angle cos~^-|-. Find also the force applied to the end of the lever, and 
the distance through which the point of application moves. • 

14. Verify the Principle of Work in the cases of the Differential 
Wheel-aiid-Axle and Weston’s Differential Pulley, finding the Velocity* 
Batio in each case. 


V. The Common Balance. 

166 . The Common Balance consists of a rigid beam 
AB (Art. 167), carrying a scalo-pan suspended from each 
end, which can turn freely about a fulcrum 0 outside the 
beam. The fulcrum and the beam are rigidly connected 
and, if the balance be well constructed, at the point O 
is a hard steel wedge, whose edge is turned downward, 
and which rests on a small plate of agate. 

The body to be weighed is placed in one scale-pan and 
in the other are placed weights, whose magnitudes are 
known j these weights are adjusted until the beam of the 
balance rests in a horizontal positiozL If Oil be perpen- 
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dicular to the beam, and' the arms HA and IIB be o£ equal 
length, and if the centre of gravity of the beam lie in 
the line Oily and the scale-pans be of equal weight, then 
the weight of the body is the same as the sum of the 
weights placed in the other scale-pan. 

If the weight of the body be not equal to the sum of 
the weights placed in the other scale-pan, the balance 
will not rest with its beam horizontal, but will rest with 
the beam inclined to the horizon. 

In the best balances the beam is usually provided with 
a long pointer attached to the beam at H, The end of 
this pointer travels along a graduated scale and, when 
the beam is horizontal, the pointer is vertical and points 
to the zero graduation on the scale. 

167t To Jmd tJie position of equilibrium of a balance 
when the tveights placed in the scale-pans are not equals 

Let the weights placed in the scale-pans be P and Wy 
the former being the greater; let d' be the weight of each 
scale-pan, and let the weight of the beam (and Lhe parts 
rigidly connected with it) be W\ acting at a point K 
on OH. 

\The figure is drawn out of propoTrtion so that ihe points 
may be distinctly marked; K is actually very near ^e beam.'\ 

When in equilibrium let the beam be inclined at an 
angle $ to the horizontal, so that OH is inclined at the 
same angle $ to the vertical. 

Let OH and OK be h and k respectively, and let the 
length of AH or HB be a. 

Let horizontal lines through 0 and H meet the vertical 
lines through the ends A and B of the beam in the points 
Ly Mp 1* and Jf' respectively. 
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Also let the Tertical lines through U and K meet LM 
in E and G respectively. 



When the system is in equilibrium, the moments of 
the forces about 0 must balance. * 

{P + S),0L^{W^S)0M+W\0G, 
i.e., {P + S) {EL - EO) = {W+S) (EM + OF) + W '. OG, 

(P+S) {a cos 6 — h sin ^) = ( IF + /S) {a cos 6 + h sin 0) 

+ W* .h sin Q, 


[For OF^ on cos FOU^ A sin ^; 0G=^ OK sin 6 ; 
and EL = IIL' = a cos ft] 

acoae(P-W):=^e[W'k + {P+}r+2S)h]. 


W'k + (P+ W+2S)h' 


168. Eequisites of a good hcdance. 

(1) The balance must be true. 

This wilt be the case if the arms of the balance be 
equal, if the weights of the scale-pans be equal, and if 
the centre of gravity of the beam be on the line through 
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the fulcrum perpendicular to the beam; for the beam will now 
be horizontal when equal weights are placed in the scalc-pans. 

To test whether the balance is true, first see if the beam 
is horizontiil when the scale-pans are empty; then make 
the beam horizontal by putting sufficient weights in one 
scale-pan to balance the weight of a body placed in the 
other; now interchange the body and the weights; if they 
still balance one another, the balance must bo true; if in 
the second case the beam assumes any position inclined to 
the vertical, the balance is not true. 

(2) The balance must be sensitive^ i.e., the beam must, 
for any difference, however small, between the weights 
in the scale-pans, be inclined at an appreciable angle to 
the horizon. 

For a given difference between P and TT, the grefiter 
the inclination of the beam to the horizon the more sensitive 
is the bahmee; also the less the difference between the 
weights required to produce a given inclination the 
greater is the sensitiveness of the balance. 

Hence, when jp — IF is given, the sensitiveness increases 
as $ increases, and therefore os tan 6 increases; also, when 
9 is given, it varies as 

1 

P-W‘ 

The sensitiveness is therefore appropriately measured by 

tand 

P~^W 

WT+(F+W+2BJh’ 

Hence, the sensitiveness of a balance will be groat if 
the arm a be fairly long in comparison with the distances 
h and k and the weight W' of tho beam be as small 
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as is consistent with the length and rigidity of the 
machine. 

If lb is not zero, it follows that the sensitiveness depends 
on the values of B and IF, i.e. depends on the loads in the 
scale-pans. In a balance for use in a chemical laboratory 
this is undesirable. Such balances are therefore made with 
h zero, i.e, with the point 0 in the figure coinciding with 
//, The sensibility then varies inversely with the 
distance of the centre of gravity of the beam below 
0 or H. 

But we must not make both 4 and k zero ’ for then the 
points 0 and E would both coincide with H, In this case 
the balance would either when the weiglits in the scale-pans 
were equal, be, as in Art, 144, in equilibrium in am/ 
position or else, if the weights in the scale-pans were not 
equal, it would take up a position as nearly vertical as 
the mechanism of the machine would allow. 

(3) The balance must be stable and must quickly take 
up its position of equilibrium. 

The determination of the time taken by the machine to 
take up its position of equilibrium is essentially a dynamical 
question. We may however assume that this condition 
is best satisfied when the moment of the forces about the 
fulcrum 0 is greatest. When the weights in the scale-pans 
are each P, the moment of the forces tending to restore 
equilibrium 

=^(B + S) (a cos O + A sin — (P + S) (a cos 0 — /b sin 

+ . k sin 9 

=^[2{B + S)h+W\k]smO, 

This expression is greatest when h aud 4 are greatest. 

Since the balance is most sensitive when h and k are 
small, and most stable when these quantities are large, we 
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see tlmt in any balance great sensitiveness and quic^ weigh¬ 
ing are te a certain extent incompatible. In practice this 
is not very important ; for in balances where great sensi¬ 
tiveness is required (such as balances used in a laboratory) 
we can afford to sacrifice quickness of weighing j the 
opposite is the c^ise when the balance is used for ordinary 
commercial purposes. 

To insure as much as possible both the qualities of 
sensitiveness and quick weighing, the balance should be 
made with fairly light long arms, and at the same time 
the distance of the fulcrum from the beam should be 
considerable. 

169. Double weightugr. By this method the 
weight of a body may be accurately determined even 
if the balance be not accurate. 

Place the body to be weighed in one scale-pan and in 
the o^er pan put sand, or other suitable material, suiEcient 
to balance the body. Hext remove the body, and in its 
place put known weights sufficient to again balance the 
sand. The weight of the body is now clearly equal to the 
sum of the weights. 

This method is used even in the case of extremely good 
machines when very great accuracy is desired. It is known 
as Borda’s Method. 

170. Bac. 1. Tlie armg of a "balance are eqval in Imgth but the 
beam is unjmtly loaded; if a body be placed in each scale-pan in sue- 
cession and weighed^ shew that its true weight is the arithmetic mean 
between its apparent weights. 

For let the length of the arms be a, and let the horizontal distance 
of the centre of gravity of the beam from the folcrom be x. 

Let a body, whose true weight is TT, appear to weigh TT^ and 
successively. 

If IT' be the weight of the beam, we have 

IT. IF'. as+IFi. a, 
and Tfj.asaTF'.aj-t-lF.a. 
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Hence, by Bubtmotion, 

W^i{Wi + W^ 

ss arithmeldo mean between the 
apparent weights. 


Ex. 3. The arms of a balance are of unequal lengthy hut the beam 
remains in a horizontal position when the scale-pans are not loaded; 
skcto that, if a body be placed successively in each scale-pan, its true 
weight is the geometric^ mean between its apparent weights. 

[Method of Ganss.] 

Shew also that if a tradesman appear to weigh out equal quantities 
of the same substance, using alternately each of the scale-pans, he will 
defraud himself. 

Since the beam remains horizontal when there are no weights in 
the scale-pans, it follows that the centre of gravity of the beam and 
scale-pans must be vertically under the fulcrum. 

Let a and b be the lengths of the arms of the beam and let a body, 
whose true weight is W, appear to weigh Wi and successiv^. 

Hence 1^,0=^ W^.b .(1), 

and W'gf.ar^W,b .(2). 

Hence, by multiplication, we have 

Tr^,ab=WjJFs.ab, * 

i.e., the true weight is the geometrical mean between the apparent 
weights. 

Again, if the tradesman appear to weigh out in succession quan¬ 
tities equal to W, he really gives his customers 


How 


IT . jjr ojTs JT--2ir 
* * b a 

ab 


ab • 


How, whatever be the values of a and b, the right-hand member of 
this equation is always positive, so that Wy+Wg is always >2 IF. 
Hence the tradesman de&auds himself. 

Numerical example. If the lengths of the arms be 11 and 12 ins. 
respectively, and if the nominal quantity weighed be 66 lbs. in each 
case, the real quantitieB are -j^.66 and ^.66, i.e., 60^ and 72, 
i«e., 182^ lbs., so that the tradesman loses ^ lb. 


Ex. 3. If a balance be unjustly weighted, and have unequal arms, 
and if a tradesman weigh out to a customer a.quantity 2W of some sub¬ 
stance by weighing equal portions in the two scale-pans, shew that he 
wiU defraud himsiUf^ the centre of gravity of the beam be in the longer 
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Let a and b be tbe lengths of the Anns; and let the weight W* of 
the machine act at a point in the arm Z> at a distance x from the 
fulcrum. Let a body of weight IF', placed in the two pans in suc¬ 
cession, be balanced by and respectively. Then we have 

W,a=::W^.h+W\x, 


and 


W^.a=JF.b + W\x. 

7r.+ jr.-2jr= 

* 0 a 


^EJPrS)!+jrt:^ 

db ab 


X. 


If b be>a, the right-hand member of this equation is positive, and 
then IFj-hlFa is >2ir. 

Hence, if the centre of gravity of the beam bo in the longer arm, 
the tradesman will defraud himself. 


EXAMPLES. XXVni 

1. The only fault in a balance being the unequalness in weight 
of the soole-pans, what is the real weight of a body which balances 
10 lbs. when placed in one scale-pan, and 12 lbs. when placed in the 
other? 

2. cThe arms of a balance are 8^ and 9 ins. respectively, the goods 
to be weighed being suspended from the longer arm; find the real 
weight of goods whose apparent weight is 27 lbs. 

3. One scale of a common balance is loaded so that the apparent 
weight of a body, whose true weight is 18 ounces, is 20 ounces; find 
the weight with which the scale is loaded. 

4. A substance, weighed from the two arms successively of a 
balance, has apparent weights 9 and 4 lbs. Find the ratio of the 
lengths of the onus and the true weight of the body. 

5. A body, when placed in one scale-pan, appears to weigh 24 lbs. 
and, when placed in the other, 25 lbs. Find its true weight to three 
places of decimals, assuming the arms of the scale-pans to be of 
unequal length. 

6. A piece of lead in one pan of a balance is counterpoised by 
100 grains in the pan B ; when the same piece of lead is put into the 
pan B it requires 104 grains in .4 to balanoe it; what is the ratio of 
the length of the arms of the balanoe? 

7. A body, placed in a soale-pan, is balanced by 10 lbs. placed in 
the other pan; when the position of the body and the weights are 
Interohang^, 11 lbs. ore required to baJanoe the body. If the length 
of the diorter arm be 12 ins., find the length of the longer arm and 
the weight of the body. 
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8. The arms of a false balance, whose weight is neglected, are in 
the ratio of 10 : 9. If goods be alternately weighed from each arm, 
shew that the seller loses |4hs per cent. 

9 . If the arms of a false balance be 8 and 9 ins. long respectively, 
find the prices really paid by a person for tea at two shillings per lb., 
if the tea be weighed out from the end of ( 1 ) the longer, ( 2 ) the shorter 
arm. 

10. A dealer has correct weights, but one arm of his balance is 
■^^th part shorter than the other. If he sell two quantities of a 

certain drug, each apiwirently weighing 9^ lbs., at 40 j». per lb., weigh¬ 
ing one in one scale and the other in tho other, what will ho gain or 
lose? 

11 . When a given bahuice is loaded with equal weights, it is 
found that the beam is not horizontal, but it is not known whether 
the arms are of imoqual length, or the scale-pans of unequal weight; 
61‘075 grains in one scale balance 51‘362 in the other, and 25*592 
grains balance 25*879 grains; shew that the arms are equal, but that 
the scale-pans differ in weight by *287 grains. 

12 . -P Q balance on a common balance; on interebanging 
them it is found that we must add to Q one-hundredth part of 
itself; what is the ratio of the arms and the ratio of P to Q? 

13. A true balance has one scale unjustly loaded; if a body be 
successively weighed in the two scales and appear to weigh*P and 
Q pounds respectively, find the amount of tho unjust load and also 
the true weight of the body. 

14. The arms of a false balance are unequal and the scale 
loaded; a body, whose true weight is P lbs., appears to weigh w lbs. 
when placed in one scale and ti/ lbs. when placed in the other; find 
the ratio of the arms and the vmight with which the scale is loaded. 

15. In a loaded balance with unequal arms, P appears to weigh 
Qt and Q appears t 6 weigh li ; find what It appears to weigh. 

16. A piece of wood in the form of a long wedge, of uniform 
width, one end being ^-inch and the other - 4 -inch thick, is suspended 
by its centre of gravity and used as the beam of a balance, the goods 
to be weighed being suspended from the longer arm; find the true 
weight of goods whose apparent weight is 20 lbs. 

17. The arms of a false balance are a and b, and a weight IV 
balii^es P at the end of the shorter arm b, and Q at the end of the 
arm a ; shew that 

a_P-W 

W-Q* 

18. M a man, sitting in one scale of a weighing-machine, press 
with a stick against any point of the beam between the point from 
which the scale is suspended and the fulcrum, shew that he will 
appear to weigh more than before. 
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VI. The Steelyards. 

171. The Common, or Koman, Steelyard is a 
maohiiie for weighing bodies and consists of a rod, AB^ 
movable about a fixed fulcrum at a point 0, 



V 

At the point A is aittichud a hook or scale-pan to carry 
the body to be weighed, and on the arm Cuj|^]ide8 a movable 
weight /*. The point at which P must be placed, in order 
that the beam may rest in a horizontal position, determines 
the weight of the body in the scale-pan. The arm €B has 
numliers engraved on it at different points of its length, so 
that the graduation at which the weight P rests gives the 
weight of the body. 

172. To gradiMte the Steetgard. Let W' be the 
weighit of the steelyard and the scale-pan, and let G be the 
point of the beam through li^hich W' acts. The beam is 
usually constructed so that & lies in the shorter arm AO, 
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When there ie no weight in the scale-pan, let 0 be the 
point in CB at which the movable weight P must be placed 
to balance W\ 

Taking moments about (7, we have 

W\OG^P.CO .(i). 

This condition determines the position of the point 0 

which is the zero of graduation. 

When the weight in the scale-pan is ir, let X be the 
point at which P must be placed. Taking moments, we 
have 

W. CA+W\ GC=^P,CX .(ii). 

By subtracting equation (i) from equation (ii), we have 

W,CA = P.OX. 

OX=y. CA .(iu). 

First, let W=^P \ then, by (iii), we have * 

OX^GA, 

Hence, if from 0 we measure off a distance OX^ (=- GA), 
and if we mark the point X-^ with the figure 1, then, 
when the movable weight rests here, the body in the 
scale-pan is 

Secondly, let W = 2/*; then, from (iii), OX = 2CA, 

Hence from 0 mark off a distance 2t7J[, and at the 
extremity put the figure 2. Thirdly, let TT = 3P; then, 
from {iii), OX » 3CM, and we therefore mark off a distance 
from 0 equal to ZGA^ and mark the extremity with the 
figure 3. 

Hence, to graduate the steelyard, we must mark off from 
0 suocessiye distances CA, 2CA, SGAf,*. and at their ex¬ 
tremities put the figures 1, 2, 3, 4,.... The intermediate 
spaces can be subdivided to shew fractions of Plbs. 
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If the movable weight be 1 lb., tlio graduations will 
show pounds. 

Cor. Since the distances between successive graduations are equal, 
it follows that the distances of the points of graduations from the 
fulcrum, corresponding to eqtial increments of weight, form an 
arithmetical progression whose common difference is the distance 
between the fulcrum and the point at which the body to bo weighed 
is attached. 

173. When the centre of gravity G of the machine is in the 
longer arm, the point O from which the graduations are to be measured 
must lie in the shorter arm. The theory will bo the same as before, 
except that in this case we shall have to add the equations (i) and (ii). 

174. The iDanish. steel^mrcl consists of a bar ABy 
terminating in a heavy knob, or ball, B. At A is attached 
a hook or scalo-pan to carry the body to bo weighed. 



The weight of the body is determined by observing 
about what point of the bar the machine balances. 

[This is often done by having a loop of string, which can slide 
along the bar, and finding where the loop must be to give equi¬ 
librium.] 

175. To graduate the Bemish steelyard. Let T be 
the weight of the bar and scale-pan, and let G be their 
common centre of gravity. When a body of weight W is 
placed in the soale-pan, let 0 he the position of the fulcrum. 
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By taking moments about 6^, we have 

AC .W^CG,r - {AG - AC ). 1\ 

/. AC{P^W) = 1\AG. 

ao = -;A-—.ag .(i). 

r H- If ' ^ 

First, lot 1Y=P; then AG — \AG. 

Hence bisect A G and at the middle point, JT], engrave 
the figure 1; wlien the steelyard balances about this point 
the weight of the body in the scale-pan is P. 

Secondly, let IF = 2P ; then AC = -^ AG, 

Ttake a point at a distance from A equal to -^AG and 
mark it 2. 

Next, let TF in succession bo equal to 3P, 4 /*,...; from 
(i), the corresponding values of AO are \AGi ^AG,..,, Take 
points of the bar at these distances from A and mark them 
3, 4,.... ^ 

Finfilly, let IF = ^P ^ tlion, from (i), AO = §AG; 
and let IF =-■ ; then, from (i), AO = iA0, 

Take points whose distances from A are %AGy ^AG, 

^AG,...f and mark them J,_ 

It will be noticed that the point G can be easily de¬ 
termined ; for it is the position of the fulcrum when the 
steelyard balances without any weight in the scale-pan. 

Cor. Since AXj, AX«t AXg, ... are inversely proportional to the 
numbers 2, 3, 4,... they form an harmonica! progression; hence the 
distances of the points of graduation from the scale-pan (co^resjponding 
to equal increments of the body to be weighed) are in harmonical pro¬ 
gression. 

Sz. A Danish steelyard weighs 6 Ibs.^ and the distance of its 
centre of gravity from the scale-pan is 3 feet; find the distances of the 
successive points of graduation from the fulcrum. 

Taking the notation of the preceding article, we have PsG, and 
AO=sid feet. 
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when ir=l, feet, 

when W=s2t ^J?raas-^as2j feet, 
when Tr=s8, ilZ8=-^=2 feet. 


when 


jr=J, ^Tj=^=2i| feet, 


and BO on. 

Those give the required graduations. 


EXAMPLES. XXIX. 

1. A common steelyard weighs 10 lbs.; the weight is suspended 
from a point 4 inches from the fulcrum, and the centre of gravity of 
the steelyard is 3 inches on the other side of the fulcrum; the movable 
weight is 12 lbs.; where ^ould the graduation correspon^ng to 1 owt. 
be situated? 

2. A heavy tapering rod, 14]^ inches long and of weight 8 lbs., 
has its centre of gravity 1§ inches from the thick end and is used as 
a steelyard with a movable weight of 2 lbs.; where must the fulcrum 
be placed, so that it may weigh up to 12 lbs., and what are the inter¬ 
vals between the graduations that denote pounds? 

3. In a steelyard, in which the distance of the fulcrum from the 
point of suspension of the weight is one inch and the movable weight 
18 6 ozs., to weigh Id lbs. the weight must be placed 6 inches from the 
fulcrum; where must it be placed to weigh 24 lbs. ? 

4. The fulcrum is distant 1J: inches from the point at which are 
suspended the goods to be weighed, and is distant 2 inches from l^e 
centre of gravity of the bar; the bar itself weig^ 8 lbs. and a 2 lb. 
weight slides on it. At what distance apart are the graduations ^ 
marking successive pounds’ weight, and ^hat is the least wdght t^t 
can he weighed? 

5. A steelyard, ASf 4 feet long, has its centre of gravity 11 inches, 
and its fulcrum 8 inches, from A. It the weight of the machine be 
4 lbs. and the movable weight be 8 lbs., find how many inches from 
B is the graduation xnaxking 15 lbs. 

6. A tmlform bar, AB, 2 feet long and weigldng 8 lbs., is used 
as a steelyard, being supported at a point 4 ixiraes from A. Find 
the greats weight that can be weigned with a movable weight of 
2 11 m., and find also the point ftm which the graduations are 
xneesured. 
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7. A nniform rod being divided into 20 equal parts, the fulcrum is 
placed at the first graduation. The greatest and least weights which 
the instrument can weigh are 20 and 2 lbs.; find its weight and the 
magnitude of the movable weight. 

8 . A uniform rod, 2 feet long and of weight 8 lbs., is used as 
a steeljord, whose fulcrum is 2 inches from one end, the sliding 
weight being 1 lb. Find the greatest and the least weights that can 
be measured. 

Where should the sliding weight be to shew 20 lbs. ? 

9. The beam of a steelyard is 83 inches in length; the fulcrum is 
distant 4 inches and the centre of gravity of the beam 69 inches from 
the point of attachment of the weight; if the weight of the beam be 
6 lbs. and the heaviest weight that can be weighed be 24 lbs., find the 
magnitude of the movable weight. 

10. A steelyard is formed of a uniform bar, 3 feet long and 
weighing 2^ lbs., and the fulcrum is distant 4 inches from one end; if 
the movable weight be 1 lb., find the greatest and least weights that 
can be weighed by the machine and the distance between the gradua¬ 
tions when it is graduated to shew pounds, 

11 . A common steelyard, supposed uniform, is 40 inches long, 

the weight of the beam is equal to the movable weight, and the gteatest 
weight that can be weighed by it is four times the movable weight; 
find the position of the fulcrum. ^ 

12. In a Danish steelyard the distance between the zero gr'idua- 
tion and the end of the instrument is divided into 20 equal parts and 
the greatest weight that can be weighed is 3 lbs. 9 ozs.; find the weight 
of the instrument. 

13. Find the length of the graduated arm of a Danish steelyard, 
whose weight is 1 lb., and in which the distance between the gr^ua- 
tions denoting 4 and 5 lbs. is one inch. 

14. In a Danish steelyard the fulcrum rests halfway between the 
first and second graduation; shew that the weight in the scole-pon is 

^tha of the weight of the bar. 

15. If the Widght of a steelyard be worn away to one-half, its 
length and centre of gravity remaining unaltered, what corrections 
must be applied to make the weighing true, if the distance of the sero 

S oint of m^nation from the fnlomin were originally one-third of the 
istance between, sucoeasive graduations, and if the movable weight be 
one pound? 

16. A steelyard by use loses'j^th of its weight, its centre of gravity 
remaLiiDg unaltered: ^ew how to correct its graduations. 
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Exs. XXIX 


17. A sTiopmiin, usiny a common steelyard, alters the movable 
weight for which it has been graduated; does he cheat himself or his 
customers? 

18. In a weighing machine constructed on the principle of a 
common steelyard, the pounds are read off by graduations reading 
from 0 to 14 lbs., and the stones by a weight hung at the end of the 
arm; if the weight corresponding to one stone be 7 ounces, the movable 
weight ^ lb., and the length of the arm measured from the fulcrum 1 
foot, shew that the distance between successive graduations is ^ inch. 

19. A weighing machine is constructed so that for each complete 
stone placed in the weighing pan an additional mass of m ounces has 
to be placed at the end of the arm, which is one foot in length 
measured from tlie folcrum, whilst the odd pounds in the weighing 
pan are measured by a mass of n ounces sliding along the weighing 
arm. Shew that the distances between the graduations for successive 

lbs. must be ^ inches, and that the distance from the fulcrum of the 
In ’ 

point of suspension of the weight is inches. 


VII. The Screw. 

l76. A Screw consists of a cylinder of metal round 
the outside of which runs a protuberant thread of incfial. 
Let ABGD be a solid cylinder, and let EFQII be a 



rectangle, W'hose base EF is equal to the circumference 
of the solid cylinder. On EH and FQ take points 
Z, iT, and Af, P... 

such that EL^ LN^,„FK^ KM, MF ... 
are all equal, and join EK, LM, NP,.„, 
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Wrap tlio rectangle roiind tlie cylinder, so that the 
point E coincides with A and Ell witli the line AD. On 
being wrapped round the cylinder the point F will coincide 
with i? at A. 


The lines EK^ LMj NP, ... will now become a con¬ 
tinuous spiral line on the surface of the cylinder and, if 
we imagine the metal along this spiral line to become 
protuberant, we shall have the thread of a screw. 


It is evident, by the method of construction, that the 
tliread is an inclinetl plane running round the cylinder 
and tliat its inclinati(.>n to the horizon is the same every¬ 
where and equal to the angle KEF, This angle is often 
called the angle of the screw, and the distance between 
two consecutive threads, measured paralhd to the axis, is 
called the pitch of the screw. 

It is clear that FK is equal to the distance bet^ween 
consecutive threads on the screw, and that EF is equal to 
the circumference of the cylinder on which the thread is 
traced. 

FK 

.*. tan (angle of screw) = 


pitch of screw_ 

circumference of a circle whose radius is the distance from 
the axis of any point of the screw. 

The section of the thread of the screw has, in practice, 
various shapes. The only kind that we shall consider has 
the section rectangular. 


177> The screw usually works in a fixed support, 
along the inside of which is cut out a hollow of the same 
shape as the thread of the screw, and along which the 
thread slides. The only movement admissible to the screw 

Li 8 
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ift to revolve about its axis, and at the same time to move 
in a direction parallel to its length. 

If the screw wei^e placed in an upright position, and 
a weight placed on its top, the screw would revolve and 
descend since there is supposed to bo no friction between 
it and its support. Hence, if the screw is to remain in 
equilibrium, some force must act on it; this force is usually 
applied at one end of a horizontal arm, the other end of 
which is rigidly attached to the screw. 

178. In a smooth to Jind ths relcUion h^tveen 

the effort and the weight. 

Let a be the distance of any point on the thread of the 
screw from its axis, and h the distance, AB, from the axis 
of the screw, of the point at which the effort is applied. 



The screw is in equilibrium under the action of the 
effort F, the weight F', -and the reactions at the points 
in which the fixed block touches the thread of the screw. 
Let Bf Sf Tf ... denote the reactions of the block at diffbi^ent 
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points of the thread pf the screw. These will be all per> 
pendicular to the thread of the screw, since it is smooth. 

Let a be the inclination of the thread of the screw 
to the horizon. 


The horizontal and vertical components of the reaction 
R are R sin a and R cos a respectively. 

Similarly, we may resolve S^ .... 

Hence the reactions of the block are equivalent to 
a set of forces R cos a, S cos a, 

T'eoso, ... vertically, and a set 
R sin a, S sin a, T sin a, ... horizon¬ 
tally. These latter forces, though 
they act at different points of the 
screw, all act at the same distance 
from the axis of the screw; they also tend to turn the 
screw in the opposite direction to that of P. • 

Equating the vertical forces, we have 
Tr=J?cos a +/S'cos a+,..=(i? + /S'+P+...) cos a ...(1). 

Also, taking moments about the axis of the screw, we 
have, by Art. 93, 

P ,h = R sin a,a + S sin a. a + Tein a . a + ... 

~ a Bin a ^R -h S 4* T + ......•• 

Erom equations (1) and (2) we have, by division, 

P, 5 _a sin a 
W COSO ’ 



P a . 2ira tan a 
y=gtana» , 


But, by Art. 176, 

2ira tan o =s distance between consecutive threads = pitch of 
the screw. 
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Also 27r6 — circumference of the circle desciihed by the 
end B of the effort-arm. 

Hcnco the mechanical advantage — -r- 

° F 2ira tan a 

circumference of a circle whose radius is the effort-arm 
distance between consecutive threads of the screw 

Verification of the Principle of Work. 

For each revolution made by the effort-arm the screw 
rises through a distance equal to the distance between two 
consecutive threads. 

Ilcnce, during each revolution, the work done by the 
effort is 

F X circumference of the circle dciscribed by the end of the 
effort-arm, 

and that done against the weight is 
V • W X distance between two consecutive tlircads. 

These are equal by tlio relation just proved. 

*179. Theoref.icallv. the mechanical advantage in 
the case of the screw can be made as large as we please, by 
decreasing sufficiently the distance between the threads 
of the screw. In practice, however, this is impossible; 
for, if we diminish the distance between the threads to 
too small a quantity, the threads themselvcis would not 
be sufficiently strong to bear the strain put upon them. 

uy tiieaiis of Hunter^s Differential Screw this 
difficulty may be overcome. 

In this machine we have a screw AD working in a fixed 
block. The inside of the screw AD is hollow and is 
grooved to admit a smaller screw DB, The screw DB 
is fastened at i; to a block, so that it cannot rotate, but 
can only move in the direction of its length. 
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Wlien tho effort-ana Ali has made one revolution, 
the screw AD has advanced a distance equal to tho dis¬ 
tance between two consecutive threads, and at tho same 
time the smaller screw goes into DA a distance equal 



to the distance between two consecutive threads of tho 
smaller screw. Hence tha smaller screw, and therefore 
also the weight, advances a distance equal to the differaice 
of tJios© two distances, 

"When in equilibrium lot R, S, ... be the reactions 
between the larger screw and its block, and R\ S\ ... 
the reactions between the inner and outer screws; let 
a and a' be the radii, and a and a' tho angles of the screws. 

As in the last article, since the outer screw is in equi¬ 
librium, we have 

JP,b — {R + S+ T+ ...)Bino, a — (R' + S'+ ...)sina . a* 

.w 

and (S + S+F+ ...) cos a = (^' + S' + ...) cos o' ...(2). 
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Also^ since the inner screw is in equilibrium, we have 

{R' + + 2" ...) cos a'.(3). 

From (2) and (3), we have 


R* + S^ +«.. 


W 

cos a * 


and R + S'k- 


W 

cos a 


Hence, from (1), 


P W»a tan a — W» a' tan a'. 

TT ___ 2ir6 

" P ~~ 2Tra tan a — 2wa^ tan a' 
circumu of the circle described by the end of the power-arm 
~ difference of the pitches of the two screws 

By making the pitches of the two screws nearly equal, 
we can make the mechanical advantage very great without 
weakening the machine. 

The principle of work is seen to be true in this case 
also; for the weight rises in this case a distance equal 
to the difference between the pitches of the screws. 


EXAMPLES. XXX. 

1, Find wbat mass can be lifted by a smooth vertical screw of 

kis. pitch, if the power be a force of 25 lbs. wt. acting at the end of 

an arm, 0^ feet long. 

2. What must be the length of the power-arm of a screw, having 
6 threads to the inch, so that the meehiunical advanta^^ may be 2167 

3. What force applied to the end of an arm, 18 ins. long, will 
produce a pressure of 1100 lbs. wt. upon the bead of a screw, when 
seven toms cause the screw to advance through -frds of an inch? 

4. A screw, whose pitch is ^ inch, is tamed by means of a lever, 
4 feet long; find the force which will raise 15 cwt. 

5, The arm of a screw-jack is 1 yard long, and the screw has 
2 Ihreads to the inch. What force must be applied to the am to 
raise 1 ton? 

6, What is the thrust oansed 1^ a screw, having 4 threads to the 
Inch, when a force of 50 lbs. wt. is applied to the end of an arm, 2 feet 
long? 
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7 . Wliat thrasi will a screw, whose arm is 2 feet and with 
10 threads per foot of its length, produce, if the effort be a force of 
112 lbs. weight? 

8 . If the effort be applied at the end of an arm of 1 foot in length, 
and if the screw make seven complete turns in 1 foot of its length, 
^d the effort that will support a weight of 1 ton. 

9. If the lever by which a screw is worked be 6 feet in length, 
determine the distance between two successive threads of the screw, 
in order that a thrust of 10 lbs. wt. applied to each end of the 
lever may produce a thrust of 1000 lbs. wt. at the end of the 
screw. 

10 . Find the mechanical advantage in a differential screw, having 
5 threads to the inch and 6 threads to the inch, the effort being 
applied at the circumference of a wheel of diameter 4 feet. 

11. Find the mechanical advantage in a differential screw, the 
larger screw having 8 threads to the inch and the smaller 9 threads, 
&e length of the effort-arm being 1 foot. 

12. If the axis of a screw be vortical and the distance between 
the threads 2 inches, and a door, of weight 100 lbs., be attached to 
the screw as to a hinge, find the work done in turning thes door 
through a right angle. 

13. Prove that the tension of a stay is equal to 9 tons’ weight if 
it be set up by a force of 49 lbs. at a leverage of 2 feet acting on a double 
screw having a right-banded screw of 6 threads to the inch and 
a left-handed one of 6 threads to the inch. 

[For one complete tom of idie screw its ends are brought nearer by 
a distance of (v+ 7 ) inch. Hence the principle of work gives 

r X -l-y) X 49 X 2w. 2, 

where T is the tension of the stay in lbs. wt.] 



CHAPTER XIIL 

rfilCTION. 

180. In Art. 20 we defined smooth bodies to be 
bodies such that, if they be in contact, the only action 
between them is perpendicular to both surfaces at the 
point of contact. With smooth bodies, therefore, there 
is no force tending to prevent one body sliding over the 
other. If a perfectly smooth body be placed on a perfectly 
smooth inclined plane, there is no action between the plane 
and the body to prevent the latter from sliding down the 
plane, and hence the body will not remain at rest on the 
plane unless some external force be applied to it. 

Practically, however, there are no bodies which are 
perfectly smooth ; there is always some force between two 
bodies in contact to prevent one sliding upon the other. 
Such a force is called the force of friction. 

^^?*riction. Def. 7f two bodies he in contact with one 
another^ the property of the two bodies^ by virtue of which 
a ftyroe is eooe/i'ted between'them at their point of contact to 
prevent one body sliding on the other, is called friction i also 
theforoe everted is called the force of friction. 
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181. Friction is a self-adjusting force; no more 
friction is called into play than is sufficient to prevent 
motion. 

Let a heavy slab of iron with a plane base be placed on 
a horizontal table. If we attach a piece of string to some 
point of the body, and pull in a horizontal direction passing 
through the centre of gravity of the slab, a resistance is felt 
which prevents our moving the body; this resistance is 
exactly equal to tlie force which we exert on the body. 

If we now stop pulling, the force of friction also ceases 
to act; for, if the force of friction did not cease to act, the 
body would move. 

The amount of friction which can be exerted between 
two bodies is not, liowever, unlimited. If we continually 
increase the force which we exert on the slab, we find that 
finally the friction is not sufficient to overcome tliis force, 
and the body moves. • 

182. Friction plays an important part in the me¬ 
chanical problems of ordinary life. If there were no friction 
between our boots and the ground, we should not bo able 
to walk; if there were no friction between a ladder and 
the ground, the ladder would not rest, unless held, in any 
position inclined to the vertical; without friction nails 
and screws would not remain in wood, nor would a loco* 
motive engine be able to draw a train. 

183. The laws of statical friction are os fuUows: 

Law I. Wlven two hodiea are in contactf the direction 
of the friction on one of them at its point <f contaet is oppo¬ 
site to the direction in which this point of contact wovXd com¬ 
mence to move^ 

Law ZX. The mobgnitude of the friction, is, when there 
is equUihriumijust sufficient to prevent the body from moving,. 
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184 . Suppose, in Art 156, Case L, the plane to be 
rough, and that the body, instead of being supported by 
a force, rested freely on the plane. In this case the force 
P is replaced by the friction, which is therefore equal to 
W sin a. 


Bz. 1. In what direction does the force of friction act in the 
case of (1) the wheel of a carriage, (2) the feet of a man who is 
walking? 

Bac. a. A body, of weight 80 lbs., rests on a rough horizontal 
plane and is acted upon by a force, equal to 10 lbs. wt., making an 
angle of 30° with the horizontal; shew that the force of friction is 
equal to about 8*66 lbs. wt. 

Bx. 8. A body, resting on a rough horizontal plane, is acted on 
by two horizontal forces, equal respeotiTely to 7 and 8 lbs. wt., and 

acting at an angle of 60°; shew that the force of friction is equal to 

4/3 

13 lbs. wt. in a direction making an angle sin~^-~^ with the first 

lo 

force. 

Bx. 4. A body, of weight 40 lbs., rests on a rough plane Inclined 
at 80° to the horizon, and is supported by (1) a force of 14 lbs. wt. 
acting up the plane, (2) a force of 25 lbs. acting up the plane, (3) a 
horizontal force equal to 20 lbs. wt., (4) a force equal to 80 lbs. wt. 
making an angle of 30° with the plane. 

Find the force of friction in each casq. 

An$, (1) 6 lbs. wt. up the plane; (2) 5 lbs. wt. down the plane; 
(3) 2*68 lbs. wt. up the plane; (4) 5*U8 lbs. wt. down the plane. 

185. The aboTO laws hold good, in general; but the 
amount of friction that can be exerted is limited, and equi* 
librium is sometimes on the point of being destroyed, and 
motion often ensues. 

Ii tmltin g Friction. Def. When mie body is Just on 
the point of sliding upon avvolher hody^ the eguUihrium is 
said to be limiting^ and the friction then eoaerted is ealled 
limiting frution, 

186. The direction of the limiting friction is given 
by Law I, (Ai’t 183), 

The magnitude of the limiting friction is given by the 
three foliowing laws. 
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Law III. The magniVude of the limiting frictvm 
ahvaya heanra a constant ratio to the rtormcA reaction^ and 
this ratio depends only on tli/e substancea of wJwh the bodies 
are composed. 

Law IV. Tlije limiting friction is independent of the 
eactent tmd shape of the surfaces in contact^ so long as the 
normal reaction is unaltered. 

Law V. W7icn motion ensues^ by one body sliding over 
the other, the direction of friction is opposite to the direction 
of motion; the magnitude of the friction is independent <f 
the vdocity, but the ratio of the friction to the normal reaction 
is slightly less than when the body is at rest and just on the 
point of motion. 

The above laws are experimental, and cannot be ac¬ 
cepted as rigorously accurate, though they represenl^ 
however, to a degree o£ accuracy the facts *under 
ordinary conditions. 

For example, if one body be pressed so closely on 
another that the surfaces in contact are on the point of 
being crushed. Law IIL is no longer true; the friction 
then increases at a greater rate than the normal reaction. 

187. CoeflELoient of Friction. The constant 
ratio of the limiting friction to the normal pressure is 
called the coefficient of friction, and is generally denoted 
by /A} hence) if ^ be the friction, and R the normal 
pressure, between two bodies when equilibrium is on the 

F 

point of being destroyed, we have ^ = hence 

F pR, 

The values of /t are widely different for different pairs 
of substances in contact; no pairs of substances are, 
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however, known for which the coefficient of friction is as 
great as unity. 

188 . To verify the laws of friction hy experiment. 



Experiment 1. Take a large smooth piece of wood. (./4) and 
clamp it firmly so as to be horizontal. Take a second piece of wood 
(J?) to act as a sliding piece and make it as smooiii as possible; 
attach a light string to it and pass the string over a light pulley 
fixed at the end of the piece and at the other end of the string 
attach a scale^pan. 

The pulley should be so placed that the part of the string, which 
is not vertical, should be horizontal. 

Upon the sliding piece put a known weight Jf, and into the scale- 
pan pdt known wei^ts, until the slider is just on the point of 
motion. The required weight F can be very approximately ascer¬ 
tained by gently tapping the fixed piece A. 

Consider now the right-hand diagram. 

Let W be the total weight of i2 and the sliding piece, and IV* the 
total weight of F and the scale-pan. Since the ^der is just on the 
point of motion the friction on it is [iW ; also the tension T of the 
string is equal to 7^', since it just baknoea the scale-pan and F. 

From the equilibrium of the slider we have 

/ttTr=!r«TP. 

ir 



Kext, put a different weight on the slider, and adjust the corre¬ 
sponding weight F until the slider is again on the point of motion 
and calculate the new values, Wi and Wf, of JF and 7^^ Then, as 
before, 



Perform the experiment again with different weights on the slider 
and obtain the values of 

Wf W,' 
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Then, approximately, it will be found that 

w*_ 7»v nv 

If'* >1* IFa* — 

will be the same. 

Hence the truth of the fiist part of Law HI. viz. that the value 
of jjb is independent of the noriiuil reaction. 

Experiment 2. Take another piece of wood (7?) whoso shape is 
quite different from the piece used in Experiment 1. [This should bo 
obtained by cutting it from the same piece of well-planed wood from 
which the first piece B was taken.] 

The area of this piece B in contact with the board A should differ 
considerably from that in Experiment 1, whether greater or less is im¬ 
material. 

Perform the Experiment 1 over again and deduce the corresponding 
value of ju. It will be found to bo, within the limits of experiment, 
the same as in Experiment 1. Put the only difference in the two 
experiments is the extent of the rough surfaces in contact. 

Hence the truth of Law IV. 

Sxperlxneat 3. Take another piece of a different kind of wood 
(C) and plane it well. Out out from it pieces, of different area, but 
with surfaces otherwise as nearly alike as possible. 

Perform Experiments 1 and 2 over again and obtain the value of jti. 
This value of /u. will be found to differ from the vnJuo of p foiMd when 
the slider was made of wood B. Hence the truth of the second part 
of Law m. viz. that the ratio depends on the substances of which the 
bodies are composed. 

Experiment 4. Perform the above three experiments over agai n 
but in this case choose F not so that the slider shall just bo on the 
point of motion, but so that the slider shall move zi'ith a constant 
velocity. The truth of Law V. will then approximately appear. 

However carefully the surfaces of the wood used in the previous 
experiments be prepared, the student must expert to find some 
considerable discrepancies in the actual numerical results obtained. 
There must also be applied a correction for the force necessary to 
make the pulley turn. However light and well-made it may be, there 
will always be a certain amount of friction on its axis. Hence the 
tensions of the string on each side of it will not quite be equal, as 
we have assumed; in other words some part^ of F will be used in 
turning the puUey. 

This method is the one used by Morin in a.d. 1833. 

189. Angle of Friction. When the equilibrium 
is limiting, if the friction and the normal reaction be com¬ 
pounded into one single force, the angle which tliis force 
makes with the normal is called the angle of friction, and 
the single force is called the resultcmt reaction. 
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Let A be the point o£ contact of the two bodies, and 
let AB and AG be the directions of the normal force It 
and the friction 

Let AD be the direction of the resultant reaction 8, so 
that tho angle of friction is BAD, Let this angle be X, 

Since R and fti? are the components of S, we have 
S cos X 5S j?, 
and S sin X ~ fjJt. 

by squaring and adding, we 

have 

and, by division, 

tan X. — fji», 

Hence wo see that the coefficient ofjriction is equal to 
the ta/ngent of tke omgle of friction, 

lOO. Since the greatest value of the friction is /tJZ, it follows 
that the** greatest angle which the direction of resultant reaction can 
make with the normm is X, i.e., tan~^/(. 

Hence, if two bodies be in contact and if, with the common normal 
as axis, and the point of contact as vertex, we describe a cone whose 
semi-vertical angle is tan It is possible for the resultant reaction 
to have any direction lyin^ within, or upon, this cone, but It cannot 
have any direction lying without the ooue. 

This cone is called the Ooue of Motion. 

101. The following table, taken from Prof. ltankino*s Machinery 
and Millworh, gives the ooefidoients and angles of friction for a few 
substances. 




SlTBSTAXrOBS 

/* 

X 

Wood on wood —Dry 

1 * >* f> —Soaped 

Metals on metals —Dry 
w >f »i —Wet 

Ijeather on metals—Dry 
„ n- 1 * —Wet 

If If H —Oily 

•26 to -6 
*04 to *2 
•16 to -3 

•a 

•66 

*86 

•15 

14® to 26*® 

2® to 11*® 
e*® to llj® 
10J® 

29*® 

20* 

8J® 
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i»a. If a body he placed uptya a rough inclined plane^ 
a/nd he on the point of eliding down the plane under the 
action of its weighs and the reactions of the plane only, the 
amfle of inclination of the flame to the horizmi is equal to 
the angle of friction. 

Let $ be the inclination of the piano to the hori7x>ii, ^Y 
the weight of the body, and R 
the normal reaction. 

Since the body is on the 
point of motion down the 
plane, the friction acts up 
the plane and is equal to pR, 

Resolving perpendicular 
and parallel to the plane, we 
have 

W cos ^ = i?, 

and W sin 0 ~ pR, 

Hence, by division, 

tan 6=^p — tan (angle of friction), 

^sthe angle of friction. 

This may be shewn otherwise thus: 

Binoe the body is in equilibrium under the action of its weight and 
the resultant reaction, the latter must be vertical; but, sinoe the 
equilibrium is limiting, the resultant reaction makes with the normal 
the angle of hnotion. 

Hence the angle between the normal and the vertical is the angle 
of friction, i,e,, the inclination of the plane to the horizon is the angle 
of friction. 

Oa account of the property just proved the angle of 
friction is sometimes called the angle of repose. 

The student must carefully notice that, when the body 
rests on the inclined plane supported hy am extemod force^ it 
must not be assumed that the coefficient of friction is equal 
to the tangent of inclination of the plane to the horison. 
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103 . To determiM the coejfficicnt of friction experimentally t and 
to verify the lawa of friction. [Second Metliod.] 

moans of the theorem of the previous article the coefficient of 
friction between two bodies may be experimentally obtained. 

For let an inclined plane be made of one of the substances and let 
its face be made as smooth as is possible; on this face let there be 
placed a slab, having a plane face, composed of the other substance. 

If the angle of inclination of the plane be gradually increased, until 
the slab just slides, the tangent of the angle of inclination is the co¬ 
efficient of friction. 

To obtain the result as accurately as possible, the experiment 
should be performed a large number of times with the same sub¬ 
stances, and the mean of all the results taken. 

In the apparatus here drawn we have a board hinged at one end to 
another board which can be clamped to the table. The hinged board 
can be raised or lowered by a string attached to it whose other end 
passes over the top of a hxed support. 



On the hinged board can be placed sliders of different sizes and 
materials upon which various weights can be placed. Each slider x 
has two thin brass rods screwed to it on which weights con be piled so 
that they shall not slip during the experiment. A graduated veriiical 
scale is attached to the lower board, so that the height of the hinged 

SC 

board at J3 is easily seen, ^e value of i.s., tan $ of Art. 185, is 
then easily obtwned. 
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Bj this apparatus the laws of frictiou can be verified; for, within 

jBO 

the limits of cxjjeriment, it will be found that the value of 

(1) is always the same so long as the slide x is made of the some 
material in the same state of preparedness of surface, 

(2) is independent of the weights put upon the slide, or of its 
ihape, 

(3) is difteront for difiorent substances. 

This method is the one used by Coulomb in the year 1785. 

194. Equilibrium on a rough inclined plane. 

A body is •placed on a rough plane i/nclined to the horizon at 
an angle greater than the angle of friction^ and is supported 
hy force^ acting paraUel to the pla/ne^ and along a line of 
greatest slope; to find the limits between which the force 
must lie. 

Lot a be the inclination of the plane to the horizon, 
W the weight of the body, and R the normal reaction 
(Fig. I, Art. 156). 

(i) Let the body be on the point of motion down the 
plane, so that the friction acts up the plane and is equal to 
pR ; let P bo the force required to keep the body at rest. 

Resolving parallel and perpendicular to the plane, we 
have 

P + pR — W sin a .(1), 

and R—W cos a .(2). 

Pss Tr(sina—^coso). 

If s ton \ we have 

P=t ]F’[Bina —tan Acosa] 

^ rsin a cos X - sin X cos i 


L 


cosX 


J cosX ' ' 


(ii) Let the body be on the point of motion up the 
plane, so that the friction acts down the plane and is equal 
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to {iR ; let Pi be the force required to keep the body at 
rest. In this case, we have 

Pj —W sin a, 
and P =s TF cos a. 

Hence Pi = IT (sin a + /* cos a) 

= W [sin a + tan X cos a] = + ^ . 

*• •* cosX 

These values, P and Pi, are the limiting values of the 
force, if the body is to remain in equilibrium; if the force 
lie between P and A, the body remains in equilibrium, 
but is not on the point of motion in either direction. 

Hence, for equilibrium, the force must lie between the 
values 

cosX 

It will be noted that the value of Pi may be obtained 
from that of P by changing the sign of fu 

i 

195 . If the power P act at an angle $ with the in¬ 
clined plane (as in Art. 166, Case III.), when the body is 
on the point of motion dotm the plane and the friction 
acts therefore up the plane, the equations of equilibrium are 


Pcos^ + /tP = TFsma .(1), 

P sin + P = ITcos a .(2). 


Hence, multiplying (2) by fi, and subtracting, we have 

p ^ _sin a — fi cos a_ ,j,, sin (a — X) 

"" cos ^ — fi sin ^ cos (d + X) * 

By substituting this value of P in (2), the value of P may 
be found. 


When the body is on the point of motion vp the plane 
we have, by changing the sign of ft, 



sin (g + X) 
oob(^ — X)* 
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Cor. The force that will just be on the point of moving 
the body up tho plane is least when 

TT is least, 

cos (0 — A) 

when cos (& — X) is unity, 

{.e., when ^ = X. 

Hence the force required to move the body up tho plane 
will be least when it is applied in a direction making with 
the inclined plane an angle equal to the angle of friction. 

190 . The results of the previous article may bo found by 
geometric construction. 



Draw a vertical line JTL to represent W on any ecaJe that is 
convenient (e.gf, one inch per Ib. or one inch per 10 lbs.). 

Draw LO parallel to the direction of the normal reaction JR, 
Make OLFf OLF^ each equal to the angle of friction X, as in the 
figure. 

Then LF^ LF^ are parallel to the directions DiT, of the 
resulting reaction at D according as the body is on the point of 
motion down or np the plane. 

Draw KMMi parallel to the supporting force P to meet LF, LF^ 
in M and Hfj. 

Then clearly KLSi and KLMi are respectively the triangles of 
forces for the two extreme positions of equilibrium. 

Hence, on the same scale that KL represents W, KM and KMi 
r^resent the P and Pj of the previous article. 

CQeatfy OLKss l between R and the verticals a, so that 
d, MLKsz.fx~-\ and Zlif|XijErsa<^X. 
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Similarly 

I KQO =s / between the directions of li and P=90° - 0, 

BO that Z KQL =90“ + ^, A KMjL =90®+^ - X, 

and A KML=90° + e+\. 

Hence 

P A’Jif Bin ITLM sin(a-X) sin(tt-X) 
ir “ iTL ~ Bin JfML “ Bin (90° + 0 + X) “ cos ((? + X) * 

and 

Pj AWi BiniTLMi Bin(a + X) Bin(tt + X) 

W “ jKX “ Bin KMjL "" sin (90° + ^ - X) “ cos {6 - X) ‘ 

Cor. It ia clear that KMi is least when it is drawn perpendicular 
to LF^ f i.e. \yhen P. ia inclined at a right angle to the direction of 
resultant reaction Pi/j, and therefore at an angle X to the inclined 
plane. 


EXAMPLES. XXXL 

1 , A body, of weight 40 lbs., rests on a rough horizontal plane 
whose coefficient of friction is *25; fi.nd the least force which acting 
horizontally would move the body. 

Find also the least force which, acting at an angle cos~^^ with the 
horizontal, would move the body. 

Determine the direction and magnitude of the resultant reaction 
of the plane in each case. 

2, A heavy block with a piano base is resting on a rough hori- 
zont^ plane. It is acted on by a force at an inclination of 45° to the 
plane, and the force is gradually increased till the block is just going 
to slide. If the coefficient of friction be *5, compare the force with 
the weight of the block. 

3, A mass of 80 lbs. is resting on a rough horizontal plane and 
can be just moved by a force of 10 lbs. wt. acting horizontally; find 
the coefficient of friction and the direction and magnitude of the 
resultant reaction of the plane. 

4, Shew that the least force which will move a weight W along a 
rough horizontal plane is 1^ sin <^, where ^ is the angle of friction. 

5, The inclination of a rough plane to the horizon is 

shew that, if the ooeffioient of friction be the least force, seting 
parallel to the plane, that will support 1 cwt. placed on the plane is 
*^* i cdiew also that the force that would be on the point of 
moving the body up the plane is 77-]^ lbs. wt. 
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6. The base of an inclined plane is 4 feet in length and the height 
is 3 feet; a force of 8 lbs., acting parallel to the plane, will just prevent 
a iveight of 20 lbs. from sliding down; find the ooelficiont of friction. 

7. A body, of weight 4 lbs., rests in limithig equilibrium on a 
rough plane whose slope is 30°; the plane being raised to a slope of 
60°, find the force along the plane required to support the body. 

8. A weight of 80 lbs. just rests on a rough inclined plane, the 
height of the plane being jths of its length. Shew that it will require 
a force of 36 lbs. wt. acting parallel to the plane just to be on the 
point of moving the weight up the plane. 

9. A weight of 60 lbs. is on the point of motion down a rough 
inclined plane when supported by a force of 24 lbs. wt. acting parallel 
to the plane, and is on the pohit of motion up the plane when under 
the infiuence of a force of 36 lbs. wt. parallel to the plane; find the 
ooeificient of friction. 

10. Two inclined planes have a common vertex, and a string, 

passing over a small smooth pulley at the vertex, supports two equal 
weights. If one of the planes be rough and the other smooth, find the 
relation between tbe two angles of inolination of the two planes 
when the weight on the smooth plane is on the point of moving 
down. • 

11. Two unequal weights on a rough inclined plane are connected 
by a string which passes round a fixed pulley in the plane; find the 
greatest inclination of the plane consistent with the equilibriam of 
the weights. 

12. Two equal weights are attached to the ends of a string which 
is laid over the top of two equally rough planes, having the same 
altitude and placed back to back, the angles of inclination of the 
planes to the horizon being 30° and 60° respectively; shew that the 
weights will be on the point of motion if the coeillcient of friction be 
2 -^ 3 . 


13. A particle is placed on the outside surface of a rough sphere 
whose coefficient of friction is /a. Shew that it will be on the point of 
motion when the radius from it to the centre makes an angle tan‘'^/£ 
with the vertical. 

14. How high can a particle rest inside a hollow sphere, of radius 
a, if the coefficient of friction be ? 

15. At what angle of inclination should the traces be attached to 
a sledge that it may be drawn up a given hill with the least exertion? 
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16, A cubical block of stone, of weight 5 owt., is to be diawn 
along a rough horisontal plane by a force P inclined at 4(P to the 
horizontal. If the angle of friction be 25°, find, by a grapHo oon- 
Biruction, the least value of P. 

17, A body, of weight 1 cwt., rests on a plane inclined at 25° 
to ^e horizon, being just prevented from sliding down by a force 
of 15 lbs. acting up the plane; find, by a graphic construction, the 
force that will just drag it up and the valae of the coefficient of 
friction. 

197- Tojlnd the work done in dragging a "body up a 
rough inclined plane. 

Prom Art. 194, Case II., we know that the force Pi 
which would just move the body up the plane is 

W (sin a + ft cos a). 

Hence the work done in dragging it from A to (7 
a* Pi X AC (Pig. Art. 166) 

= W (sin a+/A cos a). AC 
B5 TT. file sin a + /iW. AC cos a 
^W.SC + pW.AB 

=work done in dragging the body through the same 
vertical height without the intervention of the plane 

+ the work done in dragging it along a horizontal distance 
equal to the base of the inclined plane and of ^he same 
roughness as the plane. 

198. Prom the preceding article we see that, if our 
inclined plane be rough, the work done by the power is 
more than tbe work done against the weight. This is true 
for any machine; the principle may be expressed thus, 

In miy machine, the work done by the power is sgtted to 
the work done against the weight, together wUh the work done 
agamsi the Jirietional reeistancee qf the maehme, and dw 
ptjorlt done agaimt the weighte the component parte gf die 
fnao&fna 
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The ratio of the work done on the weight to the work 
done by the effort is, for any machine, called the efficiency 
of the machine, so that 

Useful work done by the machine 
Work supplied to the machine * 



Let be the effort required if there were no friction, 
and F the actual effort Then, by Art. 138, 

Work done against the weight 

= X distance through which its point of application moves, 
and work supplied to the machine 

ssP X distance through which its point of application moves. 


Hence, by division. 


Efficiency = 


F 


Effort when there is no friction « 

-- ■ ■ ■ - _ — 

Actual effort 


We can never get rid entirely of frictional resistances, 
or make our machine without weight, so that some 
work must always be lost through these two causes. 
Hence the efficiency of the machine can never be so great 
as unity. The more nearly the efficiency approaches to 
unity, the better is the machine. 

There is no machine by whose use we con create work, 
and in practice, however smooth and perfect the machine 
may be, we always lose work. The only use of any machine 
is to multiply the force we apply, whilst at the same time 
the distance through which the force works is more than 
proportionately lessened. 


190. XSqntUbiliim Of a rouffh screw. To find 
ihs between the ^ort and the reeietemoe in the case qf 

a ecreeo^ when Jrietion ie fa&en into oeoounL 
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Using the same notation as in Art. 178, let the screw 


he on the point of motion doumwards, 
BO that the friction acts upwards along 
the thread. [As in Art. 176, its sec¬ 
tion is rectangular.] 



In this case the vertical pressures 


of the block are 


H (cos a + ft sin a), S (cos a + ft sin a),... 
and the horizontal components of these pressures are 
^ (sin a —/u. cos a), (sin a — //. cos a),... 

Hence the equations (1) and (2) of Art. 178 become 

W ~{Ji + S+!r+..,)(coBa + fiSUia) .(1), 

and P, h — a{R + S+ T (sin a—/* cos a).(2). 

Hence, by division, 

P. h sin a — /* cos a __ sin a cos X — cos a sin X 

C0Ba + /itsiua cos a cos X +sin a sin X 

sin (a — X) 

-a - ) - 

cos (a — X) 

. P . .. 

.. ^tan(a--A). 


Similarly, if the screw be on the point of motion up¬ 
wards, we have, by changing the sign of /a, 


A 

IF 


a sin a + ft cos a 
h cos a — /X sin a 


^ tan (o + X). 


If the effort have any value between P and the screw 
will be in equilibrium, but the friction will not be limiting 
friction. 


It will be noted that if the angle a of the screw be equal 
to the angle of friction, X, then the value of the effort P is 
zero. In this case the screw will just remain in equilibrium 
supported only by the friction along the thread of the screw. 
If a<X, P will be n^ative^ i.e. the screw will not descend 
unless it is forced down. 
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Bx. 1. If the circumference of a screw he two inches, the distance 
between its threads luilf an inch, and the coefficient of friction 
find, the limits between which the effort must lie, so that the screw may 
be in equilibrium ^vhen it is supporting a body of weight 1 cwt., the 
length of the effort-arm being 12 inches. 

Here 2ira=2, and 2iratana=:^. 


a= — , and tana=-^. 


Also 


tan X: 


IT 

1 

'6» 


and &=12. 


Hence the force which would^ujfj support the screw 


a 


s= 112 X g tan (a - X) 


X - 


1 

-r 


12ir ''i + l i 127r 21 99 


X ll>s. wt. = *14 lbs. wt. 


112 X 


Again, the force which would just bo on the point of moving tho 
screw upwards 

no <^ 4 . / 112 l-i-l- 112 9 

-112 X tan ^ 1 - i 4 “ 12^ ^ 19 

s= 12 bV ^1*®' =1'4067 lbs. wt. • 

Hence the screw will be in equilibrium if the effort lie between 
*ii and 1*4067 lbs. wt. 

If the screw were smooth, the force required would 

= 112? tan a = x 7 =s = *742 lbs. wt. 

0 XJItt 4 vO 

The elEciency therefore, by Art. 198, 

•742 


1-4067 


==•627. 


Bz. H, The coefficient of friction of wrought iron on wood being 
*15, shew that the least angle of inclination of the thread of a screw, 
BO that it may slide into a prepared hole in the wood under the 

influence of its own weight, is tan“i|^^. 

Bx. 8 . If the oiroumference of a screw be ■§■ inch, the coefficient 
of friction *16, the length of the power-arm 12 inches, and if there be 
3 threads to the inch. And the forces which will respectively Just 
support, and just move, the screw when it supports a weight IK. find 
also the value of the effort, when the same screw is smooth, and 
deduce its efficiency. 


W 

16ir 


(■07); 


W 

16r 


(•385); 



•577. 


Jns, 
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Bx. 4. Shew that the iffficieney of a eerew is greatest when its 
angle is 45®-^. 

The force required to lift the weight Tf, when there is friction, 

ssTT^tan a+X, 
o 

and where there is no friction it 

ssTr^tano, 

o 

As in Art. 198 the efflcieucj, E, 

=the ratio of these 
_ tana __ sin a cos (a+X) 
ton (a+X) cos a sin a+X 

1 E—l (a + X) _ sinX 

** ” “ ^ cos o sin (a + X) “ cos a sin (a+X) 

2rinX 

sin (2a+X)+BinX* 

/. E is greatest when 1 - JB is least, 
i.e, when sin (2a+X) is greatest, 
ue, when 2a+Xs=90®, 

and then u—45® - ^ • 

200. Wheel and Axle with the pivot resting on rough 
hearings. 
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ILet the central circle represent the pivots X or ^ of 
Fijr. Art. 159 (much magnified) when looked at endwajs. 

The resultant action between these pivots and the 
bearings on which they rest must be vertical, since it 
balances P and IT. 

Also it must make an angle X, the angle of friction, 
with the normal at the point of contact if we assume 
that P is just on the point of overcoming W. 

Hence Q cannot be at the lowest point of the pivot, but 
must be as denoted in the figure, where OQ makes an angle 
X with the vertical. The resultant reaction at Q is thus 
vertical. 


Since R balances P and W, 


R = P+W .(1). 

Also, by taking moments about 0, we have 

—-fl,cBinX= W,a . (2), 


where c is the radius of the pivot and 5, a the radii of the 
wheel and the axle (as in Art. 159). 


Solving (1) and (2), we have 


P^W 


a + c sin X 
b — c sin X * 


If P be only just sufficient to support IT, i,e. if the 
machine be on the point of motion in the direction 
then, by changing the sign of X, we have 



^ g-esinX 
& + csinX* 


Ia this case the point of contact Q is on the left of the 
vertical through 0, 
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201. The Wedge is a pioce of iron, or metal, 
which has two plane faces meeting 
in a sharp edge. It is used to split 
wood or other tough substances, its 
edge being forced in by repeated 
blows applied by a haiuinor to its 
upper surface. 

The problem of the action of a 
wedge is essentially a dynamical 
one. 

We shall only consider the statical problem when the 
wedge is just kept in equilibrium by a steady force applied 
to its upper surface. 

Let ABC be a section of the wedge and let its faces be 
equally inclined to the base BC. Let the angle CAB be a. 

Let P be the force applied to the upper face, B and 
the normal reactions of the wood at the points where the 
wedge touches the wood, and fiR and the frictions, it 
being assumed that the wedge is on the point of being 
pushed in. 

We shall suppose the force P applied at the middle 
point of BC and that its direction is perpendicular to BC 
and hence bisects the angle BAG, 

Resolving along and perpendicular to BC, we have 


Ip 



liR sin H — -K cos ^ = fjiR’ sin cos ^.(1), 

2 .0 2 2 

P = ft {R + IV) cos ^ + (i^ + R') sin ^ .(2). 

From equation (1) we have R=iR\ and then (2) gives 


and 
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Hence 


27? 1 

P u . u, 

/I cos - + Sin 2 

cos X 


cos X 

sin ^ cos X + cos ^ sin X 
M Ji 


sin + x) 

if X be the coeflicient of friction. 


The splitting power of the wedge is measured by F, 
For a given force F this splitting power is tlicrcforo 
greatest wlien a is least. 

Theoretically this will he when a is z(;r<), i.e. when the 
wedge is of infinitesimal strength. Practically the wedge 
has the greatest splitting power when it is made with as 
small an angle as is consistent with its strength. 


202 . If there he no friction between tlie wedge and wood 
(though this is pnictically an impossible supposition), wo should have 
X=0, and therefore * 


271 

P 



203. If the force of compression exerted by the wood on the 
wedge be great enough the force P niiiy )iot be large enough to make 
the wedge on the point of motion down; in fact the wedge may be on 
the point of being forced out. 

If Pj be the value of P in this case, its value is found by changing 
the sign of yu in Art. 201, so that wo should have 





If 5 be>-X, the value of Pj is positive. 

£ 

If ^ be < X, Pi is negative and the wedge could therefore only be 
2 
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on the puint of slipping out if a pull were applied to its upper 
surface. 

If the wedge will just stick fast without the application of 

any force. 

Sac. Prove that the mnltiplication of foice produced by a Bcrow* 
press, in which the distance between bucocssive threads is c and the 
power is applied at the extremities of a eross*bar of length 2b, is the 
same as that produced by a thin isosceles wedge of angle a such that 

Bm^=:c-^47rb. 

204. Friction exerts such an important influence on 
the practical working of maeliines that the theoretical 
investigations are not of much actual use and recourse 
must for any particular machine be had to experiment. 
The fnothod is the same for all kinds of machines. 


Thp velocity-ratio can be obtained by experiment; for 
in all machines it equals the distance through which the 
effort ipovea divided by the corresponding distance through 
which the weight, or resistance, moves. Call it w. 

Lot tho weight raised be W, Then the theoretical 

W 

effort Pq, corresponding to no friction, is —. Find by 

n 

experiment tlie actual value of the eflbrt P which just 
raises W The actual mechanical advantage of the machine 

is ^, and tlie eiflciency of it is, by Art. 198, ^ • The 


product of the efficiency and the velocity ratio - 


p* r 
P'Po 


ss the mechanical advantage. 


r 

P 


a05. As an example take the ease of a class-room model of 
a differential wheel and axle on which some experiments were 
performed. The machine was not at all in good condition and was 
not cleaned before use, and no lubricants were used for the bearings of 
either it or its pulley. 

With the notation of Art. 164 the values of a, b, and o were found 
to be 8» end 6| inches, so that the value of the velocity ratio n 
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This value was also verified by experiment; for it was found that for 
every inch that }F went up, P went down nine inches. 

P was measured by means of weights put into a scale-pan whose 
weight is included in that of P; similarly for W, 

The weight of the pulley to which TT is attached was also included 
in the weight of JF, 

The corresponding values of P and TF, in grammes' weight are 
given in the following table; tlie value of P was that which just over¬ 
came the weight }F, The third column gives the corresponding values 
of Pq , t.e. the effort wli^ch would have been required had there been 
no frictional resistances. 


7F 

r 

r-'I 

" n 

i—^ 

II 

60 

28 

5-55 

•2 

1-79 

100 

36 

11-11 

•31 

2-78 

160 

45 

16-67 

•37 

8-3 

260 

60 

27-78 

•46 

4-17 

450 

90 

60 

•60 

6 

650 

119 

72-22 

•61 

5-46 

850 

147 

94-44 

•64 

6 -J8 

6 

1060 

175 

116-67 

•67 

1260 

203 

138-88 

•68 

616 

1450 

232 

161-11 

■604 

C‘25 


The fourth column gives the values of JS, the corresponding 
efficiency, and the lof^t column gives the values of il/, the moohanical 
advantages. 

On plotting out on squared paper the above results, which the 
student should do for himself, the points giving P are found to 
roughly be on a straight lii^p going through the third and last of 
the above. Hence, according to the theory of graphs, the relation 
between P and IF is of the form P—aTr+6, where a and b are 
constants. 

Also P«46 when 7^=150, and P=232 when 7r=1450. 

46 = 160a-h 6 and 232 ss 1450a+6. 

Solving, we have a=:*144 and Z>=:23’4 approximately, so that 

P=-1447r+23*4. 


This is called the Law of the Machine. 
Also P<,=^7F=*lllTr. 


Hence 


- 111 ^ 

P' •144Fr+23*4* 
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“*144 ^r+23-4 • 

• These give JJ and M for any weight TF. 

The values of JH and M get bigger as W increases. Assuming the 
above value of E to be true for all values of then its greatest value 
is when Jris infinitely great, and 

=-=-!; = about *77, 

•144 

BO that in this macliine at least 23 7o of the work put into it 
is lost. 

The corrosjjoncliiig greatest value of the mechanical advantage 

=-At= about 7. 

*144 

If tbo machine bad been well cleaned and lubricated before the 
experiment, much better results would have been obtained. 


206. Just os in the example of the last article, 
BO, with any other machine, the actual efficiency is found 
to fall considerably short of unity. 

There is one practical jid vantage which, in general, 
belongs to machines having a comparatively small 
efficiency. 

It can 1)0 shewn that, in any machine in wliicdi the 
magnitude of the effort applied has no effect on tlie 
friction, the load does not run down of its own accord 
when no effort is applied provided that the efficiency is less 
than J. 

Examples of such machines are a Screw whose pitch is 
small and whose “ Power ” or effort is applied horizontally 
as in Art. 178, and an Inclined Plane where the effort acts 
up the plane as in Art. 194. 

In machines where the friction does depend on the 
effort applied no such general rule can be theoretically 
proved, and each case must be considered separately. 
But it may be token as a rough general rule that where 
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the effort has a comparatively small effect on the amount of 
friction then the load will not run down if the efficiency be 
less than Such a machine is said not to “reverse” 
or “overhauL” 

Thus in the case of the Differential Pulley (Art. 165), 
ns usually constructed the efficiency is loss than and the 
load W does not run llown when no force 1* is applied, that 
is, when the machine is loft alone and the chain let ga 

This property of not overhauling compensates, in great 
measure, for the comparatively small efficiency. 

In a wheel and axle the mechanical advantage is 
usually great and the efficiency usually considerably more 
than ^ ; but the fact that it reverses does not always make 
it a more useful machine than the Differential Pulley. 

The .student, who desires further information as to the 
practical working of machines, should consult Sir ifobert 
Ball’s .Exj)erimental Mochtmics or works on Applied 
Mechanics. 


EXAMPLES. XXXn. 


1. How much work is done in drawing a load of 8 cwt. up a rough 
Inclined plane, whose height is 3 feet and base 20 feet, the coefficient 

of friction being ? 

2. A weight of 10 tons is dragged in half an hour through a 
length of 330 feet up an inclined plane, of inclination 80°, the co¬ 
efficient of friction being ; find the work expended and the b.p. of 
the engine which could do the work. 

3 . A tank, 24 feet long, 12 feet broad, and 16 feet deep, is filled 
by water from a well the s^ace of which is always 80 feet below the 
top of the tank; find the work done in filling the tank, and the h.p, 
of an engine, whose efficiency is *6, that will fill the tank in 4 hours. 


» 
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Exs. 


The diameter of the circular pieton of a steam engine is 
60 inches and it maJcea 11 strokes per minute, the length of each 
stroke being 8 feet, the mean pressure per square inch on the piston 
being 15 lbs., and the efliciency of the engine *65. Find the number 
of cubic feet of water that it will raise per hour from a well whose 
, depth is 800 feet, on the supposition that no work is wasted. 

5. The diameter of the piston of on engine is 80 inches, the mean 
pressure of steam 12 lbs. per square inch, the length of the stroke 
10 feet and the number of double strokes per minute is 11. The 
engine is found to raise 42^ cub. ft. of water per minute from a depth 
of 500 fathoms. Shew that its eOlciencj is *6 nearly. 

6 . The radii of a wheel and axle are 4 feet and 6 inches. If a force 
of 56 lbs. wt. is required to overcome a resistance of 200 lbs. wt. what 
is the efficiency of the machine? 

7. In some experiments with a block and tackle (second system of 
pulley^, in which the velocity-ratio was 4, the weights lifted were 10, 
80, and 160 lbs. and the corresponding values of the effort were 28, 58, 
and 85 lbs. Find the efficiency in each case. 

8 . , With a certain machine it is found that, with efforts equal to 
12 and 7*5 lbs. wt. respectively, resistances equ^ to 700 and 300 lbs. 
wt. are overcome; assuming that P=:a+&)r, find the values of 
a and 5. 


9. In some expeiluienls with a screw-jack the values of the load W 
were 150, 180, 210, 240 and 270 lbs. wt. and the corresponding values 
of the effort P were found to be 20*9,22*7, 25*75,28*4 and 31*4 lbs. wt.; 
plot the results on squared pa^r and assuming that P=:a+bW, find 
the approximate values of a and b, 

10. In some experiments with a model block tand tackle (the 
second system of pulleys), the values of W (including the weight of 
the lower block) and P expressed in grammes’ weight were found to 
he OB ioUows: 

7F'=75. 175, 275, 475, 675, 876, 1075; 

P=25, 48, 71, 119, 166, 214, 264. 

Also there were five strings at the lower block. Find an approxi¬ 
mate relation between P and W and the oorresponding values for the 
efficiency and mechanical advantage. 

Draw the graphs of P, i^o. Bt and Jlf. 



xxxn 


FRICTION 


259 


11. The following table gives the load in tons upon a crane, and 
the ooiresponding effort in lbs. wt.: 

Load 1, 3. 6. 7, 8, 10, 11. 

Effort 9, 20, 28. 87, 42, 51, 56. 

Find the law of the machine, and calculate the efilciency at the 
loads 5 and 10 tons given that the velocity-ratio is 600. 

12. A weight Is lifted by a screw-jack, of pitch ^ inch, the force 
being applied at right angles to a lever of length 13 inches. The 
values of the weight in tons, and the corresponding force in lbs., are 
given in the following table: 

Weight 1, 2*5, 6, 7, 8, 10. 

Force 24, 32, 46, 57, 63, 73. 

Find the law of the macliine, and calculate its efficiency for the 
weights 4 and 9 tons. 



CHAPTER XIV. 


FRICTION {cmitinued). 


207« In this chapter we give some further examples 
of the solution of problems where friction is involved. 


Ex. 1. A uniform ladder is in equilibriimt tcilh one end resting on the 
groundt and the other end against a vertical wall; if the ground and 
wall be both roughs the coefficients of friction being /i and fi' respectively ^ 
and i/ the ladder be on the point of slipping at both etuisj find the 
inclination of the ladder to the horizon. 


Let AB be the ladder, and G its centre o£ gravity; let Ji and S be 
the normal reactions at A and B re¬ 
spectively ; the end A ot Ihu ladder is 
on the point of slipping/roin the 'wall, 
and hence the friction pB is towards 
the wall; the end B is on the point 
of motion vertically downwards^ and 
therefore the friction f/fS acts upwards. 

Let $ be the inclination of the lad¬ 
der to the ground, and 2a its length. 

Resolving horizontally and ver¬ 
tically, we have 



.( 1 ). 

and B+pfS^^ilV .(2). 


Also, taking moments about A^ we have 


W, a 003 0is://S , 2a oos$+S , 2a sin 6y 


/. IFoos s= 2S {p! cos 0+sin d).(3). 

From (1) and (2), we have 

and pW = 5(IH- pp') .(4). 
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Bj (3) and (4), we have, by division, 

cos 0 _ 2(n' QOS 0 +Bin 9) 
fi ~~ 1+w*' 


Henco 


/. COS ^ (1 - fi/jf) = 2fi sin 6, 


tian<?=- 


*2fu 


Oflierwise tbus; 

Let X and X' be the angles of friction at A and 7?; draw AC making 
an angle X with the normal at Af and JJC making an angle X' with 
the normal at B, as in the figure. 

By Art. 189. AC and BC are the directions of the resultant re¬ 
actions at A and B. 

The ladder is kept in equilibrium by these resultant reactions and 
its weight; hence their directions must meet in a point and therefore 
the vertical line through G must pass through C, 

Formula (1) of Art. 79 gives 

(a 4- tt) cot CGB=a cot A CG - a cot JSCG, 


t.e. 


2 tan ^=cot X - tan X'—- 

/* 

1. /.I — 

.'. tan0=— 

2fi 


fi 


Sx. 3. A ladder is placed in a given position with one end resting 
on the ground and the other against a vertical wall. If the ground and 
wall be both roughs the angles of friction being X and hf respcctivehj, 
find by a graphic construction how high a man can ascend the ladder 
without its slipping. 

Let AB (Fig. Ex. 1) be the ladder. 

Draw AC and BC making the angles of friction with the normals 
at A and B to the wall and ground respectively. 

Draw CQ vertically to meet AB in G. If the centre of gravity of 
the man and ladder together be between A and G the ladder will rest; 
if not, it will slide. 

For if this centre of gravity be between G and B the vertical 
through it will meet BC7, the limiting direction of friction at B, 
in a point P such that the Z PAB is greater than the angle of friction 
at A, and so equilibrium will be impossible. 

If this centre of gravity be between G and A equilibrium will be 
possible; for even if the friction were limiting at A the vertical 
through this centre of gravity would meet AC ia a point P such that 
the angle PBS would be <X% so that equilibrium would be possible. 
Similarly we may shew that if the friction be limiting at P, there is 
still equilibrium. 

If then Gi be the centre of gravity of the ladder, G.^ the highest 
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possible position of the man, and Wi and be their respeotive 
weights, then is determined by the relation 

TTi.GGi^TTa.GGa. 

EXAMPLES. XXXm. 

1, A uniform ladder, 13 foot long, rests with one end against a 
smooth vertical wall and the other on a rough horizontal plane at a 
point 5 feet from the wall; find the friction between the ladder and 
the ground, if the weight of the ladder be 66 lbs. 

2. A uniform ladder rests with one end on a horizontal floor and 
the other against a vertical wall, the coefficients of friction being 

respectively 7 and ^; find the inclination of the ladder when it is 
about to ^p. 

3 , If in the last example the coefficient of friction in each case be 
shew that the ladder will slip when its inclination to the vertical is 

tan-^f. 

4 . A uniform ladder rests in limiting equilibrium with one end 
on a rough floor, whose coefficient of friction is and with the other 
against a smooth 'vertical wall; shew that its inclination to the vertical 

is tan“^ (2;t). 

% 

5, A uniform ladder is placed against a wall; if the ground and 
wall be equally rough, the coefficient of friction being tan shew that 
the limiti^ inclination of the ladder to the vertical is 26. 

When the ladder is in this position can it be ascended without Its 
slipping? 

6. A uniform ladder rests in limiting equilibrium with one end 
on a rough horizontal plane, and the other against a smooth vertical 
wall; a man then ascends the ladder; shew that he cannot go more 
than half-way up. 

7, A uniform ladder rests with one end against a smooth vertical 

wall and the other on the ground, the coefficient of friction being f; 
if the inclination of the ladder to the ground be 45^’, shew that a man, 
whose weight is equal to that of the l^der, can just ascend to the.top 
of the ladoOT without its slipping. 

8. A uniform ladder, of length 70 feet, rests against a vertical 
wall with which it makes an angle of 45°, the coefficients of friction 

tetween the ladder and the wall and ground respectively being -g end 
If a man, whose weight is one-half that of the ladder, aaoend the 
der, how high will he be when the ladder slips? 

If a boy now stand on the bottom rung of the ladder what must be 
his least weight so that the man may go to the top of the la«^er? 
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9. Two eqnal ladders, of weight w, are placed so as to lean against 
each other with their ends resting on a rough horizontal floor; given 
the coef&cient of friction, /a, and the angle 2a, that they make with 
each other. And what weight on the top would cause them to slip* 

Explain the meaning of the result when tan a^2fi or 

10. A uniform ladder rests, at an angle of 45° with the horizon, 
with its upper extremity against a rough vertical wall and its lower 
extremity on the ground. If jx and fi* be the coefficients of limiting 
friction between the ladder and the ground and wall respectively, shew 
that the least horizontal force which will move the lower extremity 

towards the wall ie IW, —. 

11. In Ex. 9 if the weight be placed at the middle point of one 
leg and be heavy enough to cause dipping, shew that the other log 
will be the one that will slide flrst. 


S08> Exk 1. A uniform cylinder is placed with its plane hose 
on a rough inclined plane and the inclination of the plane to the 
horizon is gradually increased; shew that the cylinder will topple over 
before it slides if the ratio of the diameter of the base of the e^linder 
to its height he less than the co^icimt of friction. 


Let 4> be the inclination of the plane 
cylinder is on the poinc of tumbling over. 
The vertical line through the centre of 
gravity O of the cylinder must just fall 
within the base. 

Hence, if AB be the base, the line GA 
must be vertical. 

Let C be the middle point of the base, 
r its radius, and let h be the height of the 
cylinder, 


to the horizon when the 



ifm<b^ootCAG=^~s=:^=z — 
CG h 



Also the inclination 6 of the plane to the horizon, when the 
cylinder is about to slide, is given by 

ton 6ssp .(2). 


Hence the cylinder will topple before it slides if ^ be less than $, 


0 


i.e.t if ^ be<^. 
A 
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3 , A rectangle ABCD reets on a vertical planet with its base 
AB on a rough table; a gradually increasing force acts along DO; will 
equilibrium he broJeen by sliding or toppling i 


Let F be the force, and W the 'Vireight of the rectangle. 

Let AB=2a and BC= 

If the rectangle topples it will clearly ^ ^ ■ ■■ n.i 
turn about and this will be when the 
XDoments of F and W about B just balance, 

i.c., when F . A= W . a .(1). 

Also the rectangle will slide when F is 
equal to the limiting friction, 

i.e,t when F=/aW .(2). — . . . i 

The rectangle will topple or slide ac- ^ 

cording as the value of F given by (1) is less * 

or greater than the value of F given by (2), 


i.e.t according as~^/u, 


C 



B 


i.e.t according as p. is ^ the ratio of the base to twice the height of the 
rectangle. 


« EXAMPLES. XXXIV. 

1, A cylinder rests with its circular base on a rough inclined 
plane, the coefficient of friction being Pind the inclination of tlio 
plane and the relation between the height and diameter of the base of 
the cylinder, so that it may be on the point of sliding and also of 
toppling over. 

2, A solid cylinder rests on a rough horizontal plane with one of 
its flat ends on the plane, and is acted on by a horizontal force through 
the centre of its upper end; if this force be just sufficient to move 
the solid, shew that it will slide, and not topple over, if the coefficient 
of friction be less than the ratio of the r^us of the base of the 
cylinder to its height. 

3. An equilateral triangle rests in a vertical plane with its base 
resting on a rough horizontal plane; a gp^ually increasing horizontal 
force acts on its vertex in the plane of the triangle; prove that the 
tnangle will slide before it turns about the end of its base, if the 
coefficient of friction be less than 

4. A conical sugarloaf, whose height is equal to twice the diameter 
of its base, stands on a table rough enough to prevent sliding; one 
end is gently raised till the sugarloaf is on the point of falling over; 
find the iaclination of the plane to the horizon in this position. 
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5, A oone, of given vertical angle 2a, rests on a rough plane which 
is inclined to the horizon. As the inclination of the plane is in¬ 
creased, shew that the oone will slide, before it topples over, if the 
coefficient of friction be less than 4 tan a. 

6. A right cone is placed with its base on a rough Inclined plane; 
if be the coefficient of friction, find the angle of the oone when 
it is on the point of both slipping and turning over. 


7. A oone rests on a rough table, and a cord fastened to the vertex 
of the cone passes over a smooth pulley at the same height as the top 
of the cone, and supports a weight. Shew that, if the weight be con¬ 
tinually increased, the cone will turn over, or slide, according as the 
coefficient of friction is > or <tana, where a is the semi-vertical 
angle of the oone. 


8, A cubical block rests on a rough inclined plane with its edges 
parallel to the edges of the plank. If, as the plank is gradually raised, 
the block turn on it before slipping, what is the least value that the 
coefficient of friction can have? 

9, The triangular lamina ABC, right-angled at B, stands With BC 
upon a rough horizontal plane. If the plane be gradually tilted round 
an axis in its own plane perpendicular to BC, so that the angle B is 
lower than the angle C, shew that the lamina will begin to »idc, or 
topple over, according as the coefficient of friction is less, or greater, 
than tan^. 

10, A square uniform metallic plate ABCD rests with its side BC 
on a perfectly rough plane inclined to the horizon at an angle a. A 
string dP attached to A, the highest point of the plate, and passing 
over a smooth pulley at P, the vertex of the plane, supports a weight 
w, and AP is horizontal. If W be the weight of the plate, shew that, 
as w increases, it will begin to turn when 

« 

_,_l+tan a 
«; > Xr- r -. 


11. A block, of weight one ton, is in the form of a rectangular 
parallelopiped, 8 feet high, standing on a square base whose side is 
6 feet. It is placed on a rough weightless Ixmrd with the sides of its 
base parallel to the length and breadth of the board, and the centre 
of the base is distant 6 feet from one extremity of the board. The 
board is now tilted round this extremity until,the block topples with¬ 
out sliding; find the work done. 
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aoo. Bic. A uni/arrn rod rastt in Umiting equilibrium unthin 
a rwigh hollow »gher«; if the rod subtend an angle 2a at the centre 
of the ^liere^ and if \ be the angle of friction^ shew that the angle 
of inclination of the rod to the horizon is 

_ _, ptan (a+X) — tan (a- X)"] 

tfCLsh ■ - - I ^ 

Let AB be the rod, Q its centre of gravity, and O the centre of the 
sphere, so that 

L GOA^ Z GOB^a. 

Through A and B draw 
lines and BO making an 
angle X with the lines join- 
ing A and B to the centre. 

By Art. 189, these*are the 
directions of the resultant 
reactions, B and 8, at A and 
B respectively. 

Since these reactions and 
the weight keep the rod in 
equilibrium, the vertical line 
through G must pass through C. 

Let AD be the horizontal line drawn through A to meet CG in 2) 
BO thabthe angle GAD is $. 

The angle 0-40= z Od(?-X=s90®-tt-X, 
and the angle CBG=s z OB(7+X=90*’—a+X. 

Hence theorem (2) of Art. 79 ^ves 

(a+ a) cot CGB ^ u cot CAB - a cot CBA, 

. i.e. 2 tan 9=:oot (90° - a- X) - cot (90° - a+X) 

=tan(a+X)-tan(a-X) .(!)• 

OthatvrlM tbiu; The solution may be also obtained by using the 
conditions of Art. 8S. 

Beaolving the forces along the rod, we have 

il cos (90° - tt - X) - cos (90°-tt+X) = TrBinff, 


i.e. J? sin (a+X) - /S sin (a - X) ss TTsin 0 .(2). 

Besolving perpendicular to the rod, we have 

i2coB(a+X)-pi5ooa(a~X)s:7rooa(?.(3). 

By taking moments about A, we have 

5. AB sin (90° - ct X) TF. A (2 cos 

Le, 2iSrcos(a-X)=irooatf.(4). 

From equations (S) and (4), we have 


B cos (a *f X) ss B eos (a - X) ss J cos 
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Substituting these values of "R and S in (2), vre have 
tan (a + X) - tan (a - X) = 2 tan B, 

Numerical example. If the rod subtend a right angle at the centre 
of the sphere, shew that its inclination to the horizon is twice the 
angle of hiotion. 

aiO. Bx. Two "bodicet of weights W■^ and are placed on an 
inclined plane and are connected hy a light string which coincides with 
a line of greatest slope of the plane; if the coefficients of friction 
"between the bodies and the plane be respectively and find the 
inclination of the plane to the horizon when both bodies are on the point 
of motion^ it being assumed that the smoother body is below the other. 

The lower body would slip when the Inclination is but the 

upper would not do so till the inclina¬ 
tion had the value tan“^ When the 
two are tied together tho inclination for 
slipping would be between these two 
values. Let it be 0 and let and 
be che normal reactions of the bodies; 
also let T be the tension of the string. 

The frictions p^Ri and 
act up the plane. 

For tho equiUbrium of we have 

TVieXnBszT+pjRj^f • 

and 'W'i 0 os$s=Ri. 

2’=IF’i(sintf-^iCos0).(1). 

For tho equilibrionj of ITj, we have 

2 sin 0 + Tssp^^t 

and Wg^cosB 

.•. .( 2 )- 

Hence, from (1) and (2), 

{eia 0^Pj^ooB 0 ):=}V 2 (p^cos 0- ^ 0). 

(TFj + IFg) sin ^-I- W^p^ cos 0. 

tan^=i 

Bx. 1. Two equal bodies are placed on a rough inclined plane, 
being connected by a light string; if the coefficients of friction be 

respectively and I-, shew that they will both be on the point of 
motion when the inclination of the plane is tan~^-]^. 

Bx. a. Shew that the ^atest angle at which a plane may be 
inclined to the horizon so that three equal bodies, whose coefficients 

of friction ore f i {i and f respectively, when rigidly connected together, 
may rest on it without lapping, is tan~^ 


“b 1^2^ 
JFi-UFa ■ 
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311. Bx. A particle it ^tlaced on a rough planer whase inclina¬ 
tion to the horizon is a, and is acted upon hy a force P acting parallel 
to the plane and in a direction making an angle jS with the line of 
greatest slope in the plane; if the coefficient of friction be p. and the 
equilibrium be limiting^ find the direction in which the body will begin 
to move. 


Let Tr be the weight of the particle, and B the normal reaction. 

The forces perpendicular to the in> 
dined plane must vanish. 

i2=TFcosa.(1). 

The other component of the weight 
will be W sin a, acting down the line of 
greatest slope. 

Let the friction, act in the direc¬ 
tion ABf making an angle 0 with the 
line of greatest slope, so that the particle 
would ^gin to move in the direction BA produced. 

Since the forces acting along the surface of the plane are in equi¬ 
librium, we have, by Laml’s Theorem, 

pB _ ir sin a _ P 
sin ^ sin {6+^) sin 6 

From (1) and (2), elimmating 11 and IT, wo have 



.( 2 ). 


B Bin a sin 8 
COB tt = „_ = —. —• 
W pBm{d+p) 


Hence 

giving the angle $. 


sin (0+/3)- 


ton a sin jS 


(3). 


Numerical Example. Suppose the inclination of tho plane to be 
30°, the coefficient of friction to be and the angle between the force 
P and the lino of greatest slope to be 30°. 

In this case we have 

- tan 30°. sin 30° /.x 

sin {e + 30°) -=-= ^ 1 = sin 60°.(4), 

Hence 0 is 30°, and the body begins to slide down the plane in a 
direction making an angle of 30° with the line of greatest slope. 

ir 

The force P could be easily shewn to be ^3. 


If the force be on the point of overcoming the weight, it can be 
easily shewn for it follows from (4), since another solution is ^=90°], 
that the friction pB acta horizontally, so that the particle would start 
in a horizontal direction, and that the corresponding value of P is 


W 

n 


VS. 
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EXAMPLES, XXXV. 


1. A ladder, lyhose centre of gravity divides it into two portions 
of length a and rests with one end on a rough horizontal floor, and 
the other end against a rough vertical wall. If the ooeiBcients of 
friction at the floor and wall be respectively and shew’ that the 
inclination of the ladder to the floor, when the equilibrium is limiting, 

tan“* —;—. 


IS 


2. A weightless rod is supported horizontally between two rough 
inclined planes at right angles to each other, the angle of friction \ 
being less than the inclination of either plane. Shew that the length 
of that portion of the rod on which a weight may be placed without 
producing motion is sin 2a.sin2\ of the whole length of the rod, 
where a is the inclination of either plane to the horizon. 


3. A heavy uniform rod is placed over one and under the other of 
two horizontal pegs, so that the rod lies in a vertical plane; show that 
the length of the shortest rod which will rest in such a position is 

a(l+tanaootX), 

where a is the distance between the pegs, a is the angle of inclination 
to the horizon of the lino joining them, and X is the angle of friction. 


4. A uniform heavy rod, 1 foot long, one end of which k rough 
and the other smooth, rests within a circular hoop in a vertical plane, 
the radius of the hoop being 10 inches. If the rod is in limiting equi¬ 
librium when its rough end is at the lowest point of the hoop, show 
that the coefficient of friction is 

5. A heavy uniform rod rests with its extremities on a rough cir¬ 
cular hoop fixed in a vertical plane; the rod subtends an angle of 120'* 
at the centre of the hoop, and in the limiting position of equilibrium 
is inclined to the horizon at an angle If ^3/tsstana, /a being the 
coefficient of friction, shew that 

tan^: tan2a:: 2: 

6. A. and B are two small equal heavy rings which slide on a rough 

horizontal rod, the coefficient of friction being Another equal 
heavy ring C slides on a weightless smooth string connecting A and B ; 
shew that, in the position of limiting equilibrium, ABC is an equi- 
Jatend triangle. 

7. One end of a heavy uniform rod AB con slide along a rough 
horizontal rod ACt to which it is attached by a ring; B and C are 
joined by a string. Ji ABC be a right angle when the rod is on the 
point of sliding, fi the coefficient of friction, and a the angle between 
AB and tiie vertil^, ^ew that 

tana 

'‘“tan2aH-2.' 
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8. A nnifurm rod slides with its ends on two fixed eqaolly rough 
rods, one being vertical and the other uiclined at an angle a to the 
horizon. Shew that the inclination $ to the horizon of the movable 
rodf when it is on the point of sliding, given by 


^_lT2/4tano-At8 
t&H u -s /, —————— 

2 (tana^/ct) 




0. A uniform ladder, whose length is a and whose weight is 
makes an angle 0 with the horizontal, and rests with one end against 
a vertical wall and the other upon a horizontal floor, the wall and 
floor being equally rough, and the coefficient of friction being tan X. 
Shew that a man, whose we4(ht is P, oon never get nearer to the top of 

the ladder than ^^ 


10. The poles supporting a lawn-tennis net are kept in a vertical 

S osition by guy ropes, one to each pole, which pass round pegs 2 feet 
istant from the poles. If the coefficient of limiting friction between 
the ropes and pegs be shew that the inclination of the latter to the 

vertical must not be less than tan~^XX> height of the poles being 
4 feet. 


11, A chest in the form of a rectangular parallelopiped, whose 
weight Without the lid is 200 lbs., and width from bock to front 1 foot, 
has a lid weighing 50 lbs. and stands with its back 6 inches from a 
smooth wall and parallel to it. If the lid be open and lean against the 
wall, find the least coefficient of friction between the chest and the 
ground that there may be no motion. 

12. A heavy circular disc, whose plane is vertical, is kept at rest 
on a rough inclined plane by a string parallel to the plane and touch¬ 
ing the circle. Show that the disc will slip on the plane if the 

coefficient of friction be less than ^ tan i, where i is the slope of the 
plane. 


13. A particle resting on a rough table, whose coefficient of 
friction is fi, is fastened by a string, of length n, to a fixed point A on 
the table. Another string is fastened to the particle and, after passing 
over the smooth edge of the table, supports an equal particle hangiiig 
freely. Show that the particle on the table will rest at any point P 
of the circle, whose centre is A and whose radius is a, which is such 
that the stru^ AP is kept taut and the distance of the second string 
from A is not greater than ita, 

14. A heavy rod, of length 2a, lies over a rough peg with one 
extremity leaning against a rough vortical wall; if c Ira the Stance of 
the peg £rom the w^ and X be the angle of friction both at tibe peg 
and the wall, shew thaA, when the point of conteot of tbe rod with the 
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wall is above the peg, then the rod is on the point of aliding^down- 
warda when 


»n“ tfss-oos^X, 
a 

where $ is the indination of the rod to the walir If the point of 
contact of the rod and wall be below the peg, prove that the rod is on 
the point of slipping downwards when 

sin^ sin (^+2\) s= ^ cos® X, 

and on the point of slipping upwards when 

sin® e sin {0 - 2X) oos* X. 

15. A circular disc, of radius a and weight TT, is placed within a 
smooth sphere, of radius b, and a particle, of weight w, is placed on 
the disc. If the coefficient of friction bq^een the particle and the 
disc be /«, find the greatest distance from the centre of the disc at 
which the particle can rest. 

16. A smooth sphere, of given weight rests between a vertical 
wall and a prism, one of whose faces rests on a horizontal plane; if the 
coefficient of friction between the horizontal plane and the prism be /k, 
shew that the least weight of the prism consistent with equililbrium is 

a is the inclination to the horizon of the face 
in oontaot with the sphere. 

17. Two equal rods, of length 2a, are fastened together so as to 
form two sides of a square, and one of them rests on a rough 
Shew that the limiting distances of the points of contact from the 

middle point of the rod are where fi. is the coefficient of 

friction. 


18. Two uniform rods, AO an^ are rigidly joined at O bo 
that they form one uniform bent rod^whose two portions ore at right 
angles. This bent rod is supported on the edra of a rough ti^le 
whioh tonohes AO at its midme point. If HC be three times AO, 

shew.that the tangent of the inclination of AC to the horizon is 

Find also the least value of the coefficient of friction that the rod 
may rest with the point A on the edge of the table. 

19. A heavy string rests on two given inclined planes, of the same 
material, passing over a small pulley at their common vertex. If the 
string be on the point of motion, shew' that the line joining its two 
ends is inelined lb the horizon at the angle of friction. 
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20t Oil a rough inclined plane (yui =c a weight 7r is just supported 
"W 

by a force ^ acting up the plane and parallel to it. Find the 

magnitude and direction of the least additional force, acting along 

W 

the plane, which will prevent motion when the force ^ acts along 
the plane, but at 60° with the line of greatest slope. 


21. A wei{ 


sight JP' is laid upon a rough plane inclined 

at 45° to the horizon, and is connected by a string passing through a 
smooth ring. A, at the top of the piano, with a weight P hanging 
vertically. If Tr=3P, shew that, if $ be the greatest possible inclina¬ 
tion of the string A IF to the line of greatest slope in the plane, then 

2s/2 

3 • 

Find also the direction in which W would commence to move. 


cos ff = • 


22. A weight TF rests on a rough 'uclined plane inclined at an 
angle a to the horizon, and the coefBcient of friction is 2 tan a. Shew 
that the least horizontal force along the plane which will move the 
body is ^3W sin a, and that the body will tegin to move in a direction 
inclined at 60° to the lino of greatest slope on the plane. 


23. If two equal weights, unequally rough, be connected by a 
light rigid rod and be plac^ on an inclined plane whose inclination, 
a, to the horizon is the angle whose tangent is the geometric mean 
between the coefficients of friction, shew that the greatest possible 
inclination to the line of greatest slope whioh the rod can make when 


at i. oor-i (^g;) . 
friction. 


where and are the coefficients of 


24. A heavy particle is placed on a rough plane inclined at on 
angle a to the horizon, and is connected by a stretched weightless 
string AP to a fixed point A in the plane. If AB be the line of greatest 
slope and the angle PAB when the particle is on the point of 
slipping, shew that Bin^=fioota. 

Interpret the result when fi cot a is greater than unity. 

25. A hemispherical shell rests on a rough plane, whose angle of 
friction is X; shew that the inclination of the j^ane base of the rim 
to the horizon cannot be greater than Bin~^ (2 sin X). 

26. A solid homogeneous hemisphere rests cm a rough horizontal 
plane and against a smooth vertical wall. Shew that, if the coefficient 
of friction be greater than the hemi^hera i»ui rest in any position 
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fijid, if it be less, the least angle that the base of the hemisphere can 

Q„ 

make with the vertical is cos”^ —. 


is COB"' 


If the wall be rough (coefficient of friction ft') shew that this angle 
1+At' \ 


27. heavy homogeneous hemisphere rests with its oonvoz sur¬ 
face in contact with a rough inclined plane; shew that the greatest 

possible inclination of the plane to the horizon is sin~^|-. 

Shew that a homogeneous sphere cannot rest in equilibrium on any 
inclined plane, whatever its roughness. 


28. o> hemisphere rest in equilibrium with its curved surface 
in contact with a rough plane inclined to the horizon at an angle 

sin"^ -^1 find the inclination of the plane base of the hemisphere to 
the vertical. 


29. A uniform hemisphere, of radius a and weight TT, rests with 
its spherical surface on a horizontal plane, and a rough particle, of 
weight W\ rests on the plane surface; shew that the distemee of the 


particle from the centre of the plane face is not greater than 


SJVfta 


where p. is the coefficient of friction. 


30. A sphere, whose radius is a and whose centre of gravity is at 
a distance c from the centre, rests in limiting equilibrium on a rough 
plane inclined at on cjigle a to the horizon; shew that it may be 
turned through an angle 


2co8"i 



and still be in limiting equilibrium. 



CHAPTER XV. 


MISCELLANEOUS. 


212. Bodies connected by smooth hlng^es. 

When two bodies are hinged together, it usually happens 
that, t.ither a rounded end of one My fits loosely into 
a prepared hollow in the other body, as in the cose of 
a ball-and-socket joint; or that a round pin, or other 
separate fastening, passes through a hole in each body, as 
in the case of the hinge of a door. 

In either case, if the bodies be smooth, the action on 
each body at the hinge consists of a single 
force. Let the figure represent a section 
of the joint connecting two bodies. If 
it be smooth the actions at all the points 
of the joint pass through the centre of the 
pin and thus have as resultant a single 
force passing Ihrough 0, Also the action 
of the hinge on the one body is equal and opposite to the 
action of the hinge on the other body; for forces, equal 
and opposite to these actions, keep the pin, or fastening, in 
equilibrium, since its weight is negligible. 
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If the joint he not smooth, then at the points of contact B, O, 
B,... there will also be frictional resistances'acting in directions per« 

pendicular to OJ, OB, OG . The forces acting on such a joint will 

not, in general, reduce to a single force but to a force and a couple 
(Art. 87). 

In solving questions concerning smooth hinges, the 
direction and magnitude of the action at the hinge are 
usually both unknown. Hence it is generally most con> 
V^enient to assume the action of a smooth hinge on one 
body to consist of two unknown components at right angles 
to one another; the action of the hinge on the other body 
will then consist of components equal and opposite to 
these. 

The forces acting on each body, together with the 
actions of the hinge on it, are in equilibrium, and the 
general conditions of equilibrium of Art. 83 will now apply. 

In order to avoid mistakes as to the components of 
the reaction acting on each body, it is convenient, as in 
the second figure of the following example, not to pro¬ 
duce the beams to meet but to leave a space between 
them. 


313. Bz. Three equal uniform rode^ each of wdgM IT, are 
emoothly joirUed so as to form an equilateral triangle. If the system 
he supported at the middle point of one of the rodSf shew that the 

action at the lowest angle is ^ IF, and that at each of the others is 

o 



Let ABO be the triangle formed by the rods, and I> the middle 
point of the ride AB at which the system is supported. 


Iiet the action of the hinge at A on the rod AB consist of twe 
components, res^tiyely equu to F and X, acting in yertioal and 
horizontal directions; hence the action of the hinge on AC consists 
of components equal and opposite to these. 

Since the whole system is symmetrical about the vertical line 
through B, the action at B will consist of components, also equal to 
F and Z, as in the figure. 
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Lcfe the action of the hinge C on CB consist of vertiooJly up¬ 
wards, and horizontally to the right, so that the action of the same 
hinge on CA consists of two components opposite to these, as in the 
figure. 




For ABt resolving vertically, we have 

S=W+2Y . .(1), 

where S is the vertical reaction of the peg at D. 

For CF, resolving horizontally and vertically, and taking moments 
about C, we have 

^ X+X^=0 .( 2 ), 

W^Y+Y^ .(3), 

and Wt a cos 60® + X.2a sin 60®= F. 2a cos 60®.(4), 

For CAf by resolving vertically, we have 

7r=F-Fi.(6>. 

From equations (3) and (5) we have 

Fi=0, and Y=W. 

Hence equation (4) is 

X=iWcotG0°^ 

Therefore, from (2), Xi= 


Also (1) gives S~BW. 

Hence the action of the hinge at B consists of a force F® 

O'- vh) , acting at an angle tan'> ^ (i.e, tan~i 2/^3), to the 
horizon; also the action of the hinge at 0 consists of a horizontal 
force equal to 

D 


A priori reasoning would have shewn ns that the action of the 
hinge at C must be horizontal; for the whole system is symmetrical 
about the line CDt and, nnless the component F^ vanished, the re¬ 
action at O would not satisfy the oonditdon of eyiiametry. 
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EXAMPLES. XXXVL 

1, Two equal uniform beams, and BC, ore freely jointed at B 
and A is fixed to a hinge at a point in a wall about which AB can 
turn freely in a vertical plane. At what point in BC must a vertical 
force be applied to keep the two beams in one horizontal line, and 
what is the magnitude of the force? 

2, Two uniform beams, A C and CJ5, are smoothly hinged together 
at C, and have their ends attached at two points, A and B, in tho 
some horizontal line. If they be made of the same material and bo of 
total weight 60 lbs., and if each be inclined at an angle of 60° to the 
horizon, shew that the action of the hinge at the point C is a hori¬ 
zontal force of 5,^3 lbs. weight. 

3, A pair of compasses, each of whose legs is a uniform bar of 
weight is supported, hinge dovmwards, by two smooth pegs placed 
at the middle points of the legs in the some horizontal line, the logs 
being kept apart at an angle 2a with one another by a weightless rod 
joining their extremities; shew that the thrust in this rod and that 
the action at the hinge are each cot a. 

4, Two equal uniform rods, AB and AC^ each of weight IT, aro 
smoothly joint^ at A and placed in a vertical plane with &e ends B 
and C resting ou a smooth table. Equilibrium is preserved by a 
string which attaches G to the middle point of AB. Shew that the 
tension of the string and the reaction of the rods at A are both 
equal to 

W i _ 

-j- ooseo a a/1 + 8 cos® a, 

and that each is inclined at an angle tan"^ tan a) to the horizon, 
where a Is the inclination of either rod to the horizon. 

5, Two equal beams, AG and BC, freely jointed together at C, 
stand with their ends, A and B, in contact with a rough horizontal 
plane, and with the plane ABG vertical. If the coefficient of friction 

be shew that the angle ACB cannot be greater than a right angle, 
and find the thrust at G in any position of equilibrium. 

$, Three uniform heavy rods, AB, BC, and CA, of lengths 5, 4, 
and 3 feet respectively, are hinged together at their extremities to form 
a triangle. Shew that the whole balance, with AB horizontal, 
about a fulcrum which is distant of an inch from the xniddle point 
towards A. 

Prove also that the vertical components of the actions at the 

187 163 

hinges A and B, when the rod is balanced, are 600^ 

respectively, where W Is the total weight of the rods. 
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7. Two equal rods, AB and jB(7, are jointed at B, and have their 
inid^e points connected by an inelastic string of such a length that, 
when it is straightened, the angle ABC is a right angle; if the system 
be freely suspended from the point At shew that the inclination of 
AB to the vertical will be tan~^ and find the tension of the string 
and the action at the hinge. 

8. Two equal bars, AB and BC, each 1 foot long and each of 
weight Wt are jointed together at B and suspended by strings OAt OB, 
and OCt each 1 foot long, from a fixed peg O ; find the tensions of the 
three st^gs and the magnitude of the action at the hinge, the strings 
and bars being all in one plane. 

9. Three uniform beams ABt BO, and OB, of the same thickness,, 
and of lengths Z, 2Z, and I respectively, are connected by smooth hinges* 
at B and O, and rest on a periectly smooth sphere, whose radius is 2Z, 
so that the middle point of BO and the extremities, A and B, are in 
contact with the sphere; shew that the pressure at the middle point 
of BO is of th^ weight of the beams. 

10. Three uniform rods ABt BO, and OB, whose weights are 
proportional to their lengths a, b, and c, are jointed at B and O and 
are in a horizontal position resting on two pegs P and Q; find the 
action^at the joints B and 0, and ^ew that Wxe distance l^tween the 
pegs must be 


11. AB and AG are similar uniform rods, of length a, smoothly 
jointed at A, BD is a weightless bar, of length b, smoothly jointed 
at B, and fastened at B to a smooth ring sliding on AC, The system 
is hung on a smaU smooth pin at A, Shew that the rod AO makes 
with the vertiool on angle 


tan“^ 


b 


12. A square figure ABCD is formed by four equal uniform rods 

J ointed together, and the system is suspended from the joint At and 
cept in the form of a square by a strmg connecting A and C; shew 
thM the tension of the string is half the weight of me four rods, and 
find the direction and magnitude of the action at either of the joints 
B orJD. 


13. Four equal rods are. jointed to^&er to form a rhombus, 
and the (mposite joints ore joined by sttmgs forming the diagonals, 
and ^e whole aystem is jfia^ on a smooth horizontol table, fihew 
that tiieir tensions ore in the same xatie as thdz leng^is. 
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214. Funicular, Rope, Polygon. I£ a light 
cord have its ends attached to two fixed points, and if at 
different points of the cord there be attached weights, the 
figure formed by the cord is called a funicular polygon. 

Let 0 and 0-^ be the two fixed points at which the 
ends of the cord are tied, and let Ai, A^, ... A^ be 
the points of the cord at which are attached bodies, 
whose weights are tCj, Wa, ... respectively. 

Let the lengths of the portions 

OAi, AyAy, beet,, ... respectively, 

and let their inclinations to the horizon be 

®ai ••• ®»+i* 



Let h and k be respectively the horizontal and vertical 
distances between the points 0 and Oi, so that 

0 ^ COS "i* fit, cos flig "j* ... cos 

and sin ■f* a^ sin ... ’f* a„^j sin ^ k* ..^2^. 

Let 5*1, ... be respectively the tensions of the 

portions of the cord. 
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Resolving vertically and horizontally for the equilibrium 
of the different weights in succession, we have 

T2 sin og — 5^1 sin and T^ cos oj — cos oj = 0; 

T^ sin —T2 sin = zog, and T^ cos 03 — T^ cos 03 = 0; 

T^ sin 04 — 2^3 sin og = and T^ cos 04 — 2^3 cos a, = 0; 

Tn^-i_ sin on+i - sin a» = and cos a„+i - T^ cos a,^=0. 



These 2 n equations, together with the equations (1) 
and (2), are theoretically sufficient to determine the (n + 1) 
unknown tensions, and the (n + 1) unknown inclinations 

S 

®1> ®2» ••• ®«+l* 

Prom the right-hand column of equations, we have 

Ti cos = T^ cos oj = 2# cos og =s... = T^^^i cos a,j^j 

= Jc(say) .(3), 

SO that the horizontal component of the tension of the 
cord is constant throughout and is denoted by K. 
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From (3), substituting for .. 

hand column of equations, we have 


. ill 


Wi 

tan Og — tan ^ i 




tan ttg — tan 


Wn 


tan 04 — tan 03 = —r , 


1^11 “n+l — tail — ~jr • 

If the weights be all equal, the right-hand members of 
this latter column of equations are all equal and it follows 
that tanai, tana^, ...tan are in arithmetical pro¬ 

gression. 

Hence when a sot of equal weiglits are attached to 
different points of a cord, as above, the tangents* of in¬ 
clination to the horizon of successive portions of the cord 
form an arithmetical progression whoso constant difference 
is the weight of any attached particle divided by the 
constant horizontal tension of the cords. 

215. Graphical construction. If, in the Funi¬ 
cular Polygon, the inclinations of the different portions of 
coi:d be given, we can easily, by geometric construction, 
obtain the ratios of mj, ... 

For let 0 be any point and CD 
the horizontal line through C, Draw 
CPit OPg, ... OPtn-i parallel to the 
cords OA^, AiAs, ... AnOi, so that 
the angles PjPD^ P^CD^ ... are re¬ 
spectively tti, o,, .... 

Draw any vertical line cutting 
these lines in i>, Pj, Pa..., 
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Then, hy the previous article^ 


'K~ 


^ , J5Pa i>A 

tan tta - tan 


I\P, 
CD * 


w>2 _ i)Ps jDPa _ 

- tan tta ~ tan Uj - 

and so on. 


Hence the quantities A'’, Wg, ... are respectively 
proportional to the lines CD, P1-^21 ■^2^8» ••• » + H and 

hence their ratios are determined. 

This result also follows from the fact that CP^Px is 
a triangle of forces for the weight at A„ CP^P^ similarly 
for the weight at A^, and so on. 

Similarly, if the weights hung on at the joints be given 
and the directions of any two of the cords be also known, 
we can determine the directions of the others. We draw a 
vertical line and on it mark oflF PjPa, PJ^z<t ••• proportional 
to the weights Wi, TFa,.... If the directions of the cords 
OAjj AiA^ are given, we draw PjO, P^ parallel to them 
and thus determine the point 0 , Join 0 to A. A, •• . etc., 
and we have the directions of the rest of the cords. 


216. Tensions of Elastic Strings, All through 
this book wo have assumed our strings and cords to be 
inextensible, z.e. that they would bear any tension without 
altering their length. 

In practice, all strings are extensible, although the 
extensibility is in many cases extremely small, and prac¬ 
tically negligible. When the extensibility of the string 
cannot be neglected, there is a simple experimental law 
connecting the tension of the string with the amount 
of extension of the string. It may be expressed in the 
form 

The tension of an elastic stHnff mWes as the exlenaio 7 i of 
the string h&yond Ue natural Imgfh, 
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Suppose a string to be naturally of length one foot; its tonsion, 
when the length is 13 inches, will be to its tension, when of length 
15 inches, as 

13-12 : 15-12, i.e.f as 1 : 8. 

This law may be verified experimentally thus; take a spiral spring, 
or an india-rubber band. Attach one end A to a fixed point and at the 
other end B attach weights, and observe the amount of the extensions 
produced by the weights. These extensions will be found to be 
approximately proportional to the weights. The amount of the 
weights used must depend on the strength of the spring or of the 
rubber band; the heaviest must not be largo enough to injure 
or permanently deform the spring or band. 


217> The student will observe carefully that the 
tension of the string is not proportional to its stretclicd 
lengthy but to its extension. 

The above law was discovered by Ifooko (a.j), 1 G 35 —• 
1703 ), and enunciated by liim in the form Uf iensio, sic vis. 
From it we easily obtain a formula giving us the tension in 
any case. 

Ijet a bo the unstretched length of a string, »nd T 
its tension when it is stretched to bo of length fc. The 
extension is now sc —a, and the law states that 

T cc X —a. 

Tliis is generally expressed in the form 


the constant of variation being —. 


a 


The quantity k depends only on the thickness of the 
string and on the material of which it is m«ido, and is callod 
the Modvlus of Elasticity of the String. 

It is equal to the force which would stretch the string, 
if placed on a smooth horizontal table, to twice its natural 
length; for, when x = 2a, we have the tension 

2 a —a 


s=X 




a 


No elastic strins: will however beat an unlimited 
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stretching; when the string, through being stretched, is 
on the point o£ breaking, its tension then is called the 
breaking tension. 

Hooke’s Law holds also for steel and other bars, but the 
extensions for which it is true in those cases are extremely 
small. We cannot stretch a bar to twice its natural length; 
but X will be 100 times the force which will extend the bar 

by xJgth of its natural length. For if ®then 



The value of 2 ’ will depend also on the thickness of tlie 
bar, and the bar is usually taken as one square inch section. 
Thus the modulus of elasticity of a steel bar is about 
13500 tons per square inch. 

By the method of Art. 134 it is easily seen that 
the work done in stretching an elastic string is equal to the 
extension multiplied by the mean of tho initial and final 
tensions. 


Esc. ABG i» an elastic string, hanging vertically from, a fi.xed 
point A ; at B and C am utU^ched particles, of weights 211^ and IV 
respectively. If the modulus of elasticity of the string be SW, Jind the 
ratio of the stretched lengths of the portions of the string to their un¬ 
stretched lengths. 

Lot c and bo the unstretched lengths of AB and B€, and x and 
y their stretched lengths. 

Let T and be their tensions, so that 


T=X 


X — e 





A 


and 


c, c, 


Prom the equilibrium of B and C, we have 


It 

B 


r-Tj=2TF, and Tj=7r. 

Hence TssSW, 

3TF, and SJF W. 

0 c, 


Tj 

C 


.*. a;=s2<!, and 

so that the stretched lengths are respectively twice and four-thirds of 
the natuxal lengths. 
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EXAMPLES. XXXVIl. 


1, ABG is an elastic string, whose modnlus of elasticity is 4 IT, 
which is tied to a fixed point at if. At P and G are attached weights 
each equal to TK, the unstretohed lengths oi A B and BC being each 
equal to c. Shew that, if the string and bodies take up a vertical 
position of equilibrium, the stretched lengths ot AB and BC are f c 
and -^c respectively. 


2, An elastic string has its ends attached to two points in the 
same horizontal plane, and initially it is just tight and unstretched; 
a particle, of weight W, is tied to the middle point of the string; if tlie 


W 

modulus of elasticity be , shew that, in the position of equili- 

brium, the two x>ortions of the string will be inclined at an angle of 
60*^ to one another. 


3. In the previous question, if 2a bo the distance between the 
two points, 2c the unstretched length of the string, and X the modulus 
of elasticity, shew'tliat the inclination, of the strings to the vertical 
is given by 

^ « <* 1 . 

^ tan 0 + sin 0=— , • 

2X c 


4. A body rests on p* rough inclined plane whose inclination a to 
the horizon is greater than X, the angle of friction; it is held at rest 
by an elastic string attached to it and to a point on the plane. If the 
modulus of elasticity be equal to the weight of the body, prove that in 
the position of equilibrium the ratio of the length of the string to its 
original length is 

1 + sin (a-X). seoX. 


6. Four equal jointed rods, each of length a, are hung from an 
angular point, which is connected by an elastic string with the 
opposite point. If the rods hang in the form of a square, and if 
the modulus of elasticity of the string be equal to the weight of a 

rod, shew that the unstretched length of the string is 


6. An elastic cord, whose natural length is 10 inches, can be kept 
stretched to a length of 15 inches by a force of 5 lbs. wt.; find the 
amount of work done in stretching it from a length of 12 inches to a 
length of 15 inches. 

7, A spiral spring requires a force of one pound weight to stretch 
it one inch. How much work is done in stretching it three inches 
more? 
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O-raphic Constructions. 

218 . To find tlie resultant of any number of coplancur 
forces. 

Let the forces bo P, Q, P, and S whose lines of action 
are os in the left-hand figure. 

Draw the figure ABODE having its sides AB^ BC^ CD^ 
and DM respectively parallel and proportional to P, R 
and S. Join AE^ so that by the Polygon of Forces AE re¬ 
presents the required resultant in magnitude and direction. 




C 


Take any point 0 and join it to il, P, O', P, and E\ let 
the lengths of these joining lines be a, 6, c, d, and e 
respectively. 

Take any point a on the line of action of P; draw ap 
parallel to BO to meet Q in fiy parallel to CO to meet 
R in y, and yS parallel to DO to meet S in S. 

Through 8 and a draw lines parallel respectively to EO 
and OA to meet in c. 

Through c draw eZ parallel and equal to AE* Then 
«Z shall represent the required resultant in magnitude and 
line of action, on the same scale that AB represents P. 



MISCELLAITEOUS 


287 


For P, being represented by AB, is equivalent to forces 
represented hy AO and OB and therefore may be replaced 
by forces equal to a and 6 in the directions ca and / 3 a. So 
Q may be replaced by h and c in directions ap and yyS, R by 
c and d in directions py and Sy, and S by forces d and e in 
directions yS and cS. 

The forces jP, i?, and S have therefore been replaced 
by forces acting along the sides of the figure apyBe^ of 
which the forces along ^y and yS balance. 

Hence we liave left forces at c which are parallel and 
e(j[ual to AO and OE, whose resultant is AE, 

Since eL is drawn parallel and equal to AE, it therefore 
represents the required resultant in magnitude and lino of 
action. 

Such a figure as ABODE is called a Force Polygon 
and one such as a/SyBe is called a Link or Funicular 
Polygon, because it represents a set of links or* cords 
in equilibrium. 

219. If the point E of the Force Polygon coi'ccides 
with the point A it is said to close, and then the resultant 
force vanishes. 

If the Force Polygon closed, but the Funicular Polygon 
did not close, i.e, if Bea was not a straight line, we should 
have left forces acting at 8 and a pirallel to OE and AO^ 
i.e. we should in this case have two equal, opposite, and 
parallel forces forming a couple. 

If however the Funicular Polygon also closed, then 8ca 
would be a straight line and these two equal, opposite, and 
parallel forces would now be'' in the same straight line and 
would balance. 

Hence, if the forces P, P, S are in equilibrium, both 
their Force and Funicular Polygons must close. 
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220 . If tho forces be parallel the construction is the 
same as in the previous article. The annexed figure is 



drawn for the case in which the forces are parallel and two 
of the five forces are in the opposite direction to that of 
the other three. 

Since i?, and S are in the same direction we have 
AB^ CD, and DE in one direction, whilst BG and EF 
which represent Q and T are in the opposite direction. 

The proof of the construction is the same as in the last 
article. The line equal and parallel to AF^ represents 
the required resultant both in magnitude and line of 
action. 

This construction clearly applies to finding tho re¬ 
sultant weight of a number of weights. 

221 . A closed j>ohjgon of light rods freely jointed at 
their extremities is acted upon by a given system of forces 
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acting at tlic joints 2vhich arc in equilibrium; find the 
actions along the rods. 

Let ^1^3, A.jA^, ... AqAi bo a system of five rods freely 
jointed at their ends and at the joints let given forces 
/*,, /*2, Pa, aind P^ act as in the figure. 

Let the consequent actions along the rods be t^, i.j, t.j, <4, 
and ^6> as marked. 

Draw the pentagon a^a^a./i.ifii^ having its sides parallel 
and proportional to the forces Pj, Pg, ... Since the 
forces are in equilibrium this polygon is a closed figure. 

Through cq draw afi) parallel to A-^A^ and through 
draw afi) parallel to A^Ai. 

Now the triangle a^Oa^ has its sides parallel to the 
forces P4, tij and <5 which act on the joint Ai. Its sides 
are therefore proportional to these forces; hence, ?>n the 
same scale that represents Pj, the sidcjs Oa^ and a^O 
represent and t^. 

Join 0«2» Oa.^^ and Oa^ 

The sides a^a^ and Oa^ represent two of the forces, Pg 
and tj, which act on A^, Hence afi), which completes the 
triangle afi)a^^ represents the third force in magnitude 
and direction. 

Similarly Oa^ and Oa^ represent and ^4 respectively. 

The lines Oa^^ Oa^, Oa^ and Oa^ therefore represent, 
both in magnitude and direction, the forces along the sides 
of the framework. The figure is called the force 

polygon. 

A similar construction would apply whatever be the 
number of sides in the framework. 

La 


to 
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222 . it is clear that the figure and construction of the 
preceding article are really the same as those of Art. 218. 

If the right-hand figure represents a framework of rods 
OjOa, ajjOj,, ... acted on at the joints by forces along 
ajy, ... then the polygon of the left-hand 

figure is clearly its force polygon, since A^A^^t A.Ag ... are 
respectively parallel to OjO, OaO .... 

Hence either of these two polygons may be taken as the 
Framework, or Funicular Polygon, and then the other is 
the Force Polygon. For this reason such figures are called 
Reciprocal 

As another example we give a triangular framework 
acted on at its joints by three forces A, A, in equili¬ 
brium whose force polygon is ; conversely, A^AgA^ is 

the force polygon for the triangle OiO^g acted on by forces 

Ts,*and Tg. 



asa. XbL. 1. A framework^ ABCT>t condnting of light rods 
stiffened by a brace AC, is supported in a vertical plane by supports at 
A and B, so that AB is ho^ontaJ; the lengths of AB, BCt CD and 
I>A are 4, S, 2, and B feet r&peetivelyi also AB and CD are parallel^ 
<md AD and BC are equally inclined to AB, If weights of 5 and 10 cwt. 
respectively be placed at C and D, find the reactions of the supports 
ad A and B, and the forces easertm by the different portions ^ the 
framework. 

Let the forces in the sides he as marked in the figure and lot P and 
Q be the reactions at A and B. 



MISCELLA JSTEO US 


291 


Draw a vertical line a)3, 5 Inches in length, to represent the weight 
' 10 owt. at D; also draw ad parallel to AD and pZ parallel to CD, 




Then a.pS is the Triangle of Forces for the joint D, and the forces at 
D must be in the directions marked. 

Note that the force at G in the bar DC must be along DC or CD, 
and that at D in the same bar along CD or DC. 

[This is an im^wrtant general principle; for any which under¬ 
goes stress, is either resisting a tendency to compress it, or a tendency 
to stretch it. 

Tn the first case, the action at each end is from its centre tow^ds 
its ends, in which cose it is called a Strut; in the second case it is 
towards its centre, when it is called a Tie. 

In either case the actions at the two ends of the rod ore equal and 
opposite.] 

Draw Py vertical and equal to 2§- ins. to represent the w^ght at C. 
Draw ye parallel to BG and Se piu»llel to AG. Then SpyeS is the 
Polygon of Forces for the joint C, so that the actions at C are as 
marked. 

Draw cf* horizontal to meet ay in f*. 


xo-a 
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Then €7^ is the Triangle of Forces for 2#, so that the reaction Q is 
represented by yf*, and Tj by fe. 

Finally, for the joint we have the polygon so that P is 

represent^ by fa. 

On measuring, we have, in inches, 

cf=l-10, 7e=3-31, 5/3=1*77, 5a=5*30, 5€=*91, 

7f= 3*125, and fa = 4*375. 

Hence, since one inch represents 2 cwt., we have, in cwts., 
ri=2*20, ^3=6*62, ^8=3*54, T4 = 10*6, r5=l*82, 

Q=6*25, and P=8*75. 

It will be noted that the bars AB and AG are in a state of tension, 
Le. they are tics, whilst the other bars of the framework are in a stiito 
of compression, i.e, they are struts. 

The values of P and Q may be also found, as It and 8 arc found 
in the next example, by the construction of Art. 220. 

Sx. 2. A portion of a Warren Girder consists of a light frame ccmi- 
posed of three equilateral triangles A BC, CBD^ CDE and rests with A CE 
horizontal being mpported at A and E. Loads of 2 and 1 tons are hung 
on at B and I); find the stresses in the various members. 



a 




Draw a/3, /Sy vertical, and equal to 2 inobes and 1 Incb respectively, 
to represent 2 tons and 1 ton. Take any polo O and join Oa, 0/3, Oy. 

Take any point a on the line of action of the 2 ton wt.; draw ad 
parallel to aO to meet the reaction 22 in d, and ah parallel to /30 to 
meet the vertical through D in Z>, and then be parallel to yO to meet 
/5 in e. Join cd» Then ahed is the funicular polygon of which (if we 
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draw Od parallel to cd) afiyd is the force polygon (in this case a straight 
line). Hence 5a represents It and 76 reiiresents S, 

Let the forces exerted by the rods, whether thrusts or tensions, be 
l\f ... as marked. 

Draw 5e parallel to CA and ae parallel to AB; then aed is a 
triangle of forcos for the joint A, so that ae and e5 rei>rosent 
and Tj. 

Draw and /Sf parallel to liC and BD respectively. Then ca; 3 fi 3 
the polygon of forces for the joint B so that and arc given by ct 
and respectively. 

Draw do parallel to DC ; then de^O is the polygon of forces for the 
joint C and hence and ^5 represent and 

Draw yi parallel to DC to meet ef produced in i; then f/Syi is the 
polygon of forces for the joint D so that yi and represent and 
respectively; [it follows that yi must be equal and pirallcl to dO^ and 
hence lO must bo equal and parallel to yd and therefore represent 

Finally tO^ is the triangle of forces for the joint E. 

Hence if we measure off the lengths a 6 , Sy, c5, fa, f/SI, ef, 55, if 
in inches, we shall have the values of li, S, 'I\, T,j^t ^s» T^j Tg, 
Tj. respectively expressed in tons’ wt. 

They arc found to ho 1*75, 1*25, 1*01, 2*02, *87, *29, *72, *§9, and 
1*44 tons’ wt. respectively. 

From the figure it Is clear that AC, CE and CD are ties and that 
the others are struts. 

EXAMPLES. XXXVin. 

\Tlie following are to he solved by graphic metJtods.'} 

1. A uniform triangular lamina ABC, of 30 lbs. weight, can turn 
in a vertical plane about a hinge at B; it is supported with the side 
AB horizontfu by a peg placed at the middle point of BC. If the sides 
AB, BC, and CA he respectively 6 , 5, and 4 feet in length, find the 
pressure on the prop and the strain on the hinge. 

2. A miifonn ladder, 30 feet long, rests with one end against a 
smooth wall and the other against the rough ground, the distance of 
its foot from the wall being 10 feet; find the resultant force exerted 
by the ground on the foot of the ladder if the weight of the ladder be 
150 lbs. ( 1 ) when there is no extra weight on the ladder, ( 2 ) when 
1 cwt. is placed f of the way up. 

3. It is found by experiment that a force equal to the weight of 
10 lbs. acting along the plane is required to make a moss of 10 lbs. 
begin to move up a plane inclined at 45° to the horizon; find the co¬ 
efficient of friction between the mass and the plane. 
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4. Thz<ee forbes equal rospectively to the eights of fi*05 lbs., 
4*24 lbs., and 8*65 lbs. act at three given points of a flat disc resting 
on. a smooth table. Place the forces, by goometrio construction, 
so as to keep the disc in equilibrium, and measure the number of 
degrees in each of the angles Tvliich th^ make with one another. 

5. A uniform rectangular block, of which ABCJ) is the sym¬ 

metrical section through its centre of gravity, rests with CD in con¬ 
tact with a rough horizontal plane the weight of the block is 

40 lbs. and a force equal to 10 lbs. m. acts at D in the direction CD; 
if the lengths of BC and CD be respectively 8 and 5 feet, find the value 
of the least force which, applied at the middle point of CB parallel to 
the diagmud DD, would move the block. 

6. A body, of weight 100 lbs., rests on a rough plane whose 
slope is 1 in 8, the coefdcient of friction being ^; find the magnitude 
of the force which, acting at an angle of 40° with the plane, is on tiie 
point of dragging the body up the ]^aae. Find also the force which, 
acting at an angle of 40° with the plane, is on the point of dragging 
tiie b^y down the plane. 

7. ABC is a triangle whose sides AB^ BC^ CA are respectively 
12,10, and 15 inches long and BD is the perpendicular from B on CA. 
Find by means of a force and funicular uolyTOn the magnitude and the 
line of action of the resultant of the following forces; 8 from A to C, 
8 fronl C to JB, 8 from B to A, and 2 from D to D. 

8. AB is a straight line, 8 feet long; at A and B act parallel 
forces equal to 7 and 5 cwt. resprotively which ore like, (2^ unlike; 
construct for each case the position of the point D at winch their 
resultant meets AB and measure its distance from A. 

9. Loads of 2, 4, 8 cwt. are placed on a beam 10 ft. long at 
distances of 1 ft., 8 ft., 7 ft. from one end. Find by an accurate 
drawing the line of action of the resultant. 

10. A horizontal beam 20 feet long is supported at its ends and 
carries loads of 8, 2, 5, and 4 owt. at distances of 8, 7,12, and 15 feet 
respectively from one end« Find by means of a funioolor polygon the 
thrusts on the two ends. 

11. A triangular frame of jointed rods ADC, right-a^ed at A, 
can turn about A-in a vertical plane. The idde AB is horizontal and 
theoomerCrestsagainstasmooth vertical stop below A. If ABssSft., 
ACss 1 ft., and a weight of 60 lbs. be hung on at D, find graphically the 
StrcN^ in the various bars* 

12. Forces eq^ to 1, 2, 4, and 4 lbs. weight respectivelj act 
along the AD, DC, CD, and DA of a squaae. Drove that their 

TBsoltant Is 8*6lbs. weight in a dhectiem inelined at tan'^f to CD and 
intWBeoting DC produeed at C, where Cflf Is equiti to ^ DC. 
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13. AC and CB aro two equal beams inclined to one another at 
an angle of 40°, the ends A and B resting on the ground, which is 
rough enough to prevent any slipping, and the plane ACB being 
inclined at an angle of 70° to the ground. At C is attached a body 
of weight 10 owt., and the system is supported by a rope, attached to 
C, which is in the vertical plane passing through C and the middle 
point of AB. If the rope be attached to the ground and be inclined 
at an angle of 50° to the ground, find the tension of the rope and the 
action along the beams. [This arrangement is called a 6hoer>legs.] 

14. A beam, AB^ of weight 140 lbs., rests with one end ^ on a 
rough horizontal plane, the other end, 2?, being supported by a cord, 
passing over a smooth pulley at (7, whose horizontal and vertical 
distances from A are respectively 15 and 20 feet. If the length of the 
beam be 15 feet, and it be on the point of slipping when the end B is 
at a height of 9 feet above the horizontal piano, find the magnitudes 
of the coefiicient of friction, the tension of the chord, and the resultant 
reaction at A. 

15. A triangular framework ABC^ formed of three bars jointed at 
its angular points, is in equilibrium under the action of three forces 
P, Q, and Jt acting outwards at its angular points, the line of action 
of each being the line joining its point of application to the middle of 
the opposite bar. If the ddes PC7, CA, and AB be 9 ft., 8 ft., and 7 ft. 
in length respectively, and if the force P be equal to 50 lbs. wt., find 
the values of Q and P, and the forces acting along the bais of the 
framework. 

16. A and B are two fixed pegs, B being the higher, and a heavy 
rod rests on B and passes under A ; shew that, the angle of Iriction 
between the rod and the pegs being the same for both, the rod will 
rest in any position in which its centre of gravity is beyond B, 
provided that the inclination of AB to the horizon is less than the 
angle of friction; also, for any greater inclination, determine graphic¬ 
ally the limiting distance of the centre of gravity beyond B consistent 
with equilibrium. 

17. A uniform beam AB, weighing 100 lbs., is supported by 
strings AC and BB, the latter Itoing vertical, and the angles GAB and 
ABB are each 105°. The rod is maintained in this position by a 
horizontal force P applied at B, Shew that the value of P is aMut 
25 lfa«. weight. 

18. AB and AC7 are two equal rods of no appreciable weight 
sinoothly jointed together at A, which rest in a vertical plane with 
their ends upon a smooth horizontal plane BC* D is a point in AB 
snoh that AB=^ AB and E and F ore the points of trisection of AC, 
E being the nearer to A. A fine string connects B and F and is of 
such a length &al the angle A is 60°. Shew that, if a weight W be 

W 

attached to P, the tension of the string is . 
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19. ABCDEF is a regular hexagon. Shew that the forces which 
must act along ACi AF^ and DIS to produce equilibrium with a force 
of 40 lbs. weight acting along EC are respectively 10, 17'32, and 
84'64 lbs. weight. 

20. 1 consists of a symmetrical system of light rods freely 
joints and supported vertically at the extremities; vertical loads of 
10 and 5 cwt. ore placed at the points indicated; find the thrusts or 
tensions of the rods, if the side rods are inclined at 5(F to the 
horizon. 


21. ^ig. 2 consists of a symmetrical system of light rods freely 
jointed and supported by vertical reactions at A and B; if a weight of 
10 cwt. be plac^ at J) find the thrusts or tensions in the rods, given 
that 



22. A crane is oonntrunted as in Fig. 3, and 15 cwt. is hung on 
at A ; find the forces along the parts AC and AB. 

If the post BC be free to move, aud BD be rigidly fixed, find the 
pull in the tie CD, 

23. A portion of a Warren girder consists of three equilateral 
triangles ABC, ADC^ BCJ5, the lines AB^ DCE being horizontal and 
the latter the uppermost. It rests on vertical supports at A and B and 
carries 5 tons at D and 3 tons at E, Find the reactions at the supports 
and the stresses in the four inclined members. 

24. ABCD consists of a quadrilateral consisting of four light rods 
loosely jointed, which is stiffened by a rod BD\ at A and C act forces 
equal to 40 lbs. weight. Given that AB=2 ft., BC=sS ft., CD=4 ft., 

DAs=^i\ it., and DB^5 ft., find the tensions or thrusts of the rods. 



CHAPTER XVI. 

SOME ADDITIONAL PROPOSlTIONa 

224. Formal proof of the Parallelogram of 
Forces. 

The proof is divided into two portions, (I) as regards the 
direction, (II) as regards the magnitude of the resultant. 

I. Dikection. 

(a) Fqual Forces. 

Let the forces be equal and represented by OA and 
OB, 

Complete the parallelogram 
OA CB, and join OG, Then OG 
bisects the angle AOB, 

Since the forces are equal, 
it is clear that the resultant 
must bisect the angle between 
them; for there is no reason to shew why the resultant 
should lie on one side of OG which would not equally hold 
to shew that the resultant should lie on the other side of 
OG. Hence, as far as regards direction, we may assume 
the truth of the theorem for equal forces. 
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(fi) Commensurable Forces. 

Iiemma. If the theorem he true^ eta feur regcurda 
directiorif for a pair of foreea P and cmd aho for a padr 
of foreea P and R aMing cd the same angle^ to ah&w that it ia 
true for the pair of foreea P and {Q + R), 

Let the forces act at a point A o£ a rigid body, and let 
AR be the direction of P, and ACP that of Q and R, 

Let AR and AC represent the forces P and Q in 
magnitude. 

Since, by the principle of The Transmissibility of 
Force, the force R may be supposed to act at any point in 
its line of action, let it act at C and be represented by 
CD, 




Complete the parallelugrams ARRC and ARFD, 

The resultant of P and is, by supposition, eq^ual to 
some fcu'ce T acting in the direction AE) let them be 
replaced by this resultant and let its point of application be 
removed to E, 

This force T, acting at i?, may now be replaced by 
forces, equal to P and acting in the directions CE and 
EF respectively. 

I«t their points of application be removed to O 
and F, 

Again, by the supposition, the resultant of P and J?, 
^acting at C, is equivalent to some force acting in the 
direction CFi let them be re|daoed by their resultant atuj 
let its point application be removed to F. 
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All the forces have now been applied at F without 
altering their combined effect; hence F must be a point 
on the line of action of their resultant; therefore AF is 
the direction of the required resultant. 

Hence the Lemma is proved. 

Applicatioii of the lemma. 

By (a) we know that the theorem is true for forces 
which are each equal to S. 

Hence, by the lemma, putting JP, Q, and R each equal 
to St we see that the theorem is true for forces S and 2S. 
Again, by the lemma, since the theorem is true for forces 
{S, S) and (^S', 2S) we see that it is true for forces (S, 3<S). 
Similarly for forces (S, ^S) and so on. 

Continuing in this way we see that it is true for forces 
S and mS, where m is any positive integer. 

Again, from the lemma, putting F equal to mS, and 
Q and R both equal to S^ the theorem is true £dt forces 
vnS and 2S. 

Again, putting P equal to mS, Q to 2/S', and R to S, 
the theorem is true for forces mS and 3S. 

Proceeding in this way we see that the theorem is true 
for forces mS and nS, where m and n are positive integers. 

Also any two commensurable forces con be represented 
by mS and nS. 

(y) Incommensurable Forces. 

Ijet P and Q be incommensurable forces, and let AR 
and AO represent them. 



B 


0 
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Complete the parallelogram A BDG, 

If the resultant of F and Q be not in the line AD let it 
act in the line AD meeting CD in D, 

Divide AG into any number of equal parts a:, each less 
than ED, and from CD cut off successively portions, each 
equal to ar. The last point of subdivision F must fall 
between E and D, since x is less than ED. 

Draw FC parallel to CA to meet AB in O, and join 
AF. 

The lines AG and AG represent commensurable forces, 
and therefore their resultant is, by ()8), in the direction 
AF. 

Hence the resultant of forces AG and AB must lie 
within the angle BAF. But thir, resultant acts in the 
direction AE, which is without the angle BAF. 

But this is absurd. 

Hence AE cannot bo the direction of the resultant. 

In a similar manner it can be shewn that no other 
line, except AD, can be the direction of the resultant. 

Hence AD the direction of the resultant. 

II. Magnitude. 

As before let AB and AC represent the forces P and Q. 
Complete the parallelogram ABDG» 



E 
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Take a force li, represented both in. magnitude and 
direction by AE^ to balance the resultant of P and Q, 

Then, by the first part of the proof, AE is in the same 
straight line with AD. AE shall also be ef^ual to AD. 

Complete the parallelogram AEFB. 

Since the three forces jP, Qy and It are in equilibrium, 
each of them is equal and opposite to the resultant of the 
other two. 

Now the rtisultant of P and R is in the direction AF-^ 
hence AC^ the direction of <2, is in the same straight line 
with AF, 

Therefore ADBF is a parallclogrtmi, and hence DA 
equals BF. 

But, since AEFB is a parallelogram, equals A F. 

Tlierefore AD equals AEy and hence AD Ss, equal, in 
magnitude as well as direction, to the resultant of P 

and Q. * 

Tho abovo proof is known as Dueiiayla^s Proof; 

225. Centre of gravity of a uniform circular 

arc. 

Ijet AB be a circuLar arc, subtending an angle 2a at its 
centre 0, and let OG bisect the 
angle AOB. 

liCt the arc AB be divided 
into 2n equal portions, the 
points of division, starting from 
C, being Dii P'ij-- •Dn~\ towards 
A, and Qi, Qa* • • • 

At each of these points of 
division, and at the extremities 
A and B, and also at the point 
Cf let there be placed equal particles, each of mass m. 

Let the arc joining two successive particles subtend 
an angle at the centre 0, so that = 2a. 
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Since the system of particles is symmetrical with respect 
to the line OC, the centre of gravity, must lie on the 
line OC, Let x be the distance OG, 

Then, by Art. Ill, 

_ mr + 2m , r cos /g + 2m . r cos 2/3 + ... + 2my*coa w/g 

m + 2m + 2m + ... + 27n 


s= 2 ^ ^ 2 [1 + 2 cos j3 + 2 cos 2j3 + ... + 2 cos nj5] 


2n+ 1 


1 + 2 


cossin 2 
sm| 


, \Trig, Art. 242] 


by summing the trigonometrical series, 


2»+ 1 

t 


sm^ 

i£f 


sm(a+|^) 

(2« + 1) sin ^ (2n + 1) sin 


.(i). 


a 

2 -^ 

Now let the number of particles be increased without 
limits a remaining constant, and consequently fi decreasing 
without limit. "We thus obtain the case of a uniform 
circular ara 

. a 

in 


XT /n . . « (2W+1) ‘i 

Now (2« +IJsinTT-ssi—R-tei, 

' ' 2n 2n a 


2n 

t 

2n 




sm 


2n 




a 

2n 


when n is made Indefinitely great. 
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Hence, in the case of a uniform circular arc, (i) becomes 


x — r 


Bin a 


Cor* In the case of a semicircular arc, in which a -= 
the distance of the centre of gravity from the centre 

. IT 

2 2r 


226. Centre of gravity of a sector of a circle. 

With the same notation as in the last article, let P and Q 
bo two consecutive points on the circular boundary of the 
sector, so that PQ is very approximately a straight line, 
and OPQ is a triangle with a very small vertical angle at 0. 

Take P' on OP such that OR = ^OP; when PQJ& very 
small, R is the centre of gravity of the triangle OPQ. 


* The Btudent who is acquainted with the Integral Calculus 
can obtain this result very much easier thus; 

Let P be a point on the are such that / POGssfff and R a very 
close point such that /.POP=tdO. 

If Jf be the mass of the whole arc the mass of the element PP' is 
S0 

^•M, and the abscissa of the point P is r cos $, Hence, by Art. Ill, 



Also, by symmetry, it is olear that the centre of gravity must Ho 
on 0€, 
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By joining 0 to an indefinitely large number of con¬ 


secutive points on the arc AB^ the 
sector can be divided into an in¬ 
definitely large number of triangles, 
each of whose centres of gravity 
lies on the dotted circular arc, whose 
radius is |r. 

Hence the centre of gravity of 
the sector is the same as that of the 
circular arc A'OII^ so that, by the 
last article, 



OG' = 

o ® a 

Cor. If the sector be a semi-circle, a = jT, and the 
distance OC' = ^, 

OTT 


227. Centre of gravity of the segment of a 
circle. 

The segment of a circle ACB is the difference between 
the sector OACB and the triangle 

OAB. ft 

Using the same notation as in 
the two previous articles, let Gi and 
Gi be respectively the centres of 
gravity of the triangle AOB and the 
segment ACB, Also let be the 
centre of gravity of the sector, and 
let AB meet OC in I), 

, f 

We have, by Art. 1(M>, 

AAOB X OGi + segment ACB x OG^ ... 

A AOB •heogment ACB •*'w* 


OG^. 
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But 


and 


OGi = |OZ) = Jr cos a, 
sin a 


OG^lr 


a 


Also A A OR = Jr® sin 2a, 

an<l segment A BG — sector A OB — Is. A OB 

— Jr®. 2a — Jr® sin 2o. 

Hence equation (i) becomes 

_ sin a Jr® sin 2a x Jr cos a + Jr® (2a — sin 2tt) x OG^ 
jr—- 

Jr cos a sin 2a + OG^ (2a — sin 2a) 

_ _ ^ 

JiCL 

Jr sin a — |r cos a sin 2a = OG.^ (2a — sin 2a); 


•*. OG^ = Ji 


sin a — cos’* a sm a 
2a — sin 2a 


= ir 


** 2a -- sin 2a * 


228. Centre of g^ravity of a Zone of a Sphere. 

To prove that the centre of gravity of ihe surface of any 
Kone of a sphere is midway between its plane ends, 

[A zone is the portion of a sphere intercepted between 
any two parallel planes.] 

Let ABCD be the section of the zone which is made by 
a plane through the centre of the sphere perpendicular to 
its plane ends. 

In the plane of the paper lot ROR* be the diameter 
parallel to the plane ends. Draw the tangents RU and 
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R'W at its ends, and let AB and CD meet them in the 
points (Lf hy c, and d. 

Consider the figure obtained by revolving the above 
figure about E0E\ The arc AD will trace out the zone 
and the liijie ad will trace out a portion of the circum¬ 
scribing cylinder. 


a Md 



We shall shew that the areas of the portions of the 
zone and cylinder intercepted between the planes ah and cd 
are the same. 

Take any point T on the arc between A and D and 
another point Q indefinUely close to P» -^Draw the lines 
pPMP^p* and qQNQft^ perpendicular to OE as in the 
figure. 

Let PQ meet E'E in T and draw QS perpendicular 
to PM. 

Since Q is the very next^point to P on i^e arc, the 
line PQ is, by the definition of a tangent^ the tangent at P 
and hence OPT ia a right anglot Also in the limit, when 
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P and Q are very close to one another, the area traced out 
by PQ^ which really lies between ^vMP.PQ and ^ttNQ.PQ^ 
is equal to either of them. 

We then have 

element of the zone __Area traced out by PQ 

element of the cylinder area traced out by pq 

^v.MP.PQ MP PQ MP 1 
” 2v,Mp,pq ~ Afp ' SQ ~ Mp ' GoaSQP 

MP 1 MP _ ^ OP^ 

Mp * cos OTP Mp * sin MOP Alp ’ MP 

21-1 

Mp 

The portions of the zone and cylinder cut off by these 
two indefinitely close planes are therefore the same and 
hence their centres of gravity are the same. 

If we now take an indefinitely large number of thin 
sections of the zone and cylinder starting with AD and 


ByXntesralOalciilua. Let Z AOE^a, L I>OE=:p, and L 
The element of area at P=a59 x 2ira sin 0, and the abscissa of P is 
aoosd. Hence, by Art. Ill, 




sin 6S0. a cos 9 


n 


sin 0 cos 6d9 


sin 6dd 


risinadT . 

L2 Jg asin^a- 

[-oosff] 


// 


sin 0dd 


■ Bin*j8 


A 2 ooB^-cosa 
9 


2 008^-600a 2' 
^iiOL + OL% 
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ending with CD tlie corrcsjionding sections have the same 
moss and the same centre of gravity. 

TJio centre of gravity of the zone and cylinder are 
therefore the same, and the centre of gravity of the latter 
is clearly the middle point of LL\ 

Hence the centre of gravity of any zone of a sphere is 
midway between its plane enda 

229. Centre of gravity of a hollow hemisphere. 

Lot AB piss through the centre of the sphere and 
therefore coincide with Also let D and C move up 

to coincide with so that the bounding plane DC becomes 
a point at E. 

The zone thus becomes the hemisphere EDEC /?' and its 
centre of gravity is therefore at the middle point of OE, 
i.e.^ it bisects the radius of the sphere perpend icuhxr to the 
plan&base of the hemisphere. 

230. To fiid ike positi^ni of the centre of gravity of 

a solid hemisphere. 

*Let LAM be the section of the hemisphere made by the 

* By Xntesral Oalculiu. Let P be any 2 )oint on the arc AI>\ 
draw P'ti pcriKjndicular to OA and let 0N=Xt NP=y\ then clejuiy 

a;2+2/®=aS 

where a is the radius of the hemisphere. 

The element of volume included between PN and the plane at 
distance as + 8x is TifSai, Also the abscissa of P is x. 

Hence, by Art. Ill, 
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piano of the paper, and let OA be the radius of the 
hemisphere which is perpendicular to its 
plane base. 

Take any point P on the hemisphere 
and consider an exceedingly small ele¬ 
ment of the surface at P. The centre 
of gravity of the very thin pyramid, 
whose base is this small element and 
whoso vortex is 0, is at a point P' on 
OP, such that or = 10P, (Art. 107.) 

The weight of this very thin pyramid 
may therefore bo considered concentrated 
at P\ 

Let the external surface of the hemisphere be entirely 
divided up into very small portions and the corresponding 
pyramids drawn. Their centres of gravity all lie on the 
hemisphere L'P*aM* whose centre is 0 and whose ratlius is 
0a{^\0A). 

Hence the centre of gravity of the solid hemisphere is 
the same as that of the hemispherical shell VP'aM\ i.e. it 
is at O, where 

OQ- — ^OiJb = ^OA, 

231 . In a similar manner we may obtain the position 
of the centre of gravity of a spherical sector which is the 
figure formed by the revolution of a circular sector, such as 
the figure OAQEBO^ in the figure of Art. 228, alaout the 
bisecting radius OE, 

The distance of its centre of gravity from 0 is easily 
seen to be |(0Z + 0P), 

232 . There are some points which are not quite 
satisfactory in the foregoing proofs. For a strict demon¬ 
stration. the use of the Calculus is required. 
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233. Virtual Work. 

When vre have a system of forces acting on a body in 
equilibrium and we suppose that the body undergoes a 
slight displacement, whwh is ccmsistent vnih tlie geometricaX 
conditions v/nder which the system exists^ and if a point Q of 
the body, with this imagined displacement, goes to then 
QC! called the Yirtual Telocity, or Displacement, of the 
point Q, 

The word Virtual is used to imply that tlio displacement 
is an imagined, and not an actual, displacement. 

234. If a force R act at a point Q of the body and 
QQ be the virtual displacement of Q and if Q*N be the 
perpendicular from ^ on the direction of R^ then tlie 
product i?. QN is called the Virtual Work or Virtual 
Moment of the force R, As in Art 127 this work is 
positive, or negative, according as QR is in the same 
direction as A, or in the opposite direction. 


235. The virtual work of a force is equal to ihe 
sum of the virtual works of its comyomenls, 

Ijet the components of A in two directions at right 
angles b<^ X and 7, R being 
inclined at an angle ^ to the 
direction of JT, so that 
X»ifcos^ and Y—RBin4>. 

Let the point of application 
^ of be removed, by a virtual 

displacement) to ^ and draw (fJT perpendicular to R 
and let 
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The Bum of the virtual works of X and Y 
^X.QL^T,QM 

= cos cos (<;^ + a) + i? sin 0. QQ' sin (</» + a) 

= R . QQ' [cos ^ cos (^ + a) + sin ^ sin + a)] 

= J2, QQ; CO&a. 

^R.QN 

= the virtual work of R, 

236. The principle of virtual work states that If a 
iyatem of forces acting on a body he in equilibrium and the 
body undergo a alight displacement conaiatent with tlic 
geometrical condUixma of the syatem^ Hie algebraic aum of 
the mrtual works ia zero; and conversely if this algebraic 
aum be z&ro the forces are in equilibrium. In other worda^ 
if each force R have a virtual displacement r in the 
direction of Us line of action^ then ^(R,r) = 0; chao con¬ 
versely if IS {R . r) be zero, the forces are in equilibrium. 

In the next article we give a proof of this theorem for 
ooplanar forces. 

237- Proof of the principle of virtual work for any 
system of forces in one plane. 

Take any two straight lines at right angles to one 
another in the plane of the forces and let the body under- 
go a slight displacement. This can clearly be done by 
turning the body through a suitable small angle a radians 
about 0 and then moving it through suitable distances a 
and h parallel to the axis. 

[The student may illustrate this by moving a book from any 
position on a table into any other TOsition, the book throughout 
the motion being kept in contact with the table.] 
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Ijet Q ^ the point o£ application o£ any force whoso 
coordinates referred to 0 are 
X and y and whose polar 
coordinates are r and Oj so 
that x — r cos $ and y = r sin 
where OQ — r and XOQ — $• 

When the small displace¬ 
ment has been made the coordinates of the new position 
Q' of Q are 

r cos ($ +a) + a and r sin (^ + a) + 6, 
t.e. r cos 0 cos a — r sin 6 sin a + a 

and rsin^cosa + rco3^sina + 6, 

i.e, r cos ^ — a. r sin $ + a 

and r sin ^ + a, r cos 0 + b, 

since a is very small. 

The changes in the coordinates of Q are therefore 
• a — a.r sin 0 and 6 + a. r cos 

i.e. a —ay and b + ax. 

If then X and Y be the components of Ry the virtual 
work of R, which is equal to the sum of the virtual 
works of X and Y, is 

X {a — ay) + F (6 + ax\ 

{.e, a. X + b, T+a( Yx — Yy), 

Similarly we have the virtual vork of any other 
force of the system, a, 5, and a being the same for each 
force. 

Tile sum of the virtual works will therefore be zero if 
aS (X) + {Y) + aS (ra; - Xy) be zero. 

If the forces be in equilibrium then ^ (X) and 2(7) are 
the sums of the components of the forces along the axes 
OX and OY and henue, by Art. 83, they are separately 
equal to zero. 
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Also Yx — Xy = sura of the moments of X and Y about 
the origin 0 — moment of II about 0. (Art. 02.) 

Honce S (Yx — Xy) == sum of the moments of all the 
forces about 0, and this sum is zero, by Art. 83. 

It follows tliat if the forces be in equilibrium tlio sum 
of their virtual works is zero. 

238. Conversely, if the sum of the virtual worlw bo 
zero for any displacement, the forces are in equilibrium. 

"With the same notation as in the last article, the sum of 
the virtual works is 

a:S>{X) + h%(Y) + aX{Yx-Xy) .( 1 ), 

and this is given to be zero for all displacements. 

Choose a displacement such that the body is displaced 
only through a distance a parallel to the axis of x. For 
this displacement h and a vanish, and (1) then giyes 

a% (X) = 0, 

so that ^ (A) = 0, i.e, the sum of the components parallel to 
OX is zero. 

Similarly, choosing a displacement parallel to the axis 
of y, we have the sum of the components parallel to OY 
zero also. 

Finally, let the displacement be one of simple rotation 
round the origin 0, In this case a and b vanish and (1) 
gives 

:S,(Yx-Xy) = 0, 

so that the sum of the moments of the forces about 0 
vanish. 

The three conditions of equilibrium given in Art. 83 
therefore hold and the system of forces is therefore in 
equilibrium. 
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989 . As an example of the application of the Principle of 
Virtual Work we shall solve the following 
problem. 

Six equal rode AB^ BC, CD^ DJ?, EF, 
and FA are each of wdgUt W and are 
freely jointed at their extremities so to 
form a hexagon; the rod AB is fixed in a 
horizontal position and the middle points 
of A B and BE are joined hy a string; 
prove that its tension is 3 IF. 

Let ^ 2 * ^3 > ^ 4 * the 

middle points of the rods. 

Since, hy symmetry, BG and CD are equally inclined to the 
vertical the depths of the points C, and D below AB are rcspec- 
lively 2, 3, and 4 times as great as that of G^. 

Let the system undergo a displacement in the vertical plane of 
suoh a character that i> and E are always in the vertical lines through 
B and A and DE is always horizontal. 

If descend a vertical distance rr, then will descend S.r, G^ 
will descend 4a;, whilst G^ and will descend 3a; and x respectively. 

The sum of the virtual works done by the weights 
• szW,x+W.3x+W.Ax+W.3x+W.x 

^l2W.x. 

If T be the tension of the string, the virtual work dona by it 
will be 

rx(-4a;). 

For the displacement of is in a direction opposite to that in 
which T acts and hence the virtual work done by it is negative. 

The principle of virtual work then gives 

12Tr.a; + T(-4a:)s*0. 
i.e. T=3TF. 



240. Roberval^B Balance. This balance, which 
is a common form of letter-weigher, consists of four rods 
AS, BM, MD, and DA freely jointed at the comers A, B, 
E, and i>, so as to form a parallelogram, whilst the middle 
points, 0 and F, of AB and ED are attached to fixed 
points C and F which are in a vertical straight line. The 
rods AB and DM can freely turn about C and Fn 
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To the rods AD and BE are attached scale-pans. In 
one of these is placed the substance W which is to be 
weighed and in the other the counterbalancing weight jP. 



We shall apply the Principle of Virtual Work to prove 
that it is immaterial on what part of the scale-pans the 
weights P and W are placed. » 

Since CBEF and CADE are parallelograms it follows 
that, whatever be the angle through which the balance is 
turned, the rods BE and AD are always parallel to CE and 
therefore are always vertical. 

If the rod AB bo turned through a small angle the 
point B rises as much as the point A falls. The rod BE 
therefore rises as much ba AD falls, and the right-hand 
scale-pan rises as much as the left-hand one falls. In such 
a displacement the virtual work of the weights of the rod 
BE and its scale-pan is therefore equal and opposite to the 
virtual work of the weights of AD and its scale-pan. These 
virtual works therefore cancel one another in the equation 
of virtual work. 

Also if the displacement of the right-hand scale-pan be 
p upwards, that of the left-hand one isp downwards. 
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The equation of virtual work therefore gives 

P .p-^W = 0, 

i.e. P^W. 

Hence, if the machine balance in any position whatever, 
the weights P and IF are equal, and this condition is 
independent of the position of tlio 'weights in tlio scale-pans. 
Tlie weights therefore may have any position on tlie 
scale-pans. 

It follows that the scale-pans need not have the same 
shape, nor be similarly attached to the machine, provided 
only that their weights are the same. 

For example, in the above figure either scale-pan instead 
of pointing away from CF may point towards it, and no 
change would be requisite in the position of the other. 


EXAMPLES. XXXIX. 

1, Four equal heavy uniform rods are freely jointed bO as to 
form a rhombus which is freely uubpuiidud one angular point and 
the middle points of the two upper rods are connected by a light rod 
so that the rhombus cannot collapse. Prove that the tension of 
this light rod is 4TFtana, where W is the weight of each rod and 2tt 
is the angle of the rhombus at the point of suspension. 

2, A string, of length a, forms tho shorter diagonal of a rhombus 
formed of fou/uniform rods, each of length h and weight JK, which 
are hinged together. 

If one of the rods be supported in a horizontal position x>rov6 that 
the tension of the string is 

2 Tr( 2 6 «-a° ) 

3, A regular hexagon ABCDEF consists of 6 equal rods 
which are each of weight W and are freely jointed together. The 
hexagon rests in a vertical plane and AB is in contact with a 
hoxiaontal table; if 0 and F be connected by a light string, prove 
that its tension is W 
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4. A iivipod consif^ts of Hire© ©gaal uniform bars, eacb of lenpfth 
a nnd 7/?, wLich a.ro freely jointed at one extremity, their 

middle jK>mfcs being joined by strings of length h. The tripo<l is 
placed with its free ends in contact with a smooth horizontal piano 
and a weight W is attached to the common joint; prove that the 
tension of each string is 


|(27r+ 3tp) 


_ h _ 

J9a^i2iy 


5. A square framework, formed of unifonii heavy rods of equal 
weight ir, jointed together, is hung up by one corner. A vreight 
W is suspended from each of the three lower comers and the shaiw 
of the square is preserved by a light rod along the horizontal 
diagonal. Tiove that its tension is 411'. 

6. Pour equal rods, each of length n, arc jointed to form a 
rhombus A BCD and the angles B and D are joiiu'd by a string of 
length 1. The system is placed in a vertical plane with A routing on 
a horizontal plane and .d 0 is vertical. 1‘rove that the tension of the 

string is 2ir- _ , where iris the weight of caeh rod. 


7. A heavy elastic string, whose natural length is 23rrt,, in placed 
round a smooth cone whose axis is vertical and whoso seniivortical 
angle is a. If irbe the weight and \ the modulus of elasticity of Ibc 
string, prove that it will be in equilibrium when in the form of ariielo 

whose radius is a cot . 

8, Two equal uniform rods AB and AC, each of length 2ft, arc 
freely jointed at A luid rest on a smooth vertical ciifde of radius a. 
Shew, by the rriuciple of Virtual Work, that, if 2& be the angle 
between them, then 

h sin"* 0 ~a cos 0. 


9. Solve Ex. 13, page 278, by the application of Ibo Principle 
of Virtual Work. 
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. EASY lOSCELLANEOUS EXA2IfLE& 

1. Find the resultant of two forces, equal to the weights of 13 
and 14 lbs. respectively, acting at an obtuse angle whoso sine is 

2. Besolve a force of 100 lbs. weight into two equal forces acting 
at an angle of 60°. 

3. ABCD is a square; forces of 1 lb. wt., 6 lbs. wt. and 9 lbs. wt. 
act in the directions AB^ AC^ and AD respectively; find the magni¬ 
tude of their resultant correct to two places of decimals. 

4. The resultant of two forces, acting at an angle of 120°, is 
perpendicular to the smaller component. The greater component is 
equal to 100 lbs. weight; find the other component and the resultant. 

5. If JS and F be the middle points of the diagonals AO and BD 
of the quadrilateral ABCD^ and if EF be bisected in O, prove that the 
four forces represented in magnitude and direction hyAGt BO, CO, 
and will bo in equilibrium. 

6. A stiff pole 12 feet long sticlcs horizontally out from a vertical 
wall. It would break if a weight of 28 lbs. were hung at the end. 
How far out along the polo may a boy who weighs 8 stone venture 
with safety? 

7. A rod weighing 4 ounces and of length one yard is placed on a 
table BO that one-third of its length projects over the edge. Find the 
greatest weight which can be attached by a string to the end of the 
rod without causing it to topple over. 

8. A uniform beam, of weight 80 lbs., rests with its lower end on 
the ground, the upper end being attached to a w^ght by means of a 
horizontal string passing over a small pulley. If tiie beam be 
inclined at 60° to the vertical, prove that the pressure on the lower 
end is nearly 40 lbs. wt., and that the weight attached to the string is 
nearly 26 lbs. wt. 

9. Find the centre of poraUel forces which are equal respectively 
to It 2, 8, 4, 5, and 6 lbs. weight, the points of application of the 
forces beirg at distances 1, 2, 8, 4, 6, and 6 inches respectively 
measured fmm a given point A along a given line AB, 

10. The angle B of a triangle ABC is a right angloi AB being 
8 inches and BG 11 inches in len^; at A, B, and G ara ^placed 
particles whose weights are 4,8, and 6 respectively; find the distance 
^ their centre of gravity from A. 
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11 . On the side AB ot a,n equilateral triangle and on the side 
remote from O is described a rectangle whose height is one half of 
AB ; prove that the centre of gravity of the whole figure tlius formed 
is the middle point of AB, 

12. From a regular hexagon one of the equilateral triangles with 
its vertex at the centre, and a side for base, is cut away. Find the 
centre of gravity of the remainder. 

13. pile of six pennies rests on a hori»iontal table, and each 
penny projects the same distance beyond the one below it. Find the 
greatest possible horizontal distance between the centres of the highest 
and lowest pennies. 

14. The pressure on the fulcrum when two weights ore suspended 
in equilibrium at the end of a straight lever, 12 inches long, is 20 lbs. 
wt. and the ratio of the distances of the fulcrum from the ends is 
3 : 2. Find the weights. 


15. A straight lever of length 6 feet and weight 10 lbs. has its 
fulcium at one end and weights of 3 and 6 lbs. are fastened to it at 
distances of 1 foot and 3 feet from tlie fulcrum; it is kept horizontal 
by a force at its other end; find the pressure on the fulcmm. 

16. Find the relation between the effort P and the weight ir in a 

system of 5 movable pulleys in which each pulley hangs by a separate 
string, the weight of each pulley being P. ^ 

17. In the ^stem of 5 weightless pulleys in which each siring is 
attached to a weightless bar from which ^e weights hang, if the 
strings be suoccssivcly one inch apart, find to what point of tbe bar the 
weight must be attached, so that the bar may be always horizontal. 

18. A body, of mass 6 lbs., rests on a smooth piano which is 
inclined at 30° to tbe horizon and is acted on by a force equal to the 
weight of 2 lbs. acting parallel to the plane and upwards, and by a 
force equal to P lbs. weight acting at an angle of 30° to the plane. 
Find the value of P if the body be in equilibrium* 


19. If one scale of an accurate balance be removed and no mass 
be placed in the other scale, prove that the inclination of the beam to 

the horizon is tan""' W'^^S h^ where 2<i is the length of the beam, h 


and k are respectively the distances of the point of suspension from 
the beam ana the centre of cavity of the balance, and 8 and W' are 
respectively the weight of &e scale-pan and the remainder of the 
balance. 


20. 12 the distance of the centre of gravity of the beam of a 
common steelyard from its fulcrum be 2 inches, the movable weight 
4 ozs., and the wdgkt of the beam 2 lbs., find the distance of the zero 
of grt^ualions from the centre of gravity. Also, if the ^stance 
between the folerum and the end at which the scale-pan is attached 
be 4 inches, find the distance between sucoessive gxadoatiems. 
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21. n tho circumference of a screw be 20 inches and the distance 
between successive threads *75 inch, find its mechanical advantage. 

22. The height of a rough plane is to its base as 3 to 4 and it is 
found that a body is just supported on it by a horizontal force equal 
to half the weight of tho body; find the coefficient of friction between 
the body and the plane. 

23. A ladder, 30 feet long, rests with one end against a smooth 
vortic^ wall and with the other on the ground, which is rough, the 

coefficient of friction being ^ ; find how high a man whose weight is 
4 times that of the ladder can ascend before it begins to slip, the foot 
of the ladder being 6 feet from the wall. 

24. A cylindrical shaft has to be sunk to a depth of 100 fathoms 
through chalk whose density is 2*3 times that of water; the diameter 
of the shaft being 10 feet, what must be the h.p. of the engine that 
can lift out the material in 12 working days of 8 hours each ? 


**HABDES MISCELLANHOUS EXAMPLES. 

1/ If O be the centre of the circle circumscribing the triangle 
ABG^ and if forces act along OA^ OB^ and OC respectively propor¬ 
tional to JSC, CA, aadABf shew that their resultant passes through 
the centre of the inscribed circle. 

2, Three forces act along the sides of a triangle ABC. taken 
in order, and their resultant passes through the orthoccutre and 
the centre of gravity of the triangle; show that the forces are in 
the ratio of 

sin 2A sin (B-C): sin 2B sin (C-A) : sin 2C sin (d-S). 

Shew also that their resultant acts along the line joining the centres 
of the inscribed and circumscribing circles, if the forces be in the 
ratio 

cosJ3-oosC: ooBC—ooaA : oobA-cobB. 

3, Three forces P-4, PB, and PC, diverge from the point P and 
three others AQ^ BQ, and CQ converge to a point Q. Shew that 
the resultant of the six is represented in magnitude and direction 
by 8FQ and that it passes through the centre of gravity of the 
triangle ABO, 

4, T ha the orUiocentre, and O the oircumoentre of a triangle 
ABO; shew that the three foroe&4r, BT, and CT have as resultant 
the force i^xesented by twice OT, 
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5. Find the centre of gravity of three pa^des placed at the 
centred of the escribed oirdes of a triangle, if they be inversely 
proportional to the radii of these oiroles. 

6. ABCD is a rectangle; find a point P in AD such that, ivhen 
the triangle PJ>0 is taken away, tue remaining trapezoid ABOP 
may, when suspended from P, hong with its sides AP and BO 
horizontal. 

7. A triangular lamina ABC^ obtuse-angled at <7, stands with 
the side AC ia contact with a table. Shew that the least weight, 
whioh suspended from B will overturn the triangle, is 

_ aS-t-Sba-fa 

whore W is the weight of the triangle. 

Interpret the above if ca>aa+ 3 &a. 

8. A pack of cards is laid on a table, and each card projects 
in the dilution of the length of the pack beyond the one below it; 
if each project as far as possible, shew that the distances between 
the eztmmites of sncoossive cards wUi form a hormonical pro¬ 
gression. 

9. If oJ, IBf oC... represent n forces, whose points of appU> 

cation are a, Z>, c ... and whose extremities are Af P, C, ..., shew that 
their result^t is given in magnitude and direction by n. gO. where 
g is the centre of inertia of n equal particles a, Z>, c, ..., and Q the 
oentre of inertia of n equal particles Af P, O . 

What follows If g coincide with G? 

10. From a body, of weight W, a portion, of weight w, is out 
out and moved through a distance a;; shew that the line joining the 
two TOsitions of the centra of gravity of the whole body is paraUel to 
the Ime joining the two positions of the centra of gravity of the part 
moved. 


11, Two nnifoim rods, AB and ACf of the samo i^terial are 
ri gi dly connected at A, the angle BAO being 00°, and the length 
ot Ab bfting double that of AO. If G be the centra of inertia of the 

' ■'* /to 

rods, shew that BO^mAQ and, if the tyetem be suspended 

freely from the end B of the rod ABf shew that the aotioiii sA A 
consists of a vertical force equal to one-third of the weighti N, of 
the system, and a oobple whose moment is 



ifi 
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12, 12 the hlnfies of a gate be 4 feet apart and the gate be 10 feet 
wide and weigh 600 lbs., shew that, on the assumption that all the 
weight is borne by the lower hinge, the stress on the upper hinge 
most be 625 lbs. ^ 


13. A step-ladder in the form of the letter A, with each of its legs 
inolined at an angle a to the vertiool, is placed on a horizontal floor, 
and is held up by a cord oonneoting the middle points of its legs, 
tihere being no friction anywhere; wow that, when a weight W is 

placed on one of the steps at a height from the floor equal to ^ of the 
height of the ladder, the increase in the tension of the cord is ^ IFtana. 


14. A cylinder, of radius r, whose axis is fixed horizontally, 
tonnes a vortioal wall along a generating line. A flat beam of uni¬ 
form material, of length 21 and weight W, rests with its extremities 
m oontaot with the wall and the cylinder, ma^g an angle of 45° 

with the VOTtioal. Shew that, in the absence of friotion, ^ ~ 

that the pressure on the wall is and that the reaction of the 
cylinder is 


15, A muform rod, of length 82a, rests partly within and partly 
without^ a smooth (^lindxical cup of radius a. Shew that in tlie 

E csition of equilibrium the rod makes an angle of 60° with the 
orizon, and move also that the cylinder will topple oyer unless its 
weight be at least six times that of the rod. 

16, A Moping basin, whofw interior surface is ^berlcal, is free 
to turn round an axis at a distance e below the centre of the sphere 
and at a distance a above the centre of gravity of the basin, and a 
heavy bail is laid at the bottom of the t^in; shew that it will tip 

over if the weight of the ball exceed the fraction ^ of the weight of 

the basin. 


17. A thin hemispherical shell, closed by a plane base, is filled 

with water and, when suspended from a point on &e rim of the base, 
it hangs with the base inolined at an angle a to the vertical. Shew 
that the ratio of the weight of the water to the shell is 

tana-’-|'t -f-tana. 

18. A hoUow cylinder, composed of thin metal open at both 
ends, of radius a, is placed on a smooth horizontal plane. Inside it 
are placed two smooth spheres, of radius r, one above the other, 2r 
being >a and <2a. U^he the weight of the cylinder and W* the 
weignt of one of the sj^eres, shew that the cjlhider will just stand 
npri^ti without tambllng over, if 

r.a=r2)r(a-f). 
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19. An isosoelea triangular lamina, 'with its plane vertical, rests, 
vertex downwards, between two smooth pegs in the same horizontal 
line; shew that theVe wlU be equilibrium if the base make on angle 
sin~^(ooB^cO with the vertical, 2a being the vertical angle of the 
lamina and the length of the base bei^ three times the distance 
between the pegs# 


20. A prism, whose cross section is an equilateral triangle, rests 
with two Mges horizontal on smooth planes inclined at angles a 
and p to the horizon. If d be the angle that the plane through these 
edges makes with the vertical, shew that 

2^8 sin a sin /3 + sin (a+/?) 


tan^: 


,^3 sin (a<^j8) 


21. A thin board in the form of an equilateral triangle, of weight 
1 lb., has one-quarter of its base resting on the end of a horizontal 
table, and is kept from falling over by a string attached to its 'vertex 
and to a point on the table in the same vorlicitl plane as the triangle. 
If the length of the string be double the height of the vertex of the 
triangle above the base, And its tension. 


22. A solid cone, of height h and semi-veilical angle a, is placed 
with its base against a smooth vertical wall and is supported by a 
string attached to its vertex and to a point in the w all; she w that 

the greatest possible length of the string is 


23. The altitude of a cone is h and the radius of its base is r; a 
string is fastened to the vertex and to a point on the circumference 
of the circular base, and is then put over a smooth peg; shew that, if 
the cone rest with its griif horizontal, the length of the string must 

be 

24. Three equal smooth iqsheres on a smooth horizontal plane 
are in contact with one another, and are kept together by an endless 
string in the plane of their centres, just fitting them; if a fourih 
equal sphere be placed on them, shew that the tension of the string 
is to the weight of either cqthere as 1: 8;^6. 

25. A smooth rod, of length 2a, has one end resting on a plane 
of inAllnatfon a to the horizon, and is supj^rted by a horizontu rail 
which is paraUol to the plane and at a mstonce o from it. Shew 
that the molination $ Of the rod to the inclined plane is given by 
the equation eBinasaBin^^oos(d-a). 

26. A square board is hung flat against a wall, means of a 

string fastened to the two extremities of the upper and hung 

round a perfectly smooth rail; when the length of the string is less 
than the di<i gnnii.1 of the board, shew that there are three positions of 
equilibiium. 
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27. A. hAxnlsphorical bowl, of radius r, rests on a smooth hori- 
jBont^ table and partly Inside it rests a rod, of leni^h 21 and of 
weight equal to tnat of thei bowl. Shew that the position of equili' 
Inium is given by the equation 

2 sin (a+/3)ssr sin as - 2r ooa (a+2/9), 

where a is the inclination of the base of the hemisphere to the hori¬ 
zon, and 2/3 is the angle subtended at the centre by the part of the 
rod within ihe bowl. 


28. A uniform rod, of weight 7F, is suspended horizontally from 
two nails in a wall by means of two vertical strings, each of length 2, 
attached to its ends. A smooth weightless wedge, of vertical angle 

SO^f is pressed down with a vertical force between the wall and 

A 

the rod, without touching the strings, its lower edge being kept hori¬ 
zontal and one face touching the wall. Find the distance uuough 
which the rod is thrust from the wall. 


29. A^ ^ A smooth plane inclined at axr angle a to the horizon, 
and at if, the lower end, is a hinge about which there works, without 
friction, a heavy uniform smooth plank ACt of len^h 2a. Between 
the plane and the plank is ulacea a smooth cylinder, of radius r, 
whicn is prevented ^m sliding down the plane by tire pressure of 
the plank from above. If fF be the weight of the plank, W' that of 
the cylinder, and d the angle between the plane and the plank, shew 
that * 


IF'r 

Wa 


ssOOB(a'fd) 


1-eos^ 

sina 


30. Two equal oironlar disos—of radius r^witii smooth edges, 
are placed on their flat sides in the eemor between two smooth 
vertical planes inclined at an angle 2a, and touch each other in the 
line bisecting the angle; prove wt the radius of the least disc that 
can be pres^ between them, vtithout causing them to separate, is 
r (seoa~l). 

31. A rectangular frame ABCD consists of four freely jointed 
bars, of negllMble weight, the bar AD being :6zed in a vertical ]^ai- 
tion. A weimt is placed on the upper horizontal bar AB at a given 
point P and we frame is kept In a rectangular shape by a string AC, 
ilnd the tension of the string, and shew that it is unidtered if this 
weight be placed on the lower bar CD verU^ly under its former 
position. 

32. A unlfcwm rod MN has its ends in two fixed straight rough 
grooves 04 and OB, $n the same vertical plane, which make angles a 
and 6 with the horizon; shew that, vrheu the end iU is on the mint 
of supjdng in the dixeotion AO, the tangent of tiie angle of ipolina- 

tkm of MN to tile horiaon is ^ where a is the 

ttbgie of friotioii. 
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33< A rod, resting on a rough inclined plnnc, whoso inclination a 
to the horizon ia greater than the anglo of iriction X, ia free to turn 
about one of its ends, which is attacliod to iho plane; shew that, 
for equilibrium, the greatest possible incUxuitiou of the rod to the 
line of greatest slope is 6in~^ (tanXoota). 


34. ^wo equal uniform rods, of length 2a, are juiiitod at one 
extremity by a hinge, and rest symmetrically upon a rough fixed 
sphere of radius c. Find the limiting position of oqiiihhriuin, and 
shew that, if the ooeflioient of friction be c~a, the limiting inclmation 

of each rod to the vertical is tan'^^^yeV^ 


35. A uniform straight rod, of length 2c, is placed in a horizontal 
position as high as TOssible witdiin a hollow rough sphere, of radius 
a. i^hew that the line joining the middle point of the rod to the 


centre of the sphere makes with the vertical an anglo tan~ 



36. A rough rod is fixed in a lioiizontal position, and a rod, 
having one end freely jointed to a fixed ixiint, is in o<iuilibrium 
resting on the fixed if the perpendicular from the fixed point 
upon we fixed rod be of length 5 and be inclined to the horizon at an 
angle a, shew that the portion of ibe fixed rod upon any point of which 
the movable rod may rest is of length 

2/ib eoa o 
— cob^a * 

where /4 is the coefficient of friction. 


37. A glass rod is balanced, partly in and partly out of a cylin¬ 
drical tumbler, with ^e lower end resting against the vertical side 
of the tumbler. a and § be the greatest and least angles which 
thft rod egn Tnfl.lr<^ with the vertical, shew that the angle of friction is 

1 taa-i _ 

" sm*ocosa+Bin*j8oos^ 

t 

38. A rod rests partly within and partly without a box in the 

shape of a rectangular pamllelopiped, and presses with one end 
agamst the rough vertioof side of the box, and rests in oontoot with 
the opposite smooth edge. The weight of the box being four times 
that of the rod, shew that if the rod be about to slip and the box 
be about to at the same iustsdit, the angle that the rod makes 

with the vertioal is ix+ioor‘^(}oosX), where X la the angle of 
friotioa. 
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39. A uniform heavy rod lica on a rough horizontal table and iz 
pulled perpendicularly to its length by a string attached to any point. 
About what point will it cominonce to turn ? 

Shew also that the ratio of the forces, required to move the rod, 
when applied at the centre and through the end of the rod perpen¬ 
dicular to the rod, is : 1. 

40. Two equal heavy particles are attached to a light rod at 
equal distances and two sh'ings are attached to it at equ^ distances 
a from the middle point; the rod is then placed on a rough hori¬ 
zontal table, and the strings are pulled in directions perpendicular 
to the rod and making the same angle $ with the vertic^ on op^site 
sides of the rod. find the least tensions that will turn the rod and 

shew that, if the coeilioient of friction be - , the tension will be least 

e 

when d is 45°. 


41. Two equal similar bodies, A and each of weight W, are 
connected by a light string and rest on a rough horizontal phme, 
the coefiQcient of friction being /i, A force P, which is less than 
2fiW, is applied at A in the direction BA, and its direction is 
gradually turned through an angle 0 in the horizontal plane. Shew 
that, if P be greater than then both the weights will slip 


• Jr 

when cos ^ and be greater than 


IxW, then A alone will slip when sin6>s 


fiW 

P 


42. A uniform ruugh beam AB lies bcrizontally upon two others 
at points A and C ; shew that the least horizontal force applied at B 
in a direction perpendicular to BA, which is able to move the beam, 

is the lesser of the two forces \ixW and ijW ^ , where AB is 2a, 

^ C is Z>, W is the weight of the beam, and /*. the coefficient of friction. 

43. A uniform rough beam AB, of length 2a, is placed horizontally 
on two equal and equally rough bolls, the distance between whose centres 
is h, touching them in C and J> \ shew that, if & be not greater than 

, a position of the beam can be found in which a force P exerted at 
o 

B perpendicular to the beam will cause it to be on the point of motion 
both at C and J> at the some time. 

44. A uniform heavy beam is placed, in a horizontal position, 
between two unequally rough fixed planes, inclined to the horizon 
at given angles, in a vertical plane perpendicular to the planes. ^ find 
the ‘condition that it may rest there. 
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45. A uniform rod is in limiting equilibrium, ono end resting 
on a rough horizontal plane and the other on an equally rough plane 
inclined at an angle a to the horizon. If X be the angle of friction, 
and the rod be in a vortical plane, shew that the inclination, 
of the rod to the horizon is given by 

fam6>= 

2 sin Asm (a —X) 

Find also the normal reactions of the planes. 


46. l[f A of compasses rest across a smooth horizontal 
cylinder of ramus c, shew that the frictional couple at tho joint 
to prevent the legs of the compasses from slipping must be 

TF (c cot a oosec a - a sin a), 

whore W is the weight of each leg, 2a the angle between the lugs, and 
a the distance of the centre of gravity of a leg from the joint. 


47. ^he handles of a drawer are equidistant from the sides of 

the drawer and are distant c from each other; shew that it will bo 
impossible to pull the dnmer out by pulling one handle, miless the 
len^h of the drawer from bock to front exceed /nc. ^ 

48. If one cord of a sash-window break, find the least coefficient 
of friction between the sash and the window-frame in order that the 
other weight may still support the window. 


49. A circular hoop, of radius one foot, hangs on a horizontal 
bar and a man hangs by one hand from the hoop. If the coefficient 
of friction between the hoop and the bar be find the shortest 

possible distance from the man’s hand to the bar, the weight of 
the hoop being neglected. 


50. A square, of ride 2a, is placed with its plane vertical between 
two smooth pegs, which are in the same horizontal ling , and at a 
Stance c; shew that it will be in equilibrium when the inclination 


of one of its edges to the horizon is either 45^ or 


sin”^ 


a«-c2 


51, Three equal cixoular discs. A, F, and C, are placed in contact 
with each other upon a smooth horizontal plane, and, in addition, 
F and (7 are in contact with a rough vertical wall. If the coefficient 
of friction between the circumferences of the discs and also between 
the discs and wall be 2-j^8, shew that no motion will ensue when A 
ia pushed perpendicularly towards the wall with any force P. 
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52. If the centre of graTitf uf a whed and axle be at a distance 
a from the axis, shew that the wheel can rest with the nlane through 
the axis and the centre of gravity inclined at an angle less than $ 

to the vertical, where 8ind=- sln^, h being the radius of the axle, 

CL 

and 0 the angle of friction. 

53. A particle, of weight tp, rests on a rough inclined plane, of 
weight W, whose base rests on a rough table, the coefficients of friction 
being the^same. If a gradually increasing force be ap^died to the 
particle vt along the surt^ of the inclined plane, find whether it will 
move u^ the plaxie before the plane slides on the table, the angle of 
inclination of the plane being a. 

54. A rough cylinder, of weight TFf, lies with its cuds horizontal 
upon a plane, whose inclination to the horizontal is a, whilst a man, 
of weight W (with his body vertical), stands upon the cylinder and 
keeps it at rest. If his feet be at and a vertical section of the 
cylinder through A touch the plane at shew that the angle, d, sub¬ 
tended by AB at the centre of the section, the friction being sufficient 
to prevent any sliding, is given by the equation 

irBin(d+o)=(ir+ 7r')sina. 

55. rough uniform spheres, of equal radii but unequal 
weights Wi and Wg, rest in a spherical bowl, the line joining their 
centres being horizontal and subtending an angle 2a at the centre of 
the bowl; shew that the ooeffioimit of friction between them is not 

lets than 

56. Two rigid weightless rods are firmlj jointed, so as to be at 
right angles, a weight being fixed at their junction, and are placed 
over two rough pegs in the same horizontal plane, whose co^SoientB 
of friction are /t and juf. Bhew that they can be tamed either way 

from their i^ymmetrlcal position tiirough an ajagle gtan"^ , 

Sb is 

without slipping. 

57. A sphere, of weight IT, is placed on a rough ^ane, inclined 
to the horizon at an angle a, which is less than the ang^e of friction; 

shew that a ^ght IT - ■ — , fastened ■kT^c'lBphere at the 

upper end of the diameter which is parallel to tiie plane* wUl just 
prevent the sphere from rolling down the plane. 

What will be the effect of slightiy decreasing or sUghtty increasing 
this wei^t? 

’ f ■ ' » f 
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58« equal tmiJtorm rods are joined rigidly togotlior at one 

extremity ot eacli to form a V| with the angle at the vertex 2a, and 
are placed astride a rough voriical circle of such a radius that tlic 
centre of gravity of the V is in the circumference of the ciiclo, tlio 
angle of motion being e. Shew that, if the V be just on the point of 
motion when the hne joini ng its vertex with the centre of the citcJe 
is horizontal, then sin essM/ema, 

If the irods be connected by a hinge and not rigidly connected 
and the free ends be joined by a string, shew that the joining stung 

will not meet the circle if sin a be <^; if this condition satisfied, 
^ew that if the V is just on the point of slipping when the line 
joining its vertex to the centre is horizontal, the tension of the siting 
ffr _ _ 

will be vl+ooseo a, where W is the weight of either rod. 


59, A vertioal rectangular beam, of weight W, is constrained by 
guides to move only in its own diiection, the lower end resting on a 
smooth floor. If a smooth inclmed plane of given slope be pushed 
under it by a horizontal force acting at the back of the inclined 
plane, the force required. 

If there be friction between the floor and the mclined plane, but 
nowhere else, what must be the least value of /u so that the inclined 
plane may remain, when left m a given position under theibeani, 
without being foro^ out? 


60. A circular disc of weight W and radius a, is suspended 
horizontally by three equal vertical strings, of length &, attached 
^ymmetricmly to its perimeter. Shew that the magnitude of the 
horizontal couple required to keep it twisted through an angle 6 is 


ITa* 


sin^ 




4a* sin®? 

la 


61, Two small rings, each of weight W, slide one upon each of 
two rods in a vertical plane, each inclined at an angle a to the 
vertioal; the rings are connected by a fine elastic string of natural 
length 2a, and whose modulus of elasUoity is the oooflicient of 
friction for each rod and ring is tan/S; shew that, if the string bo 
horizontal, each ring will rest at any point of a segment of the zod 
whose leng^ is 

a ooseo a (cot (a -/8) -cot (tt+^)}. 

62. A wedM, with angle 60^, is placed upon a smooth table, and 
a weight of 20lbtt. on the slant face Is sni^rted by a string Ivlng on 
that face which, after passing through a smooth ring at the tra^ 
supports •a’weii^ )W hwging TerttoaJiys find tiie magnitude of 
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P'ind also the horizontal force necessary to keep the wedge at rest 

(1) when the ring is not attached to the wedge, 

(2) when It is so attached. 

•Solve the same question supposing the slant face of the wedge to 
}>e rough, the coofiicient of friction being and the 20 lb. weight on 
the point of moving down. 


63. Shew that the power necessary to move a cylinder, of radius 
r and weight IT, up a smooth plane inclined at an angle a to the 
horizon by means of a crowbar of length I inclined at an angle fi to 
the horizon is 

JFr _sin a 

~l l+oos(ft+/3)* 

64. A letter-weigher consists of a uniform plate in the form of a 
right-angled isosceles txianglo ABC^ of mass 3 ozs., which is sus^nded 
by its right angle C from a fixed point to which a plumb-line is 
also attached. The letters are suspended from the angle and their 
weight read oS by observing where the plumb-line intersects a scale 
engraved along ABj the divisions of which are marked 1 oz., 2 oz., 
3 oz., etc. Show that the distances from A of the divisions of the 
scale form a harmonic progression. 

fl 

65. A ladder, of length Z feet and weight IT lbs., and uniform in 
every respect throughout, is raised by two men A and B from a hori¬ 
zontal to a vertical position. A stands at one end and B^ getting 
underneath the ladder, walks from the other end towards A holding 
snccesbive points of the ladder above his head, at the height of d feet 
from the ground, the force he exerts being vertical. Find the force 
exerted by B when thus supporting a point n feet from A, and shew 
that the work done by him in passing from the to the (n-1)^ foot 

. md 

2n(a—j)* 

When must A press his feet dovmwanU against his end of tho 
ladder? 


66. Prove that an ordinary drawer cannot be pushed in by a 
force applied to one handle until it has been pushed in a distance 
a. ^ by forces applied in some other manner, where a is the distance 
between the handles and /a is the ooefficient of friction. ■ 

67. Three equal uniform rods, each of weight Wt have their ends 
hinged together so that they form on equilateral triangle; the tilauglu 
rests in a hoidzontol position with each rod in contact with a 
smooth cone of semivertioal angle a whoso axis is vortioal; prove 

that the action at each hinge is 
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68. A Kel, consisting of a spindle of radius o with two circular 
ends of radius a, is placed on a rough inclined plane and has a thread 
wound on it which unwinds when the reel rolls downwards. If /£ bo 
the coefficient of friction and a be the inclination of the plane to tlio 
horizontal* shew that the reel can be drawn up the plane by means 

of the thread if /t be not less than — ~ ^ . 

a-c cos a 


69. Prove the following geometrical construction for the centre 
of gravity of any uniform plane quadrilateral ABCl) ; find the centres 
of gravity, X and Jf, of the triangles ABD, CBD ; let iCy meet BD in 
Z7; then the required centre of gravity is a point G on XY^ such that 

Ya=xu, 


70. There is a small interval between the bottom of a door and 
the floor, and a wedge of no appreciable weight has been thrust into 
this interval, the coefficient of friction between its base and the floor 
being known. If the angle of the wedge bo smaller than a certain 
amount, shew that no force can open the door, the slant edge of the 
wodge b^g supposed smooth. 

71, On the top of a fixed rough cylinder, of radius r, rests a thin 
uniform plonk, and a man stands on the plank just above the point 
of contact. Shew that he can walk slowly a distance 1) re along 
the plank without its slipping off the cylinder, if the weight of the 
plonk is n times that of the man and e is the angle of friction between 
the plonk and the cylinder. 


What will 


72. A hoop stands in a vertical plane on a rough incline which 
the pl^e of the hoop outs in a line of greatest slom. It is kept in 
equilibrium by a string fastened to a point in the circumference, 
wound round it, and fastened to a peg in the incline further up and 
in the same plane. If X is the angle of friotion, ff the angle the hoop 
subtends at the peg, and a that of the incline, shew that there is 

limiting equilibrium when ^=o+cos"^ 

happen if ff has a greater value ? 

73. Shew that the least force which applied to the surface of a 
heavy uniform sphere will just maintain it in equilibrium against a 
rough vertical w^ is 

TToosee^r Trtane[tane- <v/tan®e~l] 

»y5—1 

according as e<or>cos'”^^~—, where IF is the weight and e the 
angle of friction. 


74, A uniform rod, of weight TT, can turn freely about a hinge at 
one end, and rests with the other against a rough vertical wall making 
an angle a with the walL < Shew that end may rest anywhere on 
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arc of a drole of angla 2tan'^[;itta>na]f and that in either of the 

extreme positions the piessnxe on the wall is j7r[oot*a+ju^'^ where 
II is the coefficient of friction. 

75. 1^0 greatest possible cube be out out of a solid hemisphere 
of uniform densitj, prove that the remainder can rest with its curved 
surface on a perfectly rough inclined plane with its base inclined to 
the horizon at an angle 

--['-fef”*-]’ 

where a is the slope of the inclined plane. 

76. A cylindrical cork, of length I and radius r, is slowly ex¬ 

tract^ from the neck of a bottle. U the normal pressure per unit of 
area between the bottle and the unextracted pert of the cork at any 
instant be constant and equal to P, shew tnat the work done in 
extracting it is where /t is the coefficient of friction. 



ANSWERS TO THE EXAMPLES. 


L (Pa^es 15, 16.) 


1. (i) 26; (ii) 3^3; (iii) 13; (iv) ^61; (v) 60*; 
(vi) 15 or V505; (vii) 3. 

2. 20 11^ wt.; 4 lbs. wt. 

3. lbs. wt. in a direction south-west. 

4. 206 lbs. wt. 

5. P lbs. wt. at right angles to the first component. 

6. 2 lbs. wt, 7. 20 lbs. wt. 8, 17 lbs. wt. 

9, 60*. 10. 3 lbs. wt.; 1 lb. wt. 


11 . 


12 . 


13. 
forces. 

14. 


(i) 120*; (ii) oos-‘ g), 151* 3'. 

,/ 14* + 

(-2inripy 

In the direction of the resultant o! the two given 
(i) 23-8; (ii) 6^64; (hi) 08* 12^; (iv) 2-66, 


n. (Pages 19| 20.) 

!■ 6is/3 ail*! 3 11^®* (0 > (^) • 

8. 60 lbs. wt. 

4. Each is \ 100^3, i,e, 67-735, lbs. wt. 

6. 86-603 and 44-83 lbs. wt. nearly. 
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6. P{>/3-l) and^(V6-^2), le, P x-732 and 
Px-6176. 

8. F^Z and 2P 

9. at 135* with the other component. 

10. 10^5 at an angle tan“‘ J 22*36 at 26* 34') with 
the Tertical. 

11. 33*62 lbs. wt.; 51*8 lbs. wt. 


UL (Pages 25, 26.) 

1. Ill: ^3. 2. ^3 :1 ; 2. 3. 120*. 

4. 90*, 112* 37' ( = 180* - cos-^ and 157* 23'. 

0. J2i=34*4 lbs. wt., ai=81*; Iba wt, 03= 169* 

10. 101 I 67*. 11. 62 j 95*. 

12. 67*2; 101. 13. 46; 138*. 

14. ^9-6; 14*. 15. 2-66 cwts. 


IV. (Pages 26—28.) 

1. 40. 2. 104*29'. 

3. 2^3 and //3 lbs. wt 

4. "iZtjZ and 15 lbs. wt 5. 5:4. 

6. 5 and 13. 9. 12 lbs. wt 

16. The straight line passes through C and the middle 
point o£ AB^ 

19. The required point bisects the line joining the 
middle points of the diagonals. 

20. Through B draw BL^ parallel to ACf to meet CD 
in L ; Inaect DL in X; the resultant is a force through X, 
parallel to AD^ and equal to twice AD^ 





iii 


V« 33-~35»^ 

1. 4 lbs. wt. in the direction AQ, 

2. + at an angle tan“^ —, i.e. 9-TO 

lbs. "wt, at 36” 40', with the first force. 

3. 2P in the direction of the middle force. 

4. 7P at cos"^ i.e, 38” 13', with the third force. 

5. at 30* with the third force. 

6. 12*31 making an angle tan“^ 6, {,e* 78® 41', with AB, 

7. 14*24 lbs. wt. 

8. 5 lbs. wt. opposite the second force. 

9- }P (^/5 + 1) is/IoT2^ bisecting the angle between 
Q and P. 

10. 10 lbs. wt. towards the opposite angular point. 

11. ^/l25 + 68^3 lbs. wt. at an angle tan~^ ^ ^:23^ ’ 

i.e. 15*58 lbs, wt. at 76” 39', with the first force. * 

13. P X 5*027 towards the opposite angular point of tlie 
octagon. 

14. 17*79 lbs. wt. at 66” 29' with the fixed line. 

15. 9*40 lbs. wt, at 39* 45' with the fixed line. 

16. 39*50 lbs. wt. at 111” 46' with the fixed line. 

17. 42*6 kilog. wt. at 30® with OA, 


VI. (Pages 38—41.) 

1- ^(^6-^2)} )r(./3-l). 

2. 2^ and 3^ lbs. wt. 3. 126 and 32 lbs. wt. 

4. 56 and 42 lb& wt 5. 48 and 36 lbs. wt 

6. 4, 8, and 12 lbs, wt . 7. W, 

8. 120 lbs. wt 

9. The inclined portions of the string make 60” with 
the Tertioal and the llirust is lFj^3. 
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10. 7*23 Iba. "wt. 11. The weights are equal 

12. 1*34 inclies. 13. 2^ and 9| lbs. wt 

14, 14 lbs. wt. 15. 6 ft 5 ins.; 2 ft. 4 ins. 

16. They are each equal to the weight of the body, 


18, 2Pcos ;r|'where a is the angle at the bit between 


the two portions of the rein. 


20. 


22 . Wi 


Vn. (Pa^eB 45, 46.) 

1. 42*9 lbs. wt.; 19*91 lbs. wt. 

2. 1| and 1| tons wt. 

3. 37*8 and 85*1 lbs. wt. 4. 15*2 lbs. 

5. 3*4, 6*6, 3*67, 7*55 and 5 cwt. respectively, 

6. 160 lbs. and 120 lbs. wt.; 128 and 72 lbs. wt. 

7. 20 cwts. and 6 owts. 

8. 2^4*84 and 561*34 lbs. wt. 

9. 2*73 and *93 tons wt. 

10. (1) 3, 1| and 1 ton wt .) (2) 2, ^ and 1 ton wt. 

11. A thrust of 5*01 tons wt in AC, and a puU of 1*79 
tons wt. in CD» 


VUL (Pages 65—57.) 

1. (i) wB:=ll, AO^I ins.; (u) i8«30, A(7»l ft. 
r ins.; (Hi) jB«10, AO^l ft. 6 ins. 

a. (i) iK = 8, A(7«25 ins.; (ii) ^=8, A(7«-75 ins,; 

(Hi) i?=17, A<7«-19xV ills- 
3. (i)0=s9, AJ5*Biina.; (H)P«2}, J2«13}; 
(lii)C«6f,J?«12f. 

% ©*25, ins,} (H) P-24{, 

C»ii)«»2|^i?«3f 



ANSWERS 


▼ 


5. 15 and 5 lbs. yrt, 6. 43^ and 13-^ H^s. wt. 

8. 98 and 70 lbs. wt. 

9. The block must be 2 ft. from the stronger man. 

10. 4 ft. 3 ins. 11. 1 lb. wt. 12. 1 foot. 

13. 20 lbs.; 4 ins .; 8 ins. 14. 14f ins.; 10| ins. 

16. 40 and 36 lbs. wt. 17. ^W, 

18. The force varies inversely as the distance between 
his hand and his shoulder. 

10. (i) 100 and 150 lbs. wt.; (ii) 50 and 100 lbs. wt.; 

(iii) 26 and 76 lbs. wt. 

20i 1 lb. wt. at 6 ft. from the first. 

21. 77'66 and 34*46 lbs. wt. approx. 

IX. (Pages 71—74.) 

1, 10*1. 2. 6^3 ft.-lbB. 

8. 75^3-129*9 lbs. wt. 

4. 3 ft. 8 ins. from the 6 lb. wt. 

5. At a point distant 6*6 feet from the 20 lbs. 

6. 2-^ ft. from the end. 7. 2| lbs. 

8. 2^ lbs. 

9. (1) 4 tons wt. each; (2) 4|' tons wt., 3| tons wt. 

10. A is 3 inches from the peg. 11. cwt. 

12. One-quarter of the length of the beam. 

13. 66 lbs. wt. 

14. The weight is 3-|^ lbs. and the point is 8|^ ins. from 
the 6 lb. wt. 

15. 3 ozs. 16. 85|, 85|^, and 29 lbs. wt. 

17. 96, 96 and 46 lbs. wt. 

18. 1|^ ins. from the axl& 

19. 2J2 lbs. wt., parallel to CA^ and cutting AD at 
where AP equals 

20. 2P acting along DC, 

21.. 73ie reeultant is parallel to AC apd cuts AD at P, 
where AP is f f t. 
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22. 20i^5 lbs. wt. cutting AB and AD in points distant 
from A 8 £t. and 16 it. respectively. 

23. Pa/S perpendicular to BC and cutting it at Q where 
BQ is |Pa 

29. The required height is where 2 is the length 

of the rope. 

31« A straight line dividing the exterior angle between 
the two forces into two angles the inverse ratio of whose 
sines is equal to the ratio of the forces. 

33. 225 lbs. wt. 


X, (Page 79.) 

2. 0 ft.-lba. 3. 6. 

4. A force equal, parallel, and opposite, to the force at 
O', and acting at a point C* in AG^ such that CG* is -I AB% 

XX. (Pages OSt—OG.) 

2.* 45*. 3. 10^2 and 10 lbs. wt. 

4. The length of the string is AG. 

8. j must be < 1 and > J. 

12. f ^5 and ^^6 lbs. wt 

14. W cosec a and W cot a. 16, 

16. 30*; iWJZ-, IWJZ. 17. ^ : 2^3. 

18, lbs. wt 19. 6| lbs. wt 

21. hijh^ + a* sin* o/(/* + a cos a), where 2a is the height 
of the picture. 

22. The reactions are 

^ «• rand-t- ’■ 

a + 6 ^ a + 6 / 

26. 3*16 ft; 133 and 118*8 lbs. wt 

26. 16*5 lbs, wt 27. 6*76 and 16*6 lbs. wt 

28. 2*83 and 3*61 cwta. 29.' 26*8 and 32*1 Ibatwt 
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XII. (Pages 107—111.) 

1. }FV3. 2. IW^3. 

4. JIFcot a; JTTcotou 

^ Wemp TFsina , ,/coti8-cota\ 

sin.(a + ^)^ Bm(a + ^) \ 2 J 

8. "I lb, wt. 11. AO = a j the tension = 2 JF^3, 

14. The reactions at the edge and the base are 
respectively 3*24 and 4*8 ozs. wt, nearly. 

15. 18. W^. 23. \WJ6. 

24. 133J- and 166J Iba wt. 

26. 17JJ and f { lbs. wt. 27. 20 lbs. wt. 


Xm. (Page 113.) 

1. The force is 4«y2 lbs. wt^ inclined at 45** to the 
third force^ and the moment of the couple is 10a, Vhero 
a is the side of the square. 

2. The force is 5/^ ^2, parallel to DB^ and the moment 
of the couplo is ZPa, where a is the side of the square. 

3. The force is 6 lbs. wt., parallel to CB^ and the 

moment of the couple is where a is tho side of 

the hexagon. 

XIV. (Pages 117, 118.) 


1. The side makes an angle tan”^ 2 with the hoxizon. 

2. 16a. 3. (n + 2)VPT?. 

4. A weight equal to the weight of the table. 

6. 10 lbs. 

7. On the line joining the centre to the leg which is 
opposite the missing log^ and at a distance from the centre 
equal to one-third of the diagonal of the square. 
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viii 


8. 120 Iba. 


d. sin~^—. 

p + to 

11. The pressure on ^ is W 

2Bm^sinC7 


XV. (Pages 128, 129.) 

3. 2^5, 3, and 3 inches. 

6. The pressure at the point A of the triangle is 

!f+Tr— 

3 csin^* 

where a is the perpendicular distance of the weight W from 
the side SG* 

10. 60*. 12. cos-1 73« 

XVI. (Fa^ea 131, 132.) 

1. 4} inches from the end. 

2. 15 inches from the end. 

3. 2{■ feet. 4. ^ inch from the middle. 

5. 7} inch from the first particle. 

6. It diyides the distance between the two extreme 
weights in the ratio of 7 : 2. 

7. 5 ; 1. 8. 1*335.., feet. 9. ^ inches. 

ftS 

10. 12 lbs.; the middle point of the rod. 

XVIL (Pages 137, 136.) 

1. One4fth of the side of the squara 

2. ^ from AS; ~ from AD* 

3. At ^a point ^whoscf distances fhnn AS and AD are 
Id emd 15 indtos reisg^^ 
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4. 7J and 8J inches, 5. 

7. At the centre of gravity of the lamina. 

8. 8^ and 11^ inches. 10. 2:1:1. 

12. At a point whose distances from j?(7 and CA are 
respectively y^^ths and -^ths of the distances of A and £ 
from the same two lines. 

14. It divides the line joining the centre to the fifth 
weight in the ratio of 5 ; 9. 

18. One-quarter of the side of the square. 

20. 4^ inches from A. 

21. It passes through the centre of the circle inscribed 
in the triangle. 


XVin. (Pages 141-143.) 

1. 2-^ inches from the joint. 

2. 5inches from the lower end of the figura 

3. It divides the beam in the ratio of 5 :11. 

4. At the centre of the base of the triangle. 

5. 7f inches. 

7. One inch from the centre of the larger sphere, 

8. Its distance from the centre of the parallelogram is 
one-ninth of a side. 

0. The distance from the centre is one-twelfth of the 
diagonal 

10. The distance from the centre is y\th of the diagonal 
of the square. 

11 . It divides the line joining the middle points of the 
opposite parallel sides in the ratio of 5 : 7. 

_ _. 6a 

12. inches from c?. 14. jg, 

15. A' bisrots AA i> is the middle point of .^<7, 

14. It divides GAm the ratio 1: 
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17. Tlie height of the triangle is j i.e, *634, of the 

side of the square. 

18. inches from the centre. 

19. The centre of the hole must be 16 inches from the 
centre of the disc. 

20. It is at a distance from the centre of tlie 

Oi + Qfh + 6 * 

larger sphere. 

21* where h is the height of the cone. 

22. 13*532 inches. 

23. The height, x, of the part scooped out is one-third 
of the height of the cone. 

24. 3080 miles nearly. 

XIX. (Pages 145^148.) 

1. ®y 7, 8, and 9 lbs. wt. respectively. 

2. inch. 6. 5:4. 

10. At the centre of gravity of the triangle. 

14. 2sin“4. 15. : 1. 

16. The height of the cone must be to the height of the 
cylinder as 2 : 1, i.e, as *5858 : 1. 

19. It divides the axis of the original cone in the ratio 
3:5. 

XX. (Pages 159—162.) 

6 . W 

1. 6 | inches. 2. inches. 4. -g- 

7. 120 j xlifth. 

8. 18 if they overlap in the direction of their lengths^ 
and 8 if in the direction of their breadths. 

11. tJZ times the radius of the hemisphere. 

12. 1 : ^2. 14. 4r. 
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18. The string makes an angle cos”^ with 


the plane where a is its inclination to the horizon; the 
equilibrium is stable. 

19. The line from the fixed point to the centre is inclined 

W — to ?*n 

—fir -to the vertical: tlie equi- 

+ fy + too J * ^ 


at an angle sin"^ — 

Lp 

librium is stable. 


XXI. (Pages 168—170.) 

1. (1) 168J ft.-tons; 117^ ft.-tons. 2. 1000 feet. 

3. 6 X 10’^ ft.4ba. 4. 21120. 5. 9|| hours. 

6. 8|f. 7. 71/f^ mins. 0. 4'4352, 

10. 660,000 fh-lbs.; .30 u.p. 

11. llllJtonswt. 13. 176ft.-lbs.; *215 h.p. 

14. 24'2... ft.*lbs. ; 1) ft.-lbs. 

16. 3 ft.-lbs. 18. 16G ft.-lbs. 


# 

XXII. (Pages 178—180.) 


1 . 

2 . 

weight. 

3. 

7. 

8 . 

9. 

12 . 

14. 

15. 


5 feet. 

4 feet from the first weight; toward the first 


11 : 9. 4. 2 lbs. 6. 4 lbs. 


9^ lbs. 

6 ins. from the 27 ounces; 1® incli. 

1 foot. 10. 360 stone wt. 11. 21 lbs. wt, 
15 lbs. wt. 13. 2^2 at 45® to the lever. 

50 Iba wt. 


The long arm makes an angle 



with the 


horizon. 

16. 8J lbs. wt. 1®- 20 lbs. 

20. The weight of 2^ cwt. 21. ^ (^^3 — 1) 
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XXUl. (Pages 186, 187.) 

1. (i) 320; (ii) 7 ; (iii) 3. 

2. (0 7; (ii)45i; (m)7; (iv)6. 

3. 290 lbs. 4. lOf lbs. 5. 6 lbs. 

7. 5 lbs, 9. 49 lbs.; 1 lb. each. 

10. iw, 21w, 12. 9Jf lbs. wt. 13. 18 lbs. wt. 

XXIV. (Pages 189, 190.) 

1. 6 lbs. 2. 4 strings; 2 lbs. 

3. 47 lbs.; 6 pulleya 4. 7 strings; 14 lbs. 

W . . TT 

5. - -- ■, where n is the number of strings:-r, 

w+1' ^ * n-1 

6. 9 stone wt. 

7. The cable would support 2J tc#ns. 8. w. 

9. 75 Iba; 166J lbs. 10. 1^^ cwt, 

XXV. (Pages 195, 196.) 

1. (i) 30 lbs.; (ii) 4 lbs.; (iii) 4. 

2. (i) 161 lbs. wt.; (ii) 16 lbs. wt.; (iii) fib.; (iv) 6. 

3. 10 lbs. wt.; the point required divides the distance 
between the first two strings in the ratio of 23 : 5. 

4. inch from the end. 5. IS/j^. 

6. ^ inch from the end. 

8. W‘—7P’hito; 8ozs.; 1 lb. wt, 

9. 4; 1050 lbs. 10. 4. 

12. Tr=P(2*-1) + IT (2““i--1). 

XXVL (Pages 201—203.) 

1. 12 lbs. wt j 20 lbs. wt. 2. 30’} W^. 

3. 103-92 lbs. wt S. 3:4;2/> 

. 6. iJ3 : 1. 7. bos*'}}; sin*'} to the |>laa& 
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8 . 

U. 

14. 

16. 

17. 

la 


lbs. wt.; 


V3 


lbs. -wt. 


12 . 


9. 6 lbs. wt. 


sin a 


sin/S—siiia 


tons. 


The point divides the string in the ratio 1 ; sin a. 
17*874 lbs. wt.; 46*684 lbs. wt. 

10*318 lbs. wt.; 12*208 lbs. wt. 

16*12 lbs. wt.; 34*066 lbs. wt. 


XXVII. (Pages 208, 209.) 


1. 

7 lbs. wt. 





2. 

120 lbs. wt.; 

70 lbs. 

, wt. on each 

; iioiJ 

lbs. wt. 

3. 

20 inches. 

4. 

7 feet. 

5. 34 

tons. 

6. 

3 lbs. wt. 

7. 

56 lbs. 

8. 23^ lbs. wt. 

9. 

2J Iba wt. 

10, 

. 360 lbs. 

11. 

120 lbs. 

12. 

1600 ft,-lbs. 





13. 

47040 ft.-lbs. 

; 2 cwt.; 210 feet. 



14. 

26 2R 





c^a' H — t 






XXVm. (Pages 216, : 

217.) 


1. 

11 lbs. 

2. 

26^ Iba 

3. 

2 ozs. 

4. 

2:3; 6 lbs. 

5. 

24-494 iba 

6. 

6 : V26. 


7. J^llO inches; ^110 lbs. 
9. 2s. 3^1; Is. 

10. He will lose one shilling. 
12 . 10 ; ^ 101 ; ^101 : 10 . 
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XXIX. (Pages 222—224). 


1. 34|- inches from the fulcrum. 

2. 2 inches from the end; 1 inch. 

3. 32 inches from the fulcrum. 

4. § inch; 4|- lbs. 5. 4 inches. 

6. 16 lbs.; 8 inches beyond the point of attachment of 
the weight. 

7. -fib.; yf-lb. 

8. 26 lbs.; 15 lbs.; 10 inches from the fulcrum. 

9. 3 lbs. 10. 15|- lbs.; 6|^ lbs.; 4 inches, 

11. It is 10 inches from the point at which the weight 
is attached. 

12. 3 ozs. 13. 30 inches. 


15. The machine being graduated to shew lbs. the 
weights ^indicated must each be increased by -J-th of a lb. 

16. The numbers marked on the machine must each be 

a} W 

increased 1*7 ” Jq » where sc and y are respectively the 

distances of the centre of gravity of the machine and its 
end from the fulcrum, and ^ is the weight of the machine. 

17. He cheats his customers, or himself, according as he 
decreases, or increases, the movable weight. 


XXX. (Pages 230, 231.) 

(In i/ie yollotvtnff &mmple3 ir is taken to be 
1. 4400 lbs. 2. 5^ inches. 3. lbs. wt. 
4. Ipi^ lbs. wt. 5. 4${^ lbs. wt. 

6. 13|-J tons wt. 7. tons wt. 

8. 50|^ lbs. wt. 9. 4^7^ inches. 

10. 4525|. 11. 5430f. 12. 4j-ft..lbs. 
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XXXI. (Pages 244—246.) 


1. 10 lbs. wt. ; 12^- lbs. wrt.; 10^^17 and lbs. 

wt. respectively, inclined at an angle tan“^ 4 with tlio 

horizontal. 


3. lO^yiO Iba wt. at an angle tan"* 3 with the 
horizon. 


6 . 


10 . 

11 . 


J. 7 , ^y /3 lbs. wt. 

sin P :=: sin a + fi cos a. 

Wi+ TTg 


9. 


15 • 


( It + TV \ 

are tlie two 


weights. 

14. ax *134. 

15. At an angle equal to the angle of friction. 

16. 2*19 cwts. 17. 79-7 1bs. wt. 5 *^2. 


XXXII. (Pages 267—269.) 

L 3808 ft-lbs. 2. 7,392,000 ft.-lbs .; 7/^ h.p. 

3, 23,040,000 ft.-lbs.; 5j®^ h.p, 

4. 7766. 6. *446. 

7. *11, *34, and *47 nearly. 

8. «= 4*125; 6 = *01125. 

(The answers to the following fonr questions 
will be only approximations.) 

9. a-6*3; 6 = *097. 

10. P=7*3+ '236 IT; 

If ^ 

36'6 + 1-iW’ 7-3 +-236 y 

11. P= 4*3 + 4*7 TT; *8 and *88, 

12. P «18*6 + 6*6 IT; *69 and *79. 
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XXXIII. (Pages 262, 263.) 

1. 111 lbs. wt. 2. 45*. 

5. It can be ascended as far as the centre. 

8. 50 feet; one-quarter of the weight of the ladder. 

ft 2wi “• tan rti. ... . 

w ■; It tan a > 2/4, the weight is negative, 

i.e, the ladder would have to be hdd up in order that there 
should be equilibrium; if tan a < /i, the weight is again 
negative and we should then only get limiting equilibrium 
if the ladder were held up, and in this case the feet would 
be on the point of moving towards one another. 


XXXIV. (Pages 264, 265.) 

1. tan“* ^; height = twice diameter. 

8. ^ t»n-‘ ^ = 2 tan-* (-1443) = 16* 26'. 
8. Unity. 


4. 45*. 


XXXV. (Pages 269 ^ 273.) 




0677, 


15. + l) - «». 


20. The required force is f Ifat an angle cos'* with 
the line of greatest slope. 

21. In a direction making an angle oos*~*-^^^ (= 15* 48^ 

with the line of greatest slope. « . 

24. If ft cot a be greater than unity, there is no 
position of equilibriuu>« the particle will rest in any. 
ponton. 

< 28. 60*. 
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XXXVI. (Pages 277, 278.) 


1. 

5. 

7. 

8 . 


Ab P, where BP equals \BC ; 

W. ACB 

3TF W 

-g- iy/10 at taii~^ J to the horizontal. 

W ^ W 

2 ‘ 


e 

9 


10. Half the weight of tho middle rod. 

12. One-eighth of the total weight of the rods, acting 
in a horizontal direction. 


XXXVII. (Page 285.) 

6. J fb.-lK 7. f ft,-lh. 

XXXVm. (Pages 293—296.) 

1, 39 Iba. wt.; 25*8 lbs. wt. at 1“ 40' to the horizon. 

2. 162*3 and 267-96 lbs. wt. 3. *41. 

4. 124*, 103®, 133". 6. 26*9 lbs. wt. 

6. 74 lbs. wt.; 12*7 lbs. wt. 

7. A force 2*6 lbs. along a line which cuts BG and AO 
produced in points JST and L such that CK=- 19*25 ins. and 
(7X«17*6 ins. 

8. (1) 1J ft. j (2) 7J ft. in the direction opposite 
to AB. 

9. 3*9 ft. from the end. 

10. 7*15 lbs, wt. and 6*85 lbs. wt. 

11. 150, 168*116, and 60 lbs. wt. 

13. Each equals the wt. of 10 cwt. 

14. *46; 91*2 and 67*2 lbs. wt. 

15. 68*1^ 65*8, 87*4, 83*2, and 29 lbs. wt. respectiyely. 
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20. J\ = 13 05; ^3 « 9*79; ^3 = 3-26; ^^ 4 « 8*39 

T'b — 5 cwts. T^ and are ties; the others are struts. 

21. 5^ = 8'39; 5^2 = 11*98j 5^3=9*62. is a strut; 
and T^ are ties. 

22. 37*2, 47*6 and 43*1 cwts. 

23. 6 tons and 2 tons; 5*77, 1*155, 1*155 and 3*464; 
of these last four the first, third and fourth are struts and 
the second is a tie. 

24. The tensions of AB^ BC^ CD, DA are 32*4, 36*4, 
16*8 and 25*5 lbs, wt; the thrust of BD is 36*7 lbs. wt. 


EASY MISCELLANEOUS EXAMPLES. 
(Pages 318—320.) 

1. 15 lbs. wt. at an angle tan'* f with the second 
force. 

2. ^ Each component is 57*735...lbs. wt, 

3. 14*24 Iba wt. 4. 50 and 86*6025... lbs. wt. 

6 . 3 feet. 7. 2 ozs. 9. 4J inches from A, 

10 . 7^ inches. 

12 . It divides the line joining the centre to the middle 
point of the opposite side in the ratio 2:13. 

13. I^ths of the diameter of a penny. 

14. 8 and 12 lbs. wt. 15. 9^ lbs. wt. 

16. 

17. The required point divides the distance between the 
two extreme strings in the ratio 13 : 49. 

18. ^^3 lbs. wt, 20. 18 inches; 4 inches. 

21 . 26f. 22 . 

23. He can ascend the whole length. 


24 . 10 ^ 





Airswjsns 


XIX 


HARDBR MISCELLANEOUS EXAMPLES. 

(Pages 320—332.) 

5. The centre of the inscribed circle. 

6 . P divides AI) in the ratio 1 : ^ 3 , 

9. The forces are in equilibrium. 

21 . fib. wt. 28. 

31« where a and h are the lengths of the 

sides of the frame and AP is a;. 

39. At a point distant ^/c® + a® — a from the centre of 
the rod, where 2 c is the length of the rod, and a is the 
distance from the centi'e of the given point. 

jtic ® 

aemf+^coae' ^ <>* each 

particle. 

44. The difference between the angles of inclination of 
the planes to the horizon must be not greater than the sum 
of the angles of friction. 

45. 7rcosX8in(a-X)coseca, and TT cos X sin X cosec a, 
where W is the weight of the rod. 

48. The ratio of the depth to the width pf the sash. 

49. 4/3 feet. 

_ 53. The particle will move first, if /aW> (I + w coa a 
sin a, where a is the inclination of the face of the plane. 

57. The equilibrium will be broken. 

TT 

69. WUsxi; tan where W* is the weight of 

the inclined plane. 



XX 


STAriCi^ 


62. the force is (i) bJ3 lbs. weighty and 

(ii) zero. 


JfT - . the force is (i) ^ lbs, \irt., and (ii) 


zero. 


65. He must press downwards when £ has raised more 


than half the 


usb pre 
ladder. 










